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PREFACE:

As part of a program of harmonization of industry standards, the Compressed Gas Association (CGA) has issued
CGA P-48, Reciprocating Cryogenic Pumps and Pump Installations for Oxygen, Argon, and Nitrogen, jointly
produced by members of the International Harmonization Council and originally published by the European
Industrial Gases Association (EIGA) as EIGA Doc 159, Reciprocating Cryogenic Pumps and Pump Installations
Oxygen, Argon, and Nitrogen.

This publication is intended as an international harmonized standard for the worldwide use and application of all
members of the Asia Industrial Gases Association (AIGA), Compressed Gas Association (CGA), European
Industrial Gases Association (EIGA), and Japan Industrial and Medical Gases Association (JIMGA). Each
association’s technical content is identical, except for regional regulatory requirements and minor changes in
formatting and spelling.

PLEASE NOTE:

The information contained in this document was obtained from sources believed to be reliable and is based on
technical information and experience currently available from members of the Compressed Gas Association, Inc.
and others. However, the Association or its members, jointly or severally, make no guarantee of the results and
assume no liability or responsibility in connection with the information or suggestions herein contained. Moreover,
it should not be assumed that every acceptable commodity grade, test or safety procedure or method, precaution,
equipment or device is contained within, or that abnormal or unusual circumstances may not warrant or suggest
further requirements or additional procedure.

This document is subject to periodic review, and users are cautioned to obtain the latest edition. The Association
invites comments and suggestions for consideration. In connection with such review, any such comments or
suggestions will be fully reviewed by the Association after giving the party, upon request, a reasonable
opportunity to be heard. Proposed changes may be submitted via the Internet at our web site, www.cganet.com.

This document should not be confused with federal, state, provincial, or municipal specifications or regulations;
insurance requirements; or national safety codes. While the Association recommends reference to or use of this
document by government agencies and others, this document is purely voluntary and not binding unless adopted
by reference in regulations.

A listing of all publications, audiovisual programs, safety and technical bulletins, and safety posters is available
via the Internet at our website at www.cganet.com. For more information contact CGA at Phone: 703-788-2700,
ext. 799. E-mail: customerservice@cganet.com.

Work Item 16-050
Atmospheric Gases & Equipment Committee

NOTE—Technical changes from the previous edition are underlined.
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FIRST EDITION: 2014
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1 Introduction

Reciprocating cryogenic pumps have become key components within the industrial gas industry handling
primarily, liquid oxygen, argon, and nitrogen. To ensure that pumps operate both safely and reliably, it is important
that pumps are correctly designed, installed, operated, and maintained for the required duty.

Pumping cryogenic fluids is accompanied by some degree of hazard. The hazards include liquid under pressure,
cryogenic temperatures, volume and pressure increases due to vaporization, and the ability of oxygen to
accelerate combustion.

This publication gives guidance to manage these hazards.

2 Scope

This publication is intended to cover cryogenic reciprocating pumps and installations for liquid oxygen, argon,
and nitrogen.

The publication contains a summary of industrial practices and is based on the combined knowledge, experience,
and practices of industrial gas and equipment suppliers.

Carbon dioxide pumps are not covered in this publication. For information regarding carbon dioxide pumps, see
CGA G-6.3, Carbon Dioxide Cylinder Filling and Handling Procedures or EIGA Doc 83, Recommendations for
Safe Filling of CO- Cylinders and Bundles [1, 2].!

Centrifugal liquid oxygen pumps are not covered in this publication. See CGA G-4.7, Stationary Electric-Motor-
Driven Centrifugal Liquid Oxygen Pumps [3].

The design and installation requirements and recommendations included in this publication apply only to
installations bequn after the publication date and not to existing installations. However, the information contained
in this publication may benefit existing installations or those in the project phase. Furthermore, to the extent that
they exist, national laws supersede the suggested practices listed in this publication. It should not be assumed
that every local standard, test, safety procedure, or method is contained in these recommendations or that
abnormal or unusual circumstances may not warrant additional requirements or procedures.

3 Definitions
For the purpose of this publication, the following definitions apply.
3.1 Publication terminology

3.141 Shall
Indicates that the procedure is mandatory. It is used wherever the criterion for conformance to specific
recommendations allows no deviation.

3.1.2 Should
Indicates that a procedure is recommended.

3.1.3 May
Indicates that the procedure is optional.

3.14 Wwill
Is used only to indicate the future, not a degree of requirement.

3.15 Can
Indicates a possibility or ability.
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" References are shown by bracketed numbers and are listed in order of appearance in the refererice szction. ]
Document Sharing Hub

Thﬁdgfé{:ﬁg@gdiﬁgﬂ%g%é% the sole use of the purchaser. It may not be shared with any other person or used after the expiration date

Full docums:vi 0 express written permission of the CGA. Any unauthorized use, reproduction, distribution, or modification of this printed page will


http://www.avadocuments.com/doc/cga-p-48-2021
http://www.avadocuments.com/doc/cga-p-48-2021

Licensed for the sole use of the purchaser. See license agreement penalties for distribution.

PAGE 2 COMPRESSED GAS ASSOCIATION, INC. CGA P-48—2021

3.2 Technical definitions

3.21 Cavitation

This phenomenon occurs when the pressure of a liquid drops to less than the vapor pressure of the liquid at a
certain temperature. At this point, liquid vaporizes, thereby creating vapor bubble. These bubbles can cause a
pump to lose prime or suffer heavy vibration and damage.

3.2.2 Cold end
Pump assembly through which the cryogenic liquid passes and is elevated in pressure.

3.23 Cryogenic reciprocating pump
Consists of a motor (single, twin, or variable drive) belt drive, gear drive or direct couple assembly, warm end
(crank drive), and the cold end.

3.24 Loss of prime
Loss of liquid flow to and/or through the pump.

3.25 Net positive suction head (NPSH)
Margin of difference (measured in height) between the actual pressure of a liquid flowing into a pump and the
vapor pressure of the liquid.

3.2.6 Purge gas

Ambient temperature, dry (dew point of —40 °F (—40 °C) or less), oil-free, particle-free, and carbon dioxide-free
(less than 3 ppm) air, nitrogen, or argon used to sweep away or prevent concentrated oxygen or moisture laden
air.

3.2.7 Subcooled liquid
Liquid at a temperature less than its boiling point.

NOTE—Subcooling can be achieved by increasing the liquid pressure greater than its equilibrium pressure or bubble point.

3.2.8 Thermosiphon tank

Tanks with dedicated pump pipework with both feed and return pipework connected to the tank liquid phase. This
arrangement improves pump priming by allowing circulation of liquid from tank, through the pump and back to
the tank, even when the pump is not running.

3.2.9 Warm end
Crank case box that drives the cold end.

4 Description of a reciprocating cryogenic pump and pump installation and
components

A general arrangement of a cryogenic pump installation consists of a vacuum insulated cryogenic tank,
reciprocating pump, a vaporizer, and interconnecting and delivery pipework. An example of a general
arrangement of cryogenic pump equipment is shown in Figure 1. Cryogenic pumping systems shall be designed
to ensure that required controls and safety elements are used in accordance with the application of the system.

Typical applications include filling of compressed gas cylinders, but there are other applications where high
pressure gas or cryogenic fluid is required.

In most cases, the pump will be supplied by liquid from a vacuum insulated cryogenic tank consisting of an inner
vessel and an outer jacket. There are two main types of vacuum insulated cryogenic tanks used in cryogenic
reciprocating pump installations. One type is a standard conventional use tank. The other is a thermosiphon tank.
Both tanks are described in more detail in Section 5.

The reciprocating pump increases the pressure of the cryogenic fluid to the required pressure of operation, as
described in Section 5.
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If the product is required in the gaseous condition, then the product passes through a vaporizer to convert the
cryogenic fluid to temperature gas. Vaporizers can be ambient, which relies on no additional heat input to
vaporize the product, or there may be an external heat source such as hot water, steam, or hot air.

e )

Outside scope
of publication
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relief valve valve
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Figure 1—Example of a general arrangement of cryogenic pump equipment
5 Description of individual components
5.1 Tanks

Installations may use a thermosiphon tank with dedicated pump feed and return piping, rather than a conventional
tank. A simplified piping arrangement for a thermosiphon tank and a conventional tank are described in 5.1.1 and
5.1.2.

5.1.1 Thermosiphon tanks

An example of a simplified thermosiphon tank piping arrangement is shown in Figure 2. Tanks and related piping
shall be designed to ensure that required controls and safety elements are used in accordance with the
application of the system.

The pump feed and return pipework ensures good suction conditions to the pump when running and during
standby. The rate of tank pressure rise and therefore vent losses are reduced.

The thermosiphon tank design incorporates both the suction and return pipes in a vacuum insulated leg that
descends from below the tank to a point almost level with the ground.

The pump suction pipe descends from the center of the inner vessel to a low point within the vacuum insulated
jacket extension. The suction pump then rises and exits the vacuum jacket, continually rising towards the pump.
A liquid return from the pump suction rises back towards the vacuum jacket extension. After penetrating the
vacuum jacket, the return pipe is then connected through the inner vessel lower dished end. The return
connection is usually made closer to the vessel outer diameter than the suction feed. The return pipe is usually
extended internally up from the dished end to ensure that the warmer return liquid rises away from the lower
pump suction feed nozzle.

Shallow gas traps are included on both feed and return pipes within the vacuum jacket extension to stop external
pipes from retaining cryogenic liquid and therefore icing when a pump is isolated.

Heat gained in the external pump pipework reduces the cryogenic liquid density sufficiently to generate a
thermosiphon circulation of liquid from suction to return pipework even when the pump is not running.

For effective operation, designers should ensure that a sufficient height difference exists between suction and

return tank connections, ensure that the pipe slopes are preserved, and keep the depth of internal r
minimum. Bﬁé‘ﬁﬁ‘ients
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