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RECOMMENDED PRACTICE FOR REMOVING HAZARDOUS MATERIAL  

CONTAINERS DURING REPAIR AND MAINTENANCE OF  
CYLINDER TRUCKS AND TRAILERS 

 

This recommended practice cannot address all possible scenarios of how work will be conducted. 

Each company using this recommended practice shall ensure that the safety of its employees or agents is not 
jeopardized. 

Companies that maintain delivery equipment for industrial gas companies should consider the following guide-
lines concerning product removal from vehicles before they are moved indoors for maintenance: 

1. Containers of toxic, flammable, and corrosive materials as well as refrigerated liquids in DOT-4L/TC-4LM 
specification containers shall be unloaded from delivery equipment before any maintenance or repair work 
is performed indoors.  

2. All containers shall be unloaded from delivery equipment if any hot work such as welding or torchwork is 
performed on or within 10 ft (3.0 m) of delivery equipment or if delivery equipment will be unattended in-
doors for extended periods of time, such as overnight. 

3. The hazardous materials manifest or Transportation of Dangerous Goods documentation for products re-
maining on the delivery equipment shall be placed in the driver’s door pouch, on the driver’s seat of the 
power unit, or in the designated area for trailers during maintenance. Placarding, marking, and documenta-
tion shall be correct for the hazardous materials or dangerous goods remaining on the delivery equipment. 

4. When emergency repairs are required, the driver of the delivery equipment in consultation with the driver’s 
manager can advise what containers need to be unloaded before the delivery equipment is moved indoors 
for repair. 

These recommendations do not cover delivery equipment that has permanently affixed liquid storage contain-
ers. 
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PLEASE NOTE: 
 
The information contained in this document was obtained from sources believed to be reliable and is based on  
technical information and experience currently available from members of the Compressed Gas Association, Inc. and 
others. However, the Association or its members, jointly or severally, make no guarantee of the results and assume 
no liability or responsibility in connection with the information or suggestions herein contained. Moreover, it should not 
be assumed that every acceptable commodity grade, test or safety procedure or method, precaution, equipment or 
device is contained within, or that abnormal or unusual circumstances may not warrant or suggest further require-
ments or additional procedure. 
 
This document is subject to periodic review, and users are cautioned to obtain the latest edition. The Association  
invites comments and suggestions for consideration. In connection with such review, any such comments or sugges-
tions will be fully reviewed by the Association after giving the party, upon request, a reasonable opportunity to be 
heard. Proposed changes may be submitted via the Internet at our web site, www.cganet.com. 
 
This document should not be confused with federal, state, provincial, or municipal specifications or regulations;  
insurance requirements; or national safety codes. While the Association recommends reference to or use of this doc-
ument by government agencies and others, this document is purely voluntary and not binding unless adopted by ref-
erence in regulations. 
 
A listing of all publications, audiovisual programs, safety and technical bulletins, and safety posters is available via 
the Internet at our website at www.cganet.com. For more information contact CGA at Phone: 703-788-2700, ext. 799.  
E-mail: customerservice@cganet.com. 
 Work Item 09-005 
 Distribution and Fleet Safety Committee 

 
 

NOTE—No technical information has been changed from the 1999 edition. This reaffirmed edition may include minor 
editorial changes. 
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