
 

CISPR 14-1 
Edition 7.0 2020-09 

INTERNATIONAL 
STANDARD 
NORME 
INTERNATIONALE 

Electromagnetic compatibility – Requirements for household appliances, electric 
tools and similar apparatus –  
Part 1: Emission  
 
Compatibilité électromagnétique – Exigences relatives aux appareils 
électrodomestiques, aux outils électriques et aux appareils analogues –  
Partie 1: Émission 
 

C
IS

PR
 1

4-
1:

20
20

-0
9(

en
-fr

) 

  
  

® 
 

INTERNATIONAL SPECIAL COMMITTEE ON RADIO INTERFERENCE 
COMITÉ INTERNATIONAL SPÉCIAL DES PERTURBATIONS RADIOÉLECTRIQUES 
  

 

colour
inside

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


 

 
  

 THIS PUBLICATION IS COPYRIGHT PROTECTED 
 Copyright © 2020 IEC, Geneva, Switzerland  
 
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form 
or by any means, electronic or mechanical, including photocopying and microfilm, without permission in writing from 
either IEC or IEC's member National Committee in the country of the requester. If you have any questions about IEC 
copyright or have an enquiry about obtaining additional rights to this publication, please contact the address below or 
your local IEC member National Committee for further information. 
 
Droits de reproduction réservés. Sauf indication contraire, aucune partie de cette publication ne peut être reproduite 
ni utilisée sous quelque forme que ce soit et par aucun procédé, électronique ou mécanique, y compris la photocopie 
et les microfilms, sans l'accord écrit de l'IEC ou du Comité national de l'IEC du pays du demandeur. Si vous avez des 
questions sur le copyright de l'IEC ou si vous désirez obtenir des droits supplémentaires sur cette publication, utilisez 
les coordonnées ci-après ou contactez le Comité national de l'IEC de votre pays de résidence. 
 

IEC Central Office Tel.: +41 22 919 02 11 
3, rue de Varembé info@iec.ch 
CH-1211 Geneva 20 www.iec.ch 
Switzerland 

 
About the IEC 
The International Electrotechnical Commission (IEC) is the leading global organization that prepares and publishes 
International Standards for all electrical, electronic and related technologies. 
 
About IEC publications  
The technical content of IEC publications is kept under constant review by the IEC. Please make sure that you have the 
latest edition, a corrigendum or an amendment might have been published. 
 
IEC publications search - webstore.iec.ch/advsearchform 
The advanced search enables to find IEC publications by a 
variety of criteria (reference number, text, technical 
committee, …). It also gives information on projects, replaced 
and withdrawn publications. 
 
IEC Just Published - webstore.iec.ch/justpublished 
Stay up to date on all new IEC publications. Just Published 
details all new publications released. Available online and 
once a month by email.  
 
IEC Customer Service Centre - webstore.iec.ch/csc 
If you wish to give us your feedback on this publication or 
need further assistance, please contact the Customer Service 
Centre: sales@iec.ch. 
 

IEC online collection - oc.iec.ch 
Discover our powerful search engine and read freely all the 
publications previews. With a subscription you will always 
have access to up to date content tailored to your needs. 
 
Electropedia - www.electropedia.org 
The world's leading online dictionary on electrotechnology, 
containing more than 22 000 terminological entries in English 
and French, with equivalent terms in 18 additional languages. 
Also known as the International Electrotechnical Vocabulary 
(IEV) online. 
 

 
A propos de l'IEC 
La Commission Electrotechnique Internationale (IEC) est la première organisation mondiale qui élabore et publie des 
Normes internationales pour tout ce qui a trait à l'électricité, à l'électronique et aux technologies apparentées. 
 
A propos des publications IEC  
Le contenu technique des publications IEC est constamment revu. Veuillez vous assurer que vous possédez l’édition la 
plus récente, un corrigendum ou amendement peut avoir été publié. 
 
Recherche de publications IEC - 
webstore.iec.ch/advsearchform 
La recherche avancée permet de trouver des publications IEC 
en utilisant différents critères (numéro de référence, texte, 
comité d’études, …). Elle donne aussi des informations sur 
les projets et les publications remplacées ou retirées. 
 
IEC Just Published - webstore.iec.ch/justpublished 
Restez informé sur les nouvelles publications IEC. Just 
Published détaille les nouvelles publications parues. 
Disponible en ligne et une fois par mois par email. 
 
Service Clients - webstore.iec.ch/csc 
Si vous désirez nous donner des commentaires sur cette 
publication ou si vous avez des questions contactez-nous: 
sales@iec.ch. 

IEC online collection - oc.iec.ch 
Découvrez notre puissant moteur de recherche et consultez 
gratuitement tous les aperçus des publications. Avec un 
abonnement, vous aurez toujours accès à un contenu à jour 
adapté à vos besoins. 
 
Electropedia - www.electropedia.org 
Le premier dictionnaire d'électrotechnologie en ligne au 
monde, avec plus de 22 000 articles terminologiques en 
anglais et en français, ainsi que les termes équivalents dans 
16 langues additionnelles. Egalement appelé Vocabulaire 
Electrotechnique International (IEV) en ligne. 
 

 

 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

INTERNATIONAL 
ELECTROTECHNICAL 
COMMISSION 

COMMISSION 
ELECTROTECHNIQUE 
INTERNATIONALE  
ICS 33.100.10 

 

ISBN 978-2-8322-1031-4 
 

  
  

® Registered trademark of the International Electrotechnical Commission 
 Marque déposée de la Commission Electrotechnique Internationale 

® 
 

 Warning! Make sure that you obtained this publication from an authorized distributor. 
 Attention! Veuillez vous assurer que vous avez obtenu cette publication via un distributeur agréé. 

CISPR 14-1 
Edition 7.0 2020-09 

INTERNATIONAL 
STANDARD 
NORME 
INTERNATIONALE 

Electromagnetic compatibility – Requirements for household appliances, electric 
tools and similar apparatus –  
Part 1: Emission  
 
Compatibilité électromagnétique – Exigences relatives aux appareils 
électrodomestiques, aux outils électriques et aux appareils analogues –  
Partie 1: Émission 
 

INTERNATIONAL SPECIAL COMMITTEE ON RADIO INTERFERENCE 
COMITÉ INTERNATIONAL SPÉCIAL DES PERTURBATIONS RADIOÉLECTRIQUES  

 

colour
inside

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


 – 2 – CISPR 14-1:2020 © IEC 2020 

CONTENTS 

FOREWORD ........................................................................................................................... 8 
1 Scope ............................................................................................................................ 10 
2 Normative references .................................................................................................... 11 
3 Terms, definitions and abbreviated terms ...................................................................... 12 

3.1 General ................................................................................................................. 12 
3.2 General terms and definitions ............................................................................... 13 
3.3 Terms and definitions related to click analysis ...................................................... 14 
3.4 Terms and definitions related to types of ports ...................................................... 15 
3.5 Terms and definitions related to parts and devices connected to the EUT ............. 16 
3.6 Terms and definitions related to operating conditions ............................................ 17 
3.7 Terms and definitions related to toys .................................................................... 18 
3.8 Terms and definitions related to IPT...................................................................... 19 
3.9 Other terms and definitions ................................................................................... 20 
3.10 Abbreviated terms ................................................................................................. 21 

4 Limits of disturbances .................................................................................................... 22 
4.1 General ................................................................................................................. 22 
4.2 Application of limits ............................................................................................... 22 
4.3 Continuous disturbances ....................................................................................... 23 

4.3.1 General ......................................................................................................... 23 
4.3.2 Frequency range 9 kHz to 30 MHz ................................................................. 23 
4.3.3 Frequency range 150 kHz to 30 MHz ............................................................. 25 
4.3.4 Frequency range 30 MHz to 1 000 MHz ......................................................... 27 
4.3.5 Frequency range 1 GHz to 6 GHz .................................................................. 29 

4.4 Discontinuous disturbances .................................................................................. 30 
4.4.1 General ......................................................................................................... 30 
4.4.2 Limits ............................................................................................................ 30 

5 Test equipment and methods of measurement ............................................................... 31 
5.1 Test equipment ..................................................................................................... 31 

5.1.1 General ......................................................................................................... 31 
5.1.2 Measuring receivers ...................................................................................... 31 
5.1.3 Artificial Mains Network (AMN) ...................................................................... 31 
5.1.4 Voltage probe ................................................................................................ 31 
5.1.5 Current probe ................................................................................................ 32 
5.1.6 Artificial hand ................................................................................................ 32 
5.1.7 Click analyser for discontinuous disturbance ................................................. 32 
5.1.8 Absorbing clamp ............................................................................................ 32 
5.1.9 Radiated emission test sites .......................................................................... 32 

5.2 Conducted disturbances set-up and measurements .............................................. 32 
5.2.1 Arrangement of the EUT ................................................................................ 32 
5.2.2 Arrangement of the leads at the ports of the EUT .......................................... 34 
5.2.3 Arrangement of auxiliary equipment ............................................................... 35 

5.3 Radiated disturbances set-up and measurements ................................................. 37 
5.3.1 General ......................................................................................................... 37 
5.3.2 Magnetic field strength – 9 kHz to 30 MHz ..................................................... 37 
5.3.3 Disturbance power – 30 MHz to 300 MHz ...................................................... 37 
5.3.4 Radiated emission – 30 MHz to 1 000 MHz and 1 GHz to 6 GHz ................... 39 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


CISPR 14-1:2020 © IEC 2020 – 3 –  

5.4 Measurement procedures and interpretation of results .......................................... 40 
5.4.1 Continuous disturbance ................................................................................. 40 
5.4.2 Discontinuous disturbance ............................................................................. 41 
5.4.3 Exceptions ..................................................................................................... 43 

6 Operating conditions ...................................................................................................... 45 
6.1 General ................................................................................................................. 45 
6.2 Mains operation .................................................................................................... 46 

6.2.1 Voltage at the AC mains port ......................................................................... 46 
6.2.2 Frequency at the AC mains port ..................................................................... 46 

6.3 DC operation ........................................................................................................ 46 
6.3.1 Battery operation ........................................................................................... 46 
6.3.2 Operation from a DC supply other than a battery ........................................... 46 

6.4 Speed controls ...................................................................................................... 47 
6.5 Multifunction equipment ........................................................................................ 47 
6.6 Equipment with built-in luminaires ......................................................................... 47 
6.7 Equipment incorporating IPT functions .................................................................. 48 

7 Compliance with this document ..................................................................................... 48 
8 Measurement uncertainty .............................................................................................. 48 
9 Test report ..................................................................................................................... 48 
Annex A (normative)  Standard operating conditions and normal loads for specific 
equipment ............................................................................................................................. 68 

A.1 Motor operated equipment for household and similar purposes ............................. 68 
A.1.1 Vacuum cleaners ........................................................................................... 68 
A.1.2 Floor polishers ............................................................................................... 69 
A.1.3 Coffee grinders and coffee makers ................................................................ 69 
A.1.4 Kitchen machines .......................................................................................... 69 
A.1.5 Personal care appliances with a motor ........................................................... 69 
A.1.6 Fans .............................................................................................................. 70 
A.1.7 Extractors and range hoods ........................................................................... 70 
A.1.8 Hair-dryers, fan heaters ................................................................................. 70 
A.1.9 Refrigerators and freezers ............................................................................. 70 
A.1.10 Washing machines......................................................................................... 70 
A.1.11 Dishwashers .................................................................................................. 71 
A.1.12 Tumble dryers ............................................................................................... 71 
A.1.13 Centrifugal dryers .......................................................................................... 71 
A.1.14 Razors and clippers ....................................................................................... 71 
A.1.15 Sewing machines ........................................................................................... 71 
A.1.16 Electro-mechanical office machines ............................................................... 71 
A.1.17 Projectors ...................................................................................................... 72 
A.1.18 Milking machines ........................................................................................... 72 
A.1.19 Lawn mowers ................................................................................................ 72 
A.1.20 Air conditioning equipment............................................................................. 72 

A.2 Electric tools ......................................................................................................... 74 
A.2.1 General ......................................................................................................... 74 
A.2.2 Handheld (portable) motor-operated tools ...................................................... 74 
A.2.3 Transportable (semi-stationary) motor-operated tools .................................... 74 
A.2.4 Soldering equipment, soldering guns, soldering irons and similar .................. 74 
A.2.5 Glue guns ...................................................................................................... 75 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


 – 4 – CISPR 14-1:2020 © IEC 2020 

A.2.6 Heat guns ...................................................................................................... 75 
A.2.7 Power staplers ............................................................................................... 75 
A.2.8 Spray guns .................................................................................................... 75 
A.2.9 Internal vibrators ........................................................................................... 75 

A.3 Motor-operated electro-medical apparatus ............................................................ 75 
A.3.1 General ......................................................................................................... 75 
A.3.2 Dental drills ................................................................................................... 75 
A.3.3 Saws and knives ............................................................................................ 75 
A.3.4 Electrocardiograms and similar recorders ...................................................... 75 
A.3.5 Pumps ........................................................................................................... 76 

A.4 Electrical heating equipment ................................................................................. 76 
A.4.1 General ......................................................................................................... 76 
A.4.2 Hobs and hotplates ........................................................................................ 76 
A.4.3 Cooking pans, table-type roasters, deep-fat fryers ......................................... 76 
A.4.4 Feed boilers, water boilers, kettles and similar boilers ................................... 76 
A.4.5 Instantaneous water heaters .......................................................................... 76 
A.4.6 Storage heaters ............................................................................................. 76 
A.4.7 Warming plates, boiling tables, heating drawers, heating cabinets ................. 77 
A.4.8 Cooking ovens, grills, waffle irons, waffle grills .............................................. 77 
A.4.9 Toasters ........................................................................................................ 77 
A.4.10 Ironing machines ........................................................................................... 77 
A.4.11 Clothes irons ................................................................................................. 78 
A.4.12 Vacuum packagers ........................................................................................ 78 
A.4.13 Flexible electrical heating equipment ............................................................. 78 
A.4.14 Air convection room heaters .......................................................................... 78 
A.4.15 Rice cookers .................................................................................................. 79 

A.5 Thermostats .......................................................................................................... 79 
A.5.1 General ......................................................................................................... 79 
A.5.2 Thermostatically controlled three-phase switches .......................................... 80 
A.5.3 Thermostats – Alternative procedure to that specified in A.5.1 ....................... 80 

A.6 Automatic goods-dispensing machines, entertainment machines and similar 
equipment ............................................................................................................. 81 

A.6.1 General ......................................................................................................... 81 
A.6.2 Automatic dispensing machines ..................................................................... 81 
A.6.3 Juke boxes .................................................................................................... 81 
A.6.4 Automatic entertainment machines incorporating a winnings-payout 

mechanism .................................................................................................... 81 
A.6.5 Automatic entertainment machines with no winnings-payout mechanism ....... 82 

A.7 Electric and electronic toys ................................................................................... 82 
A.7.1 General ......................................................................................................... 82 
A.7.2 Operating conditions ...................................................................................... 82 

A.8 Miscellaneous equipment ...................................................................................... 83 
A.8.1 Time switches not incorporated in equipment................................................. 83 
A.8.2 Electric fence energizers ............................................................................... 84 
A.8.3 Electronic gas igniters ................................................................................... 84 
A.8.4 Insect killers .................................................................................................. 85 
A.8.5 Personal care appliances without a motor ...................................................... 85 
A.8.6 Air cleaners ................................................................................................... 85 
A.8.7 Steam generators and humidifiers ................................................................. 85 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


CISPR 14-1:2020 © IEC 2020 – 5 –  

A.8.8 Battery chargers other than IPT chargers ...................................................... 86 
A.8.9 External Power Supplies (EPS) ...................................................................... 86 
A.8.10 Lifting devices (electric hoists) ....................................................................... 86 
A.8.11 Robotic equipment ......................................................................................... 87 
A.8.12 Other robotic equipment ................................................................................ 89 
A.8.13 Clocks ........................................................................................................... 89 

A.9 Induction cooking appliances ................................................................................ 89 
A.9.1 General ......................................................................................................... 89 
A.9.2 Operating conditions for EUT with fixed cooking zone(s)................................ 89 
A.9.3 Operating conditions for EUT with many small coils ....................................... 90 

A.10 Equipment making use of IPT other than induction cooking appliances ................. 90 
A.10.1 General ......................................................................................................... 90 
A.10.2 IPTS .............................................................................................................. 90 
A.10.3 IPTC .............................................................................................................. 91 
A.10.4 IPTE .............................................................................................................. 91 

A.11 Operating conditions for particular equipment and integrated parts ....................... 92 
A.11.1 Integrated starting switches, speed controls, etc. ........................................... 92 
A.11.2 Regulating controls and external power controller .......................................... 92 
A.11.3 Equipment operated from External Power Supplies (EPS) ............................. 93 
A.11.4 Remote controls and timers ........................................................................... 93 

Annex B (normative)  Click rate of special equipment.......................................................... 101 
Annex C (informative)  Background information on the measurement of discontinuous 
disturbances/clicks ............................................................................................................. 102 

C.1 General ............................................................................................................... 102 
C.2 Additional recommendations for the use of an oscilloscope ................................. 102 
C.3 Additional recommendations for the application of exceptions ............................. 103 
C.4 Example for the use of the upper quartile method ............................................... 103 
C.5 Background information about the minimum observation time ............................. 106 

Annex D (informative)  Statistical evaluation ....................................................................... 108 
D.1 General ............................................................................................................... 108 
D.2 Method based on a general margin to the limit .................................................... 108 
D.3 Test based on the non-central t-distribution ........................................................ 109 
D.4 Test based on the binomial distribution ............................................................... 110 
D.5 Larger sample size.............................................................................................. 111 

Bibliography ........................................................................................................................ 112 
 
Figure 1 – IPT terms ............................................................................................................. 21 
Figure 2 – Examples of test configuration ............................................................................. 22 
Figure 3 – Examples of discontinuous disturbances whose duration and separation 
meet the definition of clicks (see 3.3.3) ................................................................................. 50 
Figure 4 – Examples of discontinuous disturbance whose duration or separation do not 
meet the definition of click .................................................................................................... 51 
Figure 5 – Flow chart for emission measurements of mains operated equipment in the 
frequency range from 30 MHz to 1 000 MHz ......................................................................... 52 
Figure 6 – Flow chart for emission testing of battery operated equipment in the 
frequency range from 30 MHz to 1 000 MHz ......................................................................... 53 
Figure 7 – Flow chart for emission measurements in the frequency range from 1 GHz 
to 6 GHz ............................................................................................................................... 54 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


 – 6 – CISPR 14-1:2020 © IEC 2020 

Figure 8 – Flow diagram for the evaluation of discontinuous disturbance, based on 
measuring the clicks ............................................................................................................. 55 
Figure 9 – Flow diagram for the evaluation of discontinuous disturbance, based on 
counting the switching operations ......................................................................................... 56 
Figure 10 – Artificial hand – RC element ............................................................................... 57 
Figure 11 – Application of the artificial hand – Portable electric drill ...................................... 57 
Figure 12 – Application of the artificial hand – Portable electric saw ..................................... 58 
Figure 13 – Cable bundling ................................................................................................... 58 
Figure 14 – Voltage probe measurement for mains powered EUT ......................................... 59 
Figure 15 – Radiated emission – Location of the EUT on the turntable and measuring 
distance ................................................................................................................................ 60 
Figure 16 – Radiated emission – Example of test set-up for table-top EUT ........................... 60 
Figure 17 – Radiated emission – Example of test set-up for table-top EUT ........................... 61 
Figure 18 – Radiated emission – Example of test set-up for table-top EUT (top view) ........... 61 
Figure 19 – Radiated emission – Example of test set-up for floor standing EUT .................... 62 
Figure 20 – Radiated emission – Example of the test set-up for an EUT made of 
multiple table-top parts ......................................................................................................... 63 
Figure 21 – Radiated emission – Example of the test set-up for an EUT in SAC or 
OATS, made of a combination of table-top and floor standing parts ...................................... 64 
Figure 22 – Radiated emission – Height of the EUT in the FAR ............................................. 65 
Figure 23 – Example of test setup for disturbance voltage measurements on table-top 
EUT (horizontal RGP) ........................................................................................................... 66 
Figure 24 – Example of alternative test setup (vertical RGP) for measurements on table-
top EUT (disturbance voltage on mains port and disturbance current on auxiliary port) ......... 66 
Figure 25 – Example of disturbance voltage measurement arrangement for floor 
standing EUT(s) .................................................................................................................... 67 
Figure A.1 – Arrangement for measurement of the disturbance voltage produced at the 
fence port of electric fence energizers (see A.8.2) ................................................................ 95 
Figure A.2 – Measuring arrangement for toys running on tracks ............................................ 96 
Figure A.3 – Radiated emission – Test set-up for floor operated vacuum cleaner .................. 97 
Figure A.4 – Example of an idle roller for the measurement of radiated emissions of 
robotic cleaners .................................................................................................................... 97 
Figure A.5 – Measurement arrangement for two-terminal external power controller ............... 98 
Figure A.6 – Applicable cases for testing equipment making use of IPT ................................ 99 
Figure A.7 – Setup for operation of the mobile part on a test surface other than 
horizontal ............................................................................................................................ 100 
Figure C.1 – Discontinuous disturbance at i.f. reference level and QP output, as shown 
in CISPR 16-1-1:2015, Table 17, test pulse 1 ..................................................................... 102 
Figure D.1 – Unit to unit variation of sub-range maximum ................................................... 110 
 
Table 1 – Application of limits ............................................................................................... 23 
Table 2 – Disturbance voltage limits for the AC mains port of equipment with active IPT 
functions ............................................................................................................................... 24 
Table 3 – Magnetic field strength limits ................................................................................. 24 
Table 4 – Limits for the magnetic field induced current.......................................................... 25 
Table 5 – General limits ........................................................................................................ 26 
Table 6 – Limits for the mains port of motor operated tools ................................................... 27 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


CISPR 14-1:2020 © IEC 2020 – 7 –  

Table 7 – Disturbance power limits – 30 MHz to 300 MHz ..................................................... 28 
Table 8 – Reduction applicable to Table 7 limits ................................................................... 28 
Table 9 – Radiated disturbance limits and testing methods – 30 MHz to 1 000 MHz .............. 29 
Table 10 – Required highest frequency for radiated electric field strength 
measurements ...................................................................................................................... 29 
Table 11 – Radiated electric field disturbance limits and test methods – 1 GHz to 6 GHz ...... 30 
Table A.1 – Types of EUT, operating modes and test setup .................................................. 90 
Table B.1 – Application of factor f for the determination of the click rate of special 
equipment ........................................................................................................................... 101 
Table C.1 – Discontinuous disturbances recorded during the first run at 500 kHz................ 104 
Table C.2 – Discontinuous disturbances recorded during the second run at 500 kHz .......... 105 
Table C.3 – Discontinuous disturbances recorded during the first run at 1,4 MHz ............... 105 
Table C.4 – Discontinuous disturbances recorded during the second run at 1,4 MHz .......... 106 
Table C.5 – Examples of minimum observation time ........................................................... 107 
Table D.1 – Values of the coefficient KE as a function the sample size ............................... 108 

Table D.2 – General margin to the limit for statistical evaluation ......................................... 109 
Table D.3 – Factor k for the application of the non-central t-distribution .............................. 109 
Table D.4 – Application of the binomial distribution ............................................................. 111 

 

  

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


 – 8 – CISPR 14-1:2020 © IEC 2020 

INTERNATIONAL ELECTROTECHNICAL COMMISSION 

INTERNATIONAL SPECIAL COMMITTEE ON RADIO INTERFERENCE 

____________ 

 
ELECTROMAGNETIC COMPATIBILITY –  

REQUIREMENTS FOR HOUSEHOLD APPLIANCES,  
ELECTRIC TOOLS AND SIMILAR APPARATUS –  

 
Part 1: Emission  

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

The International Standard CISPR 14-1 has been prepared by subcommittee CISPR/F: 
Interference related to household appliances tools, lighting equipment and similar apparatus, 
of IEC technical committee CISPR. 

This seventh edition cancels and replaces the sixth edition published in 2016. This edition 
constitutes a technical revision. 

This edition includes the following significant changes with respect to the previous edition: 

– extension of the frequency range for radiated measurements above 1 GHz; 
– revision of general test conditions and addition of new specific test conditions (e.g. for 

robotic equipment); 
– introduction of additional requirements for equipment making use of inductive power transfer 

technology; 
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– remove from the normative text any compliance requirement based on statistical evaluation; 
– revision of clicks analysis, with particular relevance to the determination of the observation 

time and the application of the upper quartile method for different types of click analysers. 

The text of this document is based on the following documents: 

FDIS Report on voting 

CIS/F/796/FDIS CIS/F/799/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts in the CISPR 14 series can be found on the IEC website under the general title 
Electromagnetic compatibility – Requirements for household appliances, electric tools and 
similar apparatus. 

The committee has decided that the contents of this publication will remain unchanged until the 
stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data related to 
the specific publication. At this date, the publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct understanding 
of its contents. Users should therefore print this document using a colour printer. 
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ELECTROMAGNETIC COMPATIBILITY –  
REQUIREMENTS FOR HOUSEHOLD APPLIANCES,  

ELECTRIC TOOLS AND SIMILAR APPARATUS –  
 

Part 1: Emission  
 
 
 

1 Scope 

This part of CISPR 14 specifies the requirements that apply to the emission of radio-frequency 
disturbances in the frequency range 9 kHz to 400 GHz from appliances, electric tools and similar 
apparatus as defined below, whether powered by AC or DC (including a battery). 

This document is applicable to the following equipment: 

• household appliances or similar equipment; 

NOTE 1 Examples are equipment used: 

– for typical housekeeping functions in the household environment, which includes the dwelling and its 
associated buildings, the garden, etc.; 

– for typical housekeeping functions in shops, offices, commercial and other similar working environments; 

– on farms; 

– by clients in hotels and other residential type environments; 

– for induction cooking or air-conditioning, either in residential or commercial environments. 

• electric tools; 

NOTE 2 Examples of electric tools include electric motor-operated or electromagnetically driven hand-held tools, 
transportable tools, lawn and garden machinery. 

• similar apparatus. 

NOTE 3 Examples are: 

– external power controllers using semiconductor devices; 

– motor-driven electro-medical equipment; 

– electric/electronic toys; 

– personal care and beauty care appliances; 

– automatic goods-dispensing machines; 

– entertainment machines; 

– cine or slide projectors; 

– battery chargers and external power supplies for use with products under the scope of this document; 

– electric fence energisers. 

Also included in the scope of this document are separate parts of the above mentioned 
equipment such as motors and switching devices (e.g. power or protective relays). However, 
no emission requirements apply to such separate parts, unless otherwise stated in this 
document. 

Products which incorporate radio transmit/receive functions are included in the scope of this 
document. 

Equipment under the scope of this document making use of IPT is also in the scope. 
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Excluded from the scope of this document are: 

– equipment for which all emission requirements in the radio-frequency range are explicitly 
formulated in other CISPR standards; 
NOTE 4 Examples are: 

− luminaires, including portable luminaires for children, discharge lamps and other lighting devices under the 
scope of CISPR 15; 

− information technology equipment, e.g. home computers, personal computers, electronic copying machines 
under the scope of CISPR 32; 

− audio/video equipment and electronic music instruments other than toys under the scope of CISPR 32; 

− mains communication devices, as well as baby surveillance systems; 

− equipment which is under the scope of CISPR 11 (e.g. microwave ovens) but be aware of 6.5 on 
multifunction equipment (e.g. for another function requiring click measurements) 

− radio controls, walkie-talkies and other types of radio-transmitters; 

− arc welding equipment. 

– equipment intended to be used only on a vehicle, ship or aircraft; 
– equipment used only in industrial environment 
– the effects of electromagnetic phenomena relating to the safety of the equipment. 

Multifunction equipment may be required to comply with clauses in this and other standards. 
The details are given in 6.5. 

The emission requirements in this document are not intended to be applicable to the intentional 
transmissions from a radio transmitter as defined by the ITU including their spurious emissions. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies.  

CISPR 16-1-1:20151, Specification for radio disturbance and immunity measuring apparatus 
and methods – Part 1-1: Radio disturbance and immunity measuring apparatus – Measuring 
apparatus 

CISPR 16-1-2:2014, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 1-2: Radio disturbance and immunity measuring apparatus – Coupling devices 
for conducted disturbance measurements  
CISPR 16-1-2:2014/AMD1:2017 

CISPR 16-1-3:2004, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 1-3: Radio disturbance and immunity measuring apparatus – Ancillary 
equipment – Disturbance power  
CISPR 16-1-3:2004/AMD1:2016  
CISPR 16-1-3:2004/AMD2:2020 

CISPR 16-1-4:2019, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 1-4: Radio disturbance and immunity measuring apparatus – Antennas and test 
sites for radiated disturbance measurements 

____________ 

1 4th edition (2015). This 4th edition has been replaced in 2019 by a 5th Edition CISPR 16-1-1:2019, Specification 
for radio disturbance and immunity measuring apparatus and methods – Part 1-1: Radio disturbance and immunity 
measuring apparatus – Measuring apparatus. 
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CISPR 16-2-1:2014, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 2-1: Methods of measurement of disturbances and immunity – Conducted 
disturbance measurements  
CISPR 16-2-1:2014/AMD1:2017 

CISPR 16-2-2:2010, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 2-2: Methods of measurement of disturbances and immunity – Measurement of 
disturbance power 

CISPR 16-2-3:2016, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 2-3: Methods of measurement of disturbances and immunity – Radiated 
disturbance measurements  
CISPR 16-2-3:2016/AMD1:2019 

CISPR 16-4-2:2011, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 4-2: Uncertainties, statistics and limit modelling – Measurement instrumentation 
uncertainty  
CISPR 16-4-2:2011/AMD1:2014  
CISPR 16-4-2:2011/AMD2:2018 

CISPR 32:2015, Electromagnetic compatibility of multimedia equipment – Emission 
requirements 

IEC 60050-161:1990, International Electrotechnical Vocabulary (IEV) – Part 161: 
Electromagnetic compatibility  
IEC 60050-161:1990/AMD1:1997 
IEC 60050-161:1990/AMD2:1998 
IEC 60050-161:1990/AMD3:2014 
IEC 60050-161:1990/AMD4:2014 
IEC 60050-161:1990/AMD5:2015 
IEC 60050-161:1990/AMD6:2016 
IEC 60050-161:1990/AMD7:2017 
IEC 60050-161:1990/AMD8:2018 
IEC 60050-161:1990/AMD9:2019 

IEC 61000-4-20:2010, Electromagnetic compatibility (EMC) – Part 4-20: Testing and 
measurement techniques – Emission and immunity testing in transverse electromagnetic (TEM) 
waveguides 

IEC 61000-4-22:2010, Electromagnetic compatibility (EMC) – Part 4-22: Testing and 
measurement techniques – Radiated emission and immunity measurements in fully anechoic 
rooms (FARs) 

3 Terms, definitions and abbreviated terms 

3.1 General 

For the purposes of this document, the terms and definitions given in IEC 60050-161, as well 
as the following apply. 

NOTE Within this document wherever the term “equipment” is used it includes the more specific terms “appliance”, 
“household or similar appliances”, “electric tool”, “toys” and “apparatus”. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 
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3.2 General terms and definitions 

3.2.1  
equipment under test 
EUT 
equipment being evaluated according to the requirements of this document 

3.2.2  
system under test  
EUT and auxiliary equipment which are tested together in accordance with the requirements of 
this document 

Note 1 to entry: The system under test can be made by one or more EUTs, and can also include auxiliary equipment 
(see 3.5.5). See Figure 2 for examples of systems under test as part of the test configuration. 

3.2.3  
reference ground  
reference potential connecting point 

Note 1 to entry: There can only be one reference ground in a conducted disturbance measurement system. 

[SOURCE: CISPR 16-2-1:2014/AMD1:2017, 3.1.24] 

3.2.4  
reference ground plane 
RGP 
fIat, conductive surface that is at the same electric potential as reference ground, which is used 
as a common reference, and which contributes to a reproducible parasitic capacitance with the 
surroundings of the EUT  

Note 1 to entry: A reference ground plane is needed for the measurements of conducted disturbances, and serves 
as reference for the measurement of unsymmetrical and asymmetric disturbance voltages. 

Note 2 to entry: In some regions, the term ‘reference earth’ is used in place of ‘reference ground’. 

[SOURCE: CISPR 16-2-1:2014/AMD1:2017, 3.1.25] 

3.2.5  
common mode absorption device 
CMAD 
device applied on cables leaving the test volume in radiated emission measurements to reduce 
the compliance uncertainty 

[SOURCE: CISPR 16-1-4:2019, 3.1.7, modified – "Radiated disturbance" replaced with 
"radiated emission".] 

3.2.6  
radio frequency 
RF 
frequency of the electromagnetic spectrum that is between the audio-frequency portion and the 
infrared portion  

Note 1 to entry: The RF spectrum is generally accepted to be from 9 kHz to 3 000 GHz. 

3.2.7  
weighting 
pulse-repetition-frequency (PRF) dependent conversion (mostly reduction) of a peak-detected 
impulse voltage level to an indication that corresponds to the interference effect on radio 
reception 

[SOURCE: CISPR 16-2-1:2014, 3.1.29, modified – Notes omitted.] 
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3.3 Terms and definitions related to click analysis 

3.3.1  
switching operation 
operation of opening or closing a switch or contact 

Note 1 to entry: Switches can be mechanical (including electro-mechanical relays) or electronic (thyristors, 
transistors). 

Note 2 to entry: Switching operations are used to control/enable the operation of a device/load (e.g. a motor or a 
heating element) and have the potential of generating discontinuous disturbances. 

Note 3 to entry: Switching operations occur at a random rate (e.g. for the purpose of temperature control) or pre-
determined rate (e.g. as part of automatic program controls). 

Note 4 to entry: The occurrence of switching operations is not necessarily associated with the generation of 
disturbances classified as clicks (see 3.3.3 definition) 

3.3.2  
discontinuous disturbance 
impulsive disturbance that appears as an abrupt and transitory increase of the disturbance level 
caused by switching operations 

Note 1 to entry: The spectral density of discontinuous disturbances is broadband. Their subjective effect varies with 
repetition rate, duration and amplitude. These parameters are captured with suitable time domain instrumentation 
(e.g. click analyser). 

Note 2 to entry: Other impulsive disturbances appear as broadband (e.g. those generated by commutation in brush 
motors) but the repetition rate is higher than that typical of switching operations. 

3.3.3  
click 
discontinuous disturbance, having an amplitude exceeding the quasi-peak limit for continuous 
disturbance, the duration of which is not longer than 200 ms and which is separated from a 
preceding or subsequent disturbance by at least 200 ms, where the durations are determined 
from the signal which exceeds the i.f. reference level of the measuring receiver or from the 
instantaneous peak signal which exceeds the quasi-peak limit for continuous disturbance  

Note 1 to entry: A click can comprise one or more pulses, see 4.4.1. 

Note 2 to entry: Examples of discontinuous disturbances, which can be classified as clicks are shown in Figure 3. 
Examples of discontinuous disturbances, which cannot be classified as clicks, are shown in Figure 4. 

Note 3 to entry: Under certain conditions, some kinds of disturbances are considered as clicks even if they do not 
meet this definition (see 5.4.3). 

3.3.4  
i.f. reference level 
corresponding value on the intermediate frequency output of the measuring receiver of an 
unmodulated sinusoidal signal which produces a quasi-peak indication equal to the limit for 
continuous disturbance 

3.3.5  
click observation time 
T 
time used for the calculation of the click rate 

Note 1 to entry: Information about the required minimum observation time for the statistical interpretation of the 
disturbance caused by clicks or switching operations is given in 5.4.2.2. 

Note 2 to entry: The observation time T can be further distinguished as TC, observation time for the measurement 
of clicks, or TS, observation time for the counting of switching operations. 
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3.3.6  
click rate 
N 
number of clicks or switching operations per minute 

Note 1 to entry: The click rate N can be further distinguished as NC, number of clicks per minute, or NS, number of 
switching operations per minute. 

3.3.7  
click limit 
Lq 
variable limit for discontinuous disturbances, which depends on the click rate N 

Note 1 to entry: The click limit can be seen as a relaxation of the relevant quasi-peak limit for continuous 
disturbances and it is used for the assessment of discontinuous disturbances classified as clicks. 

3.3.8  
upper quartile method 
statistical evaluation method for clicks  

3.4 Terms and definitions related to types of ports 

3.4.1  
port 
physical interface of the system under test through which electromagnetic energy propagates 

3.4.2  
public mains network 
electricity lines to which all categories of consumers have access and which are operated by a 
supply or distribution undertaking for the purpose of supplying electrical energy 

3.4.3  
AC mains port 
port used for connection to an AC public mains network 

3.4.4  
auxiliary port 
port used for connection to an auxiliary equipment 

Note 1 to entry: Wired network ports are not included in this definition. 

3.4.5  
wired network port 
point of connection for voice, data and signalling transfers intended to interconnect widely 
dispersed systems by direct connection to a single-user or multi-user communication network  

Note 1 to entry: Examples of these include CATV, PSTN, ISDN, xDSL, LAN and similar networks. 

Note 2 to entry: These ports are connected to screened or unscreened cables and may carry AC or DC power where 
this is an integral part of the telecommunication specification 

[SOURCE: CISPR 32:2015, 3.1.32, modified – Note 2 to entry modified] 

3.4.6  
fence port 
output port of an electric fence energizer (high voltage) 

3.4.7  
enclosure port 
physical boundary of the system under test through which electromagnetic fields may radiate 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


 – 16 – CISPR 14-1:2020 © IEC 2020 

[SOURCE: CISPR 32:2015, 3.1.13, modified – The definition was rephrased.] 

3.5 Terms and definitions related to parts and devices connected to the EUT 

3.5.1  
terminal 
conductive part that allows electrical connection at a port 

Note 1 to entry: Terminals are fitted at the end of a cable (e.g. a plug, a connector) or directly at the enclosure of 
the EUT (a connector). 

3.5.2  
non-extendable wiring 
arrangement whereby the length of electrical wire connected to a port cannot be easily 
increased by the user 

EXAMPLE Non-extendable wiring are cables and leads that are: 

– permanently attached to equipment or devices at both ends, 

– attached using special tools, 

– connected using couplers that are not generally available to members of the public, 

– fitted with connectors specifically designed for use only with a particular model of equipment/apparatus, 

– wiring whose length is established only after installation, e.g. air conditioning units. 

3.5.3  
ancillary equipment 
transducer or other equipment connected to a measuring receiver or (test) signal generator and 
used in the disturbance signal transfer between the EUT and the measuring or test equipment 

EXAMPLE Current probes, voltage probes, antennas, coaxial cables, filters, attenuators and artificial mains 
networks. 

[SOURCE: CISPR 16-2-3:2016/AMD1:2019, 3.1.2, modified – Addition of "or other equipment" 
in the definition and example added.] 

3.5.4  
associated equipment 
AE 
equipment that is not part of the system under test but needed to exercise and/or monitor the 
EUT 

[SOURCE: CISPR 16-2-3:2016, 3.1.5, modified – Addition of "and/or monitor".] 

3.5.5  
auxiliary equipment 
AuxEq 
peripheral equipment that is part of the system under test 

EXAMPLE A detachable motorised power nozzle of a vacuum cleaner, a wired remote control, an external battery, 
an external power supply, or a laptop providing a compatible USB power port. 

[SOURCE: CISPR 16-2-3:2016, 3.1.6, modified – Note added.] 

3.5.6  
external power controller 
device or equipment which allows the user to directly control the power delivered to a load 
external to the EUT 

EXAMPLE Controllers used to regulate the speed of motors or the movement of mechanical parts. 
The required settings are generally achieved by rotating knobs and/or pressing buttons. Regulation can be provided 
by a number of fixed or continuously adjustable settings. 
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3.5.7  
external power supply 
EPS 
device having its own physical enclosure that converts power supplied by the AC mains into 
power at a different voltage 

Note 1 to entry: The output voltage of the EPS can be either AC or DC. 

3.5.8  
representative load 
load which is not provided (sold) with the equipment but it is used to exercise the EUT as 
specified in the relevant test conditions 

Note 1 to entry: Examples are a resistive load or a battery used to load a battery charger at its output terminals, a 
resistive load connected to a secondary coil to exercise an IPTS or a real IPTC. It is common that a representative 
load is an apparatus commercially available or specified by the manufacturer in the instructions for use. 

3.5.9  
representative source 
apparatus which is not provided (sold) with the equipment but it is used to power the EUT at its 
rated voltage in order to obtain the relevant test conditions 

Note 1 to entry: Examples are an EPS or an inductive power source (IPTS). 

Note 2 to entry: This is generally an apparatus commercially available or specified by the manufacturer in the 
instructions for use. 

3.6 Terms and definitions related to operating conditions 

3.6.1  
mains operated equipment 
equipment which is not battery operated equipment 

3.6.2  
battery operated equipment 
equipment which is operated only from batteries and cannot perform its intended function when 
connected to the AC mains supply, either directly or via an external power supply (EPS) unit 

3.6.3  
mains operation  
condition where the equipment is powered from the AC mains supply either directly or via a 
dedicated external power supply to perform its intended function(s) 

Note 1 to entry: Charging batteries from the AC mains supply is mains operation. 

3.6.4  
battery operation  
condition where the equipment is powered only from batteries and there is no provision for the 
equipment to perform its intended function(s) when connected to the AC mains supply, either 
directly or via an external power supply (EPS) unit 

3.6.5  
operating mode 
condition in which the equipment performs one or more of its intended function(s), as specified 
in the instructions for use 

Note 1 to entry: The number of operating modes can increase if an auxiliary equipment can be used to expand the 
functionality of the equipment. 

Note 2 to entry: A number of user selectable settings could be available within an operating mode (e.g. control of 
power or speed). 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


 – 18 – CISPR 14-1:2020 © IEC 2020 

3.6.6  
table-top EUT 
equipment intended to be located on the top of a table or on a surface other than the floor 

EXAMPLE Wall and ceilings are examples of surfaces other than the floor. 

3.6.7  
floor standing EUT 
equipment that, according to its design and/or weight, usually stands on the floor while in use 

3.6.8  
DC powered equipment 
equipment which can perform its intended functions when supplied with direct current  

Note 1 to entry: DC powered equipment are typically powered from DC supplies as energy storage (batteries), 
AC/DC power converters or DC distribution networks. 

Note 2 to entry: Examples of intended functions are the operation of motors and charging of internal batteries. 

3.7 Terms and definitions related to toys 

3.7.1  
toy 
equipment designed for, or clearly intended for use in play by children under 14 years old 

Note 1 to entry: Toys can incorporate motors, heating elements, electronic circuits and their combination. 

Note 2 to entry: The supply voltage of a toy can be provided by a battery or by means of an adapter or a transformer 
connected to the AC mains supply. 

3.7.2  
battery toy 
toy which contains or uses one or more batteries as the only source of electrical energy 

3.7.3  
transformer toy 
toy which is connected to the supply mains through a transformer for toys and using the supply 
mains as the only source of electrical energy 

3.7.4  
dual supply toy 
toy which can be operated simultaneously or alternatively as a battery toy and a transformer 
toy 

3.7.5  
battery box  
compartment which is separate from the toy or equipment and in which the batteries are placed 

3.7.6  
video toy  
toy consisting of a screen and activating means by which the child can play and interact with 
the picture shown on the screen 

Note 1 to entry: All parts necessary for the operation of the video toy, such as control box, joy stick, keyboard, 
monitor and connections, are considered to be part of the toy. 

3.7.7  
normal operation of toys 
condition under which the toy, connected to the recommended power supply, is played with as 
intended or in a foreseeable way, bearing in mind the normal behaviour of children 
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3.7.8  
experimental kit  
collection of electric or electronic components intended to be assembled in various 
combinations 

Note 1 to entry: The main aim of an experimental set is to facilitate the acquiring of knowledge by experiment and 
research. It is not intended to create a toy or equipment for practical use. 

3.8 Terms and definitions related to IPT 

3.8.1  
inductive power transfer 
IPT 
transfer of electrical energy solely by using inductive coupling from an IPTS to an IPTC, when 
these are placed in physical contact or in close proximity to each other, but are not electrically 
connected 

Note 1 to entry: Examples of functions that can make use of IPT are cooking, heating and charging. See Figure 1 
for a visual description of IPT terms. 

3.8.2  
IPT source 
IPTS 
apparatus that makes electric energy available to an IPTC using IPT 

Note 1 to entry: Examples are induction powering equipment and induction cooking appliances. 

Note 2 to entry: An IPTS can be made by one or more parts (e.g. when using an external power supply as first 
energy conversion stage). 

3.8.3  
inductive powering equipment 
IPTS used for the purpose of powering or charging an IPTC 

Note 1 to entry: The energy could be stored in the IPTC (e.g. charging a battery) or used immediately. 

3.8.4  
induction cooking appliance 
IPTS used for the purpose of cooking or heating food contained in a suitable IPTC 

3.8.5  
IPT client 
IPTC 
apparatus or device which receives electric energy through IPT 

Note 1 to entry: The energy might be used to power directly the intended functions of the client, stored in a battery 
or both. 

Note 2 to entry: Examples are appliances that contain a battery and those that in the absence of a battery rely on 
simultaneous inductive power transfer, including simple passive devices (e.g. vessels on an induction cooking 
appliance). 

3.8.6  
IPT equipment 
IPTE 
equipment made by the combination of a specific IPTS and one or more specific IPTCs 

Note 1 to entry: Examples of IPTE are a shaver provided with a dedicated charging cradle or an induction cooking 
appliance intended for use with dedicated vessels. 
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3.9 Other terms and definitions 

3.9.1  
clock frequency 
fundamental frequency of any signal used in the EUT excluding those which are solely used 
inside integrated circuits (IC) and those used in radio transmitters or radio receivers  

Note 1 to entry: High frequency signals are often generated inside integrated circuits (IC) by phase-locked-loop 
(PLL) circuits from lower clock oscillator frequencies outside the IC. 

3.9.2  
active electronic circuit 
electronic circuit containing electronic components switching at a variable or fixed rate 
(switching/clock frequency) 

Note 1 to entry: Active electronic circuits comprise components such as transistors, thyristors, digital ICs, 
microprocessors, and oscillators. An LED display circuit connected to a battery is not an active electronic circuit if 
the current is limited only by a resistor or by a transistor operating linearly, but it is an active electronic circuit if the 
current is pulsed. 

Note 2 to entry: According to the switching rate and to the measurement bandwidth, the spectral distribution of the 
disturbance generated by active electronic circuits appears as either broadband or narrowband. 

Note 3 to entry: Active electronic circuits are used to control switching operations as defined in 3.3.1 (e.g. by a 
microcontroller) but the two switching rates are fundamentally different. 

3.9.3  
robotic equipment 
equipment capable of performing its intended use by changing its position or the position of its 
parts without human intervention 

Note 1 to entry: The movements can be within a limited space, a pre-programmed space, or a space self-controlled 
by the equipment. 

3.9.4  
robotic cleaner 
robotic equipment capable of performing the functions of a cleaner 

EXAMPLE Robotic cleaners used to vacuum dust and dirt or to wash floors and windows. 

Note 1 to entry: Robotic cleaners typically consist of two parts: 

– a battery powered mobile part that performs the cleaning function (cleaning unit), and 

– a stationary docking station which could, for example, provide battery charging, data processing and dust 
removal  from the mobile cleaner. 

3.9.5  
radio transmitter 
device producing radio-frequency energy intended to be radiated by an antenna, normally for 
the purpose of radiocommunication 

[SOURCE: IEC 60050-713:1998, 713-08-01, modified – "Apparatus" replaced by "device".] 

3.9.6  
radio receiver 
device with associated antenna or including an antenna, used to select the desired radio-
frequency signals from incident radio-frequency radiation, to amplify them, demodulate them 
and if necessary convert the recovered signals into a usable form by equipment in the scope of 
this document 
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3.10 Abbreviated terms 
AC  Alternating current 
AE Associated equipment 
AMN  Artificial Mains Network 
AuxEq Auxiliary Equipment 
DC  Direct current 
EMI ElectroMagnetic Interference 
EPS  External Power Supply 
EUT Equipment Under Test 
FAR  Fully Anechoic Room 
FSOATS Free Space Open Area Test Site 
i.f. intermediate frequency 
IPT Inductive Power Transfer 
IPTS Inductive Power Transfer Source 
IPTC Inductive Power Transfer Client 
IPTE Inductive Power Transfer Equipment 
OATS  Open Area Test Site 
SAC  Semi Anechoic Chamber 
RBW Resolution Band Width 
RGP  Reference Ground Plane 
RF  Radio Frequency 
VBW Video Band Width 
 

 

Figure 1 – IPT terms 
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Figure 2 – Examples of test configuration 

4 Limits of disturbances   

4.1 General 

Radio disturbance limits are given in the frequency range 150 kHz to 6 000 MHz, with an 
extension down to 9 kHz for specific types of equipment. 

If it is evident from the construction, electrical characteristics and intended use of the equipment 
that a certain measurement is not necessary, the equipment is deemed to comply with the 
relevant requirements without testing. The test report shall include the engineering justification 
to support these exclusions from testing. 

NOTE Examples are equipment that do not contain sources of RF disturbance (e.g. sources such as commutator 
motors and active electronic circuits, see 3.8.2) or equipment for which the emission characteristics do not require a 
certain test to be performed (e.g. the equipment is not deemed to be source of significant magnetic field). 

No measurements need be performed at frequencies where no limits are specified. 

4.2 Application of limits 

The following Table 1 gives a reference to the limits applicable to the different types of 
equipment under the scope of this document. 

The table provides only a quick reference. The requirements detailed in the referenced clauses 
and other relevant clauses shall be applied.  
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Table 1 – Application of limits 

 

Disturbance voltage/current Dist. 
voltage Disturbance 

Power c 

Radiated disturbances 

Continuous a, f Clicks b 
Electric 

field 

Magnetic 

field 

Subclause (4.3.2) (4.3.3) (4.4.2) (4.3.4) (4.3.4, 4.3.5) (4.3.2) 

Limits Table 2 Table 5 Table 6 Text Table 7 Table 8 Table 9 Table 3 Table 4 

All equipment not 
listed below  ●  ● ● ● ●   

Tools   ● ● ● ● ●   

Equipment using 
IPT ●   ● ● ● ● ● ● 

Electric fence 
energisers d  ●  ● ● ● ●   

Toys e  ●  ● ● ● ●   

a The limits of Table 5 and Table 6 could be applicable to discontinuous disturbances (see 4.4.2.2). 
b For exemption and exceptions, see 4.4.1 and 5.4.3. 
c For mains operated equipment, if certain conditions are met, the disturbance power test may be applied in 

alternative to the radiated disturbance test (see 4.3.4.2 and Figure 5). 
d For electric fence energisers the disturbance voltage test is applied according to 4.3.3.5. 
e Certain toys are deemed to comply with the requirements of this document without testing (see A.7.1). 
f For wired network ports, see 4.3.3.7. 

 

4.3 Continuous disturbances 

4.3.1 General 

Continuous disturbances shall be assessed in accordance with the methods and limits of this 
subclause using the test equipment specified in 5.1. 

NOTE Continuous disturbances can be either: broadband, caused by switching devices such as mechanical 
switches, commutators and semiconductor regulators; or narrowband, caused by electronic control devices such as 
microprocessors. 

4.3.2 Frequency range 9 kHz to 30 MHz 

The requirements and the tables contained in this subclause shall apply only to equipment and 
apparatus with active IPT functions, when tested in the operating conditions specified in 6.7. 

The measurement of disturbance voltage on the mains port shall be made in accordance with 
Clause 5 and the corresponding limits are specified in Table 2. Measurements of conducted 
emissions on other ports shall be made according to 4.3.3. 

Equipment that can be fully encompassed by an imaginary sphere having a diameter less than 
or equal to 1,6 m, shall be tested by using either the test method and limits specified in  
Table 4, or the test method and limits specified in Table 3. 

Equipment that cannot be fully encompassed by an imaginary sphere having a diameter less 
than or equal to 1,6 m, the test method and the limits specified in Table 3 shall be used. 

EXAMPLE For an EUT in the form of a cube, the maximum length of the cube side would be (1,6 m)/√3 = 0,92 m. 
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Table 2 – Disturbance voltage limits for the AC mains port 
of equipment with active IPT functions 

Frequency 
range 

Appliances which are 100 V rated and without 
an earth connection All other appliances 

MHz dBµV 
Quasi-peak 

dBµV 
Average 

dBµV 
Quasi-peak 

dBµV 
Average 

0,009 to 0,050 122 – 110 – 

0,050 to 0,150 
Decreasing linearly with logarithm of 

frequency from 

102 to 92 
– 

Decreasing linearly with 
logarithm of frequency from 

90 to 80 
– 

0,150 to 0,5 
Decreasing linearly with logarithm of frequency from 

72 to 62 62 to 52 66 to 56 56 to 46 

0,5 to 5 56 46 56 46 

5 to 30 60 50 60 50 

The lower limit applies at the transition frequencies. 

 

If the quasi-peak measurements meet the average limit, the EUT shall be deemed to meet both 
limits and the measurements using the average detector need not be carried out. 

Table 3 – Magnetic field strength limits  

Frequency range 

MHz 

Limits at 3 m distance a, b 

Quasi-peak 

dBµA/m 

0,009 to 0,070 69 

0,070 to 0,150 
Decreasing linearly with logarithm of frequency from 

69 to 39 

0,150 to 4,0 
Decreasing linearly with logarithm of frequency from 

39 to 3 

4,0 to 30 3 

a The measurements are performed at 3 m distance with a small loop antenna (e.g. 60 cm) as described in 4.3.2 
of CISPR 16-1-4:2019. 

b The antenna shall be installed vertically, with the lower edge of the loop at 1 m height above the floor. 
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Table 4 – Limits for the magnetic field induced current  

Frequency range 

MHz 

Horizontal component a, b 

Quasi-peak 

dBµA 

Vertical component a, c 

Quasi-peak 

dBµA 

0,009 to 0,070 88 106 

0,070 to 0,150 
Decreasing linearly with logarithm of frequency from 

88 to 58 106 to 76 

0,150 to 30 
Decreasing linearly with logarithm of frequency from 

58 to 22 76 to 40 

a The measurements shall be performed using the 2 m large loop antenna system (LLAS) as described in 4.7 
and Annex C of CISPR 16-1-4:2019. 

b Current induced by the horizontal component of the magnetic field, which is measured with the two vertically-
oriented LLAs of the LLAS. 

c  Current induced by the vertical component of the magnetic field, which is measured with the horizontally-
oriented LLA of the LLAS. 

 

The test report shall state which method was used and which limits were applied. 

4.3.3 Frequency range 150 kHz to 30 MHz 

4.3.3.1 General 

Disturbance voltages shall be measured in accordance with Clause 5 at each applicable port 
with respect to the reference ground. Disturbance currents shall be measured in accordance 
with Clause 5 on the relevant leads. 

4.3.3.2 Mains port 

The limits in columns 2 and 3 of Table 5 shall be met on the phase(s) and the neutral of the 
mains port of all equipment except for electric tools. For electric tools, see 4.3.3.4. 

However, the limits in Table 5 for the mains port shall not apply if the mains port limits given in 
4.3.2 are applicable to the EUT. 

4.3.3.3 Auxiliary ports 

On auxiliary ports, either the disturbance voltage or the disturbance current measurement 
method may be selected for testing, the corresponding limits given in columns 4 to 7  
of Table 5. 

However, these limits do not apply to: 

a) ports of equipment or auxiliary equipment that do not contain active electronic circuits or 
brush motors 

b) ports which connect to non-extendable wiring shorter than 2 m; 

c) ports connected to leads integrated in the suction hose of vacuum cleaners, even if the 
length exceeds 2 m; 

d) ports internal to the EUT (e.g. built-in batteries); 

e) ports which are not necessary for the intended functions of the EUT and which are not in 
operation during normal use (e.g. programming ports); 
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f) ports which connect to leads having a shield whose both ends are connected to a ground 
layer, a metal plate or metal enclosure; the connections of the shield should offer low 
impedance to high frequency currents (e.g. a short wire or a suitable capacitor). 

If a port can be configured to be either an AC mains port or another type of port, then the limits 
of Table 5 applicable to the type of port being tested shall be met. 

4.3.3.4 Tools 

For motor operated electric tools the limits for the mains port are given in Table 6. However, 
the limits in Table 6 shall not apply if the mains port limits given in 4.3.2 are applicable to the 
EUT. 

The power ratings given in columns 2 to 7 of Table 6 relate only to the rated power P of the 
motor. The power taken by resistive loads of the EUT (for instance the power used by the 
heating elements in an electric blower for plastic welding) is disregarded for the purpose of 
selecting the limits. 

For ports other than the mains port, 4.3.3.3 shall apply. 

4.3.3.5 Electric fence energisers 

The battery port and the fence port of electric fence energisers shall be considered as auxiliary 
ports and the relevant limits applied. 

The instructions for use of electric fence energizers should instruct the users to avoid discharge 
points such as touching vegetation or broken fence wires. 

NOTE 1 High-voltage discharges from electric fence wires to the surrounding can act as source of disturbances, in 
particular to radio and telecommunication networks. 

NOTE 2 An example of instruction is: “Caution: Arcing on the fence will cause radio interferences. Vegetation and 
other causes of arcing must be removed and maintained.” 

4.3.3.6 Limits 

The general conducted emission limits of Table 5 and Table 6 shall apply, unless otherwise 
stated in this document. 

Table 5 – General limits 

Frequency 
range 

Mains ports Auxiliary ports 

Disturbance voltage Disturbance voltage Disturbance current 

1 2 3 4 5 6 7 

MHz Quasi-peak 
dBµV 

Average 
dBµV 

Quasi-peak 
dBµV 

Average 
dBµV 

Quasi-peak 
dBµA 

Average 
dBµA 

0,15 to 0,50 

Decreasing linearly with the 
logarithm  

of the frequency from: 80 70 

Decreasing linearly with the 
logarithm  

of the frequency from: 

66 to 56 59 to 46 40 to 30 30 to 20 

0,50 to 5 56 46 74 64 
30 20 

5 to 30 60 50 74 64 

The lower limit applies at the transition frequencies. 

The test report shall state which test method was used and which limits were applied. 
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Table 6 – Limits for the mains port of motor operated tools 

Frequency 
range P ≤ 700 W 700 W < P ≤ 1 000 W P > 1 000 W 

1 2 3 4 5 6 7 

MHz Quasi-peak 
dBµV 

Average 
dBµV 

Quasi-peak 
dBµV 

Average 
dBµV 

Quasi-peak 
dBµV 

Average 
dBµV 

0,15 to 0,35 
Decreasing linearly with the logarithm of the frequency from: 

66 to 59 59 to 49 70 to 63 63 to 53 76 to 69 69 to 59 

0,35 to 5 59 49 63 53 69 59 

5 to 30 64 54 68 58 74 64 

The lower limit applies at the transition frequencies. 

Key 

P = rated power of the motor only. 

 

If the quasi-peak measurements meet the average limit, the EUT shall be deemed to meet both 
limits and the measurements using the average detector need not be carried out. 

4.3.3.7 Wired network ports 

Wired network ports shall meet the requirements of CISPR 32:2015 and the applicable 
disturbance limits for class B equipment in the frequency range 150 kHz to 30 MHz. 

4.3.4 Frequency range 30 MHz to 1 000 MHz 

4.3.4.1 General 

EUT and auxiliary equipment that do not contain active electronic circuits or brush motors are 
deemed to comply with the requirements of this document in the frequency range 30 MHz to 
1 000 MHz without testing. See also 4.1. 

For mains operation, the assessment procedure of 4.3.4.2 shall be applied. 

For battery operation, the assessment procedure of 4.3.4.3 shall be applied. 

Equipment which is capable of both mains and battery operation shall be assessed in the mains 
operation mode only if all intended functions can be performed in this mode. 

4.3.4.2 Mains operation   

The EUT shall be assessed for emissions in the frequency range from 30 MHz to 1 000 MHz  
by testing in accordance with either method a) or b), see also Figure 5. 

a) The disturbance power limits in columns 2 and 3 of Table 7 for the frequency range from 
30 MHz to 300 MHz shall be met by all equipment except for electric tools. 
For electric tools the limits given in columns 4 to 9 of Table 7 apply. The power ratings given 
in columns 4 to 9 of Table 7 relate only to the rated power P of the motor. The power taken 
by resistive loads of the EUT (for instance the power used by the heating elements in an 
electric blower for plastic welding) is disregarded for the purpose of selecting the limits. 
The EUT shall be also deemed to comply with the requirement of this document in the 
frequency range from 300 MHz to 1 000 MHz without further testing if both conditions 1) and 
2) below are fulfilled: 
1) the disturbance power emission from the EUT is lower than the limits of  

Table 7 reduced by the values of Table 8; 
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2) the maximum clock frequency is less than 30 MHz; 
If either of the conditions 1) or 2) is not fulfilled, radiated measurements in the frequency 
range from 300 MHz to 1 000 MHz shall be performed and the limits of Table 9 for that range 
applied. In any case, the limits of Table 7 in the frequency range 30 MHz to 300 MHz shall 
be met. 

b) The limits for radiated disturbances in Table 9 for the selected test method shall be met. 

NOTE The advantage of method b) is that the assessment in the frequency range 30 MHz to 1 000 MHz of equipment 
having leads in addition to the mains lead is done in one measurement only, whilst with method a) the leads, where 
applicable, have to be tested separately. 

4.3.4.3 Battery operation   

The EUT shall comply with the limits in Table 9 for the frequency range from 30 MHz to 
1 000 MHz (see also Figure 6). 

4.3.4.4 Disturbance power limits   

The disturbance power limits in Table 7, and where relevant, in Table 8 shall be applied. 

Table 7 – Disturbance power limits – 30 MHz to 300 MHz  

Frequency 
range General 

Tools 

P ≤ 700 W 700 W < P ≤ 1 000 W P > 1 000 W 

1 2 3 4 5 6 7 8 9 

MHz Quasi-peak 
dBpW 

Average 
dBpW 

Quasi-peak 
dBpW 

Average 
dBpW 

Quasi-peak 
dBpW 

Average 
dBpW  

Quasi-peak 
dBpW 

Average 
dBpW  

30 to 300 
Increasing linearly with the frequency from: 

45 to 55 35 to 45 45 to 55 35 to 45 49 to 59 39 to 49 55 to 65 45 to 55 

Key 

P = rated power of the motor only. 

 

If the quasi-peak measurements meet the average limit, the EUT shall be deemed to meet both 
limits and the measurements using the average detector need not be carried out. 

Table 8 – Reduction applicable to Table 7 limits 

Frequency 
range General 

Tools 

P ≤ 700 W 700 W < P ≤ 1 000 W P > 1 000 W 

1 2 3 4 5 6 7 8 9 

MHz Quasi-peak 
dBpW 

Average 
dBpW 

Quasi-peak 
dBpW 

Average 
dBpW 

Quasi-peak 
dBpW 

Average 
dBpW  

Quasi-peak 
dBpW 

Average 
dBpW  

200 to 300 
Increasing linearly with the frequency from: 

0 to 10 0 0 to 10 0 0 to 10 0 0 to 10 0 

NOTE This table only applies if method a) specified in 4.3.4.2 is followed. 

 

4.3.4.5 Radiated disturbance limits – 30 MHz to 1 000 MHz 

The radiated disturbances limits, as specified in Table 9, shall be applied according to the 
selected test method. 
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Table 9 – Radiated disturbance limits and testing methods – 30 MHz to 1 000 MHz 

Testing method Basic standard 
Frequency 

range 

MHz 

Limit a 

Quasi-peak 

dBµV/m 

Remarks 

OATS or SAC  b CISPR 16-2-
3:2016/AMD1:2019 

30 to 230 30 
Measurement distance 10 m 

230 to 1 000 37 

FAR c CISPR 16-2-
3:2016/AMD1:2019 

30 to 230 42 to 35 d 
Measurement distance 3 m 

230 to 1 000 42 

FAR c IEC 61000-4-
22:2010 

30 to 230 42 to 35 d 
Measurement distance 3 m 

230 to 1 000 42 

TEM- 

Waveguide e 
IEC 61000-4-

20:2010 

30 to 230 30 
– 

230 to 1 000 37 

a The lower limit is applies at the transition frequency. 
b Measurements may be made at closer distance, down to 3 m. An inverse proportionality factor of 20 dB per 

decade shall be used to normalize the measured data to the specified distance for determining the limit. 
In this case the recommendations of the CISPR basic standards shall be considered when testing large EUT 
at frequency approaching 30 MHz, due to near field effects. 

c All equipment shall be measured within the test volume as described in 5.3.4.3 and shown in Figure 12 to 
Figure 19. 

d Decreasing linearly with the logarithm of the frequency. 
e The TEM waveguide method shall be limited to battery operated EUT without cables attached and with a 

maximum size according to 6.2 of IEC 61000-4-20:2010 (the largest dimension of the enclosure is equal to the 
wavelength at the maximum measurement frequency, 300 mm at 1 GHz). 

The test report shall state which test method was used and which limits were applied. 

 

Any of the measurement methods mentioned in Table 9 may be selected to assess the EUT 
(see Figure 5, Figure 6 and Clause 7). 

4.3.5 Frequency range 1 GHz to 6 GHz 

4.3.5.1 General 

EUTs and auxiliary equipment that contain active electronic circuits shall be evaluated in the 
frequency range from 1 GHz to 6 GHz up to the frequency specified in Table 10 based on the 
highest clock frequency used in the EUT. 

Table 10 – Required highest frequency for radiated electric field strength measurements 

Highest clock frequency (Fx) Highest measurement frequency 

Fx ≤ 108 MHz 1 GHz 

108 MHz < Fx ≤ 500 MHz 2 GHz 

500 MHz < Fx ≤ 1 GHz 5 GHz 

Fx > 1 GHz 5 × Fx up to a maximum of 6 GHz 
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Where the user of the standard decides not to perform measurements up to 6 GHz, the test 
report shall state in which frequency range of Table 10 (first column) Fx belongs to. 

4.3.5.2 Limits 

The limits in the frequency range 1 GHz to 6 GHz are based on radiated electric field 
measurements as specified in Table 11. 

Table 11 – Radiated electric field disturbance limits and test methods – 1 GHz to 6 GHz 

Test 
methods 

Site 
validation 

Frequency range 

MHz 

Limit a 

dB(µV/m) 
Detector / 

RBW 

Measurement 
distance 

m 

FSOATS  b 

FAR 

CISPR 16-1-
4:2019 

1 000 to 3 000 50 Average 

1 MHz 

3 
3 000 to 6 000 54 

1 000 to 3 000 70 Peak 

1 MHz 3 000 to 6 000 74 

a The limits are applied across the frequency range from 1 000 MHz to the required highest frequency of 
measurement derived from Table 10. 

b A FSOATS may be a SAC/OATS with RF absorbers on the RGP. 

When using a spectrum analyser the VBW shall be 1 MHz or higher. The recommended VBW is 3 MHz. 

 

4.4 Discontinuous disturbances 

4.4.1 General 

Discontinuous disturbances on the mains port shall be evaluated using the limits in 4.4.2, taking 
into account general exclusions (see 4.1) and the exceptions (see 5.4.3). 

NOTE Examples of exclusions in accordance with 4.1 (second paragraph) is equipment that: 

– switch a resistive load at zero crossing of the mains voltage, thus causing discontinuous disturbances that do not 
exceed the limit for continuous disturbances;  

– make use of inverters or Variable Speed Drives (VSD) for a smooth control of an inductive load; 

– stop automatically and have not produced any click during a complete program; for such equipment there is no 
value in continuing the test as it would not produce clicks. 

The test equipment shall be as specified in 5.1, with particular reference to 5.1.7. See Annex C 
for further guidance. 

4.4.2 Limits 

4.4.2.1 The limits for discontinuous disturbances identified as clicks are based on quasi-
peak disturbance voltage measurements on the mains port. These limits only apply in the 
frequency range 150 kHz to 30 MHz. 

NOTE The level of disturbances below 30 MHz is interpreted as an indication for the level above 30 MHz. 

The limits for discontinuous disturbance depend on the disturbance characteristics and on the 
click rate N, as given in detail in 4.4.2.2 and 4.4.2.3. 

4.4.2.2 The limits of Table 5 or Table 6 apply to: 
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– discontinuous disturbances other than those classified as clicks, or 
– clicks with a click rate N equal to or greater than 30. 

NOTE Examples of discontinuous disturbances other than clicks for which the limits for continuous disturbance 
apply are shown in 4. 

4.4.2.3 The click limit Lq is calculated by increasing the relevant quasi-peak limit L for 
continuous disturbances (as given in Table 5 column 2 or in Table 6 columns 2, 4 and 6) by: 

44 dB for N < 0,2, or 
20 lg (30/N) dB for 0,2 ≤ N < 30 

The click rate N shall be calculated in accordance with 5.4.2.3. 

Table B.1 contains a list of equipment for which the click rate N may be derived from counting 
the number of switching operations. 

5 Test equipment and methods of measurement 

5.1 Test equipment 

5.1.1 General 

The instruments and devices specified in 5.1 shall be used in accordance with the methods of 
measurement specified in 5.2 and 5.3. 

5.1.2 Measuring receivers 

Receivers with quasi-peak detectors shall be in accordance with Clause 4 of CISPR 16-1-
1:2015; receivers with average detectors shall be in accordance with Clause 6 of CISPR 16-1-
1:2015.  

NOTE 1 Both detectors are generally incorporated in a single receiver. 

NOTE 2 Some measuring receivers contain, beside the average detector according to the specification in CISPR 
16-1-1, a linear average detector which can give a different indicated result. 

5.1.3 Artificial Mains Network (AMN) 

Where this document specifies the use of an AMN, the artificial mains V-network 50 Ω/50 µH  
(or 50 Ω/50 µH + 5 Ω) as defined in Clause 4 of CISPR 16-1-2:2014/AMD1:2017 shall be used. 

The connection between the AMN and the measuring receiver shall be made by means of a 
coaxial cable with a characteristic impedance of 50 Ω. 

The AMN shall be bonded to the applicable ground plane according to 5.2.1.1 by a low RF 
impedance connection. This connection shall be according to 5.3 of CISPR 16-2-
1:2014/AMD1:2017. 

During all measurements of disturbance voltage and disturbance current (on the mains port or 
on auxiliary ports) the mains port of the EUT shall be connected to the EUT port of an AMN in 
order to provide a defined termination. 

5.1.4 Voltage probe 

Where this document specifies the use of a voltage probe, the device shall be as defined in 5.2 
of CISPR 16-1-2:2014. If the impedance of the probe is too low, thus affecting the operation of 
the EUT, more suitable values of its components shall be chosen (for example 15 kΩ in series 
with 500 pF). 
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The readings shall be corrected according to the voltage division factor between the probe and 
the measuring instrument set. For this correction factor, only the resistive parts of the 
impedances shall be taken into account. 

5.1.5 Current probe 

The current probe shall be in accordance with 5.1 of CISPR 16-1-2:2014. 

5.1.6 Artificial hand 

The artificial hand is used to simulate the influence of the user's hand on the radio disturbance 
emitted by the EUT. The artificial hand shall be applied only during the disturbance voltage and 
disturbance current measurements, as specified in 5.2. 

The artificial hand consists of metal foil connected to the reference ground through a RC 
element consisting of a capacitor of (220 ± 44) pF in series with a resistor of (510 ± 51) Ω (see 
Figure 12 and Clause 8 of CISPR 16-1-2:2014 for constructive details). The RC element of the 
artificial hand may be incorporated in the housing of the AMN. 

5.1.7 Click analyser for discontinuous disturbance 

The measuring equipment for discontinuous disturbances shall comply with Clause 9 of 
CISPR 16-1-1:2015. Alternative instrumentation may be used as long the test system fulfills the 
verification procedure according to Clause 9 of CISPR 16-1-1:2015.  

For the measurement of the duration of the disturbance, an alternative method using an 
oscilloscope may be applied  if the measurement accuracy is in accordance with CISPR 16-1-
1:2015. In particular, the cut-off frequency of the oscilloscope shall not be lower than the 
intermediate frequency of the measuring receiver. 

See also Annex C for further information. 

5.1.8 Absorbing clamp 

The absorbing clamp shall be in accordance with Clause 4 of CISPR 16-1-3:2004/AMD1:2016. 

The transducer factor used for measurements with the absorbing clamp shall result from a 
calibration according to CISPR 16-1-3:2004/AMD1:2016, B.2.1 (original method). 

5.1.9 Radiated emission test sites 

The measurement instrumentation, including antennas and test sites shall be compliant with 
the relevant requirements for the test method selected according to 4.3.2, 4.3.4.5 and 4.3.5, as 
applicable. The test sites shall be validated in accordance with CISPR 16-1-4:2019, where such 
requirements exist, for the measurement distance between the EUT and the antenna selected 
for measurement. 

Common mode absorption devices (CMAD) shall be constructed and validated according to 
CISPR 16-1-4:2019. 

5.2 Conducted disturbances set-up and measurements 

5.2.1 Arrangement of the EUT 

5.2.1.1 EUT operated without an earth connection and not held by the hand 

The EUT shall be placed, with respect to the floor, in an orientation typical of intended use, 
unless special conditions are given in Annex A. 
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Table-top EUT shall be: 

– placed at a distance of (0,4 ± 0,05) m from a RGP of at least 2 m × 2 m in size; 
– placed at a distance of (0,8 ± 0,05) m from the AMN; 
– kept at least 0,8 m from any other earthed conducting surface; 
– placed in a manner to ensure that the RGP extends at least 0,5 m beyond the projection of 

its boundaries. 

The RGP shall be either horizontal or vertical (see Figure 23 and Figure 24). 

The AMN shall be bonded to the RGP. However, if the RGP is vertical and it is bonded to a 
horizontal ground plane (e.g. a shielded room), the AMN may be bonded to the horizontal 
ground plane. 

Floor standing EUT (see Figure 25) shall be: 

– placed at a height of (0,12 ± 0,04) m above a horizontal RGP of at least 2 m × 2 m in size; 
– placed at a distance of (0,8 ± 0,05) m from the AMN; 
– kept at least 0,8 m from any other earthed conducting surface; 
– placed in a manner to ensure that the RGP extends at least 0,5 m beyond the projection of 

its boundaries. 

NOTE A specific height and associated tolerance (0,12 ± 0,04) ensure better repeatability. 

Objects supporting the EUT and its parts at the required height shall be made of non-conductive 
material. 

5.2.1.2 EUT without an earth connection and held by hand during operation 

5.2.1.2.1 The EUT shall be arranged in accordance with 5.2.1.1, with the addition of the 
artificial hand described in 5.1.6 and according to the requirements provided in 5.2.1.2. 

The artificial hand shall not be applied to the EUT in cases where it is necessary for a person 
to hold the EUT by hand during testing. 

5.2.1.2.2 The artificial hand shall be applied only on handles, grips and those parts of the 
EUT specified as such by the instructions for use. Where no information is provided by the 
instructions for use, the application of the artificial hand shall follow the general principle that 
the foil shall be wrapped around all handles, both fixed and detachable, supplied with the EUT. 
The terminal M of the RC element (see 10) shall be connected to any exposed non-rotating 
metalwork as specified in 5.2.1.2.3 to 5.2.1.2.7. 

5.2.1.2.3 Metalwork that is covered with paint or lacquer is considered as exposed 
metalwork and shall be directly connected to the terminal M. 

5.2.1.2.4 When the enclosure of the EUT is entirely made of metal, no metal foil is required 
and the terminal M shall be connected directly to the metal enclosure. 

5.2.1.2.5 When the enclosure of the EUT is of insulating material, the metal foil shall be 
wrapped round the handles, e.g. in Figure 11, around handle B, and also round the second 
handle D, if present. Also metal foil 60 mm wide shall be wrapped round the body C at that point 
where the iron core of the motor stator is located, or around the gearbox if this gives a higher 
disturbance level. All these pieces of metal foil, and the ring or bushing A, if present, shall be 
connected together and to the terminal M of the RC element. 
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5.2.1.2.6 When the enclosure of the EUT is partly metal and partly insulating material, and 
has insulating handles, metal foil shall be wrapped round the handles, as handles B and D in 
Figure 11. If the case is non-metallic at the location of the motor, a metal foil 60 mm wide shall 
be wrapped round the body C at that point where the iron core of the motor stator is located, or 
alternatively around the gearbox, if this is of insulating material and a higher disturbance level 
is obtained. The metal part of the body, the point A, the metal foil round the handles B and D 
and the metal foil on the body C shall be connected together and to the terminal M of the RC 
element. 

5.2.1.2.7 When a class II EUT has two handles of insulating material A and B and a case 
of metal C, for example an electric saw (Figure 12), metal foil shall be wrapped round the 
handles A and B. The metal foil at A and B and the metal body C shall be connected together 
and to the terminal M of the RC element. 

NOTE Classes 0, I, II and III are according to IEC 61140.  

5.2.1.3 EUT with an earth connection 

EUT shall be arranged in accordance with 5.2.1.1 

5.2.2 Arrangement of the leads at the ports of the EUT 

5.2.2.1 Mains port 

The disturbance voltage measurements at the mains port are normally made at the plug end of 
the mains lead. 

If the mains lead is longer than the distance between the mains port and the AMN, and can 
form random loops on the ground, the length in excess shall be folded back and forth parallel 
to the lead so as to form a bundle with a length between 0,3 m and 0,4 m (see 3). In doubt, the 
mains lead shall be replaced by a lead of similar type having (1,0 ± 0,1) m length or, if 1,1 m is 
too short, having the minimum length necessary to connect the mains port of the EUT to the 
AMN. 

If the mains lead is shorter than the required distance between the EUT and the AMN, it shall 
be extended, or replaced, by a cable of similar type having the same number of wires and of 
the necessary overall length. 

If the mains lead of the EUT includes an earth conductor (protective or functional earth), the 
plug end of the earth conductor shall be connected to the AMN reference ground. 

Where an earth conductor is required, but it is not included in the lead, the connection of the 
earth terminal of the equipment to the AMN reference ground shall be made by a lead not longer 
than necessary to be connected to the AMN and running parallel to the mains lead at a distance 
of not more than 0,1 m from it. 

If the equipment is not supplied with a lead, it is to be connected to the AMN by a lead not 
longer than 1 m (also in case of plug or socket-outlet). 

The mains lead shall be led downward along the EUT to the level of the non-conductive support 
and then straight to the AMN. 

The following requirements apply to equipment where the mains plug is either provided with, or 
is specified to be used with, passive EMI suppression components (e.g. capacitors, inductors). 

– If the mains plug of the EUT, as supplied for testing, is already fitted with the EMI 
suppression components, the equipment is tested as supplied, i.e. the mains plug shall be 
connected directly to the EUT port of the AMN. 
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– If the mains plug of the EUT, as supplied for testing, is not already fitted with EMI 
suppression components then these shall be mounted and connected in accordance with 
the instructions for use. These instructions, together with the type and ratings of components 
specified for use, shall be noted in the test report. Once the EMI suppression components 
have been incorporated into the mains plug, this shall be connected directly to the EUT port 
of the AMN. 

– In either of the above cases, the mains lead shall take the most direct path between its 
connection point to the EUT and the AMN’s EUT port. 

For equipment supplied with a plug or connector fitted with EMI suppression components the 
user manual shall contain the following information (or similar): 

Caution: Only replace the mains plug or supply cord with the type as specified for this equipment. 

5.2.2.2 Auxiliary port 

Leads attached to auxiliary ports (auxiliary leads) shall be treated in accordance with 5.2.3.2, 
except where otherwise stated in this document. 

5.2.2.3 Wired network port 

CISPR 32:2015 provides the measuring procedure and arrangement for cables connected to 
wired network ports. 

5.2.3 Arrangement of auxiliary equipment 

5.2.3.1 General 

Unless otherwise stated, 5.2.3 applies to auxiliary equipment attached by cables to the EUT. 

When the auxiliary equipment is not essential to the operation of the EUT and has a separate 
test procedure specified elsewhere in this document, this subclause shall not apply to it. The 
auxiliary equipment shall be arranged and tested as specified in this separate test procedure. 

5.2.3.2 Measuring arrangement 

The EUT shall be arranged in accordance with 5.2.1 and 5.2.2.1 with the following additional 
requirements: 

a) auxiliary equipment shall be placed at a distance from the RGP following the same principles 
used for the EUT (i.e. depending whether the auxiliary equipment is floor standing or table 
top equipment). 

b) for auxiliary leads delivered to the end user together with the EUT, the measurements shall 
be performed with the original lead; 
If an auxiliary lead is not delivered to the end user together with the EUT but the instructions 
for use specify for it a length shorter than 10 m, the measurements shall be performed with 
a lead having the maximum specified length; 
If the instructions for use give no information about the length of the auxiliary lead to be 
used or if the instructions for use specify that the length of the auxiliary lead may be longer 
than 10 m, the measurements shall be performed with a lead having a length of at least  
10 m; 
From the point of connection to the EUT the auxiliary lead goes vertically down to the 
required height, horizontally to the auxiliary equipment and vertically to the point of 
connection at the auxiliary equipment; 
Where bundling is required, the lead shall be folded back and forth for a length of 0,3 m to 
0,4 m, as shown in Figure 13. 
The auxiliary lead should be routed in the opposite direction to the mains lead. 
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The arrangement and operation of an auxiliary equipment shall not unduly affect the 
disturbance level of the EUT.  

c) if the artificial hand is required for the EUT (see 5.2.1.2), the artificial hand shall be applied 
to the EUT and not to the auxiliary equipment; 

d) the artificial hand shall be applied to the auxiliary equipment only if this is not earthed and 
has to be held in hand when used. 

When the disturbance current method is used, the probe shall clamp together the leads 
connected to the same port, in order to cancel out the effect of differential mode currents. Where 
the leads cannot fit in the current probe, they may be separated, but still aiming to clamp both 
the send and return currents. Each group of leads, as relevant, shall be identified in order to be 
tested separately according to the measurement procedure described in 5.2.3.3. 

For voltage probe measurements, the auxiliary equipment shall be placed at a distance of (0,8 
± 0,05) m from the EUT. If an auxiliary lead is shorter than 0,8 m, the auxiliary equipment shall 
be placed at the furthest possible distance from the EUT. 

For current probe measurements, the current probe shall be placed at a distance of 
(0,3 ± 0,03) m from the port to be tested. In this case the auxiliary equipment shall be placed 
at a distance of (0,8 ± 0,05) m from the current clamp (see Figure 24). 

NOTE When using the current clamp the distance is approximately 1,1 m between EUT and AE.  

If no disturbance voltage or disturbance current measurements are required on the auxiliary 
port or cable, the distance between the auxiliary equipment and EUT shall be (0,8 ± 0,05) m 
(see Figure 23 and Figure 25). 

5.2.3.3 Measuring procedure 

Unless specified elsewhere in this document, in addition to the measurement on the mains port, 
measurements are made on each auxiliary port to be connected to leads (e.g. control and load 
lines) using a probe selected between those described in 5.1.4 (see Figure 14) and 5.1.5. 

The auxiliary equipment is connected to allow measurements to be made under all provided 
operating conditions and during interactions between the EUT and the auxiliary equipment. 

When using the voltage probe the above measurements are performed both on the ports of the 
EUT and on those of the auxiliary equipment. If using the current probe measurement is used 
the measurement shall be done on the EUT port only.  

The measurement of the disturbance voltage or disturbance current on non-extendable leads 
longer than 2 m shall be started at a frequency according to the following formula, but without 
going below 150 kHz: 

𝑓𝑓start =
60
𝐿𝐿

 

where  
fstart is the start frequency in MHz for the measurement; 

L is the length in m of the connecting lead between the EUT and the auxiliary equipment. 

NOTE This calculation is based on the assumption that a lead is not an efficient emitter at frequencies whose 
wavelength is longer than five times its length. 

If no specific information about the length of the connecting leads is provided in the instructions 
for use of the EUT, the measurements shall start at 150 kHz. 
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5.3 Radiated disturbances set-up and measurements 

5.3.1 General 

Subclause 5.3 describes the general requirements for the measurements of radiated 
disturbances. 

5.3.2 Magnetic field strength – 9 kHz to 30 MHz 

The measurement of radiated disturbances in the frequency range 9 kHz to 30 MHz shall be 
made in accordance with CISPR 16-2-3:2016/AMD1:2019. 

NOTE CISPR 16-2-3 covers both the measurement of the magnetic field with a small loop antenna (e.g. 60 cm) and 
the measurement of the magnetic dipole with a Large Loop Antenna System. 

5.3.3 Disturbance power – 30 MHz to 300 MHz 

5.3.3.1 General 

The disturbance power is measured on the cables attached to the ports of the EUT according 
to Clause 7 of CISPR 16-2-2:2010 and the methods described in this document. 

It is generally considered that for frequencies above 30 MHz radio interference energy is 
propagated by radiation. Experience has shown that the disturbing energy is mostly radiated by 
the part of the mains leads and other leads near the EUT. It is therefore agreed to define the 
disturbing capability of an EUT as the RF power it could supply to its leads. This power is nearly 
equal to that transferred by the EUT to a suitable absorbing device (absorbing clamp) placed 
around these leads at the position where the absorbed power is at its maximum. 

5.3.3.2 Measurement procedure for the mains port 

5.3.3.2.1 The distance between the clamp test set-up (the EUT, the mains lead and the 
absorbing clamp) and any other conductive objects (including persons, walls and ceiling, but 
excluding the floor) shall be at least 0,8 m. The EUT shall be placed on a non-metallic support 
parallel to the floor. 

The height of the support (e.g. pallet) shall be (0,12 ± 0,04) m for floor standing EUT and  
(0,8 ± 0,05) m for table-top EUT. 

The lead under test shall be placed in a straight line at a height of (0,8 ± 0,05) m from the floor 
for a length specified in 5.3.3.2.2. 

5.3.3.2.2 The straight portion of the lead under test should be about 6 m long, this being 
equal to (λmax/2 + 1) m in order to allow at any time the positioning of the absorbing clamp and 
a possible second clamp for additional isolation. 

NOTE λmax is the wavelength corresponding to the lowest frequency at which measurements are to be made, for 
instance 10 m at 30 MHz. 

Mains leads that are shorter than the necessary length shall be extended. Any plug or socket 
that, due to their size, does not allow for the positioning of the absorbing clamp along the full 
length of the lead to be tested shall be removed. Alternatively, the lead may be replaced with 
one of similar type and having the necessary length. 

If the mains plug contains passive EMI filter components (e.g. capacitors, inductors) the test 
shall be performed both: 

– on the mains side of the plug using a lead of required length and suitable type, and 
– on the lead at the EUT side of the plug, with the clamp pointing towards the EUT. 
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5.3.3.2.3 The absorbing clamp shall be clamped around the lead under test and, at each 
test frequency, moved along the lead in order to find the position that gives the maximum 
indication. The maximum value is found between a position adjacent to the EUT and a distance 
of about a half-wavelength from it. 

NOTE The maximum can occur at a distance close to the equipment. 

5.3.3.2.4 If the RF isolation between mains supply and the input of the absorbing clamp on 
the side of the EUT appears to be insufficient, a fixed ferrite clamp should be placed along the 
lead at a distance of about 6 m from the EUT. This improves the stability of the loading 
impedance and further reduces extraneous noise coming from the mains supply. For more 
information see Clause 4 of CISPR 16-1-3:2004/AMD1:2016. 

5.3.3.3 Measurement procedure for ports other than the mains port 

5.3.3.3.1 Test set-up 

The EUT, the lead under test and the absorbing clamp shall be arranged following the principles 
described in 5.3.3.2. 

Leads normally extendable by the user shall be extended to a length of about 6 m in accordance 
with the procedure in 5.3.3.2.2 for the mains lead. 

NOTE 1 Examples of leads normally extendable by the user are those with a loose end or fitted with an easily 
replaceable plug or socket on one or both ends (see also 3.5.2 for definition of non-extendable wiring). 

If the lead connected to the port is non-extendable and: 

– shorter than or equal to 0,25 m, measurement need not be made on it; 
– is longer than 0,25 m but shorter than twice the length of the absorbing clamp, it shall be 

extended to twice the length of the absorbing clamp and measurements shall be made on 
it; 

– is longer than twice the length of the absorbing clamp, measurements shall be made on 
it. 

For leads that can be stretched when the equipment is in operation, their overall length shall 
be considered when applying the above requirements. 

NOTE 2 Some leads return to a pre-set arrangement (e.g. coil) when the auxiliary equipment at the end of it is not 
held in hand. 

Where plugs, sockets or other construction features do not allow for the positioning of the 
absorbing clamp along the full length of the lead to be tested, the lead may be replaced with 
one of similar type and having the necessary length. 

When the auxiliary equipment connected at the end of the lead is not essential for the operation 
of the EUT and a separate test procedure is specified for it elsewhere in this document, only 
the lead, but not the auxiliary equipment, shall be connected. However, all measurements on 
the EUT in accordance with 5.3.3.3.2 shall be made. 

5.3.3.3.2 Measurement procedure 

Measurement of the disturbance power shall be made firstly on the mains lead (if applicable) of 
the EUT using the absorbing clamp in accordance with 5.3.3.2. Any lead connecting the EUT 
to an auxiliary equipment is disconnected, if this does not affect the operation of the EUT; 
otherwise, it is isolated by means of ferrite rings (e.g. an additional absorbing clamp or a CMAD) 
placed close to the EUT. 
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Secondly, a similar measurement shall be made on each lead which is or may be connected to 
an auxiliary equipment, whether or not it is essential for the operation of the EUT; the current 
transformer of the clamp pointing towards the EUT. Isolation or disconnection of the mains lead 
and other leads is made in accordance with the above paragraph. 

NOTE For permanently connected short leads the movement of the clamp (as described in 5.3.3.2.2) is limited by 
the length of the lead. 

In addition, measurements shall be made as above but with the current transformer of the clamp 
pointing towards any auxiliary equipment, unless this device is not essential for the operation 
of the EUT and a separate test procedure for it is specified elsewhere in this document (no 
disconnection or RF isolation of other leads is of course necessary in this case). 

5.3.4 Radiated emission – 30 MHz to 1 000 MHz and 1 GHz to 6 GHz 

5.3.4.1 General 

Except for the setup requirements specified in 5.3.4.3, the measurement methods used for 
measuring radiated emissions from the enclosure port of equipment shall be in conformity with 
the relevant requirements of one of the basic standards listed below: 

– CISPR 16-2-3:2016/AMD1:2019, if the test is made using an open area test site (OATS), a 
semi anechoic absorber-lined shielded enclosure (SAC), a fully anechoic absorber-lined 
shielded enclosure (FAR) or free space open area test site (FSOATS), all validated 
according to CISPR 16-1-4:2019;  

– IEC 61000-4-20:2010, if the test is made using a Transverse Electromagnetic (TEM)-
Waveguide;  

– IEC 61000-4-22:2010, if the test is made in a FAR according to IEC 61000-4-22. 

5.3.4.2 Measurement instrumentation 

The measurement instrumentation, including antennas and test sites shall be compliant with 
the relevant requirements for the different methods as described in CISPR 16-1-1:2015, CISPR 
16-1-4:2019, IEC 61000-4-20:2010 or IEC 61000-4-22:2010, as applicable. Common mode 
absorption devices (CMADs) shall be constructed and validated according to CISPR 16-1-
4:2019. 

5.3.4.3 Test set-up for radiated emission measurements 

5.3.4.3.1 General 

The boundary of the EUT is defined by an imaginary circle encompassing the EUT. The centre 
of this imaginary circle shall be at the same position as the centre of the turntable (see  
Figure 15).  

The distance from the receive antenna reference point to the boundary of the EUT shall be the 
measurement distance as required by the limits used (see 4.3.4.5).  

If ancillary equipment is needed to operate the EUT, this ancillary equipment is not part of the 
EUT and its radiated emissions shall not influence the test results e.g. by placing it outside the 
screened room. 

Table-top EUT shall be placed at (0,8 ± 0,05) m above the reference plane of the test site 
selected for measurement (see Figure 16 and Figure 17). 

Floor standing EUT shall be placed at (0,12 ± 0,04) m above the reference plane of the test site 
selected for measurement (see Figure 19). 

The objects supporting the EUT and its parts at the required height shall not affect significantly 
the results, in particular when taking measurements above 1 GHz. 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020


 – 40 – CISPR 14-1:2020 © IEC 2020 

NOTE For example tables made of unpainted expanded polystyrene. CISPR 16-1-4:2019 describes a measurement 
to help ensure that the dielectric properties of the material used for construction of the supporting objects are 
appropriate. 

Where the EUT comprises multiple parts, these shall be arranged to minimise, as far as it is 
reasonably practical, the test volume. A minimum distance of 0,1 m shall be maintained between 
these parts (see Figure 20 and Figure 21). 

Where the test set-up of particular equipment is not fully covered by this document, the set-up 
shall be determined by referring to the basic standard relevant to the test method selected for 
measurement. 

5.3.4.3.2 Cables 

All cables, both signal and power, are covered in this subclause. 

Retractable cables on reel cords or in cable compartments shall be fully extracted and bundled 
as appropriate. 

For cables leaving the test volume:  

– Mains cables shall be routed directly from the EUT vertically to the floor (see Figure 16, 
Figure 17, Figure 19, Figure 20 and Figure 21 as examples).  

– If more than one cable is connected to the EUT and leaves the test volume, then all other 
cables shall be routed together with the nearest mains cable to the floor. These cables shall 
be routed first down to the supporting surface and then around the periphery of the EUT 
using the shortest possible path to the nearest mains cable (see Figure 18 as an example). 

– At the point where each cable reaches the ground plane (or leaves the test volume in the 
FAR) it shall be taken through a CMAD. Each cable shall be routed through a single CMAD 
separately (see Figure 16 to Figure 21 as example). If more than three cables are leaving 
the test volume only the mains cable(s) shall be routed through CMADs. 

– When measuring in a FAR, at least 0,8 m of cables leaving the test volume shall be visible 
from the antenna reference point (see Figure 22).  

For cables terminating within the test volume: 

– Interconnecting cables shall be routed between EUT units in the shortest possible way. Any 
excess length of each cable shall be separately bundled in a serpentine fashion at the 
approximate centre of the cable with the bundle 0,3 m to 0,4 m in length (see Figure 20 and 
Figure 21 as example).  

5.4 Measurement procedures and interpretation of results 

5.4.1 Continuous disturbance 

5.4.1.1 If the disturbance level is fluctuating, the reading shall be observed for about 15 s 
for each measurement and the highest readings recorded, except that any isolated spike shall 
be ignored. If the disturbance level is stable, it is not necessary to measure for 15 s. 

5.4.1.2 If the level of the disturbance is not steady, but shows a continuing rise or fall of 
more than 2 dB in the 15 s period, then the disturbance measurement shall be performed in 
accordance with the conditions of normal use of the equipment, as follows: 

a) If in normal use the equipment may be switched on or off frequently, for instance an electric 
drill or a sewing-machine, then when performing tests, at each frequency of measurement 
the EUT shall be switched on just before each measurement, and switched off just after 
each measurement; the maximum level obtained during the first minute at each frequency 
of measurement shall be recorded; 
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b) if in normal use the equipment runs for longer periods, for instance a hair-dryer, then it shall 
remain switched on for the entire test period, and at each frequency the level of disturbance 
shall be recorded only after a steady reading (subject to the provision of 5.4.1.1) has been 
obtained. For such equipment the starting phase, generally lasting few seconds, shall be 
ignored. 

5.4.1.3 The disturbance voltages or disturbance currents shall be assessed throughout the 
frequency range for which limits are specified. 

An initial survey or scanning of the complete frequency range shall be made. 

If the peak envelope is measured, the quasi-peak and average values shall be given for the 
significant maxima of the measured peak envelope (i.e. near the limit). 

5.4.1.4 Where disturbance power is assessed, measurements shall be made throughout the 
frequency range 30 MHz to 300 MHz. 

The same principles as 5.4.1.3 shall be used; however, the measurement procedure of the 
absorbing clamp method shall also be applied. 

5.4.1.5 The radiated emission is assessed for the frequency range 30 MHz to 1 000 MHz. If 
certain conditions are in accordance with 4.3.4.2, disturbance power measurements may be 
made throughout the frequency range 30 MHz to 300 MHz and electric field strength 
measurements made throughout the frequency range 300 MHz to 1 000 MHz. 

For the range 1 GHz to 6 GHz, if the measurement is necessary, 4.3.5 shall be followed. 

The measurement of the radiated magnetic field or magnetic field induced current, if applicable, 
shall be made throughout the frequency range 9 kHz to 30 MHz. 

The measurement procedure of the selected radiated measurement method shall also be 
applied. 

5.4.1.6 When the equipment contains only commutator motors as source of disturbance, 
average detector measurements does not need to be carried out. 

5.4.2 Discontinuous disturbance 

5.4.2.1 General 

The evaluation of clicks shall be carried out at the following four frequencies: 
150 kHz, 500 kHz, 1,4 MHz and 30 MHz. 

The receiver input attenuation shall be set such that an input signal equal in amplitude to the 
limit L for continuous disturbance is within the dynamic range of the receiver. 

If the click evaluation is to be done in one measurement run, input signals equal in amplitude 
to the limit L for continuous disturbance as well as to the limit Lq for the upper quartile shall be 
within the dynamic range of the receiver. 

5.4.2.2 Observation time 

The observation time T shall be determined only at 150 kHz and 500 kHz under the operating 
conditions specified in this document. 

The following procedure shall be used for determining the minimum observation time: 
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a) If the equipment does not operate according to a programme, the minimum observation time 
is the shorter of: 
– the time in minutes to count 40 clicks at one of the two frequencies, or 
– 120 min; 

b) If the EUT does operate according to a programme, the minimum observation time is the 
duration of a complete programme if the click rate obtained from the complete programme 
is less than or equal to 0,5 and the programme duration is more than 20 min. Otherwise it 
is either: 
– the sum of the durations of the minimum number of complete programmes necessary to 

count 40 clicks at one of the two frequencies, or 
– the sum of the durations of the minimum number of complete programmes that exceeds 

120 min, if 120 min after the beginning of the test 40 clicks have not been recorded, 

NOTE 1 Explanations for the additional conditions N ≤ 0,5 and T > 20 min provided in b) and examples for 
determining the minimum observation time are given in Annex C. 

The same procedure shall be applied when, instead of counting the clicks, the click rate is 
determined by counting the switching operations. 

When case b) applies, the interval between the end of one programme and the manual start of 
the next programme shall be excluded from the minimum observation time. 

However, it is permitted to extend the observation time beyond the minimum and use that value 
as T. 

NOTE 2 For practical reasons it might not be possible or convenient to stop the clicks evaluation at the minimum 
observation time. However, making the observation time longer and recording more clicks can give benefits in terms 
of test reproducibility. 

When counting 40 clicks (or switching operations) with a 4-channel-analyser, the minimum 
observation time is the shorter observation time to reach 40 clicks at either 150 kHz or at 500 
kHz. This observation time T shall be applied to the evaluation at all 4 frequencies 

With a 1-channel analyser the observation time T at 150 kHz and 500 kHz could be different. In 
this case for the frequencies 1,4 MHz and 30 MHz the shorter observation time shall be used. 

Measurements with a 1-channel analyser shall start at 150 kHz. If at 500 kHz a shorter 
observation time has been determined, the clicks at 150 kHz may be re-evaluated with this 
observation time and the results used in place of the original measurements at 150 kHz. 

NOTE 3 Re-evaluating means either re-measuring the clicks or re-calculating the results from the stored data.  

The test report shall clearly state the used observation time for each frequency. 

5.4.2.3 Click rate 

The click rates shall be calculated separately for each of the four frequencies specified in 
5.4.2.1 using the observation time(s) determined according to 5.4.2.2. See Figure 8 for the test 
procedure based on counting clicks. 

The click rate Nc is the number of clicks per minute determined from the formula Nc = nc/Tc, 
where nc is the number of clicks during the observation time Tc (in minutes).  

For equipment listed in Table B.1, the click rate N may be alternatively determined from the 
formula Ns = ns × f/Ts, where ns is the number of switching operations during the observation 
time Ts and f is a factor depending on the particular equipment, as given in Table B.1. 
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The factor f shall only be applied when the method of counting switching operations is used. 
See also Figure 9 for the test procedure based on counting switching operations. 

For equipment for which it is permitted to determine the click rate from either counting the 
number of switching operations or measuring the clicks, the user of this document may choose 
between the two methods (see also Clause 9). 

5.4.2.4 Upper quartile method 

The upper quartile method shall be applied at each of the four frequencies specified in 5.4.2.1 
using the same observation time obtained when determining the corresponding click rates. 

At each frequency, the number of clicks exceeding Lq shall be compared with the total number 
of clicks counted at the same frequency. 

If the click rate N is determined from measuring the number of clicks, the EUT shall be deemed 
to comply if not more than a quarter of the number of clicks counted during the observation time 
T exceeds the click limit Lq. 

If the click rate N is determined from counting the number of switching operations, the EUT shall 
be deemed to comply if not more than a quarter of the number of switching operations counted 
during the observation time T produce clicks exceeding the click limit Lq. 

NOTE See Annex C for guidance on the measurement of discontinuous disturbances and the use of the upper 
quartile method.  

5.4.3 Exceptions 

5.4.3.1 General 

Some types of discontinuous disturbance are allowed specific exceptions under certain 
conditions, in accordance with 5.4.3.2 through 5.4.3.7. 

The measurement procedure shall be able to verify these occurrences. 

Figure 8 and Figure 9 show how to consider these conditions, also when further measurements 
are needed in order to apply the upper quartile method. 

5.4.3.2 Individual switching operations 

Within the meaning of 5.4.3, an individual switching operation is considered to result from the 
infrequent operation of a switch that is part of the equipment, either by direct or remote 
activation. 

NOTE These switching operations have the potential to cause discontinuous disturbances but are disregarded 
because they are infrequent. 

Examples of individual switching operations are those for: 

a) the purpose of mains connection or disconnection only (including foot activated); 
b) the purpose of programme selection only; 
c) the control of energy or speed by switching between a limited number of fixed positions; 
d) changing the manual setting of continuously adjustable controls; 
e) the manual switching of heat and airflow controls in equipment such as fan heaters and 

hair dryers; 
f) indirectly operated switches in a cupboard, wardrobe or refrigerator; 
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g) sensor-operated switches (e.g. user presence activation, environmental conditions 
sensing other than temperature) 

Any disturbance caused by individual switching operations shall be disregarded. 

In addition, the disturbance caused by the operation of any switching device or control, which 
is included in an equipment for the purpose of mains disconnection for safety, only, shall also 
be disregarded. 

The exclusions of this Subclause 5.4.3.2 shall not be applied to disturbances caused by 
switches which are intended to be repeatedly operated (e.g. for sewing machines and soldering 
equipment). 

5.4.3.3 Combination of disturbances in a time frame less than 600 ms 

A series of discontinuous disturbances within a time frame less than 600 ms, having amplitudes 
that exceed the limits for continuous disturbances and which do not meet the definition of click, 
may be considered as one click. This exception may be applied: 

– once per program cycle, for program controlled equipment, or 
– once per observation time, for all other equipment. 

The same exception may also be applied to thermostatically controlled three-phase switches, 
causing three disturbances sequentially in each of the three phases and the neutral. 

5.4.3.4 Instantaneous switching 

Equipment is deemed to comply with the click requirements, regardless of the amplitude of the 
clicks, if all of the following conditions are fulfilled: 

– the click rate is not more than 5; 
– none of the caused clicks has a duration longer than 20 ms; 
– 90 % of the caused clicks have a duration less than or equal to 10 ms. 

A determination of whether the above conditions are met may be made at only one frequency, 
either 150 kHz or 500 kHz, where the higher click rate occurs. 

If any of these conditions is not satisfied, then the general assessment in accordance with 5.4.2 
applies. 

5.4.3.5 Separation less than 200 ms 

For equipment which have a click rate less than 5, any two disturbances, each having a 
maximum duration of 200 ms, shall be evaluated as two clicks even when the separation 
between the disturbances is less than 200 ms. After using this exemption, the click rate shall 
remain less than 5. In this case, for instance observed with some refrigerators, the second 
example shown in Figure 4, would be evaluated as two clicks and not as continuous disturbance. 

5.4.3.6 Thermostatically controlled three-phase switches 

For thermostatically controlled three-phase switches, the three disturbances caused 
sequentially in each of the three phases and the neutral shall, independent of their spacing, be 
evaluated as three clicks and not as continuous disturbance if the following conditions are met: 

a) the switch does not operate more than once in any 15 min period; 
b) the duration of the disturbance caused by the opening or closing of any one of the contacts 

shall be 20 ms or less; 
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c) not more than a quarter of the number of the clicks caused by switching operations 
registered during the observation time exceed the level of 44 dB above the relevant limit L 
for continuous disturbance. 

5.4.3.7 Superposition of clicks with continuous disturbance 

If the clicks have to be measured under the superposition of continuous disturbance, the 
reference level for the duration and spacing measurements may be increased to a value just 
above the signals produced by the continuous disturbance. 

This is allowed only if the continuous disturbance level at the QP output is at least 2 dB lower 
than the QP limit. 

6 Operating conditions 

6.1 General 

The EUT shall be tested when operated from the intended power supply sources according to 
6.2 and/or 6.3 as appropriate. 

The EUT shall be tested in accordance with the operating modes and load conditions given in 
Annex A in order to assess the emission from all relevant functions. If no operating modes or 
load conditions are given in Annex A, the EUT shall be tested in all relevant operating modes 
and load conditions expected for intended use. 

Testing may be carried out by measuring the EUT’s emissions when operating its functions 
simultaneously, individually in turn, or any combination thereof, unless to do so is likely to 
reduce the emission caused by any of those functions. 

See 6.5 for equipment having functions within the scope of different standards. 

NOTE 1 Operating modes can be made by the combination of different functions operated simultaneously (e.g. for 
a vacuum cleaner the nozzle to beat a carpet can be operated in addition to the suction function).  

NOTE 2 Certain functions can be operated only simultaneously (e.g. the heating function of certain heating 
appliances can be active only when associated with a ventilation function that maintains the heating elements within 
the appropriate temperature range).  

Equipment that is normally operated continuously with a load made by consumable material 
(e.g. glue, water) could run out of such material before the test is completed. In this case, unless 
otherwise specified in Annex A, the test shall be paused when the material runs out and re-
started after the initial quantity of material has been reinstated. 

When the EUT cannot operate normally in the conditions specified above (e.g. because sensing 
a non-real environment) a special control mode (e.g. “EMC testing mode”) may be included in 
the software by the manufacturer. 

Where there is a conflict between Annex A and the instructions for use (e.g. the equipment 
cannot be set in the operating conditions specified in Annex A), the instructions for use shall 
take precedence. 

The duration of operation is not restricted unless the instructions for use specifies limitations 
for the operating time of the EUT. In this case, the limitations shall be complied with. 

No running-in time to be specified but, prior to testing, the EUT shall be operated for a sufficient 
period to ensure that the conditions of operation will be typical of those during normal life of the 
equipment. Running-in of motors shall be carried out by the manufacturer. 

The ambient temperature shall lie within the range 15 °C to 35 °C. 
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6.2 Mains operation 

6.2.1 Voltage at the AC mains port 

During the tests, the EUT shall be operated at the rated voltage specified for the equipment. 

For single-phase equipment with a rated voltage range in the range between: 

− 100 V to 127 V, testing shall be done at one nominal voltage within this range; the 
recommended test voltage is 120 V; 

− 200 V to 240 V, testing shall be done at one nominal voltage within this range; the 
recommended test voltage is 230 V; 

– 100 V to 240 V, testing shall be done at one nominal voltage within the range 100 V to 
127 V, or at one nominal voltage within the range 200 V to 240 V.  
However, the user of this document may test the equipment twice; once at one nominal 
voltage within the range 100 V to 127 V and once within the range 200 V to 240 V. This 
decision shall be recorded in the test report. 

Where applicable, the same applies to the AC mains port of the EPS. 

Multi-phase equipment shall be tested applying the same principles set-out above. 

For three-phase equipment with a rated voltage range in the range between: 

− 200 V to 240 V, testing shall be done at one nominal voltage within this range; the 
recommended test voltage is 220 V; 

– 380 V to 450 V, testing shall be done at one nominal voltage within this range; the 
recommended test voltage is 400 V. 

6.2.2 Frequency at the AC mains port 

During the tests the EUT shall be operated at the rated frequency specified for the equipment. 

If the equipment has more than one rated frequency (e.g. 50 Hz to 60 Hz), then the EUT shall 
be tested at one of these frequencies only. 

If the equipment has a rated frequency range (e.g. 50 Hz to 60 Hz), then the EUT shall be tested 
at one frequency within this range. 

6.3 DC operation 

6.3.1 Battery operation 

When testing an EUT for battery operation, the type of batteries used and their connection shall 
be as specified in the instructions for use. If the instructions provide for different ratings of 
batteries to be used, the batteries with the highest capacity (e.g. in Ah) should be used. 

Fully charged batteries shall be used when starting each test. During the test, the battery 
condition shall be adequate to maintain normal operating conditions. 

If the battery is charged from the AC mains supply, the equipment shall be treated in this 
operation mode as mains operated equipment. 

6.3.2 Operation from a DC supply other than a battery 

During the tests, the EUT shall be operated at the rated voltage specified for the DC powered 
equipment using a representative source. 
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DC powered equipment which operate from a dedicated DC supply unit (e.g. EPS) shall be 
tested using the DC supply unit supplied, specified or recommended in the instructions for use. 
Where the DC supply unit is not specified nor recommended in the instructions for use, or not 
made available at the time of testing, a representative source providing the rated voltage and 
current specified for the equipment shall be used. The representative source chosen shall be 
adequate to meet the specifications of the EUT and shall meet the limits of this document when 
operated standalone (see A.8.8 or A.8.9). 

The representative source used shall be documented in the test report. 

6.4 Speed controls 

Unless specific requirements for a particular product are given elsewhere in this document, 
speed controls shall be adjusted to approximately maximum speed and mid-range speed, and 
the highest disturbance level shall be recorded. 

Once the setting of controls, which are not intended for frequent adjustment in normal use, has 
been pre-set by the manufacturer, it shall not be further adjusted during the test. 

6.5 Multifunction equipment 

Unless otherwise stated in this document, multifunction equipment may be required to comply 
with clauses in this document and clauses in other standards. In this case, the functions 
subjected to clauses of this document shall be operated in isolation from the functions subjected 
to clauses of the other standards, if this can be achieved without modifying the EUT internally. 
Where it is not practical to isolate a particular function, or where doing so would result in the 
EUT being unable to fulfil its functions, then the EUT shall be tested with the minimum number 
of functions operative, consistent with the equipment’s intended use. 

NOTE 1 An example of a multifunction appliance required to be tested to the relevant clauses of this document and 
another standard is an appliance with an Ethernet interface. In this case, the appliance would need to comply with 
the various requirements in this document and the Ethernet interface (communications function) would need to 
comply with the provisions of CISPR 32 (e.g. see 4.3.3.7). 

Equipment tested as above shall be considered compliant when each of the functions subjected 
to this document has been found to be compliant with the requirements in this document. 

NOTE 2 For multifunction equipment having all its functions subjected to this document, see 6.1 and Annex A. 

6.6 Equipment with built-in luminaires 

Equipment with a lighting function shall be tested with the lighting function switched on at the 
highest setting during the operating conditions specified in Annex A, unless otherwise stated in 
this document. If all requirements of this document are met, 6.5 shall not be applied for the 
lighting function. 

Alternatively, if the lighting function of such equipment can be tested separately, then the 
lighting function may be tested according to the requirements in CISPR 15 with the remaining 
equipment being tested according to this standard with the lighting function not activated. 

The lighting function need not be tested if it is not intended to be continuously switched on 
during normal operation.  

NOTE A range hood is an example of a product where the lighting function is intended to be continuously switched 
on during normal operation.  A refrigerator is an example of a product where the lighting function is not intended to 
be continuously switched on during normal operation, since the light is turned off when the door is closed. 
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6.7 Equipment incorporating IPT functions 

The provisions specified in A.10 shall be applied to the operating modes during which the IPT 
is active. When doing so, functions that are not powered by energy obtained through IPT may 
be switched off and tested separately.  

NOTE 1 For example, a display on an IPT charging cradle can be powered from energy obtained directly from the 
mains and not through the IPT power circuit. 

NOTE 2 Examples of functions that can be tested separately are a display on an IPT charging cradle that can be 
turned off by the user or switched off automatically by the equipment, or an accessory that can be removed by the 
user. 

The normal provisions other than those specified in A.10 shall be applied, as relevant, to 
operating modes during which the IPT is not active. 

NOTE 3 For example, a massage apparatus can be charged using a dedicated IPT charging cradle (operating mode 
1, case 3 in A.10) and used when the IPT charging has stopped (operating mode 2, A.1.5). 

7 Compliance with this document 

Where this document gives options for evaluating particular EMC characteristics with a choice 
of test methods and associated limits, any one of these options may be used. 

The equipment complies with the requirements of this document with respect to the addressed 
EMC characteristics when one of the test methods returns a test result compliant with the 
applicable requirements. In any situation where it is necessary to verify the original compliance 
assessment result, the option originally chosen shall be used to avoid excessive uncertainties 
induced by applying different test methods. 

An EUT which fulfils the applicable requirements specified in this document is deemed to fulfil 
the requirements in the entire frequency range from 9 kHz to 400 GHz. 

8 Measurement uncertainty 

Where guidance for the calculation of the instrumentation uncertainty of a measurement is 
specified in CISPR 16-4-2:2011/AMD1:2014, this shall be followed. For these measurements 
the determination of compliance with the limits in this document shall take into consideration 
the measurement instrumentation uncertainty in accordance with CISPR 16-4-
2:2011/AMD1:2014. Calculations to determine the measurement result and any adjustment of 
the test result required when the test laboratory uncertainty is larger than the value for UCISPR 
given in CISPR 16-4-2:2011/AMD1:2014 shall be included in the test report. 

9 Test report 

Sufficient details shall be provided to facilitate reproducibility of the measurements. Accordingly, 
the test report shall include: 

– a description of the EUT; 
– information about the auxiliary equipment and associated equipment used and their 

coupling to the EUT; 
– which modes of operation has been subjected to testing during each type of 

measurement and which settings have been applied (e.g. control set to position 3); 
– which ports have been tested and how these ports were exercised, if applicable; 
– any special measure taken to ensure compliance (e.g. the use of a shielded cable); 
– photographs of measurement setups; 

Full document details: CISPR 14-1-2020

http://www.avadocuments.com/doc/cispr-14-1-2020
http://www.avadocuments.com/doc/cispr-14-1-2020

