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INTERNATIONAL ELECTROTECHNICAL COMMISSION

INTERNATIONAL SPECIAL COMMITTEE ON RADIO INTERFERENCE

LIMITS AND METHODS OF MEASUREMENT OF
RADIO DISTURBANCE CHARACTERISTICS OF
ELECTRICAL LIGHTING AND SIMILAR EQUIPMENT

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard CISPR 15 has been prepared by subcommittee CIS/F: Interference
relating to household appliances tools, lighting equipment and similar apparatus, of IEC
technical committee CISPR: International special committee on radio interference.

This ninth edition cancels and replaces the eighth edition published in 2013 and its
Amendment 1:2015. This edition constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) full editorial revision and restructuring;

b) the restriction to mains and battery operation is deleted in the scope;

c) radiated disturbance limits in the frequency range 300 MHz to 1 GHz Bve been
introduced:; ocuments
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d) the load terminals limits and the CDNE (alternative to radiated emissions) limits have
changed,;

e) deletion of the insertion-loss requirements and the associated Annex A;

f) introduction of three basic ports: wired network ports, local wired ports and the enclosure
port;

g) introduction of a more technology-independent approach;

h) replacement of Annex B (CDNE) by appropriate references to CISPR 16-series of
standards;

i) modified requirements for the metal holes of the conical housing;
j) new conducted disturbance measurement method for GU10 self-ballasted lamp;

k) addition of current probe measurement method and limits for various types of ports (in
addition to voltage limits and measurement methods);

[) introduction of the term ‘module’ (instead of independent auxiliary) and requirements for
measurement of modules using a host (reference) system;

m) modified specifications for stabilization times of EUTs;

n) for large EUT (> 1,6 m), addition of the magnetic field measurement method using a 60 cm
loop antenna at 3 m distance (method from CISPR 14-1) as an alternative to the 3 m and
4 m LAS.

The text of this International Standard is based on the following documents:

FDIS Report on voting
CIS/F/733/FDIS CIS/F/736/RVD

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch” in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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LIMITS AND METHODS OF MEASUREMENT OF
RADIO DISTURBANCE CHARACTERISTICS OF
ELECTRICAL LIGHTING AND SIMILAR EQUIPMENT

1 Scope

This document applies to the emission (radiated and conducted) of radiofrequency

disturbances from:

— lighting equipment (3.3.16);

— the lighting part of multi-function equipment where this lighting part is a primary function;
NOTE 1 Examples are lighting equipment with visible-light communication, entertainment lighting.

— UV and IR radiation equipment for residential and non-industrial applications;

— advertising signs;
NOTE 2 Examples are neon tube advertising signs.

— decorative lighting;

— emergency signs.
Excluded from the scope of this document are:

— components or modules intended to be built into lighting equipment and which are not
user-replaceable;

NOTE 3 See CISPR 30 (all parts) for built-in controlgear.

— lighting equipment operating in the ISM frequency bands (as defined in Resolution 63
(1979) of the ITU Radio Regulation);

— lighting equipment for aircraft and airfield facilities (runways, service facilities, platforms);
— video signs;
— installations;

— equipment for which the electromagnetic compatibility requirements in the radio-frequency
range are explicitly formulated in other CISPR standards, even if they incorporate a built-
in lighting function.

NOTE 4 Examples of exclusions are:

— equipment with built-in lighting devices for display back lighting, scale illumination and signaling;
— SSL-displays;

— range hoods, refrigerators, freezers;

— photocopiers, projectors;

— lighting equipment for road vehicles (in scope of CISPR 12).

The frequency range covered is 9 kHz to 400 GHz. No measurements need to be performed
at frequencies where no limits are specified in this document.

Multi-function equipment which is subjected simultaneously to different clauses of this
document and/or other standards need to meet the provisions of each clause/standard with
the relevant functions in operation.

For equipment outside the scope of this document and which includes lighting as a secondary
function, there is no need to separately assess the lighting function against this document,
provided that the lighting function was operative during the assessment in accordance with

the applicable standard. ocuments
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NOTE 5 Examples of equipment with a secondary lighting function can be range hoods, fans, refrigerators,
freezers, ovens and TV with ambient lighting.

The radiated emission requirements in this document are not intended to be applicable to the
intentional transmissions from a radio transmitter as defined by the ITU, nor to any spurious
emissions related to these intentional transmissions.

Within the remainder of this document, wherever the term "lighting equipment" or "EUT" is
used, it is meant to be the electrical lighting and similar equipment falling in the scope of this
document as specified in this clause.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 60038, IEC standard voltages

IEC 60050-161, International Electrotechnical Vocabulary (IEV) — Chapter 161:
Electromagnetic compatibility

IEC 60050-845:1987, International Electrotechnical Vocabulary — Chapter 845: Lighting

IEC 60061-1, Lamp caps and holders together with gauges for the control of
interchangeability and safety — Part 1: Lamp caps

IEC 60081, Double-capped fluorescent lamps — Performance specifications

IEC 60598-1:2014, Luminaires — Part 1: General requirements and tests
IEC 60598-1:2014/AMD1:2017

IEC 60921, Ballasts for tubular fluorescent lamps — Performance requirements

IEC 61000-4-20:2010: Electromagnetic compatibility (EMC) - Part 4-20: Testing and
measurement techniques — Emission and immunity testing in transverse electromagnetic
(TEM) waveguides

IEC 61195, Double-capped fluorescent lamps — Safety specifications

IEC 62504:2014, General lighting — Light emitting diode (LED) products and related
equipment — Terms and definitions

CISPR 16-1-1:2015, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 1-1: Radio disturbance and immunity measuring apparatus — Measuring
apparatus

CISPR 16-1-2:2014, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 1-2: Radio disturbance and immunity measuring apparatus — Coupling
devices for conducted disturbance measurements

CISPR 16-1-4:2010, Specification for radio disturbance and immunity measuring apparatus

and methods — Part 1-4: Radio disturbance and immunity measuring apparatus — Antennas

and test sites for radiated disturbance measurements

CISPR 16-1-4:2010/AMD1:2012

CISPR 16-1-4:2010/AMD2:2017 Documents

Document Sharing Hub

Full document details: CISPR 15-2018


http://avadocuments2026.com/doc/cispr-15-2018
http://avadocuments2026.com/doc/cispr-15-2018

CISPR 15:2018 © IEC 2018 -1 -

CISPR 16-2-1:2014, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 2-1: Methods of measurement of disturbances and immunity — Conducted
disturbance measurements

CISPR 16-2-1:2014/AMD1:2017

CISPR 16-2-3:2016, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 2-3: Methods of measurement of disturbances and immunity — Radiated
disturbance measurements

CISPR 16-4-2:2011, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 4-2: Uncertainties, statistics and limit modelling — Measurement
instrumentation uncertainty

CISPR 16-4-2:2011/AMD1:2014

CISPR TR 30-1:2012, Test method on electromagnetic emissions — Part 1: Electronic control
gear for single- and double-capped fluorescent lamps

CISPR 32:2015, Electromagnetic compatibility of multimedia equipment — Emission
requirements

ISO/IEC 17025:20051, General requirements for the competence of testing and calibration
laboratories

3 Terms, definitions and abbreviated terms

3.1 General

For the purposes of this document, the terms and definitions given in IEC 60050-161,
IEC 62504, IEC 60050-845 and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp
3.2 General terms and definitions

3.21

base of the luminaire

mounting surface of the luminaire in normal use, usually the side opposite of the optical
window

3.2.2

clock frequency

fundamental frequency of any signal used in the EUT excluding those generated inside an
integrated circuit (IC) and which are solely used inside the same IC without being accessible
outside that IC, and excluding those used exclusively for radio transmission or radio receiving
functions

Note 1 to entry: High frequencies are often generated inside integrated circuits (IC) by phase-locked-loop (PLL)
circuits from lower clock oscillator frequencies outside the IC.

1 This edition was replaced by ISO/IEC 17025:2017 but the listed edition applies.
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3.2.3

ELV

extra-low voltage

voltage which does not exceed 50 V AC or 120 V ripple free DC between conductors or
between any conductor and earth (voltage band 1 of IEC 60449) applied to load interfaces
supplying power to lighting equipment, excluding interfaces used for communication or data
transfer

Note 1 to entry: Ripple free is conventionally defined for sinusoidal ripple voltage as ripple content of not more
than 10 % RMS: the maximum peak value does not exceed 140 V for a nominal 120 V ripple-free DC system.

[SOURCE: IEC 61347-1:2015 + AMD1:2017, 3.27, modified — The definition has been
rephrased.]

3.2.4

inductive power transfer

process of inductive transfer of electrical energy over time from a source to a separate load
when these are placed in physical (but not electrical) contact or in close proximity with each
other

EXAMPLE: Examples are rechargeable luminaires incorporating inductive power transfer or electrodeless lamps
with inductive power transfer.

Note 1 to entry: If in addition a radio technology, as defined by the ITU, is used or superimposed to the power
transfer function of inductive power transfer equipment for the purpose of data communication then the applicable
standards for this radio technology apply.

Note 2 to entry: Any propagation of electromagnetic energy outside of the system of inductive power source and
load is seen as electromagnetic disturbance and therefore subject to assessment by this standard.

3.2.5
optical window
side of the lighting equipment from which the light emanates

3.2.6
primary function
function of an equipment which is defined as such by the manufacturer

3.2.7

secondary function

any function of an equipment not being essential for fulfilling the primary function, defined by
the manufacturer

3.2.8
test arrangement
specific arrangement of the EUT, cabling and auxiliary equipment during the test

3.3 Terms and definitions related to equipment

3.3.1
advertising sign
unit which makes use of lighting for advertising, traffic signage, road signs or alike

3.3.2

ancillary equipment

transducers (e.g. current and voltage probes and artificial networks) and other equipment
(e.g. cables, preamplifier, attenuators, filters, adapters) connected to a measuring receiver or
to the EUT and used in the disturbance signal transfer between the EUT and the measuring
receiver

Note 1 to entry: Within CISPR publications various different definitions are given for associated,mggments
ancillary equipment. The definitions given in this document are based on CISPR 16-2-3. Se2 als0 3.3.3a 34,
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Note 2 to entry: See also Figure 2.

[SOURCE: CISPR 16-2-3:2016, 3.1.2, modified — Examples in the definition and Notes to
entry have been added.]

3.3.3

associated equipment

AE

apparatus, that is not part of the system under test, but needed to help exercise the EUT

EXAMPLE: Equipment to generate lighting control signals.

Note 1 to entry: See also Figure 2.

[SOURCE: CISPR 16-2-3:2016, 3.1.5, modified — The example and Note 1 to entry have been
added.]

3.3.4

auxiliary equipment

AuxEq

peripheral equipment that is part of the system under test

EXAMPLE: In CISPR TR 30-1 or CISPR TR 30-2, the reference luminaire, in case a ballast or driver is tested.

Note 1 to entry: See also Figure 2.

[SOURCE: CISPR 16-2-3:2016; 3.1.6, modified — The example and the Note to entry have
been added.]

3.3.5

controlgear

electrical device between the supply and one or more light source(s) which may serve to
transform the supply voltage, limit the current of the light source(s) to the required value,
provide starting voltage and preheating current, prevent cold starting, correct power factor,
reduce radio interference, include means for dimming, and further control functions

Note 1 to entry: This definition deviates from IEC 60598-1.

[SOURCE: IEC 62504:2014; 3.6.1, modified — The abbreviation ‘LED’ in the term is removed
and various modifications in the definition.]

3.3.6
decorative lighting
equipment that emits light for atmospheric, artistic or ambiance purposes

3.3.7

double-capped lamp adapter

component designed to be installed into luminaires which are constructed for lamps of one
tube diameter (according IEC 60081 and IEC 61195) and one specific tube length for the
purpose of allowing them to receive lamps of another tube diameter or another tube length
instead

Note 1 to entry: A lamp adapter may incorporate a switch or a fuse or an electronic lamp controlgear for HF lamp
operation.

3.3.8

double-capped self-ballasted lamp

unit which cannot be dismantled without being permanently damaged, provided with one or
more light sources and two lamp caps and any additional elements necessary for starting and
stable operation of the light source
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Note 1 to entry: See Notes 1 and 2 to entry given in 3.3.21.

3.3.9

double-capped semi-luminaire

unit similar to a self-ballasted lamp but designed to utilize a replaceable light source and/or
starting device

Note 1 to entry: Semi-luminaires for compact fluorescent lamps and for incandescent lamps, sometimes called
adapters, are devices equipped, on the one side, with an IEC 60061-1 standardized lamp cap to allow mounting in
a standard lampholder and, on the other side, with a lampholder to allow the insertion of a replaceable light source.

Note 2 to entry: The light source component and/or starting device of a semi luminaire is readily replaceable.

Note 3 to entry: For gas-discharge technologies, the ballast component is not replaceable and is not disposed of
each time a light source is replaced.

3.3.10

double-capped retrofit lamp

tubular lamp applying a technology alternative to fluorescent technology and which can be
used as a replacement for double-capped fluorescent lamps without requiring any internal
modification in the luminaire and which, after installation, maintains the same level of safety
of the replaced lamp in the luminaire

Note 1 to entry: The replacement of a glow starter according to IEC 60155 with LED replacement starter having
the same dimensions and fit, for the correct functioning of the double-capped LED lamp is not considered as a
modification to the luminaire.

3.3.11

electrodeless lamp

gas discharge lamp in which the power required to generate light is transferred from outside
the lamp envelope to the gas inside via an electric or magnetic field

3.3.12

equipment-under-test

EUT

equipment in the scope of this document subjected to EMC (emission) compliance (conformity
assessment) tests

EXAMPLE: The EUT may be a luminaire including lamp(s), a self-ballasted lamp, a rope light or a module.

Note 1 to entry: See also Figure 2.

[SOURCE: CISPR 16-2-3:2016, 3.1.14, modified — Definition is modified and the example and
Note 2 to entry have been added.]

3.3.13
lamp
unit containing one or more light sources and one or two standardised caps for interfacing

3.3.14
LED light source
device containing an LED or collection of LEDs used for the purpose of illumination

3.3.15
light source
device emitting light produced by a transformation of electrical energy

Note 1 to entry: Lighting equipment emits light in the range from visible wavelength 400 nm to 780 nm.

[SOURCE: IEC 60050-845:1987, 845-07-01, modified — The definition has been rephrased
and the Note to entry has been added.]
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3.3.16

lighting equipment

device which can be used as an independent unit to illuminate a scene, objects or their
surroundings so that they can be seen, and modules designed to be used in or with such
device or assembly of devices

Note 1 to entry: Examples of lighting equipment are luminaires, self-ballasted lamps, ELV-lamps and modules
which are used for general purpose lighting, street/flood lighting intended for outdoor use, lighting installed in or on
transport vehicles and which is not in the scope of CISPR 12.

[SOURCE: IEC 60050-845:1987, 845-09-01, modified — The definition has been rephrased.]

3.3.17

luminaire

lighting equipment which distributes, filters or transforms the light transmitted from one or
more lamps or light sources and which includes all the parts necessary for supporting, fixing
and protecting the lamps, but not usually the lamps themselves, and, where necessary, circuit
auxiliaries, together with the means to connect them to the supply, the driver, control units,
cabling, housing and mounting are included

Note 1 to entry: This definition comes from the definition given in the luminaire product standard IEC 60598-1. In
the latter standard a luminaire does not include a lamp, unless the lamp is an integral part. For the purpose of
emission testing in this document however, a luminaire always contains a lamp or a light source or resistive load.

[SOURCE: IEC 60598-1:2014, 1.2.1, modified — The definition has been rephrased.]

3.3.18

module

electronic or electrical part which serves a specific function or functions of a lighting
application and may contain radio-frequency sources, which is intended for application in a
luminaire or in an installation by an end user and which is intended to be marketed and/or
sold separately from a lighting apparatus or system

Note 1 to entry: Examples are: self-ballasted lamp, starter, controlgear, wall dimmer, control unit, LED module.

3.3.19

passive EUT

equipment which, by its inherent nature and physical characteristics such as absence of
active and fast variation or switching of currents or voltages, is incapable of generating or
contributing to electromagnetic emissions which exceed a level allowing radio reception to
happen as intended

Note 1 to entry: A passive EUT is not likely to produce any electromagnetic disturbances. See 6.2.

Note 2 to entry: Mains rectifier diodes and an electronic starter that is only active during the starting phase is
considered to be a passive component.

3.3.20

restricted ELV lamp

ELV lamp with specific restrictions on the type of power supply and/or the cable length that
can be applied to it, as provided or specified by the manufacturer

Note 1 to entry: ELV lamps without detailed description of restrictions are non-restricted.

3.3.21

self-ballasted lamp

self-contained unit incorporating a light source and any additional elements that may be
necessary for starting and ensuring a stable operation of the light source which cannot be
dismantled without being permanently damaged and which is connected to a lamp holder or
luminaire via one or two IEC 60061-1 standardized lamp caps

Note 1 to entry: The light source component of a self-ballasted lamp is not replaceable. Documents
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Note 2 to entry: For gas-discharge technologies, the ballast component is part of the self-ballasted lamp; it is not
part of the luminaire.

Note 3 to entry: The term “self-ballasted lamp” is used as a general term for designating all lamps that can
operate independent of other external accessories or auxiliary equipment, except for a lampholder. This includes
gas-discharge technologies as well as LED and OLED technologies.

[SOURCE: IEC 60598-1:2014, 1.2.59, modified — The definition has been rephrased, Notes 2
and 3 to entry have been modified and Note 4 to entry has been deleted.]

3.3.22

semi luminaire

device (sometimes called adapter) equipped, on the one side, with any IEC-standardised lamp
cap system to allow mounting in a standard lampholder and, on the other side, with a
lampholder to allow the insertion of a replaceable light source with a cap

3.3.23

UV and IR radiation equipment

optical radiation equipment operating at a wavelength between 780 nm to 1 mm or 1 nm to
400 nm

EXAMPLE: Examples are appliances used for medical and cosmetic care, and for instant zone heating.

[SOURCE: IEC 60050-731:1991 + AMD1:2016, 731-01-05 and 731-01-06, modified — The
definitions have been combined.]

3.4 Terms and definitions related to interfaces and ports

3.4.1
AC electric power supply interface
connection point to an external AC electrical supply network

3.4.2

communication/data/network interface

point of connection for data and signalling transfers intended to interconnect widely dispersed
systems via such means as direct connection to multi-user telecommunications networks (e.g.
local area networks like Ethernet, token ring, etc.)

3.4.3

control interface

point at which a conductor or cable is attached to the lighting equipment for the purpose of
controlling the function of the equipment

3.4.4
DC electric power supply interface
connection point to an external DC electrical supply network

3.4.5

electric power supply interface

connection point at which a conductor or cable carrying the primary electrical power needed
for the operation (functioning) of the lighting equipment is connected, and through which also
conducted electromagnetic disturbance may couple to the electromagnetic environment

Note 1 to entry: It is possible to connect cables to such an interface for transmission of electric power from DC
and/or AC mains power distribution systems which has a topology such that an electromagnetic disturbance easily
couples to the electromagnetic environment.

3.4.6

enclosure port

artificial non-intentional wireless interface of the lighting equipment through which
electromagnetic disturbances can radiate into the environment Documents
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Note 1 to entry: Based on IEC 61000-6-3:2006/AMD1:2010, 3.1.2.

Note 2 to entry: The artificial interface can consist of for instance seams and apertures in the physical metallic
enclosure, but also limited lengths of each of its wired interfaces. In the frequency range above 30 MHz typically
one third of a wavelength of the length of the wired interfaces can contribute to radiated disturbances. Therefore,
also included are wired interfaces to auxiliary equipment which are intended to be connected with cables of less
than 3 m length.

3.4.7

electrical interface

connection point of equipment at which a conductor or cable is attached for various purposes
such as powering, control or communication

EXAMPLES: See Figure 3.

3.4.8

functional earth

terminal of equipment intended for connection to an external grounding conductor for
functional and/or electromagnetic compatibility purposes

3.4.9

load interface

connection point of the lighting equipment providing electrical energy to another item of
lighting equipment

3.4.10

local wired port

interface of the lighting equipment which directly connects to cables that are not connected to
a network and have a length greater than or equal to 3 m, or that are indirectly connected to a
network via auxiliary equipment

EXAMPLE: Examples are, the electrical power supply interface of ELV lamp, an interface of a driver for
connecting a long (> 3 m) load cable with a light source, a control interface of a sensor for connecting a short
(< 3 m) control cable with an AC mains-fed luminaire. See Annex D for examples.

Note 1 to entry: Such a port can emit electromagnetic disturbances.

3.4.11

network

electrical installation consisting of equipment and interconnecting cables or wiring for the
transmission and distribution of electrical power, electrical signal for data transmission or
communication or alike

3.4.12

port

particular category of an interface of an EUT which provides a coupling path for
electromagnetic disturbances from the EUT into the electromagnetic environment specific for
that category

Note 1 to entry: See Figure 1.
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Enclosure port

Wired network ports —— EUT Local wired ports

IEC

NOTE The enclosure port may include other wired interfaces, with lengths less than 3 m (see 3.4.6).

Figure 1 — EMC-ports of an EUT

3.4.13

protective earth

equipment terminal intended for connection to an external conductor for protection against
electrical shock in case of a fault

3.4.14

wired network port

wired interface of the lighting equipment which connects to cables that are directly connected
to a network and through which conducted electromagnetic disturbances may be coupled to
that network

3.5 Abbreviated terms

AAN artificial asymmetrical network

AC alternating current

AE associated equipment

AMN artificial mains network

AuxEq auxiliary equipment

CDNE Coupling Decoupling Network Emission

CISPR Comité International Spécial des Perturbations Radioélectriques
CM common mode

CP current probe

CVP capacitive voltage probe

dB decibel

DC direct current

DALI Digital Addressable Lighting Interface

DM differential mode

E earth terminal

ELV extra-low voltage

EMC electromagnetic compatibility

EUT equipment under test

FAR fully anechoic room

FE functional earth

GHz gigahertz

GU10 glass U-shaped housing and cap of a multifaceted reflector (MR) light bulb
Hz hertz

IEC International Electrotechnical Commission

IEV International Electrotechnical Vocabulary Documents
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IR infrared
ISM industrial, scientific and medical
ISN impedance stabilization network
ITE information technology equipment
ITU International Telecommunication Union
kHz kilohertz
L line
LAN local area network
LED light emitting diode
LLAS large loop antenna system
MHz megahertz
MA microampere
uF microfarad
VAY microvolt
N neutral
N.A. not applicable
nF nanofarad
OATS open area test site
OLED organic light emitting diode
PE protective earth
PWM pulse width modulation
RF radio frequency
RGP reference-ground plane
SAC semi anechoic chamber
SSL solid state lighting
TEM transverse electromagnetic
TR technical report
uv ultraviolet

Full document details: CISPR 15-2018
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Test/measurement equipment
Measurement receiver of
disturbance signals Boundary of the measurement or
test environment (either

conducted or radiated)

S d.

Ancillary equipment (transducer Test facility
Site or chamber which creates a

specified measurement or test

to measure, couple or decouple
a disturbance)

1
1
1
1
|
1
A iated ' | conditions or environment (for
ssoclate ! 1 either conducted or radiated test)
equipment ! !
(to exercise EUT) 1 System under test i
| N :
| ~ . TN
\ ! Equipment under test !
! ! Auxiliary equipment
1
— \ AE : EUT || AuxEq <\E_ (to create a host system and/or
! L representative test environment
\ | AuxEq /:( of the EUT)
| |
e ! IEC

Figure 2 — Generic depiction of the definitions of test-, ancillary-, auxiliary- and
associated equipment w.r.t. EUT and the test/measurement environment
(definitions given in CISPR 16-2-3)

4 Limits

4.1 General

The requirements for an EUT are given in this clause on the basis of three possible EMC
ports that can apply to each of the EUT interfaces: enclosure port, wired network port, and
local wired port. The port classification and the application of limit for each possible interface
of an EUT is specified in Clause 5 and in Clause 6.

Disturbance limits are specified for specific types of detectors, i.e. quasi-peak or average
detectors (see the specification of the CISPR receiver in CISPR 16-1-1). If the applicable
limits over a specific frequency range are specified for both quasi-peak and average
detectors, provided the disturbance levels of the EUT are measured using the quasi-peak
detector, and are found to meet the average limits, then, the EUT shall be deemed to meet
both limits and the measurement with the average detector need not to be carried out for that
frequency range.

In case different methods with associated limits can be applied, the test report shall state
which method and corresponding limits were used.

NOTE The limits in this document have been determined on a probabilistic basis. In exceptional cases, additional
provisions are required.

4.2 Frequency ranges

In 4.3, 4.4 and 4.5, limits and measurement methods for radio disturbance characteristics are
given as a function of frequency range. No measurements need to be performed at
frequencies where no limits are specified.
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4.3 Limits and methods for the assessment of wired network ports
4.3.1 Electric power supply interface

The limits and measurement method for the assessment of conducted disturbance voltages at
the AC or DC electric power supply interface terminals for the frequency range 9 kHz to
30 MHz are given in Table 1.

Table 1 — Disturbance voltage limits at the electric power supply interface

Frequency range Limits 2 Method
dB(uV)
Quasi-peak Average

9 kHz to 50 kHz 110 -

50 kHz to 150 kHz 90 to 80P - CIPR 16-2-1 and
150 kHz to 0,5 MHz 66 to 56° 56 to 46° 8.3
0,5MHz to 5,0 MHz 56° 46°

5 MHz to 30 MHz 60 50

a8 At the transition frequency, the lower limit applies.

The limit decreases linearly with the logarithm of the frequency in the ranges 50 kHz to 150 kHz and 150 kHz
to 0,5 MHz.

For lighting equipment incorporating exclusively electrodeless lamps, the limit in the frequency range of
2,2 MHz to 3,0 MHz is 73 dB(uV) quasi-peak and 63 dB(uV) average.

4.3.2 Wired network interfaces other than power supply

The limits and measurement methods for the assessment of conducted disturbance voltages
at wired network interfaces other than power supply for the frequency range 150 kHz to
30 MHz are given in Table 2 and Table 3.

Either of the methods and the associated limits from Table 2 or Table 3 can be applied to
demonstrate compliance.

Table 2 — Disturbance voltage limits at wired network
interfaces other than power supply

Frequency range Limits Method
(MHz) dB(nV)
Quasi-peak Average
0,15 to 0,50 84 to 74 74 to 64 CISPR 16-2-1 and 8.4
0,50 to 30 74 64

NOTE 1 The limits decrease linearly with the logarithm of the frequency in the range 0,15 MHz to 0,5 MHz.

NOTE 2 The disturbance voltage limits are derived for use with an artificial asymmetrical network (AAN) which
presents a common mode (asymmetric mode) impedance of 150 Q to the measured interface.

Full document details: CISPR 15-2018
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Table 3 — Disturbance current limits at wired network
interfaces other than power supply

Frequency range Limits Method
(MHz) dB(pA)
Quasi-peak Average
0,15 to 0,50 40 to 30 30 to 20 CISPR 16-2-1 and 8.4
0,50 to 30 30 20

NOTE 1 The limits decrease linearly with the logarithm of the frequency in the range 0,15 MHz to 0,5 MHz.

NOTE 2 The disturbance current limits are derived for use of a common mode (asymmetric mode) impedance
of 150 Q. Hence the conversion factor applied is 20 log(150) = 44 dBQ.

4.4 Limits and methods for the assessment of local wired ports
This standard differentiates between two categories of “local wired port”. These are:

a) EUT interface that indirectly connects to a network, via auxiliary equipment (this includes
the electrical power supply interface of ELV lamps);

b) EUT interface that does not connect to a network, directly or indirectly, and which can be
connected to cables having a length equal to or greater than 3 m.

For these two sub-categories of “local wired port”, as listed above, limits for conducted
disturbances are prescribed in this subclause.

The limits and measurement methods for the assessment of conducted disturbance voltages
of local wired ports for the frequency range 9 kHz to 30 MHz are given in Table 1, Table 4,
Table 5 and Table 6.

The limits and methods applicable to the electrical power supply interfaces of ELV lamps are
given in Table 1 and Table 4, for restricted and non-restricted ELV lamps, respectively, with
additional requirements for the test method in 6.4.7.

Table 4 — Disturbance voltage limits of local wired ports: electrical power supply
interface of non-restricted ELV lamps

Frequency range Limits 2¢d Method
dB(nV)
Quasi-peak Average

9 kHz to 50 kHz 136 -

50 kHz to 150 kHz 116 to 106" - CISPR 16-2-1 and
150 kHz to 0,5 MHz 92 to 82° 82 to 72 A.5.1

0,5 MHz to 5,0 MHz 82 72

5 MHz to 30 MHz 86 76

a8 At the transition frequency, the lower limit applies.

The limit decreases linearly with the logarithm of the frequency in the ranges 50 kHz to 150 kHz and 150 kHz
to 0,5 MHz.

¢ The limits in this table apply if no 26 dB attenuator is applied (see Figure A.3).

Disturbance voltage limits for restricted ELV lamps are given in Table 1 (see 6.4.7).

The limits and methods given in Table 5 or Table 6 shall be applied to local wired ports other
than electrical power supply interfaces of ELV lamps.
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Table 5 — Disturbance voltage limits at local wired ports: local wired ports
other than electrical power supply interface of ELV lamp

Frequency range Limits Method
MHz dB(nV)?
Quasi-peak Average CISPR 16-2-1 (voltage
0,15 to 0,50 80 70 probe method)
See 8.5.2.2
0,50 to 30 74 64

a8 At the transition frequency, the lower limit applies.

Table 6 — Disturbance current limits at local wired ports: local wired ports
other than electrical power supply interface of ELV lamp

Frequency range Limits Method
MHz dB(pA)
Quasi-peak Average
CISPR 16-2-1
0,15 to 0,50 40 to 30 30to 20 See 8523
0,50 to 30 30 20

NOTE 1 The limits decrease linearly with the logarithm of the frequency in the range 0,15 MHz to 0,5 MHz.

NOTE 2 The current disturbance limits are derived for use of a common mode (asymmetric mode) impedance
of 150 Q, and the conversion factor applied is 20 log(150) = 44 dBQ.

4.5 Limits and methods for the assessment of the enclosure port
4.5.1 General

This subclause gives radiated disturbance limits for the enclosure port as a function of
frequency range.

4.5.2 Frequency range 9 kHz to 30 MHz

Radiated-field disturbance limits in the frequency range of 9 kHz to 30 MHz are given in
Table 8 and Table 9.

The limits in Table 8 are expressed in terms of a current measured in a large loop-antenna
system (LLAS) as specified in CISPR 16-1-4. This current is a measure for the magnetic field
level around the EUT. This limit, applicable for the quasi-peak detector of the CISPR receiver,
is given for three different sizes of large loop antenna systems in the frequency range 9 kHz
to 30 MHz.

The range of maximum dimensions of the EUT for each of the three loop-antenna diameters is
given in Table 7.

For EUT dimensions larger than 1,6 m, the limits given in Table 9 associated with the
magnetic field loop antenna measurement method specified in 9.3.3 can be applied.

The limits in Table 8 and Table 9 provide different options. In any situation where it is
necessary to verify the original measurement results, the measuring method originally chosen
shall be used in order to ensure consistency of the results. The test report shall state which
method was used and which limits were applied.
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Table 7 — Maximum EUT dimension that can be used
for testing using LLAS with different diameters

Maximum dimension of the EUT, D Loop antenna diameter
m m
D<1,6 2
D<26 3
D<3,6 4

Table 8 — LLAS radiated disturbance limits in the frequency range 9 kHz to 30 MHz

Frequency range Quasi-peak limits for three loop diameters Method
dB(nA)
2m 3m 4m
9kHz to 70kHz 88 81 75
CISPR 16-2-3
70 kHz to 150 kHz 88 to 582 81 to 512 75 to 452
and 9.3.2
150 kHz to 3,0 MHz 58 to 222° 51 to 152° 451t0 93P
3,0 MHz to 30 MHz 22 15 to 16° 9 to 12°¢

a8 Decreasing linearly with the logarithm of the frequency.

For lighting equipment incorporating exclusively electrodeless lamps, the limit in the frequency range of
2,2 MHz to 3,0 MHz is 58 dB(nA) for 2 m, 51 dB(pA) for 3 m and 45 dB(unA) for 4 m loop diameter.

¢ Increasing linearly with the logarithm of the frequency.

4.5.3 Frequency range 30 MHz to 1 GHz

Radiated-field disturbance limits and measurement methods in the frequency range of 30 MHz
to 1 GHz are given in Table 10 in terms of quasi-peak values of the electric field component.

Table 10 provides different options. In any situation where it is necessary to verify the original
measurement results, the measuring method and measuring distance originally chosen shall
be used in order to ensure consistency of the results. The test report shall state which method
was used and which limits were applied.

Table 9 — Loop antenna radiated disturbance limits in the frequency range 9 kHz to
30 MHz for equipment with a dimension > 1,6 m

Frequency range Limits at 3 m distance Method
MHz Quasi-peak
dB(uA/m)
0,009 to 0,070 69
0,070 to 0,150 69 to 39°
9.3.3
0,150 to 4,0 39t032P
4,0 to 30 3
28  For lighting equipment incorporating exclusively electrodeless lamps, the limit in the frequency range of
2,2 MHz to 3,0 MHz is 39 dB(pnA/m).
b Decreasing linearly with logarithm of frequency.
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Table 10 — Radiated disturbance limits and associated measurement methods

in the frequency range 30 MHz to 1 GHz

Testing method @ Reference ¢ Frequency range Quasi-peak limits ¢
MHz
OATS or SAC CISPR 16-2-3 30 to 230 30 dB(pV/m)
at 10 m distance 230 to 1 000 37 dB(pV/m)
OATS or SAC CISPR 16-2-3 30 to 230 40 dB(pV/m)
at 3 m distance 230 to 1 000 47 dB(pV/m)
FAR CISPR 16-2-3 30 to 230 42 to 35 © dB(pV/m)
at 3 m distance 230 to 1 000 42 dB(pV/m)
TEM-waveguide ° IEC 61000-4-20 30 to 230 30 dB(pV/m)
230 to 1 000 37 dB(pV/m)
CDNE method ¢ f CISPR 16-2-1 30 to 100 64 to 54 © dB(pV)
100 to 200 54 dB(pV)
200 to 300 54 to 51 ¢ dB(pV)

a2  Any of the methods and the associated limits can be applied to demonstrate compliance.

The TEM-waveguide is limited to EUTs without cables attached and with a maximum size according to 6.2 of
IEC 61000-4-20:2010 (the largest dimension of the enclosure at 1 GHz measuring frequency is one
wavelength, 300 mm at 1 GHz).

¢ The CDNE method and the associated limits up to 300 MHz can be only applied for EUTs with clock
frequencies below or equal to 30 MHz. In such a case, the product is deemed to comply with the requirements
between 300 MHz and 1 000 MHz. The CDNE-Ilimits between 200 MHz and 300 MHz specified in Table 10 are
more stringent than the limits given in CISPR 15:2013. An increasing margin (up to 10 dB at 300 MHz) has
been applied between 200 MHz and 300 MHz. If the CDNE test fails, then any of the other methods and
associated limits can still be applied 2.

At the transition frequency, the lower limit applies.
€ The limit decreases linearly with the logarithm of the frequency.

f The EUT size limitation of CISPR 16-2-1 does not apply. For the CDNE method, the largest dimensions of the
EUTare3mx1mx1m(/ xwxh). The CDNE restrictions apply to the EUT only, and not the wiring or the
total dimension of the system under test, see Figure 2.

9 See also 9.3.4.

5 Application of the limits

5.1 General

The applicability of limits for EUTs is given in Clause 5. Additional guidelines/requirements for
the applicability of the limits to specific kinds of EUTs are given in Clause 6. See Figure 4.

The general operational conditions for the EUT are given in Clause 7. The measurement
methods for conducted and radiated disturbances are specified in Clause 8 and Clause 9.

5.2 Identification of the interfaces subject to test

If the EUT does not fall in one of the categories specified in Clause 6, then the applicable test
cases for the various EUT interfaces shall be derived as follows.

First, the EMC-relevant physical properties of the EUT and its wired interfaces are to be
determined; see Figure 3 for guidance. For each wired interface in turn a decision is then
made as to whether it is connected to a network in a direct way, indirect way or not at all.
Once the types of interface and possible connections are known, each interface is allocated to
one of the three possible standardised EMC ports as detailed below:
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e enclosure port;
e wired network port;

e local wired port.

The applicable test method, associated test arrangement and limits shall then be selected for
each interface in turn, depending upon its port classification and, as per the requirements in
5.3.

5.3 Application of limits to the interfaces
5.3.1 General

A flow chart depicting the decision process for the application of limits is given in Figure 4.

5.3.2 Conducted disturbance requirements for the wired network port

5.3.2.1 Conducted disturbance requirements for the electrical power supply
interface

The disturbance voltage limits and measurement method of the electrical power supply
interfaces in the frequency range 9 kHz to 30 MHz are given in Table 1.

These limits apply for electrical power supply interfaces that are directly connected to a power
supply network (Figure 4).

5.3.2.2 Conducted disturbance requirements for wired network interfaces other than
power supply

The limits specified in this subclause apply for wired network interfaces other than power
supply that are directly connected to a network (Figure 4).

The disturbance voltage limits and measurement method of wired network interfaces other
than power supply (e.g. for communication or data transfer) in the frequency range 150 kHz to
30 MHz are given in Table 2 for use with an artificial asymmetrical network (AAN). If no
coupling network is available for the interface in question, then the current limits given in
Table 3 shall be applied using the current measurement method given in 8.4.

5.3.3 Conducted disturbance requirements for local wired ports
These limits apply for interfaces of the following type (Figure 4):

1) indirectly connected to a network via other equipment, including power supply interface of
ELV lamp;

2) not connected to a network and with a length greater than or equal to 3 m.

For local wired ports other than power supply interface of ELV lamp, the disturbance voltage
or the disturbance current limits given in Table 5 or Table 6 shall be applied using the
measurement methods given in 8.5.2.2 and 8.5.2.3. The method of measurement and the
applicable limits for the power supply interface of ELV lamp are described in 6.4.7.

NOTE Interfaces that are not connected to a network and with a length less than 3 m are assessed through the
enclosure port test. Nonetheless, the electrical power supply interface of ELV lamp is always subject to conducted
emissions test, as per 6.4.7.

5.3.4 Radiated disturbance requirements for the enclosure port
5.3.4.1 Frequency range 9 kHz to 30 MHz

Radiated-field disturbance limits in the frequency range of 9 kHz to 30 MHz (Table 8 or
Table 9) apply to the enclosure port of the EUT. However, the EUT needs to bd)&eulments
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radiated emissions within 9 kHz to 30 MHz only if the application, construction or technology
of the EUT can cause large magnetic dipole moments. In case of doubt, or if no such
information is available then the test is to be done. A large dipole moment is obtained if a
substantial disturbance current is running in a loop that encompasses a large surface, such as
(but not limited to) the following cases:

— the manufacturer allows external wired interfaces connected to the EUT by single-
conductor cables;

— the EUT applies internal single-conductor and separated interconnect wiring (or PCBs
tracks) that cause loops and an associated magnetic dipole;

— EUTSs that apply technologies with inductive power transfer.

EXAMPLES Luminaires that have separated supply lines; electrodeless lamps with inductive power transfer and
rechargeable luminaires incorporating inductive power transfer are considered to be equipment with large magnetic
dipole moments. DC-fed LED light sources and magnetic 50 Hz or 60 Hz wound ballasted luminaires are examples
of lighting equipment that are considered to have very small dipole moments and therefore do not need to be
tested.

If the EUT is incapable of generating a large magnetic dipole moment, then no test is required
and the EUT is deemed to comply with the radiated-field disturbance limits in the frequency
range of 9 kHz to 30 MHz.

5.3.4.2 Frequency range 30 MHz to 1 000 MHz

The EUT shall be evaluated for radiated emissions in the 30 MHz to 1 000 MHz range by
testing in accordance with one of the methods in Table 10.

When the CDNE method is used and all clock frequencies of the EUT are below or equal to
30 MHz, then the product is deemed to comply with the requirements between 300 MHz and
1 000 MHz if the emissions comply with the limits in the 30 MHz to 300 MHz frequency range
as specified in Table 10.

5.3.5 Multiple interfaces of the same type

Where the EUT has more than one interface of the same type, they shall be selected for
testing as follows:

e if there are multiple similar interfaces connected to the same card or module, then it is
acceptable to assess one of those interfaces;

e where there are ports of the same type on different cards or modules, then it is acceptable
to assess one typical port on each card or module types.

The above is applicable to conducted emissions measurements on network ports and local
wired ports only.

The test report shall identify the ports assessed. All other interfaces and ports are deemed to
comply with the applicable limits in CISPR 15 provided the above requirements were followed
in selecting the ports for testing and provided all tested ports were demonstrated to be
compliant with the applicable limits of CISPR 15.

5.3.6 Interfaces that can be categorised as multiple types of ports

If a single interface satisfies the definition of more than one type of port defined in this
publication, it is subject to the requirements that apply for each of the port types it satisfies.

EXAMPLE A power-over-Ethernet can be identified as both a wired network port (Ethernet-connection) and a
local-wired port (DC power supply). For the wired network port (Ethernet-connection), the limits in either Table 2 or

Table 3 would apply. For the local-wired port (DC power supply) the limits in either Table 5 or Table 6 apply. In this

case, the disturbance current limits of Table 3 and Table 6 are the same. The disturbance voltage limits of Table 2

and Table 5 are different below 0,5 MHz because of the different methods. In this example, the limits for either type

of port are basically the same. Broadband over power and powerline communication are other exam

interface in question can be categorized as different kinds of wired network ports (4.3). WEﬁments
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6 Product specific limit application requirements

6.1 General

This clause includes limit application requirements for specific types of lighting equipment and
shall be used in conjunction with the general requirements in Clause 5. Clause 5 applies for
equipment not listed in Clause 6 (first decision box in Figure 4).

Product specific application notes referring to particular measurement set-ups or operating
conditions are given in Annex A.

6.2 Passive EUT

A passive EUT is deemed to fulfil the requirements of this document without further testing.
Examples of such equipment include: luminaires suitable for incandescent lamps or self-
ballasted lamps, transformers for incandescent or self-ballasted lamps that do not regulate
the voltage by means of active electronic components, luminaires fitted with only LEDs and
passive components. Mains rectifier diodes are considered passive components.

NOTE Where in this document, the term "incandescent lamp" is used, all types of incandescent lamps including
halogen lamps are meant.

EXAMPLE Incandescent lamps are generally also passive equipment. Although it should be noted that some
types of incandescent lamps with very long filaments can generate excessive disturbances.

EUT with electromagnetic controlgear can be considered to contain only passive components.
However due to the physical characteristic of discharge lamps, further assessment is
required. Such equipment shall comply with the disturbance voltage limits at the electric
power supply interface terminals given in Table 1. However, luminaires for discharge lamps
containing only passive controlgear and fitted with a power factor correction capacitor or
suppression capacitor (at least 47 nF) across the mains terminals are deemed to comply with
the requirements of this document without measurement. Compliance can be achieved by
inspection.

6.3 Rope lights
6.3.1 General

Rope lights e.g. Christmas lights, lighting chains, are used for different applications both
indoor and outdoor in the areas of general and effect lighting. Depending upon the application
and construction, different light source or lamp technologies can be applied, e.g.
incandescent lamps or LED lamps. The controlgear for rope lights can be independent or
integrated. Also rope lights without controlgear are feasible.

6.3.2 Requirements for rope lights
Rope lights with active switching electronic components shall comply with the disturbance

voltage limits at mains terminals given in Table 1 and with the radiated disturbance limits
given in Table 8 or Table 9 if applicable, and in Table 10.

The setup and test arrangements are specified in Clause A.3.

6.4 Modules
6.4.1 General
This subclause specifies how to configure a system under test in case the EUT is a module

that is intended to be marketed and/or sold separately from a lighting apparatus or system
and thus to be applied by an end user in a lighting apparatus or system.

Different types of modules can be distinguished, for example the EUT can he /Figupgcuments
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e areplaceable module, for example a self-ballasted lamp, an ELV lamp or starter;

e an external module, for example an independent driver or igniter, a wall dimmer or a
remote control;

e an internal module, for example a driver;

e a mounted module, for example a light source, an adapter or a network interface card.

Internal, mounted, replaceable or external modules shall be assessed with at least one
representative host system as auxiliary equipment.

The port(s) of any module being assessed shall be terminated in accordance with 7.9. The
functions of the host that are specific to the module being assessed shall be exercised during
the measurements. Modules shown to meet the requirements of this document in one
representative host are deemed to meet the requirements of this publication when used in any
host. The host and modules used during measurements shall be listed in the test report.

The manufacturer of the module shall specify the host or the type of luminaire and associated
circuits which are suitable and representative for use with the module. This shall be based on
analysing various possible typical applications for the specific module such that the selected
host is representative of typical use in terms of mitigation of disturbances from the module in
question.

Disturbances from auxiliary equipment (including the host) itself shall be sufficiently below the
applicable limit levels.

Requirements for specific types of modules are given in 6.4.3 through 6.4.10.

6.4.2 Modules having multiple applications

Modules whose functionality and connectivity allows them to be replaceable, internal,
mounted and/or external shall be tested in each of those applicable configurations. Where it
can be shown that one particular configuration provides a worst case, testing in this
configuration is sufficient to show compliance.

6.4.3 Internal modules

For internal modules, the applicability of the limits is determined using the process given in
5.3. That process shall be applied to each of the interfaces of the host that may be affected
by emissions (conducted or radiated) generated by the module under test. For those
interfaces of the host that are not tested, the test report shall include a justification why they
were deemed not to be affected by emissions generated by the module under test.

The host, that includes the module as EUT, is tested as a luminaire in accordance with
Clause B.6 (Figure B.1b) and Clause C.4 (Figure C.4) or CDNE setup according
CISPR 16-2-1.

6.4.4 External modules

For external modules the applicability of the limits is determined using the process given in
5.3 for each of the interfaces of the module.

NOTE For external modules, the host that is applied is auxiliary equipment. The disturbance is measured at the
terminals of the EUT (module under test). See for instance Clause D.3 (Case 2- application 2).

External modules as EUT are measured separately to make sure that the auxiliary equipment
(host) does not alter the measurement result (no mutual interaction). Details on the
arrangement of external modules are given in Clause B.6 (Figure B.2) and Clause C.4
(Figure C.5) or CDNE setup according CISPR 16-2-1.
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6.4.5 Single capped self-ballasted lamps

Single capped self-ballasted lamps shall comply with the disturbance voltage limits at mains
terminals given in Table 1 and with the radiated disturbance limits given in Table 8 or Table 9
if applicable, and in Table 10.

The setup and test arrangements for single capped self-ballasted lamps are specified in
Clause A.1.

6.4.6 Double-capped self-ballasted lamps, double-capped lamp adapters, double-
capped semi-luminaires and double-capped retrofit lamps used in fluorescent
lamp luminaires

Double-capped self-ballasted lamps, double-capped lamp adapters, double-capped semi-
luminaires and double-capped retrofit lamps used in fluorescent lamp luminaires shall comply
with the electric power supply interface voltage limits given in Table 1 and with the radiated
disturbance limits given in Table 8 or Table 9 if applicable, and in Table 10.

The test methods are specified in Clause A.4.

6.4.7 ELV lamps
ELV lamps shall comply with one of the following requirements:

a) Non-restricted (see 3.3.20) extra-low voltage (ELV) lamps, intended for connection to
symmetrical ELV networks, shall comply with the conducted disturbance voltages of local
wired ports of Table 4 at the ELV interface, measured in accordance with the method
specified A.5.1, and with the radiated disturbance limits of Table 8 or Table 9 if applicable,
and in Table 10, measured in accordance with the method specified in A.5.2.

NOTE 1 The insertion loss of the applied controlgear is typically 26 dB based on measurements on real
configurations.

NOTE 2 Special care is taken that no overloading of the receiver occurs.

NOTE 3 The 26 dB addition is not applied to the assessment of radiated disturbances.

b) Restricted ELV lamps (see 3.3.20) shall comply with the mains disturbance voltage limits
of Table 1, measured in accordance with the method specified A.5.1, and with the radiated
disturbance limits of Table 8 or Table 9 if applicable, and in Table 10, measured in
accordance with the method specified in A.5.2.

NOTE 4 ELV lamps with active electronic circuit are not intended for the connection to unsymmetrical ELV
networks.

6.4.8 Single-capped semi-luminaires

Single-capped semi-luminaires shall comply with the requirements given in Clause 5, with a
typical lamp satisfying the load requirements as specified in 7.4.

Single-capped semi-luminaires shall be arranged, setup and measured as a self-ballasted
lamp. The test methods are specified in Clause A.1.

6.4.9 Independent igniters

Independent igniters for fluorescent and other discharge lamps shall comply with the mains
disturbance voltage limits of Table 1, and they are tested in a circuit as described in
Clause A.6.

6.4.10 Replaceable starters for fluorescent lamps

If the replaceable starter contains active switching electronic components, it shall wl with
the mains disturbance voltage limits of Table 1, while it is applied and tested in ments
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host, i.e. a single lamp luminaire equipped with a lamp of the highest power rating for which
the starter is designed. The manufacturer shall specify in the operating manual the type of
luminaire and associated circuit(s) which are suitable for use with the starter. The host that
includes the replaceable starter as EUT is tested as a luminaire in accordance with
Clause B.5.

If replaceable starters incorporate a capacitor having a value between 0,005 yF and 0,02 pF
and which is connected parallel to the contact pins of the starter it is deemed to comply with
the requirements of this document without testing.

7 Operating and test conditions of the EUT

71 General

When measurements of disturbances of the EUT are being made, the equipment shall be
operated under the conditions specified in 7.2 to 7.9.

The EUT is to be tested as delivered by the manufacturer under normal operating conditions,
for example, as given in I[EC 60598-1 for luminaires.

The possible special conditions given in Clause 8 and Clause 9 for the different methods of
measurement shall be applied additionally, as appropriate.

7.2 Switching

The disturbance caused by manual or automatic operation of a switch (external or included in
equipment) to connect or disconnect the mains shall be disregarded. This includes manual
on/off switches or, for example, switches activated by sensors or ripple control receivers.
However, switches which might be operated more often than once in a 10 seconds period
(e.g. such as those of advertising signs) are not included in this exemption (see 7.5).

7.3  Supply voltage and frequency

The supply voltage shall be within £ 2 % of the rated voltage. In the case of a voltage range,
measurement shall be carried out within + 2 % of each of the standard supply voltages of that
range given in IEC 60038. The frequency of the mains supply shall be as rated for the
equipment. EUTs that can be operated from either an AC or DC supply shall be measured in
both conditions.

If the rated frequency range includes 50 Hz and 60 Hz, a measurement at either 50 Hz or at
60 Hz shall be performed. The emissions at the other mains frequency are then covered by
this measurement.

7.4 Rated lamp load and light regulation

If the EUT has a range of lamp loads it shall be measured with the maximum rated lamp load
only.

If the EUT has the possibility to reduce the output power (dimming), the electromagnetic
disturbance of the EUT shall be measured at the maximum and minimum light output.

Phase-cut dimmers are operated in the worst case setting as determined during a pre-test.

7.5 Operating modes

If the EUT is capable of being used in different operating modes e.g. flashing, running
illumination, communication by light modulation, colour shifting, emergency, ch ing etc.,
then measurements shall be performed in the worst-case mode of operation ocuments
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NOTE Multiple charge regimes can be used by some battery technologies during charging, i.e. fast, trickle, stand
by, PWM etc. for applications in torches, emergency lighting, etc.

The worst case shall be found by prescanning every mode of operation over at least one
repetition interval of the specific mode.

7.6 Ambient conditions

Measurements shall be carried out in normal laboratory conditions. The ambient temperature
shall be within the range from 15°C to 30 °C or within the range specified by the
manufacturer in the operating manual if more restricted.

7.7 Lamps
7.71 Type of lamps used in lighting equipment

Disturbance measurements of lighting equipment shall be carried out with the lamp for which
the lighting equipment is designed.

When the lighting equipment incorporates more than one lamp, all lamps shall be operated
simultaneously.

7.7.2 Ageing times

The light source(s) or lamp(s) that is/are part of the EUT shall be stable units. Some light
source technologies need a minimum time of ageing to reach a state where its performance
characteristics are stable for the purpose of this test.

Unless otherwise stated in this document or specified by the manufacturer, the following
ageing times shall be applied:

— 2 h for incandescent technologies;
— 100 h for discharge technologies.

For LED and OLED technologies no ageing time is required from an EMC-testing point of
view.

7.8 Stabilization times
Prior to a measurement, the EUT including the light source(s) or lamp(s) that is (are) part of
the EUT shall be operated until stabilization has been reached. Unless otherwise stated in

this document or specified by the manufacturer, the following stabilization time shall be
applied:

— 15 min for EUTs that do not include gas discharge technologies;
— 30 min for EUTs that include gas discharge technologies.

7.9 Operation and loading of wired interfaces
7.9.1 General

Interfaces or connections that are designated as wired ports shall be operated with typical
wiring and loads or terminations in accordance with the manufacturer’s specification. Any
transmission protocol required shall be typical for normal use and as specified by the
manufacturer.

7.9.2 Interface intended for a continuous signal or data transmission

If the interface is intended for a continuous signal transmission (e.g. PWM), the signal
transmission shall be in operation during the measurement of all ports of ttn&ehrﬁents
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continuous signal or data transmission may be required to maintain the status (e.g. dimming
level) of the EUT or of the equipment connected to the EUT.

7.9.3 Interface not intended for a continuous signal or data transmission

If the transmission is not continuous or a continuous data transmission is not necessary to
maintain the status of the EUT (e.g. dimming command sent via a DALI protocol), continuous
transmission during the tests shall not be applied.

7.9.4 Load
The load of an EUT shall be applied as follows:

— load interfaces which are suitable for both incandescent lamps and other types of lighting
equipment (e.g. self-ballasted lamps) shall be tested with non-inductive resistive loads;

NOTE Incandescent lamps are also considered as non-inductive resistive loads.

— load interfaces which are suitable only for lighting equipment other than incandescent
lamps, shall be tested with the appropriate lighting equipment as specified by the
manufacturer.

The load level requirements are given in 7.4.

8 Methods of measurement of conducted disturbances

8.1 General
This clause specifies the measurement methods, EUT arrangements and procedures
associated with the conducted disturbance measurements and include specific requirements

that take precedence over those provided in the basic standards. Details on specific EUT-
arrangements for conducted disturbance measurements are given in Annex B.

8.2 Measurement instrumentation and methods

Conducted disturbances at the different ports shall be measured by applying instrumentation,
test sites, procedures and method as indicated in the references of Table 11.
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Table 11 — Overview of standardized conducted disturbance measurement methods

Interface Limits Frequency range Reference
CISPR 16-1-1 (receiver)
E]'fe‘i}ggepower supply Table 1 9 kHz to 30 MHz CISPR 16-1-2 (ancillary equipment: AMN)
CISPR 16-2-1 (measurement method)
CISPR 16-1-1 (receiver)
Table 2 150 kHz to 30 MHz CISPR 16-1-2 (AAN, CVP)
Wired network interfaces CISPR 16-2-1 and 8.4 (measurement
other than power supply method)
interface (e.g. for -
communication or data CISPR 16-1-1 (receiver)
transfer)
Table 32 150 kHz to 30 MHz CISPR 16-1-2 (current probe)
CISPR 16-2-1 and 8.4 (measurement
method)
CISPR 16-1-1 (receiver)
Local wired port — . . .
electrical power supply Table 1 or 9 kHz to 30 MHz CISPR 16-1-2 (ancillary equipment: AMN)
) Table 4
interface of ELV lamps CISPR 16-2-1 and A.5.1 (measurement
method)
CISPR 16-1-1 (receiver)
Table 5 150 kHz to 30 MHz CISPR 16-1-2 (voltage probe)
Local wired port — other CISPR 16-2-1 and 8.5.2.2 (measurement
than the electrical power method)
supply interface of ELV CISPR 16-1-1 (receiver)
lamps
Table 6 150 kHz to 30 MHz CISPR 16-1-2 (current probe)
CISPR 16-2-1 and 8.5.2.3 (measurement
method)

a8 Depending on the EUT port under test and on the selected test method, the applicable limit will be Table 2 or
Table 3 or both.

In addition to the requirements given in the basic standards, the following requirements for
the EUT arrangement and measurement procedure apply.

8.3  Electrical power supply interface disturbance measurement

The disturbance voltage measurement shall be performed as per the method of CISPR 16-2-1
at the electrical power supply interface of the EUT by means of the circuits and arrangement
described in Annex B for the relevant type of equipment. An artificial mains V-network
50 Q /50 yH + 5 Q that satisfies the requirements of CISPR 16-1-2 in both the 9 kHz to
150 kHz and 150 kHz to 30 MHz frequency ranges shall be used.

8.4 Disturbance measurement of wired network interfaces other than power supply

Voltage disturbance measurements at wired network interfaces other than power supply (e.g.
for communication or data transfer) shall be carried out by means of an artificial asymmetrical
network (AAN) as specified in CISPR 32. The AAN shall be bonded to reference-ground plane
(see Annex B). The measurement method specified in CISPR 16-2-1 applies.

Current disturbance measurements at wired network interfaces other than power supply (e.g.
for communication or data transfer) shall be carried out by means of the current probe (CP)
method specified in CISPR 16-2-1. The current probe shall be in accordance with 5.1 of
CISPR 16-1-2:2014.
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Alternatively, combined voltage and current probe measurements can be applied using the
limits of both Table 2 and Table 3 and the combined CVP/CP method described in C.4.1.6.4
of CISPR 32:2015.

NOTE Only the common mode disturbance generated is being measured, as in practice disturbances from the
differential-mode control signals are negligible.

8.5 Local wired port disturbance measurement
8.5.1 Electrical power supply of ELV lamps

The method for conducted disturbance measurements at the electrical power supply interface
of ELV lamps is specified A.5.1.

8.5.2 Other than electrical power supply of ELV lamps
8.5.2.1 General

The methods for conducted disturbance measurements at local wired ports other than the ELV
interface of an ELV lamp shall be as per CISPR 16-2-1 and the following subclauses.

8.5.2.2 Voltage probe measurement method

When a voltage probe is used for measuring voltage disturbances on local wired ports, the
measuring circuit shown in Figure B.2 shall be applied. See also B.3.5.

The voltage is measured between each single lead of the cable of the local wired port and the
ground.

The voltage probe shall be as defined in 5.2 of CISPR 16-1-2:2014.

The measuring results shall be corrected according to the voltage division between the probe
and the measuring set. For this correction, only the resistive parts of the impedance shall be
taken into account.

The length of the coaxial cable between the probe and the measuring receiver shall not
exceed 2 m.

8.5.2.3 Current probe measurement method

When a current probe is used for measuring conducted disturbances on local wired ports, the
measuring circuit shown in Figure B.2 shall be applied. See also B.3.5.

The current probe shall be in accordance with 5.1 of CISPR 16-1-2:2014.

9 Methods of measurement of radiated disturbances

9.1 General

This clause provides details on the measurement methods, EUT arrangements and
procedures associated with the radiated disturbance measurements and include specific
requirements that take precedence over those provided in the basic standards. Details on
specific EUT arrangements for radiated disturbance measurements are given in Annex C.

9.2 Intentional wireless transmitters

If intentional wireless transmitters are part of the EUT, the emission from the wireless
transmitters shall not be considered as part of the radiated disturbance (see Clayge 1). This
can be done either by switching off the wireless function of the EUT (if possible add @ €tHadents
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not compromise the typical non-intentional emissions) or by ignoring the intentional radiated
emission in the corresponding frequency band.

NOTE For intentional wireless transmitters, applicability of country/region specific regulations is considered.
9.3 Measurement instrumentation and methods
9.3.1 General

Radiated disturbances at the different ports shall be measured by applying instrumentation,
test sites, procedures and method as indicated in the references of Table 12.

Table 12 — Overview of standardized radiated disturbance measurement methods

Method Limits Frequency range Reference

LLAS Table 8 9 kHz to 30 MHz CISPR 16-1-1 (receiver)

CISPR 16-1-4 (instrumentation: antennas and test site)
CISPR 16-2-3 (measurement method)

Loop Table 9 9 kHz to 30 MHz CISPR 16-1-1 (receiver)
antenna

CISPR 16-1-4 (instrumentation: antennas and test site)
9.3.3 (measurement method)

OATS/SAC | Table 10 | 30 MHz to 1 GHz CISPR 16-1-1 (receiver)

CISPR 16-1-4 (instrumentation: antennas and test site)
CISPR 16-2-3 (radiated measurement method)
FAR Table 10 | 30 MHz to 1 GHz CISPR 16-1-1 (receiver)

CISPR 16-1-4 (instrumentation: antennas and test site)
CISPR 16-2-3 (measurement method)
TEM Table 10 | 30 MHz to 1 GHz CISPR 16-1-1 (receiver)

IEC 61000-4-20 (measurement method and instrumentation)
CDNE Table 10 | 30 MHz to 300 MHz CISPR 16-1-1 (receiver)

CISPR 16-1-2 (instrumentation: coupling devices — CDNEs)
CISPR 16-2-1 (CDNE measurement method)

In addition to the requirements given in the basic standards, the following requirements for
the EUT arrangement and measurement procedure apply.

9.3.2 LLAS radiated disturbance measurement 9 kHz to 30 MHz
9.3.2.1 Setup EUT

The magnetic component shall be measured by means of a large loop antenna system (LLAS)
as described in CISPR 16-1-4. The EUT shall be placed in the centre of the LLAS as shown in
Annex C of CISPR 16-1-4:2010. The requirements for routing the cables from the EUT and for
the positioning of the EUT inside the LLAS given in CISPR 16-1-4 shall be applied.

If the manufacturer allows external wired interfaces to be connected to the EUT by single-
conductor cables (which can cause loops and associated magnetic dipoles; see 5.3.4.1), then
the EUT shall be tested by configuring each of these external interfaces with a single-
conductor wiring having a rectangular loop with an area of 1 m2. The support plate of
Figure A.6 can be used to establish this 1 m2 loop. The system under test, i.e. the EUT
including its external interfaces arranged in one or more 1 m2 loops, shall be arranged such
that it fits within the smallest possible sphere while at the same time complying with the
following requirements:
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— distance between the EUT’s enclosure and the plane of any of its interfaces arranged in
1 m2 loops is equal to or greater than 10 cm;

— distance between the loop area of any two adjacent EUT interfaces arranged in 1 m2 loops
is equal to or greater than 10 cm.

This smallest possible sphere encompassing the EUT and its interfaces arranged in 1 m2
loops shall be placed with its centre at the centre of the LLAS.

9.3.2.2 Measurements in three directions

The current induced in the LLAS is measured in accordance with 7.2 of CISPR 16-2-3:2016.
By means of a coaxial switch, the three field directions of the EUT can be measured in
sequence. The measurement results for each direction shall comply with the limits.

9.3.3 Loop antenna radiated disturbance measurement 9 kHz to 30 MHz

The measurements are performed at 3 m distance with a 60 cm loop antenna as specified in
4.3.2 of CISPR 16-1-4:2010.

The following setup requirements and measurement method apply:

1) The measurement shall be performed on an OATS or SAC;

NOTE Validation requirements for below 30 MHz measurements are under development by CISPR/A; see
IEC PAS 62825 for some guidance.

2) Height of the centre of the loop above the GRP of the OATS or SAC must be 1,3 m;

3) The loop antenna shall be positioned in the two vertical positions with respect to the GRP,
i.e. vertical coaxial and vertical coplanar;

4) The measurement distance is to be taken between the centre of the loop antenna and the
boundary of the EUT;

5) The EUT shall be arranged in accordance with Clause C.4;

6) The EUT shall be rotated for each orientation of the loop antenna and the maximum value
recorded for each loop antenna orientation shall comply with the limits given in Table 9.

9.3.4 Radiated disturbance measurement 30 MHz to 1 GHz
9.3.4.1 OATS or SAC method

The setup requirements and test method of CISPR 16-2-3 apply when tests are made using
the radiated method on an OATS or SAR. Specifics on EUT-arrangements can be found in
Annex C.

To improve the reproducibility, the mains supply cable of the EUT shall be terminated with a
CDNE (as defined in CISPR 16-1-2) positioned on the reference-ground plane (if applicable)
and the receiver port of the CDNE terminated with a 50 Q impedance.

9.3.4.2 FAR method

The setup requirements and test method of CISPR 16-2-3 apply when tests are made using
the radiated method in a FAR. Specifics on EUT-arrangements can be found in Annex C.

To improve the reproducibility, the mains supply cable of the EUT shall be terminated with a
CDNE (as defined in CISPR 16-1-2) positioned on the reference-ground plane (if applicable)
and the receiver port of the CDNE terminated with a 50 Q impedance.

9.3.4.3 TEM method
The setup requirements and test method of IEC 61000-4-20 apply when tests are 'E?&‘i:‘liﬁ‘ients

the radiated method in a TEM cell.
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9.3.4.4 CDNE-method

The setup requirements and test method of CISPR 16-2-1 apply when tests are made using
the CDNE.

10 Compliance with this document

Where this document gives options for evaluating particular EMC characteristics with a choice
of measurement methods, compliance can be shown against any of the specified limits using
the appropriate measurement method. In any situation where it is necessary to re-measure
the equipment to show compliance with this document, the measurement method originally
chosen shall be used in order to ensure consistency of the results.

NOTE If individual items of equipment from a series are tested, it can be expected that a range of results will be
obtained, irrespective of measurement uncertainty. Annex E contains information about methods for statistical
evaluation of mass-produced equipment.

11 Measurement uncertainty

Where guidance for the calculation of the instrumentation uncertainty of a measurement is
specified in CISPR 16-4-2, this shall be followed, and for these measurements the
determination of compliance with the limits in this document shall take into consideration the
measurement instrumentation uncertainty in accordance with CISPR 16-4-2. Calculations to
determine the measurement result and any adjustment of the test result required when the
test laboratory uncertainty is larger than the value for Us gpg given in CISPR 16-4-2 shall be

included in the test report.

12 Test report

General requirements of 5.10 of ISO/IEC 17025:2005 for compiling a test report apply.
Sufficient details shall be provided to facilitate reproducibility of the measurements. This shall
include photographs of the EUT and the measurement configuration where this is appropriate.

The test report shall include the following information:

— dimensions of the EUT;

— the below 30 MHz radiated-field disturbance method used and the associated limits that
have been applied (4.5.2);

— the above 30 MHz radiated-field disturbance method used and the associated limits that
have been applied (4.5.3);

— when using the CDNE method to show compliance to 1 GHz, a statement (from the
manufacturer) that the clock frequency is below 30 MHz;

— the wired interfaces that have been assessed together with the assigned port, the method
used and associated limits (5.3);

— in case of module measurements, description and arrangement of the host and modules
used during measurements (6.4);

— the adjustment of the test result required when the test laboratory uncertainty is larger
than the value for Uggpr given in CISPR 16-4-2;

— deviations from cable length requirements, in case of conflicting lengths of cables with
other requirements on cable lengths or dimensions in the test setup (B.2.1).

Documents

Document Sharing Hub

Full document details: CISPR 15-2018


http://avadocuments2026.com/doc/cispr-15-2018
http://avadocuments2026.com/doc/cispr-15-2018

8L0C-SL "dSIO -s|!eidp juswndop |jn4

gnH Bulieys uawnaog

SIusWwinNd0
saoeyiajul |eaisAyd sy pue 1n3 — ¢ ainbi4
o3l
J40d paiim |e207
J4od ainsojoua jo jied Jo
jJi0d yiompau palim
3I0M}BU B 0} PB}OsUU0D
JJomisu e o} jou saoepaul (W ¢ <) Buo| Jo ‘yiomiau e 0}
pajoauuod Ajjoalip Jou pue (W ¢ >) sooBMaIUl LOoYS PB10BUL0D Aj}08lIpUl 10 APOalip SeoBMaI|
¥ 24nB14 jo Jaeyo-mojy ayj Buisn Aq spiod H g ajqissod aaly) ay} jo auo se paziiobajeo jjeys sasejiajul palim JeaisAyd ay} jo yoeg
N
| 8|qeo jauJiay]g Jaao Jamod -
o 8|qeo Josuss -
™
|

nva -

a|qeo jouJayly -

salim Jamod ndul Dg -
saJiM peo| Dd -

9|qeo sulew oy —

‘B8

(s@ouequnisip pajeipel pue pajonpuod 4o} syjed Buidnoo jeijusjod) Buisuas ‘uoneIIUNWWOD ‘[0JJU0D ‘Jdjsuel} Jamod 1oy
S90B}I91Ul palim [BedISAUd oqissod [ Ajljuap|

a

1n3

CISPR 15:2018 © IEC 2018


http://avadocuments2026.com/doc/cispr-15-2018
http://avadocuments2026.com/doc/cispr-15-2018

8L0C-SL "dSIO -s|!eidp juswndop |jn4

gnH Bulieys uawnaog

Sjusa2und0g

[ce]

pas

o

N

R 1N3 ay3 o3} s}wi] jo uonesijdde ayj uo ssasoud uoisioag — ¢ ainbi4

©

[e0] o31

~ | e g A L
m juswssosse 5 }s9) Jod aunsojous juswssesse juswssasse
DR 10d paJim Jes0 ybnouy} pessesse s| 8oueqInisip d

;Elu ! paami 7 :paJinbau }s9) J10d paJsim |[ED0| ON od y10mISN #i0d sunsojouz
e

o

%) o

) (ee ) (z pue | S3LON) (1 310N)

Lwe>

ZHIN 0€ > ¥s9) Jod
aoeypiajul yibua

alnsojoua os|e A|ddy

sywi|
yod ylomiau A|ddy

y

Jod ainsojoua
ay) JO Juswssasse
J8ayuny oN

JpelINg ZHN 0€ >
1S8} 10} SUOIIPUOD
ajodip abie

¢uawdinba
13Y}0 BIA YIOM}BU
e 0} UoI}08auu0d
Joalipul

(z'eg)
éIomiau o0}

(z pue | S310ON)
sywi
1lod paJsim [eoo| A|ddy

poisa)
9 JOU paau sadeyla)ul
S$S9]9JIM WOJ} UOISSIWD
‘Aldde jio0d pasim |eoo|
Jo yod yjomysu paam | TN _— A e ___ 1
10} sjuswalinbais oN

— 40 -

998J49)Ul PAIIM
yoea 10j SSasSse uay}

(1 3LON)
ZHI 0€ <

é
1s9) Jod ainsojous Ajddy

S908JIB}UI PAIIM

9 asne|D
ul uaAlb sjuswalinbal
oly10ads ayy A|dde
‘G @sne|Q 0} uolippe uj

¢9 @snejQ ul
paisi se uawdinba

Avr.v.mmmwvwmomtm«:_ ﬁ mww:m_Oc_cwzm g

Jajsuel} ejep Jo uoneslunwwod ‘Ajddns semod oujos|e suesw 3od yiomieu palipy € J1ON sjuswauinbai sy} Ajddy
G'€'G ul paule|dxa S| S9OBJIBIUI JB|IWIS 9SBY) JO yOES 10} Juswabuelle

pue }s8} 8y} jo A}

eo||dde ayj ‘Juasaid ale puly awes 8y} Jo SAO0BAIUI PaLIM |  Z J1ON
$ asne|D ul uaAlb spoyjaw juswainseaw pajeloosse pue sywl Alddy | 310N 1dv1s



http://avadocuments2026.com/doc/cispr-15-2018
http://avadocuments2026.com/doc/cispr-15-2018

CISPR 15:2018 © IEC 2018

—41 -

Internal module

Replaceable
module

— 1

Mounted module

\ / External module

Mounted module

\\ / (cable connected)

Internal module

P

Replaceable module

\

External module
(wireless)

IEC

Figure 5 — Example of a host system with different types of modules
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Annex A
(normative)

Product specific application notes referring to particular
measurement set-ups or operating conditions

A.1 Single-capped self-ballasted lamps

A.1.1 Arrangement for conducted disturbance measurements

The circuit for the measurement of the disturbance voltage for a single capped lamp is shown
in Figure B.1c.

The lamp is fitted in an appropriate lampholder and mounted in a conical reference housing as
specified in Figure A.2. The conical housing is positioned on the table with 40 cm distance
from the RGP (see Figure B.1 and Figure A.3 and Figure A.4). Self-ballasted lamps with a
GU10 bayonet cap (IEC 60061-1) are to be fitted in an electrical conductive hose-clamp type
of fixture which makes contact with the circumference of the housing (either conductive or
non-conductive) of the GU10 lamp near the rim as indicated in Figure A.5. The hose-clamp
shall have a width of (9 £ 1) mm. The hose-clamp fixture is to be connected to the earth
terminal of the AMN. The conductive hose-clamp, together with an appropriate lamp holder,
acts as a reference luminaire for GU10 lamps.

The power supply cable connecting the terminals of the conical housing or of the GU10’s
hose-clamp to the AMN shall be of 0,8 m. The conical metal housing or the GU10’s hose-
clamp shall be connected to the earth terminal of the AMN.

Single-capped self-ballasted lamps having particular shapes that do not fit in the conical
housing shall be measured using a reference housing (reference luminaire) that satisfies the
requirements for a host system specified in 6.4.1.

A.1.2 Arrangement for radiated disturbance measurements

The single capped lamp shall be measured when inserted in a relevant lampholder.

A.2 Semi-luminaires

Semi-luminaires shall be measured with a suitable lamp having the maximum power allowed
for it. The combination of the semi-luminaire (EUT) and the lamp (AuxEq) is the system under
test and the combination shall be tested as a single capped lamp in accordance with
Clause A.1.

A.3 Rope lights

A.3.1 Preparation of the EUT

The rope lights (not the mains cord, if applicable) shall be folded on the insulating support
plate as depicted in Figure A.6. The support plate consists of a square insulating plate with
dimensions (1 250 x 1 250) mm and two rows of 24 circular insulating sticks positioned as
shown in Figure A.6. The starting point (mains connection) of the rope is in the middle
between the two rows on the left side of the plate. If the length of the rope light (excluding the
mains cord) is less than 1,2 m, then no meandering on the support plate is needed and the
rope light shall be treated as a luminaire.
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A.3.2 Arrangement for conducted disturbance measurements

The insulating support (AuxEq) with the rope lights (EUT) shall be considered a luminaire and
shall be arranged as specified in Clause B.5.

A.3.3 Arrangement for radiated disturbance measurements

The insulating support (AuxEq) with the rope lights (EUT) shall be considered a luminaire and
shall be arranged as specified in C.4.2.

A.4 Double-capped lamp adapters, double-capped self-ballasted lamps,
double-capped semi-luminaires and double-capped retrofit lamps used in
fluorescent lamp luminaires

A4.1 For application in linear luminaires with electromagnetic controlgear

Double-capped lamp adapter, double-capped self-ballasted lamp, double-capped semi-
luminaire and double-capped retrofit lamp shall be measured with the auxiliary equipment
specified in Figure A.1. The EUT is inserted into a linear reference luminaire as specified in
Figure A.1. The existing magnetic lamp controlgear is short-circuited if specified by the
manufacturer in the operating manual. The height of the lamp holders shall be such that the
distance between the exterior of the lamp and the metal plate is (9 £ 1) mm for lamps having
a nominal tube diameter lower or equal to 25 mm and (20 £ 1) mm for lamps having a nominal
tube diameter greater than 25 mm.

The units under test (EUT) shall be measured as manufactured. For double-capped lamp
adapter and double-capped semi-luminaire, suitable lamps having the maximum power
allowed for it shall be used.

If the use of a magnetic controlgear is required by the manufacturer in the operating manual,
the magnetic controlgear shall fulfil IEC 60921 and the parasitic capacity between line and
earth shall be less than 2 nF, as measured at or below 1 kHz. The magnetic lamp controlgear
in the measurement set-up of Figure A.1 shall be short-circuited if the use of the magnetic
controlgear is not required by the manufacturer. For conducted emissions, the cable
connecting the terminals at the reference luminaire to the AMN shall comply with the
requirements given in B.2.1 and the ground terminal of the reference luminaire shall be
connected to the earth terminal of the AMN.

A.4.2 For application in linear luminaires with electronic controlgear

For application of double-capped lamp adapters, double-capped self-ballasted lamps, double-
capped semi-luminaires and double-capped retrofit lamps in luminaires with electronic
controlgear in operation, the requirements are to be verified using a typical host luminaire or a
CISPR TR 30-1 reference luminaire compliant with this document.

A.4.3 For application in other than linear luminaires

Double-capped self-ballasted lamps having particular shapes (e.g. U-shaped) that do not fit in
the reference luminaire of Figure A.1 shall be measured using a reference housing that
satisfies the requirements for a host system specified in 6.4.1.

A.4.4 Measurement methods

EUT in the reference luminaire (AuxEq) is tested as a luminaire. The system under test,
including the EUT, as shown in Figure A.1 shall be used for both the measurement of the
disturbance voltages described in Clause 8 and for the measurement of the radiated
electromagnetic disturbances described in Clause 9.
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A.5 ELV lamps

A.5.1 Conducted disturbance test
ELV lamps shall be tested as follows:

a) Non-restricted ELV lamps: The extra-low voltage terminals of the ELV lamp shall be
connected to the AMN. The mains input side of the AMN is connected to the output of a
suitable magnetic transformer. See Figure A.3.

b) Restricted ELV lamps: The ELV lamp shall be connected to the power supply of the same
model/type as specified by the manufacturer in the operating manual. The combination
shall be measured using the arrangement as shown in Figure A.4.

In both cases, the ELV lamp is mounted as described in A.1.1. In either case, the bonding
strap of the AMN shall satisfy the requirements in 5.3 of CISPR 16-2-1:2014.

A.5.2 Radiated disturbance tests

Radiated disturbance measurements of an ELV lamp (as applicable; see 6.4.7) shall be
performed in accordance with Clause 9. However, the lamp shall not be mounted in a conical
metal housing.

For any assessment method of the radiated disturbances, the following applies:

e for non-restricted ELV lamps, only the lamp shall be assessed;

e for restricted ELV lamps, both the lamp and the specific power source shall be assessed.
A.6 Independent igniters

Independent igniters are measured in a relevant lamp-ballast circuit. The igniter shall be
mounted together with the suitable lamp and ballast on a piece of insulating material,
(12 £ 2) mm thick, which shall be placed on a metal plate of dimensions slightly larger than
the piece of insulating material. The plate shall be connected to the reference earth of the
AMN. If the device or ballast is provided with an earth terminal, it shall also be connected to
that reference earth. The lamp is then started. After the stabilization time, the terminal voltage
is measured.
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Dimensions in millimetres

[~~~ Isolating material

L — Metal plate

Lamp holder

EUT

750

320

[
wzn
111
(= =) an

a + 180

L=

80

40

w7 10

. Reflector fixing screw
(at least 4 screws)

== Movable reflector
(unsheathed aluminum)

— Starte_r holder: apply starter as
supplied by the manufacturer,
or short circuit

Magnetic controlgear
(MCG) or short circuit

<>

<

Movable reflector

7

150
210
300
< h =9 %1 ford < 25, or
\l/ 2 h =20 %1 ford > 25

Typical connector

Line

Neutral
Ground

IEC

Figure A.1 — Reference luminaire for double-capped lamp adapter, double-capped self-
ballasted lamp, double-capped semi-luminaire and double-capped retrofit lamp used in
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linear fluorescent lamp luminaires (see A.4.1)
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Key
T

LH
EUT
MCH
EPSI

NOTE 1
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Thumb screw fixing -— EPSI

inside the cone \

Dimensions in centimetres

the tube position

*—T

43

Connection to PE of
<«  the AMN

Minimum
dimension 20

8,5

Electrical bonding

LH

3 square (1,0 cm x 1,0 cm cross-section)
spacers of electrical insulating material
distributed over the circumference of the

MCH at 3 x 120 ° = 360°
(to ensure a specific clearance between
the EUT and the metal surface)

MCH

>

EUT

>~

22,5° +1°

Rim of the conical housing
aperture is positioned on the test
table

Tube: outer diameter 1,9 cm, inner diameter 1,6 cm

Lamp holder

Self-ballasted lamp under test

Perforated metal conical housing, for example 5 mm squares

Electric power supply interface

Tolerances in dimensions: £ 1 mm, unless otherwise specified.

NOTE 2 For good reference, adjust the lamp to the position nearest to the lamp holder.

NOTE 3 For good reference, the lampholder is of insulating material.

Minimum dimension 26

IEC

Figure A.2 — Conical metal housing for single capped lamps (see A.1.1)
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