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INTERNATIONAL ELECTROTECHNICAL COMMISSION
INTERNATIONAL SPECIAL COMMITTEE ON RADIO INTERFERENCE

SPECIFICATION FOR RADIO DISTURBANCE AND IMMUNITY
MEASURING APPARATUS AND METHODS -

Part 1-2: Radio disturbance and immunity measuring apparatus —
Coupling devices for conducted disturbance measurements

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard CISPR 16-1-2 has been prepared by subcommittee A: Radio-
interference measurements and statistical methods, of IEC technical committee CISPR:
International special committee on radio interference.

This second edition cancels and replaces the first edition published in 2003 and its
Amendment 1 (2004) and Amendment 2 (2006). This edition constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) requirements from CISPR 22 for the AAN have been copied to this standard;

b) the CDNE for measurement of disturbance voltage in the frequency range 30 MHz to
300 MHz is added;

c) additional maintenance is included.
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It has the status of a basic EMC publication in accordance with IEC Guide 107,
Electromagnetic compatibility — Guide to the drafting of electromagnetic compatibility
publications.

The text of this standard is based on the following documents:

FDIS Report on voting
CISPR/A/1051/FDIS CISPR/A/1059/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

A list of all parts of CISPR 16 series, under the general title Specification for radio
disturbance and immunity measuring apparatus and methods, can be found on the IEC
website.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch” in the data
related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

* replaced by a revised edition, or
+ amended.

IMPORTANT - The 'colour inside’' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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SPECIFICATION FOR RADIO DISTURBANCE AND IMMUNITY
MEASURING APPARATUS AND METHODS -

Part 1-2: Radio disturbance and immunity measuring apparatus —
Coupling devices for conducted disturbance measurements

1 Scope

This part of the CISPR 16 series specifies the characteristics and performance of equipment
for the measurement of radio disturbance voltages and currents in the frequency range 9 kHz
to 1 GHz.

NOTE In accordance with IEC Guide 107, CISPR 16 is a basic EMC standard for use by product committees of
the IEC. As stated in Guide 107, product committees are responsible for determining the applicability of the EMC
standard. CISPR and its sub-committees are prepared to co-operate with product committees in the evaluation of
the value of particular EMC tests for specific products.

Specifications for ancillary apparatus are included for artificial mains networks, current and
voltage probes and coupling units for current injection on cables.

It is intended that the requirements of this publication are fulfilled at all frequencies and for all
levels of radio disturbance voltages and currents within the CISPR indicating range of the
measuring equipment.

Methods of measurement are covered in the CISPR 16-2 series, and further information on
radio disturbance is given in CISPR 16-3, while uncertainties, statistics and limit modelling are
covered in the CISPR 16-4 series.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

CISPR 16-1-1:2010, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 1-1: Radio disturbance and immunity measuring apparatus — Measuring
apparatus

CISPR 16-2-1:2014, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 2-1: Methods of measurement of disturbances and immunity — Conducted
disturbance measurements

CISPR 16-4-2:2011, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 4-2: Uncertainties, statistics and limit modelling — Measurement
instrumentation uncertainty

IEC 60050 (all parts), International Electrotechnical Vocabulary (available at
<http://www.electropedia.org>)

IEC 61000-4-6:2008, Electromagnetic compatibility (EMC) - Part 4-6: Testing and
measurement techniques — Immunity to conducted disturbances, induced by radio-frequency
fields
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3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60050, as well as
the following apply.

3141

ancillary equipment

transducers connected to a measuring receiver or (test) signal generator and used in the
disturbance signal transfer between the EUT and the measuring or test equipment

Note 1 to entry: Examples of transducers are current and voltage probes and artificial networks.

3.1.2

associated equipment

AE

apparatus that is not part of the system under test but is required for the functioning of the
EUT

313

asymmetric voltage

radio-frequency disturbance voltage appearing between the electrical mid-point of the mains
terminals and ground, sometimes called the common mode voltage

Note 1 to entry: If V, is the vector voltage between one of the mains terminals and ground, and V| is the vector
voltage between the other mains terminal and ground, the asymmetric voltage is half the vector sum of 7, and V¥,
i.e. (V, + Vp)2.

314

symmetric voltage

radio-frequency disturbance voltage appearing between the two wires in a two-wire circuit,
such as a single-phase mains supply, sometimes called the differential mode voltage

Note 1 to entry: The symmetric voltage is the vector difference (V, - 7).

3.1.5
unsymmetric voltage
amplitude of the vector voltage, V', or V|, defined in 3.1.3 and 3.1.4

Note 1 to entry: The unsymmetric voltage is the voltage measured by the use of an artificial mains V-network.

Note 2 to entry: See notes in 3.1.3 and 3.1.4 for details on V_ and V.

3.1.6

artificial mains network

AMN

network that provides a defined impedance to the EUT at radio frequencies, couples the
disturbance voltage to the measuring receiver, and decouples the test circuit from the supply
mains

Note 1 to entry: There are two basic types of this network, the V-network (V-AMN) which couple the unsymmetric
voltages, and the delta-network (A-AMN), which couple the symmetric and the unsymmetric voltages separately.

Note 2 to entry: The terms line impedance stabilization network (LISN) and V-AMN are used interchangeably .

Documents

Document Sharing Hub

Full document details: CISPR 16-1-2 2014


http://avadocuments2026.com/doc/cispr-16-1-2-2014
http://avadocuments2026.com/doc/cispr-16-1-2-2014

CISPR 16-1-2 © IEC:2014 -1 -

317

asymmetric artificial network

AAN

network used to measure (or inject) asymmetric (common mode) voltages on unshielded
symmetric signal (e.g. telecommunication) lines while rejecting the symmetric (differential
mode) signal

Note 1 to entry: The term “Y-network” is a synonym for AAN.

3.1.8

auxiliary equipment

AuxEq

peripheral equipment that is part of the system under test

3.1.9

coupling/decoupling network

CDN

artificial network for the measurement or injection of signals on one circuit while preventing
signals from being measured or injected on another circuit

3.1.10

CDNE-X

coupling/decoupling network for emission measurement in the frequency range 30 MHz to
300 MHz; where the “X” suffix can be “M2” for unscreened two-wire mains, DC or control
ports, “M3” for unscreened three-wire mains, DC or control ports, and “Sx” for screened cable
with x internal wires

Note 1 to entry: See Annex J for further details on the CDNE-X.

3.1.11

equipment under test

EUT

equipment (devices, appliances and systems) subjected to EMC (emission) compliance tests

3.1.12

impedance measurement adaptor

IMA

metallic vertical plane, 0,1 m by 0,1 m, bonded to the reference ground plane, which contains
connection ports for a network analyzer and a CDNE

3.1.13

longitudinal conversion loss

LCL

in a one- or two-port network, a measure of the degree of unwanted transverse (symmetric
mode) signal produced at the terminals of the network due to the presence of a longitudinal
(asymmetric mode) signal on the connecting leads

Note 1 to entry: LCL is a ratio expressed in dB.

[SOURCE: ITU-T Recommendation 0.9 [8] 1)]

1) Numbers in square brackets refer to the Bibliography.
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3.1.14

reference ground plane

RGP

flat conductive surface that is used as a common reference and that allows a defined parasitic
capacitance to the surroundings of an EUT

Note 1 to entry: A reference ground plane is needed for conducted emission measurements, and serves as
reference ground for the measurement of unsymmetrical and asymmetrical disturbance voltages.

3.2 Abbreviations

The following are abbreviations used in this standard that are not already provided in 3.1.

AN Artificial network
CVP Capacitive voltage probe

E.m.f. Electromotive force

ISN Impedance stabilization network
ITE Information technology equipment
LCL Longitudinal conversion loss

NWA Network analyser
PE Protective earth

RF Radio frequency

4 Artificial mains networks

4.1 General

An artificial mains network is required to provide a defined impedance at radio frequencies at
the terminals of the EUT, to isolate the test circuit from unwanted radio-frequency signals on
the supply mains, and to couple the disturbance voltage to the measuring receiver.

There are two basic types of AMN, the V-network AMN (V-AMN), which couples the
unsymmetric voltages, and the delta-network AMN (A-AMN), which couples the symmetric and
the asymmetric voltages separately.

For each mains conductor, there are three terminals: the mains terminal for connection to the
supply mains, the equipment terminal for connection to the EUT, and the disturbance output
terminal for connection to the measuring equipment.

NOTE 1 Examples of circuits of AMNs are given in Annex A.

NOTE 2 This clause specifies impedance and isolation requirements for the AMN including the corresponding
measurement methods. Some background and rationale on the AMN related uncertainties are given in 6.2.3 of
CISPR/TR 16-4-1:2009 and in CISPR 16-4-2.

4.2 AMN impedance

The specification of the impedance of an AMN includes the magnitude and the phase of the
impedance measured at an EUT terminal with respect to the reference ground, when the
receiver port is terminated with 50 Q.
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The impedance at the EUT terminals of the AMN defines the termination impedance
presented to the EUT. For this reason, when a disturbance output terminal is not connected to
the measuring receiver, it shall be terminated by 50 Q. To assure accurate termination into
50 Q of the receiver port, a 10 dB attenuator shall be used either inside or external to the
network, the VSWR of which (seen from either side) shall be less than or equal to 1,2 to 1.
The attenuation shall be included in the measurement of the voltage division factor (see 4.11).

The impedance between each conductor (except PE) of the EUT terminal and the reference
ground shall comply with the provisions of 4.3, 4.4, 4.5, 4.6 or 4.7, as appropriate, for any
value of external impedance, including a short circuit connected between the corresponding
mains terminal and reference ground. This requirement shall be met at all temperatures which
the network may reach under normal conditions for continuous currents up to the specified
maximum. The requirement shall also be met for peak currents up to the specified maximum.

Where the phase requirement cannot be met, the measured phase angles shall be taken into
account in the uncertainty budget according to CISPR 16-4-2. Annex | gives guidelines for the
calculation of the uncertainty contribution of the phase if the tolerance is exceeded.

NOTE Because EUT connectors are not optimized for radio frequencies up to 30 MHz, the measurement of the
network impedance is carried out with special measurement adaptors to enable short-length connections. The OSM
(open/short/matched) calibration of the network analyzer is used to characterize the adaptors, taking the insertion
loss and the conductor lengths of the adaptors into account.

4.3 50 Q/50 pH + 5 Q artificial mains V-network (V-AMN) for use in the frequency range
9 kHz to 150 kHz

The AMN shall have the impedance (magnitude and phase) versus frequency characteristic
shown in Table 1 and Figure 1 in the relevant frequency range. Tolerances of + 20 % for the
magnitude and + 11,5° for the phase are permitted.

Table 1 — Magnitudes and phase angles of the V-network (see Figure 1)

Frequency Impedance magnitude Phase angle
MHz Q Degrees
0,009 5,22 26,55
0,015 6,22 38,41
0,020 7,25 44,97
0,025 8,38 49,39
0,030 9,56 52,33
0,040 11,99 55,43
0,050 14,41 56,40
0,060 16,77 56,23
0,070 19,04 55,40
0,080 21,19 54,19
0,090 23,22 52,77
0,100 25,11 51,22
0,150 32,72 43,35

NOTE If this AMN meets the combined impedance requirements of 4.3 and 4.4., it can be used in the frequency
range 150 kHz to 30 MHz as well.
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4.4 50 Q/50 pH artificial mains V-network (V-AMN) for use in the frequency range

0,15 MHz to 30 MHz

The AMN shall have the

impedance (magnitude and phase) versus the frequency

characteristic shown in Table 2 and Figure 2 in the relevant frequency range. Tolerances of

+ 20 % for the magnitude and + 11,5° for the phase are permitted.

Table 2 — Magnitudes and phase angles of the V-network (see Figure 2)

Frequency Impedance magnitude Phase angle
MHz Q Degrees
0,15 34,29 46,70
0,17 36,50 43,11
0,20 39,12 38,51
0,25 42,18 32,48
0,30 4417 27,95
0,35 45,52 24,45
0,40 46,46 21,70
0,50 47,65 17,66
0,60 48,33 14,86
0,70 48,76 12,81
0,80 49,04 11,25
0,90 49,24 10,03
1,00 49,38 9,04
1,20 49,57 7,56
1,50 49,72 6,06
2,00 49,84 4,55
2,50 49,90 3,64
3,00 49,93 3,04
4,00 49,96 2,28
5,00 49,98 1,82
7,00 49,99 1,30
10,00 49,99 0,91
15,00 50,00 0,61
20,00 50,00 0,46
30,00 50,00 0,30
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4.5 50 Q/5 pH + 1 Q artificial mains V-network (V-AMN) for use in the frequency range

150 kHz to 108 MHz

The AMN shall have the impedance (magnitude and phase)

versus the frequency

characteristic shown in Table 3 and Figure 3. Tolerances of + 20 % for the magnitude and

+ 11,5° for the phase are permitted.

Table 3 — Magnitudes and phase angles of the V-network (see Figure 3)

Frequency Impedance magnitude Phase angle
MHz Q Degrees
0,15 4,70 72,74
0,20 6,19 73,93
0,30 9,14 73,47
0,40 12,00 71,61
0,50 14,75 69,24
0,70 19,82 64,07
1,00 26,24 56,54
1,50 33,94 46,05
2,00 38,83 38,15
2,50 41,94 32,27
3,00 43,98 27,81
4,00 46,33 21,63
5,00 47,56 17,62
7,00 48,71 12,80
10,00 49,35 9,04
15,00 49,71 6,06
20,00 49,84 4,55
30,00 49,93 3,04
50,00 49,97 1,82
100,00 49,99 0,91
108,00 49,99 0,84
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Figure 1 — Impedance (magnitude and phase) of the V-network for Band A (see 4.3,
the relevant frequency range is from 9 kHz to 150 kHz)
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Figure 2 — Impedance (magnitude and phase) of the V-network for Band B (see 4.4)
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Figure 3 — Impedance (magnitude and phase) of the V-network for Bands B and C
(from 150 kHz to 108 MHz; see 4.5)

4.6 150 Q artificial mains V-network (V-AMN) for use in the frequency range 150 kHz
to 30 MHz

The network shall have an impedance of magnitude (150 + 20) Q with a phase angle not
exceeding 20°.

4.7 150 Q artificial mains delta-network (A-AMN) for use in the frequency range
150 kHz to 30 MHz

4.71 General parameters

The network shall have an impedance of magnitude (150 + 20) Q with a phase angle not
exceeding 20°, both between the equipment terminals and between the two equipment
terminals joined together and the reference ground.

For the measurement of the symmetric voltage, a screened and balanced transformer is
required. To avoid appreciable modification of the impedance of the network, the input
impedance of the transformer shall be not less than 1 000 Q at all frequencies concerned. The
voltage measured by the measuring receiver depends on the network component values and
the transformer ratio. The network shall be calibrated.

4.7.2 Balance of the 150 Q artificial mains delta-network

The balance of the system comprising the network and the measuring receiver connected
thereto via the transformer shall be such that the measurement of symmetric voltage shall be
substantially unaffected by the presence of an asymmetric voltage. The balance shall be
measured using the circuit shown in Figure 4.
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Measuring apparatus

®

a

D

IEC 0458/14

R are resistors of 200 Q equal to each other within 1 %

P1 and P2 are terminals of network for connection of device

Figure 4 — Method for checking the balance of the arrangement for the measurement
of symmetrical voltages

A voltage Vg is injected from a generator having an internal impedance of 50 Q, between
reference ground and the common point of two resistors each 200 Q + 1 %. The other end of
these resistors is connected to the equipment terminals of the AMN.

A voltage Vg is measured in the position for symmetric voltage measurement. The ratio Va/Vg
shall be greater than 20:1 (26 dB).

4.8 Isolation

4.8.1 Requirement

To ensure that at any test frequency, unwanted signals existing on the mains side and the
unknown impedance of the supply mains do not affect the measurement, a minimum isolation
(decoupling factor) between each mains terminal and the receiver port for a given termination
of the relevant terminal of the EUT port shall be met. See Table 4. The requirement applies to
the V-AMN itself excluding additional external cables and filters.

Additional filtering external to the AMN may be required for the suppression of disturbance on
the mains port (see CISPR 16-2-1 for practical requirements).

Table 4 — Values of minimum isolation for V-networks

Subclause Type of V-network Frequency range Minimum isolation

MHz dB

4.3 50 Q /50pH + 5 Q 0,009 to 0,05 0 to 40°
0,05 to 30 40
4.4 50 Q /50 pH 0,15 to 30 40

4.5 50Q/5uH+1Q 0,15t0 3 0 to 40°
3 to 108 40

? These values indicate that the minimum isolation rises linearly with the logarithm of frequency

4.8.2 Measurement procedure

The test setup is shown in Figure H.1. For the measurement, first a signal V; is measured
across a load impedance of 50 Q with a source impedance of 50 Q. Then this signal source
shall be connected between the relevant mains terminal and reference ground, the relevant
EUT terminals shall be terminated with 50 Q, and the output voltage V', shall be measured at
the receiver port (terminated with an impedance of 50 Q). The attenuation of the 10 dB
attenuator described in 4.2 shall be added to the isolation requirement. ThE)dsglelinents
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requirement shall be met for all mains and EUT terminals. If the termination of the other mains
terminals affects the measurement result, then the requirement shall be met with the other
mains terminals open and shorted.

The following equation shall be met:

Vi—Vy2Fp+4 (1)
where

V4 is the reference voltage at the mains terminals in dB(uV);

Vs is the output voltage at the receiver port in dB(uV);

Fp is the minimum isolation (decoupling factor) requirement in dB;

A is the attenuation of the built-in attenuator in dB.

NOTE Because EUT connectors are not optimized for radio frequencies up to 30 MHz, the measurement of the
network isolation are carried out with special measurement adaptors to enable short-length connections. The
measurement of 7, is made with the adaptor connected to the source.

4.9 Current carrying capacity and series voltage drop

The maximum continuous currents and the maximum peak current shall be specified. The
voltage applied to the EUT when passing continuous currents up to the maximum shall be not
less than 95 % of the mains voltage at the mains terminals of the AMN.

4.10 Modified reference ground connection

The measurement of some types of equipment may require the insertion of an impedance in
the reference ground conductor in the AMNs in 4.3 and 4.4, following the requirements of the
related product publications. This is inserted at point X marked in the reference ground lead in
Figures 5 and 6, respectively. The impedance to be inserted is either a 1,6 mH inductor, or an
impedance conforming to the impedance requirement of 4.3 or 4.4, as appropriate for the
frequency range.

NOTE When considering the frequency range 9 kHz to 150 kHz, for safety reasons the 5 Q resistor of the artificial
mains V-network is not inserted.
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P/L LZ L1 R3

Equipment Measuring
under test receiver

—

Rs

IEC 0459/14

Figure 5 — Example of artificial mains 50 Q/50 pH + 5 Q V-network
(see 4.3 and A.2)
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Figure 6 — Example of artificial mains V-networks, 50 /50 puH, 50 Q /5 yH + 1 Q or 150 Q
(see 4.4, 4.5, 4.6, A.3, A4 and A.5, respectively)

4.11 Measurement of the voltage division factor of artificial mains V-networks

The voltage division factor between the EUT port of the V-network and the RF output port
shall be measured and taken into consideration during the measurement of the disturbance
voltage. A procedure to measure the voltage division factor is contained in A.8.
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5 Current and voltage probes

5.1 Current probes
511 General

The asymmetrical disturbance currents of cables can be measured, without making direct
conductive contact with the source conductor and without modification of its circuit, by use of
specially developed clamp-on current transformers. The utility of this method is self-evident;
complex wiring systems, electronic circuits, etc., may be measured without interruption of the
normal operation or configuration. The current probe is constructed so that it may be
conveniently clamped around the conductor to be measured. The conductor represents a
one-turn primary winding. The secondary winding is contained within the current probe.

Current probes can be constructed for measurements in the frequency range 30 Hz to 1 000 MHz,
although the primary measurement range is 30 Hz to 100 MHz. Beyond 100 MHz the standing
currents in conventional power systems require that the current probe location be optimized
for detection of the maximum current.

Current probes are designed to provide a flat frequency response over a passband. At
frequencies below this flat passband, accurate measurements can still be made but with
decreased sensitivity due to reduced transfer impedances. At frequencies above the flat
passband, measurements are not accurate due to resonances in the current probe.

With an additional shielding structure, a current probe may be used to measure either the
asymmetrical (common mode) or symmetrical (differential mode) current. Some construction
details are provided in B.5.

51.2 Construction

The current probe shall be constructed so as to enable the measurement of the current
without disconnecting the lead under measurement.

Annex B contains some typical constructions of current probes.

513 Characteristics

Insertion impedance 1 Q impedance maximum

Transfer impedance 0,1 Q to 5 Q in the flat linear range; 0,001 Q to 0,1 Q
below the flat linear range (current probe terminated
into 50 Q load)

NOTE The reciprocal transfer admittance [in dB(S)] can be used
instead. When expressed in decibels, the admittance is added to
the reading of the measuring receiver. For the calibration of the
transfer impedance or admittance, a jig designed for the purpose
is used. See Annex B.

Added shunt capacitance Less than 25 pF between the current probe housing
and measured conductor.

Frequency response Transfer impedance is measured over a specified
frequency range to calibrate the probe; the range of
individual probes is typically 100 kHz to 100 MHz,
100 MHz to 300 MHz, and 200 MHz to 1 000 MHz.

Pulse response Under consideration.
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Magnetic saturation The maximum d.c. or a.c. mains current in the primary
lead for a measurement error less than 1 dB shall be
specified.

Transfer impedance tolerance Under consideration.

Influence of external magnetic fields 40 dB reduction in indication when a current carrying
conductor is removed from the current probe opening
to a position adjacent to the probe.

Influence of electric fields Not susceptible to fields < 10 V/m.

Influence of orientation Less than 1 dB up to 30 MHz and 2,5 dB from 30 MHz
to 1 000 MHz, when used on a conductor of any size
placed anywhere inside the aperture.

Current probe opening At least 15 mm.

5.2 Voltage probe
5.21 High impedance voltage probe

Figure 7 shows a circuit that is used to make voltage measurements between a mains
conductor and the reference ground. The probe consists of a blocking capacitor C and a
resistor, such that the total resistance between line and ground is 1 500 Q. The probe may
also be used to make measurements on other lines, and for certain applications its impedance
may need to be increased to avoid excessive loading of high impedance circuits. An inductor
may have to be connected across the input of the measuring apparatus, for safety reasons; its
inductive reactance, X|, should be much greater than R.
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Supply mains

Xc<1500Q == C

(1500 - R) Q

Measuring apparatus

IEC 0461/14

NOTE ¥ = 1220
Ve ==

where
Vv is the disturbing voltage;

v,

m is the voltage at the input of the measuring apparatus.

Figure 7 — Circuit for RF voltage measurement on supply mains

For calibration of voltage probes, the voltage division factor shall be measured in a 50 Q
system over the frequency range of 9 kHz to 30 MHz. The effect on the accuracy of
measurement of any device that may be used for protection should either be less than 1 dB,
or be allowed for in calibration. Care shall be taken to ensure that the level of disturbance is
accurately measured in the presence of the ambient noise, to make the measurement
meaningful.

The loop formed by the lead connected to the probe, the mains conductor tested and
reference ground should be minimized, to reduce the effects of any strong magnetic fields.

5.2.2 Capacitive voltage probe
5.2.2.1 General

The asymmetrical disturbance voltages of cables can be measured without making direct
conductive contact with the source conductor, and without modification of its circuit by the use
of a clamp-on capacitive coupling device. The usefulness of this method is self-evident;
complex wiring systems, electronic circuits, etc., may be measured without interruption of the
normal operation or configuration of the EUT or the need to cut the cable to insert a
measuring device. The capacitive voltage probe (CVP) is constructed so that it may be
conveniently clamped around the conductor to be measured.

The CVP is used for measurements of conducted disturbances in the frequency range

150 kHz to 30 MHz with an almost flat frequency response in the frequency range of interest.

The voltage division factor, which is defined as the ratio of the disturbance volt ﬁj

cable to the input voltage at the measuring receiver, depends on the type of géﬁlﬁ ents
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parameter should be calibrated over a specified frequency range for each cable type, using
the method described in Annex G.

The CVP may need additional shielding to provide sufficient isolation from the asymmetrical
(common mode) signal around the cable (see 5.2.2.3). Annex G contains an example of the
construction and a method of measurement for the isolation.

This CVP can be used to measure the disturbances at telecommunication ports. The minimum
measurable level is typically up to 44 dB(uV).

5.2.2.2 Construction

The CVP shall be constructed so as to enable the measurement of the voltage without
disconnecting the cable under measurement. Figure 8 shows a circuit that is used to make
voltage measurements between a cable and reference ground. The probe consists of a
capacitive coupling clamp which is connected to a trans-impedance amplifier. The input
resistance R, of this amplifier shall be large enough compared to the reactance X to obtain a
flat frequency response.

Annex G provides instructions for the typical construction and verification of the CVP.

Capacitive coupling clamp

Cable N /2
'I
A /\\
V % I;L7
7777
Ry >> Xg Measuring receiver
_ 1
jw(Cp +C5i @
V Cs
Feyp =201g—
cvp g v
Cy,+Cg +C
= 2o|g( P S JL
C Gy
J7/7 IEC  0462/14

Key
C Capacitance between cable and clamp
Cp Capacitance of trans-impedance amplifier
Cq Capacitance between probe and ground
Fcvp Voltage division factor
Gp Gain of trans-impedance amplifier
Rp Resistance of trans-impedance amplifier
v Disturbance voltage
Vm Voltage at the input of the measuring receiver

Figure 8 — Circuit used to make voltage measurements between a ca

and reference ground bﬁocuments
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5.2.2.3 Requirements

Less than 10 pF between the grounding terminal of CVP

Added shunt capacitance and the cable under test.

Voltage division factor, Foyp= 20 Ig|V/ V,,, | in dB (see

Frequency response Figure 8), is measured over a specified frequency range.

Maintain linearity for the pulse determined by the method

Pulse response in Annexes B and C of CISPR 16-1-1:2010 for Band B.

Influence of electric field ~ The voltage indication is reduced by more than 20 dB
(influence caused by electrostatic when a cable is removed from the CVP. The
coupling with other cables near measurement method is described in Annex G.

the probe)

CVP aperture or opening
[aperture when the two coaxial
electrodes open at the slot (see
Figure G.1)]

At least 30 mm.

6 Coupling units for conducted current immunity measurement

6.1 General

The coupling units are designed to inject the disturbance current on to the leads under test
and to isolate the other leads and any apparatus which is connected to the EUT from the
effects of these currents. With a 150 Q source impedance, there is a useful correlation
between the RF disturbance field strength acting on a real installation and the e.m.f. that is
applied in the current injection method to produce the same degree of impairment, at least for
frequencies up to 30 MHz. The immunity of an apparatus is expressed by this e.m.f. value.
Annexes C and D give the principles of operation and examples of types of units and their
construction.

6.2 Characteristics
6.2.1 General

The performance checks of the coupling units are done for impedance in the frequency range
0,15 MHz to 30 MHz and for insertion loss in the frequency range 30 MHz to 150 MHz.

6.2.2 Impedance

In the frequency range 0,15 MHz to 30 MHz, the total asymmetric impedance (RF choke coil
in parallel with the 150 Q resistive disturbance source impedance) measured between the
point of injection of the disturbance signal to the EUT and the ground of the unit shall have a
magnitude of 150 Q + 20 Q and a phase angle less than + 20° (this impedance is the same as
the CISPR 150 Q artificial mains V-network; see 4.5).

For example, for coupling units type A and S, the point of injection is the shield of the output
connector; for types M and L, the point of injection is the joint output terminals.

6.2.3 Insertion loss

In the frequency range 30 MHz to 150 MHz, the insertion loss of two identical coupling units in
tandem shall be within the range 9,6 dB to 12,6 dB, measured as shown in Figure 9. The two
units shall be connected together with very short wires (< 1 cm).

The insertion loss Ug/Ug of two identical coupling units measured according to the setup of
Figure 9 should be within 9,6 dB and 12,6 dB in the frequency range 30 MHz to 150 MHz; Ug
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is the reading of the receiver when the generator and receiver are directly connected
together.

Equivalent circuit of the coupling units

rT-T T T====== I r-——=-=7======= I
50 Q A J'_ 100 Q + + 100 Q B 50 Q
I :‘r’_ LI o— LI T‘o__"
I T T 1
I 1 I i
| 30pH 2y 1 ( 30uH I Ug
] 1 1 |
I 1 | |

T T I T T

IEC 0463/14

Figure 9 — Measuring set-up to check the insertion loss of the coupling units
in the frequency range 30 MHz to 150 MHz

7 Coupling devices for measuring signal lines

7.1 General

The interference potential (and immunity) of signal lines may be assessed by measurement
(or injection) of the conducted disturbance voltage or current. For this purpose, coupling
devices are needed to measure the disturbance component while rejecting the intentional
signal on the line. The devices included are to measure the electromagnetic emission and
immunity (common and differential mode, current and voltage). Typical devices for these
kinds of measurements are current probes and asymmetric artificial networks (AANs or
Y-networks).

NOTE 1 Requirements for AANs for conducted immunity tests on signal lines can be found in IEC 61000-4-6
(AANs are special versions of “coupling and decoupling devices” [so-called coupling/decoupling networks (CDNs)]).
An AAN that meets the requirements for emission measurements may also meet the requirements for immunity
testing.

NOTE 2 Signal lines include telecommunication lines and terminals of equipment intended to be connected to
these lines.

NOTE 3 The terms “asymmetric voltage” and “common mode voltage” as well as “symmetric voltage” and
“differential mode voltage” are synonyms, as defined in Clause 3.

NOTE 4 The term “asymmetric artificial network (AAN)” is used as synonym for “Y-network”, which is in contrast
to V-networks and delta-networks. The T-network is a special version of the Y-network.

When a current probe is used and the limit value is specified in volts, the voltage value is
divided by the impedance of the signal line or termination impedance, as specified by the
detailed measurement procedure, to obtain the limit value for the current. This impedance
may be common mode, as required by the detailed measurement procedure.

The specification for AANs is provided in 7.2. The differential mode to common mode
rejection (V4 /Vem) is crucial to the usability of the AAN. This parameter is related to the
longitudinal conversion loss (LCL). Examples of AANs and the required test and calibration
procedures are given in Annex E.

7.2 Requirements for AANs (or Y-networks)

AANs are used to measure (or inject) asymmetric (common mode) voltages on unshielded
symmetric signal (e.g. telecommunication) lines while rejecting the symmetric 6igerential

mode) signal. cuments

Document Sharing Hub

Full document details: CISPR 16-1-2 2014


http://avadocuments2026.com/doc/cispr-16-1-2-2014
http://avadocuments2026.com/doc/cispr-16-1-2-2014

CISPR 16-1-2 © IEC:2014 - 27 -

An AAN shall include the following properties when calibrated in accordance with the methods
of Annex E. In addition, the attenuation distortion or other deterioration shall not affect the
normal operation of the EUT.

a) AAN for measurements at ports intended for connection to category 6 (or better)
unscreened balanced pair cables:

The variation of the longitudinal conversion loss (a| ¢ ) with frequency f (in MHz) shall be
defined by the following equation:

2
acL = 75—10'9]:14—(%) ]

f<2MHZaLCLSi3dB

2 MHz < f< 30 MHz: a_ o, < *§dB

b) AAN for measurements at ports intended for connection to category 5 (or better)
unscreened balanced pair cables.

The variation of the longitudinal conversion loss (a| ¢ ) with frequency f (in MHz) shall be
defined by the following equation:

2
acL = 65 - 10'9[14—[%) }

f<2 MHz: ClLCLSi?)dB

2 MHz < £'< 30 MHz: a ¢ < *3°dB

c) AAN for measurements at ports intended for connection to category 3 (or better)
unscreened balanced cables.

The variation of the longitudinal conversion loss (a ¢ ) with frequency f (in MHz) shall be
defined by the following equation:

f 2
aLcL =55-10Ig 1+[€j in dB

aLCLSi3 dB

NOTE The above specifications of a  versus frequency are approximations of a . of typical unscreened
balanced cables in representative environments. The specification in list item c) of 7.2 for category 3 cables is
considered representative of the a, ,, of typical telecommunication access networks.

Figure 10 shows the general circuit diagram and graphical representation of a L
requirements for an AAN.
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— ) I
Asymmetrical A ated
EUT artificial ssociate
network equipment
o (AAN) |
Zoat |:| Mesuring
receiver

IEC 0464/14

a) Principal circuit of the AAN (or Y-network) and its ports consisting
of a basic highly symmetric network and an (optional)
unbalanced network Z__,

90
80
70 —_— L 75
——— aqcL75-3dB
% == acL75+ Tol
3 60 e 0 G 65
s -==e oL 65—-3dB
=== g cL65 + Tol
50 acL 55
o cL55+3dB
o cL55-3dB
40 —1 — 1Tttt
30
0,1 1 10 100
Frequency /' (MHz) IEC 0465/14

NOTE 1 This graph is derived from the equations in 7.2, list items a), b), and c). The ideal values for 55 dB,
65 dB, and 75 dB are shown as bold lines, while tolerance values are shown above and below the ideal values.

NOTE 2 “Tol” is the tolerance specified in 7.2, list items a), b), and c).
b) Graph of requirements for 4, ;| of the AAN (Y-network)
Figure 10 — Principal circuit and LCL requirements of an AAN
The characteristics of the AAN for the measurement of asymmetric (common mode)
disturbances shall cover the frequency range of the asymmetric disturbance voltages, as well

as the frequency range used for the transmission of the intentional signal. These
characteristics are given in Table 5.
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Table 5 — Characteristics of the AAN for
the measurement of asymmetric disturbance voltage

1) Termination impedance of basic network for asymmetric disturbance

voltage?@
. magnitude 150 Q@ £ 20 Q
. phase 0° + 20°

2) Longitudinal conversion loss (LCL) at the EUT port of the networkP (9 kHz to 150 kHz: to be defined);
0,15 MHz to 30 MHz: depending on
cable category as defined in 7.2¢

3) Decoupling attenuation for asymmetric signals between AE port and (9 kHz to 150 kHz: to be defined)
EUT port 0,15 MHz to 1,5 MHz:

> 35 dB to 55 dB increasing linearly
with the log of frequency

> 1,5 MHz: > 55 dB

4) Insertion loss of the symmetric circuit between EUT and AE ports < 3 dBd

5) | Voltage division factor of the asymmetric circuit between EUT and Typically 9,5 dBe + 1 dB
measuring receiver ports, to be added to the reading of the measuring

receiver

6) Symmetric load impedance of the network Depending on the system
specifications, e.g. 100 Q or 600 Q;
to be defined by the relevant
product standardsf

7) Transmission bandwidth for the intentional signal (analog or digital) Depending on the system
specifications for the symmetric
insertion loss, e.g. up to 2 MHz or
up to 100 MHz; to be defined by the
relevant product standards

8) Frequency rangef (1) Emission (0,009 MHz) 0,15 MHz to 30 MHz

(2) Immunity See e.g. CISPR 22 [5]

2  The asymmetric impedance of the AAN will normally be influenced by the addition of an unbalanced network
Z,t according to Figure 10 a). This standard specifies the impedance tolerance for the basic network. The
unbalanced network for the AANs defined in list items a), b), and c) of 7.2 nominally changes the impedance
by less than 10 Q, and the phase by less than 10°, so the given tolerance applies including the unbalanced
network. If a product standard specifies lower LCL values, e.g. if the unbalanced network changes the
impedance nominally by more than 10 Q, or the phase by more than 10°, the product standard shall take
this into account when specifying tolerances for impedance and phase, because a certain tolerance should
be left to the AAN manufacturer.

b Different concepts for determination of conformance of equipment are in use, i.e. use an LCL of the AAN
higher than the available LCL values of signal lines, or use the LCL to simulate available telecommunication
line categories. CISPR has decided to use the LCL to simulate the asymmetry of cable categories for
emission tests, whereas |IEC Sub-Committee 77B recommends the use of an LCL of the AAN higher than
the cable category for immunity tests.

¢ Generally, three factors have to be considered for LCL tolerances: the residual LCL of the basic AAN, the
deviation of the unbalanced network Z;, from nominal, and the uncertainty of LCL measurement. The
tolerances given in a product standard deviating from the values of 7.2 should take into account that
acceptable tolerances should increase with the required LCL and with frequency.

d  The actual requirements will depend on the specifications of the transmission system. Some transmission
systems allow insertion losses of up to 6 dB. The insertion loss caused by an AAN is dependent on source
and load impedances of the whole symmetric circuit. For lower/higher impedances the insertion loss will be
lower/higher, and should be given by the manufacturer, e.g. for 100 Q impedance. In addition, it will be
useful if manufacturers specify the phase characteristics of the AAN in its symmetric circuit.

€ The AAN shall be calibrated by measuring the voltage division factor in a test set-up according to
Figure E.6.

f More than one network may be used to cover the complete frequency range.

Documents

Document Sharing Hub

Full document details: CISPR 16-1-2 2014


http://avadocuments2026.com/doc/cispr-16-1-2-2014
http://avadocuments2026.com/doc/cispr-16-1-2-2014

- 30 - CISPR 16-1-2 © IEC:2014

7.3 Requirements for artificial networks for coaxial and other screened cables

Artificial networks (ANs) for coaxial and other screened cables are used to measure (or inject)
unsymmetric (common mode) voltages on the shield of (e.g. telecommunication or RF) cables
while passing the communication or RF signal through. The required characteristics are given
in Table 6.

NOTE In CISPR 22 [5] this type of network is called coaxial or screened cable impedance stabilization network
(ISN).

Table 6 — Characteristics of artificial networks for coaxial and other screened cables

1) Termination impedance of basic network for unsymmetric
disturbance voltage:2

. magnitude 150 Q +20 Q
. phase 0° + 20°

2) Decoupling attenuationb for unsymmetric signals between AE port (9 kHz to 150 kHz: to be defined)
and EUT port. 0,15 MHz to 30 MHz: >40 dB

3) Insertion loss and transmission bandwidth for the intentional Defined by system
(communication or r.f.) signal between EUT and AE ports, including requirements¢

characteristic impedance(s)

4) Voltage division factor of the unsymmetric circuit between EUT Typically 9,5 dBd
and measuring receiver ports, to be added to the reading of
the measuring receiver.

5) Frequency range (1) Emission (0,009 MHz) 0,15 MHz to 30 MHz
(2) Immunity See e.g. IEC 61000-4-6

a  The asymmetric impedance of the AN will be determined by the 150-Q resistor in parallel with the choke and the
capacitance of the bulkhead connector to ground.

b Since the coaxial cable shield at the AE port is directly connected to the AN metal case, the decoupling
attenuation will not be a problem of the AN itself. The emission (or immunity) test set-up shall be such that the
minimum decoupling attenuation can be guaranteed.

¢ Insertion loss and transmission bandwidth for the intentional (communication or RF) signal between EUT and
AE ports as well as the characteristic impedances between shield and inner conductor(s) are not in the scope of
this standard. They should be defined according to system requirements.

d  The AN shall be calibrated by measuring the voltage division factor in a test set-up according to Figure F.2.

8 The artificial hand and series RC element

8.1 General

In some product specifications the artificial hand is required for EUTs which do not have an
earth ground connected to the metallic parts of the EUT and which in normal use are hand-
held. Housings of plastic with a conductive coating may also require the use of the artificial
hand. The artificial hand is used in conducted emission tests in the frequency range of
150 kHz to 30 MHz (the most critical frequencies are 5 MHz to 30 MHz) to simulate the
influence of the operator's hands on the measurement results. The types of equipment to be
evaluated with the artificial hand are: electric tools, household appliances, such as hand-held
mixers, telephone handsets, joysticks, keyboards, etc.

8.2 Construction of the artificial hand and RC element
The artificial hand consists of a (strip of) metal foil of specified dimensions, which is placed on

or wrapped around that part of the equipment normally touched by the user's hand, in a
specific configuration, described as follows.
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The metal foil is connected in a specific configuration to the reference point of the disturbance
measuring system via an RC element consisting of a capacitor C = 220 pF + 20 % in series
with a resistor R =510 Q + 10 %; see Figure 11 a).

The strips of metal foil used to simulate the influence of a user's hand around an equipment
handle or an equipment body are typically 60 mm wide. In the case of a keyboard EUT, a
metal foil, or more practically a metal plate of maximum dimensions 100 mm by 300 mm, may
be placed on top of the keys. Examples are given in Figures 11 and 12.

The lead length between the RC element and the metal foil shall be 1 m. If the test set-up
requires a longer lead length, the total inductance of the lead shall be less than 1,4 uH if the
frequency of measurement is near 30 MHz.

When considering the total effect of the interconnecting wires as a single wire in free space,
the inductance L of the wire shall be less than 1,4 pH if the upper limit of the frequency range
in the conducted emission test is 30 MHz. For a given single-wire length, this requirement
allows calculating the minimum diameter d (in m) of the wires to be used by Equation (2):

] 4]
L ;—”{In(jj _1} H @)
where
u =47x 107 H/m;
/ is the length of the wire in m;
d is the diameter of the wire in m.

NOTE When complying with the inductance requirement of 1,4 puH, the impedance of the RC network sufficiently
dominates at 30 MHz.

8.3 The use of the artificial hand

The maximum length of wire between the RC element and the reference ground is generally
met when the wire length does not exceed 1 m. The RC element may, for example, be placed
either as close as possible to the metal foil, or as close as possible to the reference point.
The correct choice largely depends on the (generally unknown) internal common mode
impedance of the disturbance source in the presence of the metal foil, and the characteristic
impedance of the transmission line formed by the connecting wire and its environment. If the
upper frequency range of the emission measurements is limited to 30 MHz, the position of the
RC element is not critical, and a practical position (also from a reproducibility point of view) of
the RC element is inside the AMN or the LISN.

When the conducted emission at the mains port is measured, the reference point is the
reference ground in the AMN. When this emission is measured on a signal or control line, the
reference point is the reference ground of the AN. The general principle to be followed in the
application of the artificial hand is that terminal M of the RC element shall be connected to
any exposed non-rotating metalwork and to metal foil wrapped around all handles, both fixed
and detachable, supplied with the appliance. Metalwork which is covered with paint or lacquer
is considered exposed metalwork and shall be directly connected to the RC element.

The following items specify the detailed application of an artificial hand:

a) When the housing of the appliance is constructed entirely of metal and is earth-grounded,
an artificial hand is not required.
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b) When the case of the appliance is constructed of insulating material, metal foil shall be
wrapped around the handle B as in Figure 11 b) and c), and also around the second
handle D, if present. Metal foil 60 mm wide shall also be wrapped around the body C, as in
Figure 11 b) and c) at the point where the iron core of the motor stator is located; or
around the gearbox, if the latter gives a higher disturbance level. All these pieces of metal
foil, and the metal ring or bushing A, if present, shall be connected together, and to the
terminal M of the RC element.

¢) When the case construction of the appliance is partly metal and partly insulating material,
and has insulating handles, metal foil shall be wrapped around the handles B and D as in
Figure 11 b). If the case is non-metallic at the location of the motor, a metal foil 60 mm
wide shall be wrapped around the body C at the point where the iron core of the motor
stator is located; or alternatively around the gearbox, if this is constructed of insulating
loading material and a higher disturbance level is obtained. The metal part of the body, the
point A, the metal foil around the handles B and D, and the metal foil on the body C, shall
be connected together and to the terminal M of the RC element.

d) When a Class Il appliance (i.e. double insulated, without ground wire) has two handles of
insulating material A and B, and a case of metal C, for example an electric saw as in
Figure 11 c), metal foil shall be wrapped around the handles A and B. The metal foil at A
and B and the metal body C shall be connected together and to terminal M of the RC
element.

e) Figure 12 gives examples for a telephone handset and a keyboard. For the handset, the
60 mm wide foil is wrapped around the handle with some overlap of the foil. In the case of
a keyboard the foil or the PCB should fully cover the keys as far as possible. Using a PCB,
the metal side has to be placed on the keyboard; it does not, however, need to exceed the
dimensions of 300 mm by 100 mm.
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220 pF £20 %

avenn

510 Q +20 %

Metal foil wrapped around
case in front of iron core of
motor stator or gearbox

IEC 0466/14

a) RC element b) Portable electric drill

Metal foil wrapped M i
etal foil wrapped
round handle A .~ round handle

Metal body

\

Insulated
handle

Guard (if fitted) —

A and B: handles of insulating material

IEC 0467/14

c) Portable electric saw

Figure 11 — Application of the artificial hand
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60 mm Cross-section A-A
wide

A —a-—
Telephone \I_ \\
wire L L = Circumference
‘ | —
H LT
IEC 0468/14
a) Application of artificial hand to telephone handset
220 pF
Control ‘ ‘p S10Q
cable Il
to ITE
LITTTT] LITT] L]

100 mm

300 mm

IEC 0469/14

b) Application of artificial hand to typical keyboard

The artificial hand incorporates a metal foil, with the following dimensions:

a) 60 mm wide and greater than L in
length:

for parts of the equipment that are hand-
held during operation, or at a maximum
of four parts of a system under test.

b) 300 mm by 100 mm:

for keyboards, whereby the metal foil is
to be sized to cover the total number of
keys, or to partially cover the keyboard,
when the keyboard dimensions are
greater than the maximum foil size.

Figure 12 — Examples of application of artificial hand to ITE

9 CDNE for measurement of disturbance voltage in frequency range

30 MHz to 300 MHz

9.1 Instrumentation

9.1.1 General

The measurement method is described in Clause 9 of CISPR 16-2-1:2014.

The measurement method uses the following equipment:

— a CDNE-X and,
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— an RGP.

The technical requirements for this equipment are described in this subclause.

The CDNE couples asymmetric (common-mode) disturbance voltage from the EUT into the
input lead of the measuring receiver, and decouples that lead from any emissions or
influences present in the test environment. Any symmetric (differential-mode) disturbance
coming from the EUT is loaded either by a symmetric impedance of 100 Q at the EUT mains
port (CDNE-M2 and CDNE-M3), or by the symmetric load at the AE port of the CDNE-Sx (see
Annex J). The CDNE cannot be used for the measurement on mains lines which carry
intentional symmetric (differential mode) signals.

The RGP is the reference for the measured asymmetric (common-mode) disturbance voltage.

9.1.2 Description of the CDNE measurement
9.1.2.1 Range of application

The CDNE is intended for the measurement of conducted disturbances in the frequency range
from 30 MHz to 300 MHz from an electrically small EUT with one or two connected cables.
Further the CDNE can be arranged between EUT and AE to decouple asymmetric
disturbances from the AE and to stabilize the impedance.

NOTE An EUT is seen as electrically small if fulfils the conditions of 9.1 of CISPR 16-2-1:2014.
9.1.2.2 Measurement of disturbance voltage

The CDNE allows measurement of the asymmetric disturbance voltage 7y generated by the
EUT on the connected cable(s). This measurement takes into account the measuring receiver
reading V.55 and the voltage division factor Fopye. The voltage division factor Fopyg in dB,
includes the internal attenuator a,.,¢ Of at least 6 dB, which is used to reduce the uncertainty
contributed by the mismatch between the CDNE and the measuring receiver.

The result of the measurement is calculated as follows:
Viis = Vmeas + Fcone 1IN dB(nV) (3)

9.1.2.3 Termination impedance of the CDNE

The internal impedance of the EUT at the connection point is generally unknown. For this
reason both the reading and the reproducibility of the measurement results are highly
dependent on the CDNE termination impedance. The asymmetric (common-mode) termination
impedance was chosen to be 150 Q, giving the lowest uncertainty contribution relative to the
established test method.

The CDNE-M2 and CDNE-M3 for the mains port of the EUT provides a symmetric impedance
of 100 Q, which represents the symmetric impedance of most a.c. mains networks.

9.1.2.4 Decoupling attenuation of the CDNE

The unknown impedance of the AE and any emission from the AE can influence the
measurement result. This influence can be reduced by using an asymmetric attenuation
between the AE port and the EUT port. This asymmetric attenuation is typically realized with a
choke.

9.1.3 Description of the RGP

The RGP serves as the reference for the measured asymmetric disturbance voltage. The set-
up is placed on the RGP that is connected to the protective earth for safety of pe@u@mqqents
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equipment. The CDNE is placed in direct contact (good electrical bonding) with this plane, to
ensure that it meets the specification for the asymmetric impedance. The EUT is positioned at
a defined distance above the RGP.

9.2 Technical requirements for the CDNE-X
9.21 Mechanical and electrical parameters

The CDNE is contained in a metallic case. The centre of the CDNE EUT port is

30 mm +100 mm above the RGP. This height allows for a typical impedance of 150 Q for the

connected cable.
For guidance, figures in Annex J provide examples of the construction of CDNEs.

Table 7 provides the electrical parameters and their specifications in the frequency range
from 30 MHz to 300 MHz.

Table 7 — Electrical parameters of the CDNE-X

Parameter Value for CDNE-M2 and Value for CDNE-Sx
CDNE-M3
Asymmetric (common-mode) +10 +10
impedance Z,, at the EUT port 150 Q@ _5p Q@ 150 Q _30 @
Phase angle: 0° + 25° Phase angle: 0° £ 25°

Symmetric (differential-mode) 1000 +20Q not defined
impedance Z,, at the EUT port
Longitudinal conversion loss > 20 dB not defined
(LCL)
Tolerance of the voltage +1,5dB +1,5dB
division factor F g including
ameas
Decoupling attenuation 4 4ecoup > 30 dB > 30 dB

In general the level of asymmetric voltage is higher than the level of unintentional symmetric
voltage. Therefore a minimum LCL value of 20 dB is adequate to prevent any influences of
the symmetric voltage on the measurement results. In contrast, the assessment of EUTs
using the differential-mode for communication on unscreened leads requires specific LCL
values (minimum and maximum value) of the CDNE.

NOTE 1 For the EUT port of CDNE-M3, the minimum LCL value is not defined for L and PE, or N and PE.
NOTE 2 Reproducible LCL measurements above 100 MHz are under consideration.
NOTE 3 The CDNE cannot be used for applications on a mains network with intentional differential mode signals,

e.g. where transmitting of a wanted differential signal would require a specific LCL, minimum and maximum value,
to take the network quality into account.

The attenuation a,,¢,¢ at the receiver port is used to reduce the measurement uncertainty
contributed by the mismatch between the CDNE and the measuring receiver. This attenuation
is preferably an internal component of the CDNE. If an external attenuator is used, it shall be
directly mounted on the CDNE receiver port, and this attenuator needs to be present during
calibration and measurement. The attenuation of a,.,5 Should be at least 6 dB.

9.2.2 Validation of the CDNE
9.2.2.1 General requirements

For the validation measurement, the CDNE shall be placed on an RGP, and its.enclosure

bonded to this RGP. ocuments
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All measurements of the asymmetrical voltage refer to this RGP. The measurement
arrangement shall be as specified in Figure 7 of Clause 10 of IEC 61000-4-6:2008, and is
shown in Figure 13 with a different reference point of Z-g in front of the EUT port.

Receiver port

IMA E Metallic
X 30 mm /

i
4 -i f
— T =
[] e -
[ - -
oy *
Reference ] 5
point { i i
Coupling decoupling I|
Coaxial of Zce s network
connection . ﬁﬂ A 4
P - H
i N . < —
B __]_ A — |‘“~ - _ - "fl AE/mains port
>200 mm 1S 8
|1—. £ ] >200 mm
= }‘E Isolating material l—ﬁ
RGP
. ]
~ O B S S = = = I

IEC 0470/14

NOTE “AE/mains” can include a.c. mains, d.c. supply as well as control/communication lines.

Figure 13 — Arrangement for validation of a CDNE

9.2.2.2 Calibration of the network analyzer (NWA) at the reference point

For the measurement of the asymmetric impedance at the reference point of Zg in Figure 13,
the following calibration procedure shall be used:

The effect of the measurement cable (between the IMA and the NWA) is taken into account by
calibrating the NWA using the OPEN-, SHORT-, and MATCH-error-correction method. The
next step requires connection of the IMA with the previously calibrated cable to the NWA. The
other side of the IMA shall be fitted with a connection plate including all adaptor parts that are
between the IMA and CDNE during the measurement of the asymmetric impedance and
phase angle (see Figure 14). Excluded are all parts that will be inserted into the connectors of
the CDNE. This arrangement takes into account the electrical load between the calibrated
cable and the measurement point at the input of the CDNE.

The electrical length shall be corrected by a delay time, which may be adjusted automatically
or manually depending on the measurement equipment used.
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IMA

\l‘—' 30 mm

.| Connection :
plate : Coupling decoupling
Connected ~ EUT network
to NWA . port

Y Fe=== -q_-— Reference point of Zce i AE/mains port

RGP >200 mm

A |

/

»
/
/
/7
/

IEC 0471/14

The length x is related to the design of the EUT port connector and shall be as short as possible. Safety banana
connectors have a typical x value of 3 mm.

The coupling decoupling network is not part of the set-up and is shown only for the positioning of the connection
plate.

This set-up requires a connection plate without any parts that will be inserted into the connectors of the EUT port.

In principle the connection plate will be upgraded to a asymmetric-mode adaptor (electrical connection between
IMA and all lines of the EUT port) for the measurement of the asymmetric impedance and phase angle.

Figure 14 — IMA arrangement for correcting the electrical length

9.2.2.3 Asymmetric impedance Zgy

The asymmetric impedance Z,, at the CDNE EUT port shall be measured with the
arrangement provided in Figure E.2.

9.2.24 Symmetric impedance of Z,

The symmetric impedance Zp), at the CDNE-M2 and CDNE-M3 EUT port shall be measured
according to Figure 15. The test arrangement with the low capacitance balun shall be
calibrated using a 50 Q network analyzer with OPEN, SHORT, and MATCH using 100 Q on
the symmetric port of the balun. The reflection coefficient p shall then be determined after
connecting the CDNE to the symmetric port of the balun.
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. Termination
Network analyzer Low capacitance balun
Directional
coupler Open/short

50 Q:100 ©Q CDNE

EUT AE/
mains

RX

.

500

IEC 0472/14

NOTE “AE/mains” can include AC mains, DC supply as well as control/communication lines.

Figure 15 — Test arrangement for the measurement of the symmetric impedance (Zpy)

The symmetric impedance shall be calculated according to Equation (4) or will be displayed
on the network analyzer.

1+p

: ~ 7, 1+ (iR/VE)

“om = %o T 1-0R/E)

(4)

where p is the reflection coefficient and Z; is 100 Q.

9.2.2.5 Voltage division factor

The voltage division factor Fopnye of the CDNE is measured according to Figure E.6.

NOTE 1 For this measurement, F is the same as the term a\giv used in Figure E.6.

CDNE d

NOTE 2 The generator impedance of 150 Q is typically accomplished with an additional 100 Q impedance in
series with the generator impedance. Because of the frequency range, this additional 100 Q is described by
S-parameters that are used for the specification of the voltage at the CDNE input.

9.2.2.6 Decoupling attenuation

The decoupling attenuation ayecqp Of the CDNE is measured using the set-up as shown in
Figure E.4. For a CDNE with two or more wires, all wire ports shall be measured between the
EUT port and the AE port.

NOTE For this measurement, Fp\ is the same as the term ¢, used in Figure E.6.

vdiv

9.2.2.7 LCL

The LCL of the CDNE is measured according to Annex E.

9.3 Technical requirement for the RGP

The only requirement for the metallic RGP is for size and its arrangement in the environment.
The RGP shall be at least 0,2 m larger at each side than the area determined by the test set-
up comprising the CDNE and EUT. The surface of the RGP shall also be such that it enables
a good electrical bonding of the CDNE, i.e. not painted or anodized.
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Annex A
(normative)

AMNs

A.1  General

This annex sets forth information and data concerning AMNs used in the measurement of
radio-frequency (RF) voltages over the frequency range 9 kHz to 100 MHz and having
current-carrying capabilities of up to 500 A. This annex supplements the provisions of
Clause 4. Included are V-networks for voltage measurements between each conductor of the
supply mains and reference ground, and delta-networks for voltage measurements between
conductors of the supply mains (symmetric) and between the electrical mid-point of the
conductors of the supply mains and reference ground (asymmetric).

An AMN circuit shall provide firstly the specified impedance over the working frequency range.
It shall provide sufficient isolation to spurious signals in the mains supply (the spurious
signals generally should be at least 10 dB below the measurement level at the measuring
receiver). Also it shall prevent the mains voltage from being applied to the measuring
receiver. It should have these provisions for each conductor of the mains (two-wire in single-
phase and four-wire in three-phase), a switch to connect the measuring receiver to the mains
conductor under measurement and to provide the correct termination to the other mains
conductors. The circuits given in this annex have these features. These circuits are given for
the case of two-wire single-phase mains; extension to four-wire three-phase use is simply
done.

A.2 An example of the 50 /50 pH + 5 Q artificial mains V-network

Figure 5 shows a suitable circuit with the component values listed in Table A.1. The
parameters Ly, C4, R4, R4 and Ry define the impedance; L,, C, and R, provide the isolation to
spurious mains signals and mains impedance variations, and C3; decouples the measuring
receiver from mains voltage. The network may be constructed for use with currents up to
100 A.

Table A.1 - Component values of 50 Q2/50 uH + 5 Q V-network

Component Value
R, 50
R, 10Q
R,y 1000 Q
R, 50 Q
Ry 50 Q (input impedance the measuring receiver)
C, 8 uF
C, 4 uF
Cy 0,25 pF
L, 50 uH
Ly 250 pH
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At the lowest frequencies of the range 9 kHz to 150 kHz, the 0,25 uF capacitance of C3 does
not have a negligible impedance. Unless otherwise specified, it will be necessary to make a
correction for this impedance.

Since C4 and C, have high capacitances, for safety reasons the network case should either
be solidly bonded to reference ground or a mains isolating transformer should be used.

The inductance L, should have a Q-factor not less than 10 over the 9 kHz to 150 kHz
frequency range. In practice, it is advantageous to use inductors coupled in series opposition
in the live and neutral lines (common-core choke).

A suitable construction for the inductor L, is described in Clause A.7. For equipment requiring
currents greater than 25 A, difficulties may be encountered in the construction of L,. In this
case the isolating section L,, C, and R, may be omitted. The effects will be that the
impedance of the network at frequencies below 150 kHz may be outside the tolerance
specified in 4.3, and the isolation of mains noise may not be sufficient.

This circuit may also satisfy the requirements of the 50 /50 pH artificial mains V-network
specified in 4.4.

A.3 An example of the 50 /50 pH artificial mains V-network

Figure 6 shows the circuit with the component values as listed in Table A.2. Components L4,
C4, Ry, Ry and R, define the impedance. Unlike the previous example (i.e. see A.2), there is
no isolating section because the circuit is able to meet the impedance specification. However,
in cases of high ambient mains noise, a filter is required to reduce the spurious signal level.
This network may be constructed for use with currents up to 100 A.

Table A.2 - Component values of 50 /50 pH V-network

Component Value

R, 1000 O

) 50 Q

00

w

| x| =

N~

50 Q (input impedance of the measuring receiver)

00

o

1 uF

0,1 uF

N

Slalol=

50 pH

-

Because C; has a high capacitance, for safety reasons the network case shall either be
solidly bonded to reference ground or a mains isolating transformer shall be used.

A suitable construction for the inductor L is described in Clause A.7.

A.4 Examples of the 50 Q/5 uH + 1 Q artificial mains V-network

The circuit of Figure 6 with the component values given in Table A.3 is suitable for
frequencies 150 kHz to 30 MHz, and currents up to 400 A.
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Table A.3 — Component values of 50 Q/5 pH + 1 Q V-network

Component

Value

Ry

1000 Q

50 Q

0Q

x| x| =
[

~

50 Q (input impedance of the measuring receiver)

o

1Q

2 pF (minimum)

N

0,1 uF

~lalal =

-

5 puH

CISPR 16-1-2 © IEC:2014

An alternative circuit with component values is shown in Figure A.1. It is suitable for the
frequency range 150 kHz to 100 MHz, and for currents up to 500 A.

To measuring \_fl 1000 H
apparatus I
A../ [ R |
0,05 uF == L J
==0,05 uF
To appliance ). 2
‘I[ 100 Q 1
33 pF 100 100
100 0 i
0,25 pF ==

e

I

To supply or load

IEC 0473/14

Coil details: 5 uH, 18 turns, & 6 mm wound on 50 mm diameter coilformer. Tapping points at 3, 5, 9 and 13,5 turns.

Figure A.1 — Example of an alternative 50 Q/5 pH + 1 Q V-AMN for devices used

A.5

with low impedance power sources

An example of the 150 Q artificial mains V-network

Figure 6 shows a suitable circuit. The component values are given in Table A.4.
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Table A.4 — Component values of the 150 Q V-network

Component Value
R, 1000 Q
R, 150 Q
Ry 100 Q
R, 50 Q (input impedance of the measuring receiver)
Ry 0Q
C, 1 uF
C, 0,1 uF
L Suitable value to achieve the specified impedance

-

A.6 Example of the 150 Q artificial mains delta-network

Figure A.2 shows a suitable circuit. The component values are given in Table A.5.

|
nnd

I 1 s R
L L RS
_____ 20
r I
== C 3 I I
I — o ]
Additional I
filter sections | - I I
| if required
L | |
o— REE ]
- = ¢
o 2 =
e - T _J
Measuring receiver .
IEC 0474/14
Key
P is the connection for apparatus under test
1 for the symmetric component
2 for the asymmetric component
S double pole double throw switch
zZ measuring receiver input impedance

Figure A.2 — Example of a A-AMN for a measuring receiver with unbalanced input
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Component Value
R,, R, 118,7 (120) Q@
R, Ry 152,9 (150)
R, 390,7 (390) Q
Rg, R, 275,7 (270)
Rg, Ry 22,8 (22) Q
Rio» Ryy 107,8 (110) Q@
Ry, 50 Q
C,, Cy 0,1 puF
L, C suitable value to achieve the specified impedance
NOTE 1 The turns ratio of the balanced to unbalanced transformer is
assumed to be 1:2,5 with centre tap.
NOTE 2 Resistance values shown in brackets are the nearest preferred values
(+ 5 % tolerance).

Calculations give the following network performance. Values in brackets are based on the
resistance values in brackets.

Attenuation: Symmetric 20 (20) dB
Asymmetric 20 (19,9) dB

Network impedance: Symmetric 150 (150) Q@
Asymmetric 150 (148) O

A.7 Example design for an AMN with a 50 uH inductor

A.7.1 The inductor

The solenoidal winding of the inductor shown in Figure A.3 consists of 35 turns of a single
layer of 6 mm diameter copper wire with an 8 mm pitch wound on a coilformer of an insulating
material. Its inductance is greater than 50 uH outside the metal case, and 50 uH inside the
metal case.
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IEC 0475/14

NOTE Resistors R (430 Q + 10 %) are connected to taps at turns 4 and 8, 12 and 16, 20 and 24, 26 and 32.
Inductance is 50 uH + 10 %.

Figure A.3 — Schematic of 50 uH inductor

The diameter of the inductor is 130 mm. To improve the electrodynamic stability of the
winding, a 3 mm deep spiral groove is made in the coilformer, and the wire is laid in this

groove.

The higher frequency characteristics of the inductor are improved by sectionalizing the
winding. Alternate sections, each of 4 turns, are each shunted by a 430 Q resistor. These act
to suppress internal resonances in the inductor, which otherwise would cause the input
impedance to deviate from the specified value at certain frequencies.

A.7.2 The case of the inductor

The inductor and the other components of the network are mounted on a metal frame, which
is then closed by metal lids. The bottom and side lids are perforated to improve the heat
dissipation. The dimensions of the case are 360 mm by 300 mm by 180 mm. Figure A.4
shows a general view.

It is recommended that the load-end terminals of the network be located as near as possible
to a corner of that end of the case, so that two or more networks may be assembled with short
leads from these terminals to the socket to be used for attachment of the EUT.

r— Measuring receiver
f;_ i —— - |
I

L

[ o
Supply —/f i=:'l L:=J léj

IEC 0476/14

-1®
1
F
!
1
1
|
|
|
1
|
L
¢
0]

€

Figure A.4 — General view of an AMN
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A.7.3 Isolation of the inductor

Figure A.5 shows the attenuation to signals on the mains supply when the inductor is used in
the circuit of Figure 5 but without the isolation section L,, C,, and R,. The attenuation is
determined as that between the supply mains terminal and the measuring receiver terminal.
For curve 1, the internal impedance of the signal generator at the mains terminal is 50 Q
resistive. In curve 2, the internal impedance of the generator is varied in accordance with the
nominal value of the magnitude of input impedance of the AMN, as given in Figure A.5.

1
Ao -
] | — SN
L~
// AN
/ N\

20
) /
5 2/
E /|
5 vd
< Y

10 //

et
0
0,009 0,004 0,1 0,4 1 4 10
Frequency /' (MHz)
IEC 0477/14
Key
1 Zgen = Rgen = 50 Q

den = |Zin AMN|

Figure A.5 — Attenuation of an AMN filter

A.8 Measurement of the voltage division factor of an artificial mains V-network

The voltage division factor may be determined using a test set-up as given by Figures A.6 for
each test configuration of a V-network. The voltage division factor shall be measured on each
line with each internal connection (e.g. with manual or remote switching configurations) using
a network analyser, or using a signal generator and a measuring receiver or an RF voltmeter
with a high impedance (low capacitance) probe. All lines of the EUT port which are not
connected to the RF port shall be terminated with 50 Q loads.
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Network 50 O aRF}
analyzer v‘
oj:pm InT 10 dB V-network

L

LT i
— L1 -
,,,,,,,,, >—N - Mains port
Adaptor -ﬁ
T EUT port |
10 dB
A

IEC 0478/14

a) Test set-up for normalization (calibration) of the network analyzer

RF
Network 510 dB =)
analyzer
Output Input
A BN 50 O V-network
R
- I
P 0
— L1 .
>—N Mains port
Adaptor _ﬁ
T EUT port
10 dB
A

IEC 0479/14

b) Test set-up for measurement of the voltage division factor
using a network analyzer

Figure A.6 — Test set-up for determining the voltage division factor

Because the EUT port presents a frequency-dependent input impedance, the network
analyzer needs to be normalized (i.e. calibrated), using the measured voltage level at the EUT

port.

If a signal generator and an RF-voltmeter with a high-impedance probe are used, the EUT
port is fed via a 50 Q pad, and the RF port is terminated with a 50 Q load while determining
the voltage division factor by two subsequent measurements on the EUT and RF ports.
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The construction of the adaptor used at the EUT port is critical for the calibration. Accordingly,
the connections should provide low impedance, and the T-connector should be placed as
close as possible to the EUT port and ground terminals. The 10 dB pads are used to provide
exact 50 Q source and load impedances for accurate measurements.

Furthermore, each line of the mains port should be terminated with 50 Q relative to the
chassis.

For a 150 Q V-network the voltage division between the EUT port and the measuring receiver
port, i.e. 150 Q/50 Q, should be considered.

Documents

Document Sharing Hub

Full document details: CISPR 16-1-2 2014


http://avadocuments2026.com/doc/cispr-16-1-2-2014
http://avadocuments2026.com/doc/cispr-16-1-2-2014

