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Consolidated editions 
 
The IEC is now publishing consolidated versions of its publications. For example, 
edition numbers 1.0, 1.1 and 1.2 refer, respectively, to the base publication, the base 
publication incorporating amendment 1 and the base publication incorporating 
amendments 1 and 2. 

Further information on IEC publications 
 
The technical content of IEC publications is kept under constant review by the IEC, 
thus ensuring that the content reflects current technology. Information relating to this 
publication, including its validity, is available in the IEC Catalogue of publications 
(see below) in addition to new editions, amendments and corrigenda. Information on 
the subjects under consideration and work in progress undertaken by the technical 
committee which has prepared this publication, as well as the list of publications 
issued, is also available from the following: 

• IEC Web Site (www.iec.ch)  
 

• Catalogue of IEC publications 

The on-line catalogue on the IEC web site (www.iec.ch/searchpub) enables you to 
search by a variety of criteria including text searches, technical committees and 
date of publication. On-line information is also available on recently issued 
publications, withdrawn and replaced publications, as well as corrigenda.  
 

• IEC Just Published  

This summary of recently issued publications (www.iec.ch/online_news/justpub) is 
also available by email. Please contact the Customer Service Centre (see below) 
for further information.  
 

• Customer Service Centre 

If you have any questions regarding this publication or need further assistance, 
please contact the Customer Service Centre:  
 

Email: custserv@iec.ch 
Tel:  +41 22 919 02 11 
Fax:  +41 22 919 03 00 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
INTERNATIONAL SPECIAL COMMITTEE ON RADIO INTERFERENCE 

___________ 
 

SPECIFICATION FOR RADIO DISTURBANCE AND IMMUNITY 
MEASURING APPARATUS AND METHODS – 

 
Part 1-4: Radio disturbance and immunity measuring apparatus –  

Ancillary equipment – Radiated disturbances 
 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard CISPR 16-1-4 has been prepared by CISPR subcommittee A: Radio 
interference measurements and statistical methods. 

This first edition of CISPR 16-1-4, together with CISPR 16-1-1, CISPR 16-1-2, CISPR 16-1-3 
and CISPR 16-1-5, cancels and replaces the second edition of CISPR 16-1, published in 1999, 
amendment 1 (2002) and amendment 2 (2003). It contains the relevant clauses of CISPR 16-1 
without technical changes. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 
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The committee has decided that the contents of this publication will remain unchanged until 
2004. At this date, the publication will be  

• reconfirmed; 

• withdrawn; 

• replaced by a revised edition, or 

• amended. 
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INTRODUCTION 

CISPR 16-1, CISPR 16-2, CISPR 16-3 and CISPR 16-4 have been reorganised into 14 parts, to 
accommodate growth and easier maintenance. The new parts have also been renumbered. 
See the list given below. 

Statistical considerations in the 
determination of EMC compliance of mass- 
produced products 

Statistics of complaints and a model for the 
calculation of limits 

CISPR 16-1-3 Ancillary equipment – Disturbance power 

Ancillary equipment – Conducted disturbances CISPR 16-1-2

CISPR 16-4-2

Antenna calibration test sites for 30 MHz to 
1 000 MHz 

Old CISPR 16 publications 

Radio disturbance 
and immunity 
measuring  
apparatus 

Measuring apparatus

CISPR 16-2-1

New CISPR 16 publications 

CISPR 16-1 

CISPR 16-1-5

Conducted disturbance measurements 

CISPR 16-2-2 Measurement of disturbance power 

CISPR 16-2-3 Radiated disturbance measurements 
CISPR 16-2 

Methods of 
measurement of 
disturbances and 
immunity 

CISPR 16-2-4 Immunity measurements

CISPR 16-3 CISPR technical reports

CISPR 16-4-1 Uncertainties in standardised EMC tests 
Measurement instrumentation uncertainty CISPR 16-3 

Reports and  
recommendations  
of CISPR 

CISPR 16-4-3

CISPR 16-4 Uncertainty in EMC 
measurements 

CISPR 16-4-4

CISPR 16-1-1

CISPR 16-1-4 Ancillary equipment – Radiated disturbances 

 

More specific information on the relation between the ‘old’ CISPR 16-1 and the present ‘new’ 
CISPR 16-1-4 is given in the table after this introduction (TABLE RECAPITULATING CROSS 
REFERENCES). 

Measurement instrumentation specifications are given in five new parts of CISPR 16-1, while 
the methods of measurement are covered now in four new parts of CISPR 16-2. Various 
reports with further information and background on CISPR and radio disturbances in general 
are given in CISPR 16-3. CISPR 16-4 contains information related to uncertainties, statistics 
and limit modelling.  

CISPR 16-1 consists of the following parts, under the general title Specification for radio 
disturbance and immunity measuring apparatus and methods – Radio disturbance and 
immunity measuring apparatus: 

• Part 1-1: Measuring apparatus, 

• Part 1-2: Ancillary equipment – Conducted disturbances, 

• Part 1-3: Ancillary equipment – Disturbance power, 

• Part 1-4: Ancillary equipment – Radiated disturbances, 

• Part 1-5: Antenna calibration test sites for 30 MHz to 1 000 MHz. 
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TABLE RECAPITULATING CROSS REFERENCES 
 

Second edition of CISPR 16-1 First edition of CISPR 16-1-4 
Clauses, subclauses Clauses, subclauses 
 
1 1 
2 2 
3 3 
 
5.5 4 
5.6 5 
5.7 6 
5.9 7 
5.12 8 
 
Annexes Annexes 

O A 
X B 
P C 
K D 
G E 
L F 
 
Figures Figures 

13, …, 17 1, .., 5 
51 6 
18,19 7,8 
43 B.1 
P.1, ..., P.11 C.1, ..., C.11 
 

Tables Tables 

16,17 1,2 
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SPECIFICATION FOR RADIO DISTURBANCE AND IMMUNITY 
MEASURING APPARATUS AND METHODS – 

 
Part 1-4: Radio disturbance and immunity measuring apparatus –  

Ancillary equipment – Radiated disturbances 
 
 
 

1 Scope 

This part of CISPR 16 is designated a basic standard, which specifies the characteristics and 
performance of equipment for the measurement of radiated disturbances in the frequency 
range 9 kHz to 18 GHz. 

Specifications for ancillary apparatus are included for: antennas and test sites, TEM cells, and 
reverberating chambers. 

The requirements of this publication shall be complied with at all frequencies and for all levels 
of radiated disturbances within the CISPR indicating range of the measuring equipment. 

Methods of measurement are covered in Part 2-3, and further information on radio disturbance 
is given in Part 3 of CISPR 16. Uncertainties, statistics and limit modelling are covered in 
Part 4 of CISPR 16.   

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments) applies. 

CISPR 14-1:2000, Electromagnetic compatibility – Requirements for household appliances, 
electric tools and similar apparatus – Part 1: Emission  

CISPR 16-1-1:2003, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 1-1: Radio disturbance and immunity measuring apparatus - Measuring 
apparatus 

CISPR 16-1-5:2003, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 1-5: Radio disturbance and immunity measuring apparatus – Antenna 
calibration and site validation 

CISPR 16-2-1:2003, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 2-1: Methods of measurement of immunity and disturbance – Conducted 
disturbance measurements 

CISPR 16-2-3:2003, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 2-3: Methods of measurement of immunity and disturbance – Radiated 
disturbance measurements 
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CISPR 16-3:2003, Specification for radio disturbance and Immunity measuring apparatus and 
methods – Part 3: CISPR technical reports 

CISPR 16-4-1:2003, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 4-1: Uncertainties, statistics and limit modelling – Uncertainties in standardized 
EMC tests 

CISPR 16-4-2:2003, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 4-2: Uncertainties, statistics and limit modelling – Measurement instrumentation 
uncertainties 

IEC 60050(161):1990, International Electrotechnical Vocabulary (IEV) – Chapter 161: 
Electromagnetic compatibility 

International Vocabulary of Basic and General Terms in Metrology, International Organization 
for Standardization, Geneva, 2nd edition, 1993 

3 Definitions 

For the purpose of this part of CISPR 16, the following definitions apply. Also see 
IEC 60050(161). 

3.1 
bandwidth (Bn) 
the width of the overall selectivity curve of the receiver between two points at a stated 
attenuation, below the midband response. The bandwidth is represented by the symbol Bn, 
where n is the stated attenuation in decibels 

3.2 
CISPR indicating range 
it is the range specified by the manufacturer which gives the maximum and the minimum meter 
indications within which the receiver meets the requirements of this part of CISPR 16 

3.3 
calibration test site (CALTS) 
open area test site with metallic ground plane and tightly specified site attenuation performance 
in horizontal and vertical electric field polarization. 

A CALTS is used for determining the free-space antenna factor of an antenna.  

Site attenuation measurements of a CALTS are used for comparison to corresponding site 
attenuation measurements of a compliance test site, in order to evaluate the performance of 
the compliance test site 

3.4 
compliance test site (COMTS) 
environment which assures valid, repeatable measurement results of disturbance field strength 
from equipment under test for comparison to a compliance limit 
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3.5 
antenna 
that part of a transmitting or receiving system that is designed to radiate or to receive 
electromagnetic waves in a specified way 

NOTE 1 In the context of this standard, the balun is a part of the antenna. 

NOTE 2 See also the term "wire antenna". 

3.6 
balun 
passive electrical network for the transformation from a balanced to an unbalanced trans-
mission line or device or vice versa 

3.7 
free-space-resonant dipole 
wire antenna consisting of two straight colinear conductors of equal length, placed end to end, 
separated by a small gap, with each conductor approximately a quarter-wavelength long such 
that at the specified frequency the input impedance of the wire antenna measured across the 
gap is pure real when the dipole is located in the free space 

NOTE 1 In the context of this standard, this wire antenna connected to the balun is also called the "test antenna". 

NOTE 2 This wire antenna is also referred to as "tuned dipole". 

3.8 
site attenuation 
site attenuation between two specified positions on a test site is the insertion loss determined 
by a two-port measurement, when a direct electrical connection between the generator output 
and receiver input is replaced by transmitting and receiving antennae placed at the specified 
positions 

3.9 
test antenna 
combination of the free-space-resonant dipole and the specified balun 

NOTE For the purpose of this standard only. 

3.10 
wire antenna 
a specified structure consisting of one or more metallic wires or rods for radiating or receiving 
electromagnetic waves 

NOTE A wire antenna does not contain a balun. 

4 Antennas for measurement of radiated radio disturbance 

The antenna and the circuits inserted between it and the measuring receiver shall not 
appreciably affect the overall characteristics of the measuring receiver. When the antenna is 
connected to the measuring receiver, the measuring system shall comply with the bandwidth 
requirements of CISPR 16-1-1 appropriate to the frequency band concerned. 

The antenna shall be substantially plane polarized. It shall be orientable so that all 
polarizations of incident radiation can be measured. The height of the centre of the antenna 
above ground may have to be adjustable according to a specific test procedure. 

For additional information about the parameters of broadband antennas see annex A. 
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4.1 Accuracy of field-strength measurements 

The accuracy of field-strength measurement of a uniform field of a sine-wave shall be better 
than ±3 dB when an antenna meeting the requirements of this subclause is used with a 
measuring receiver meeting the requirements of CISPR 16-1-1. 

NOTE This requirement does not include the effect due to a test site. 

4.2 Frequency range 9 kHz to 150 kHz 

Experience has shown that, in this frequency range, it is the magnetic field component that is 
primarily responsible for observed instances of interference. 

4.2.1 Magnetic antenna 

For measurement of the magnetic component of the radiation, either an electrically-screened 
loop antenna of dimension such that the antenna can be completely enclosed by a square 
having sides of 60 cm in length, or an appropriate ferrite-rod antenna, may be used. 

The unit of the magnetic field strength is µA/m or, in logarithmic units, 20 log(µA/m) = dB(µA/m). The 
associated emission limit shall be expressed in the same units. 

NOTE Direct measurements can be made of the strength of the magnetic component, in dB(µA/m) or µA/m of a 
radiated field under all conditions, that is, both in the near field and in the far field. However, many field strength 
measuring receivers are calibrated in terms of the equivalent plane wave electric field strength in dB(µV/m), i.e. 
assuming that the ratio of the E and H components is 120 π or 377 Ω. This assumption is justified under far-field 
conditions at distances from the source exceeding one sixth of a wavelength (λ/2π), and in such cases the correct 
value for the H component can be obtained by dividing the E value indicated on the receiver by 377, or by 
subtracting 51,5 dB from the E level in dB(µV/m) to give the H level in dB(µA/m). 

It should be clearly understood that the above fixed E and H ratio applies only under far-field conditions. 

To obtain the reading of H (µA/m), the reading E (µV/m) is divided by 377 Ω: 

 H (µA/m) = E (µV/m) / 377 Ω (1) 

To obtain the reading of H dB(µA/m), 51,5 dB(Ω) is subtracted from the reading E dB(µV/m): 

 H dB(µA/m) = E dB(µV/m) – 51,5 dB(Ω) (2) 

The impedance Z = 377 Ω, with 20 log Z = 51,5 dB(Ω), used in the above conversions is a constant originating from 
the calibration of field strength measuring equipment indicating the magnetic field in µV/m (or dB(µV/m)). 

4.2.2 Balance of antenna 

The balance of the antenna shall be such that, when the antenna is rotated in a uniform field, 
the level in the cross-polarization direction is at least 20 dB below that in the parallel 
polarization direction. 

4.3 Frequency range 150 kHz to 30 MHz 

4.3.1 Electric antenna 

For the measurement of the electric component of the radiation, either a balanced or an 
unbalanced antenna may be used. If an unbalanced antenna is used, the measurement will 
refer only to the effect of the electric field on a vertical rod antenna. The type of antenna used 
shall be stated with the results of the measurements. 

Information pertaining to calculating the performance characteristics of a 1 m length monopole 
(rod) antenna and the characterization of its matching network is specified in Annex B. 

Where the distance between the source of radiation and the antenna is 10 m or less, the total 
length of the antenna shall be 1 m. For distances greater than 10 m the preferred antenna 
length is 1 m, but in no case shall it exceed 10 % of the distance. 
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The unit of electric field strength shall be µV/m or, in logarithmic units, 20 log(µV/m) = dB(µVm). The 
associated emission limit shall be expressed in the same units. 

4.3.2 Magnetic antenna 

For the measurement of the magnetic component of the radiation, an electrically-screened loop 
antenna, as described in 4.2.1 shall be used. 

Tuned electrically balanced loop antennas may be used to make measurements at lower field 
strengths than untuned electrically-screened loop antennas. 

4.3.3 Balance of antenna 

If a balanced electric or a magnetic antenna is used, it shall comply with the requirement of 
4.2.2. 

4.4 Frequency range 30 MHz to 300 MHz 

4.4.1 Electric antenna 

The reference antenna shall be a balanced dipole. 

4.4.1.1 Balanced dipole 

For frequencies 80 MHz or above, the antenna shall be resonant in length, and for frequencies 
below 80 MHz it shall have a length equal to the 80 MHz resonant length and shall be tuned 
and matched to the feeder by a suitable transforming device. Connection to the input of 
the measuring apparatus shall be made through a symmetric-asymmetric transformer 
arrangement. 

4.4.1.2 Shortened dipole 

A dipole shorter than a half wavelength may be used provided: 

a) the total length is greater than 1/10 of a wavelength at the frequency of measurement; 
b) it is connected to a cable sufficiently well matched at the receiver end to ensure a voltage 

standing wave ratio (v.s.w.r.) on the cable of less than 2.0 to 1. The calibration shall take 
account of the v.s.w.r.; 

c) it has a polarization discrimination equivalent to that of a tuned dipole (see 4.4.2). To obtain 
this, a balun may be helpful; 

d) for determination of the measured field strength, a calibration curve (antenna factor) is 
determined and used in the measuring distance (i.e., at a distance of at least three times 
the length of the dipole); 
NOTE The antenna factors thus obtained should make it possible to fulfil the requirement of measuring 
uniform sine-wave fields with an accuracy not worse than ±3 dB. Examples of calibration curves are given in 
figure 1 which shows the theoretical relation between field strength and receiver input voltage for a receiver of 
input impedance of 50 Ω, and for various l/d ratios. On these figures, the balun is considered as an ideal 1:1 
transformer. It should be noted, however, that these curves do not account for the losses of the balun, the 
cable and any mismatch between the cable and the receiver. 

e) in spite of the sensitivity loss of the field-strength meter due to a high antenna factor 
attributed to the shortened length of the dipole, the measuring limit of the field-strength 
meter (determined for example by the noise of the receiver and the transmission factor of 
the dipole) shall remain at least 10 dB below the level of the measured signal. 
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Figure 1 – Short dipole antenna factors for RL = 50 Ω 

IEC   1306/99 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Full document details: CISPR 16-1-4 2003

http://avadocuments2026.com/doc/cispr-16-1-4-2003
http://avadocuments2026.com/doc/cispr-16-1-4-2003


CISPR 16-1-4 © IEC:2003 – 25 – 

4.4.1.3 Broadband antenna 

A broadband antenna may be used, provided that it meets the requirements given in 4.5.2 for a 
complex antenna. 

4.4.2 Balance of antenna 

4.4.2.1 Introduction 

In radiated emission measurements, common-mode (CM) currents may be present on the 
cable attached to the receiving antenna (the antenna cable). In turn, these CM currents create 
EM fields which may be picked up by the receiving antenna. Consequently, the radiated 
emission measuring results may be influenced. 

The major contributions to the antenna cable CM currents stem from 

a) the electric field generated by the EUT, if that field has a component parallel to the antenna 
cable, and 

b) the conversion of the differential mode (DM) antenna signal (the desired signal) into a CM 
signal by the imperfection of the balun of the receiving antenna. 

This subclause considers the balun contribution. Contribution a) is under consideration (see 
last sentence of NOTE 1 of 4.4.2.2). 

In general, log-periodic dipole array antennas do not exhibit significant DM/CM conversion and 
the following check applies to dipoles, biconical antennas and bicone/log hybrid antennas. 

4.4.2.2 Balun DM/CM conversion check 

The following method describes the measurement of two voltages, U1 and U2, in the frequency 
range for which the receiving antenna is to be used. The ratio of these voltages, both 
expressed in identical units (e.g., dBµV), is a measure for the DM/CM conversion.  

1) Set the receiving antenna under test vertically polarized with its centre at a height of 1,5 m 
above the ground plane. Lay the cable horizontally for 1,5 m ± 0,1 m behind the rear active 
element of the antenna and then drop it vertically by a height of at least 1.5 m to the ground 
plane. 

2) Place a second (transmitting) antenna vertically polarized at a horizontal distance of 10 m 
from the centre of the antenna under test with its tip 0,10 m from the ground plane. If the 
range of the site used for emission testing is 3 m, do this check using a distance of 3 m (if 
the conversion check has already been made at 10 m distance and shows a change of less 
than ±0,5 dB, it is not necessary to take a separate measurement at 3 m). The specification 
of the transmitting antenna shall include the frequency range of the antenna under test. 

3) Connect the transmitting antenna to a signal source, for example, a tracking generator, set 
the level of that generator in such a way that, over the frequency range of interest, the 
signal-to-ambient noise at the receiver is larger than 10 dB. 

4) Record the voltage U1 at the receiver over the frequency range of interest. 

5) Invert the receiving antenna (rotate that antenna through 180°) without changing anything 
else in the set-up, in particular the receiving antenna cable, and without changing the 
setting of the signal source. 

6) Record the voltage U2 at the receiver over the frequency range. 
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7) The DM/CM conversion is sufficiently low if ⎜20 log (U1/U2)⎪<1 dB. 

NOTE 1 If the DM/CM conversion criterion is not met, ferrite rings around the antenna cable may reduce the 
DM/CM conversion. The addition of ferrites on the antenna cable may also be used to verify whether contribution a) 
has a non-negligible effect. Repeat the test with four ferrites spaced approximately 20 cm apart. If the criterion is 
met by using these rings, they shall be present in the actual emission measurement. Likewise, the interaction with 
the cable can be reduced by extending the cable several metres behind the antenna before dropping to ground. 

NOTE 2 If the receiving antenna is to be used in a fully anechoic chamber, the DM/CM check may be performed in 
that room with the receiving antenna at its usual location and the transmitting antenna in the centre of the test 
volume of that room. The room must comply with the ±4 dB criterion 

NOTE 3 The measuring site of which the ground plane forms a part, or the fully anechoic room, should comply 
with their respective NSA requirements. 

NOTE 4 The horizontal distance of 1,5 m over which the antenna cable runs horizontally behind the centre of the 
antenna shall be kept as a minimum during actual vertically polarized radiated emissions measurements. 

NOTE 5 It is not necessary to define a test set-up strictly because this effect is in large part due to the interaction 
of the antenna and the part of input cable that lies parallel to the antenna elements. There is a much smaller effect 
which is dependent on the uniformity of the field incident on the antenna in normal EMC set-ups on an OATS or in 
a fully anechoic room. 

NOTE 6 For baluns which have the receive cable connector mounted on the side (90° to the antenna boom), 
a right angle connector should be used to reduce the movement of the cable. 

4.4.3 Cross-polar performance of antenna 

When an antenna is placed in a plane-polarized electromagnetic field, the terminal voltage 
when the antenna and field are cross-polarized shall be at least 20 dB below the terminal 
voltage when they are co-polarized. It is intended that this test apply to log-periodic dipole array 
(LPDA) antennas for which the two halves of each dipole are in echelon. The majority of testing 
with such antennas is above 200 MHz, but the requirement applies below 200 MHz. This test is 
not intended for in-line dipole and biconical antennas because a cross-polar rejection greater 
than 20 dB is intrinsic to their symmetrical design. Such antennas and horn antennas must 
have a cross-polar rejection greater than 20 dB and a type test by the manufacturer should 
confirm this. 

In order to achieve quasi-free space conditions, a high-quality anechoic chamber or towers of 
sufficient height above ground on an outdoor range can be used. To minimize ground 
reflections set the antennas vertically polarized. A plane wave shall be set up at the antenna 
under test. The separation between the centre of the antenna under test and the source 
antenna shall be greater than one wavelength. 

NOTE  A good-quality site is needed to set up a plane wave at the antenna under test. The cross-polar 
discrimination afforded by the plane wave can be proven by transmitting between a pair of horn antennas or open-
ended waveguides and checking that the combination of site error and inherent cross-polar performance of one 
horn antenna yields a suppression of the horizontal component by more than 30 dB. If the site errors are very low 
and if the horn antennas have identical performance, the cross-polar performance of one horn is approximately 6 dB 
lower than the combined cross-polar coupling of the pair of horns. 

An interfering signal 20 dB lower in level than the desired signal gives a maximum error on the 
desired signal of ±0,9 dB. The maximum error occurs when the cross-polar signal is in phase 
with the co-polar signal. If the cross-polar response of the LPDA is worse than 20 dB, the 
operator must calculate the uncertainty and declare it with the result. For example a cross-
polar level of 14 dB implies a maximum uncertainty of +1,6 dB to −1,9 dB. Take the larger 
value and assume a U-shaped distribution when calculating the standard uncertainty. 

To add a signal of 0 dB to another of –14 dB, first convert to relative voltages by dividing by 20 
and taking the anti-log. Then add the smaller signal to the unity signal. Take the log and 
multiply by 20. The result is the positive decibel error. Repeat, but subtracting the smaller 
signal from the unity signal to give the negative decibel error. 
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For the purpose of calculating the uncertainty of the result of a radiated emission, if the signal 
level measured in one polarization exceeds the signal measured in the orthogonal polarization 
by 6 dB or more, then an LPDA whose cross-polar discrimination is only 14 dB will have been 
deemed to have met the specification of 20 dB. If the difference between the VP and HP signal 
levels is less than 6 dB, additional uncertainty must be calculated if the sum of this difference 
and the cross-polarization is less than 20 dB. 

4.5 Frequency range 300 MHz to 1 000 MHz 

4.5.1 Electric antenna 

If a dipole antenna is used, it shall meet the requirements of 4.4.1.1 and 4.4.2. 

4.5.2 Complex antenna 

Since, at the frequencies in the range 300 MHz to 1 000 MHz, the sensitivity of the simple 
dipole antenna is low, a more complex antenna may be used. Such antenna shall be as 
follows: 

a) The antenna shall be substantially plane polarized. This shall be checked in the same 
manner as for the balance of a simple dipole antenna. 

b) The main lobe of the radiation pattern of the antenna shall be such that the response in the 
direction of the direct ray and that in the direction of the ray reflected from the ground do 
not differ by more than 1 dB. 

 To ensure this condition, the total vertical angular aperture 2ϕ of the measuring antenna, 
within which the antenna gain is within 1 dB of its maximum, shall be such that: 
1) if the measuring antenna is maintained in a horizontally direct position: 

ϕ > tan–1 [(h1 + h2)/d] 

2) if the measuring antenna is tilted towards earth in the optimum position (so that direct 
and reflected rays are included within the aperture 2ϕ): 

2 ϕ > tan–1 [(h1 + h2)/d] – tan–1 [(h1 – h2)/d] 

where 
h1 is the measuring antenna height; 
h2 is the height of the device under test; 
d is the horizontal distance between the measuring antenna and the device under test. 

 The pattern of the antenna shall be checked in the horizontal plane while orienting it for 
vertical polarization. It shall be assumed that the pattern and, in particular, the angular 
aperture 2ϕ is the same when horizontally polarized as when measured with the vertical 
polarization. 

 It is essential that the variation of the effective distance of the antenna from the source 
and its gain with frequency be taken into account. 

c) The voltage standing-wave ratio of the antenna with the antenna feeder connected and 
measured from the receiver end shall not exceed 2,0 to 1. 

d) A calibration factor shall be given making it possible to fulfil the requirements of 4.1. 

4.6 Frequency range 1 GHz to 18 GHz 

Radiated emissions measurements above 1 GHz shall be made using calibrated, linearly 
polarized antennas. These include double-ridged guide horns, rectangular wave guide horns, 
pyramidal horns, optimum gain horns and standard gain horns. The "beam" or main lobe of the 
pattern of any antenna used shall be large enough to encompass the EUT when located at the  
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measuring distance, or provisions shall be made for "scanning" the EUT to locate the direction 
or source of its radiated emissions. The width of the main lobe is defined as the 3 dB 
beamwidth of the antenna, and information enabling the determination of this parameter should 
be given in the antenna documentation. The aperture dimensions of these horn antennas shall 
be small enough so that the measurement distance Rm in metres is equal to or greater than the 
following minimum distance:  

Rm ≥ D2/2λ 

where  
D is the largest dimension of the aperture in metres of the antenna;  

λ is the free space wavelength in metres at the frequency of measurement. 

In case of dispute, measurements made with a standard gain horn antenna or a similar 
precisely calibrated horn antenna shall take precedence. 

NOTE Any calibrated, linearly polarized antenna, e.g. a log periodic dipole array, may be used to make these 
measurements. The gain of many antennas other than horn antennas in this frequency range may be inadequate if 
the antennas are used with spectrum analyzers or older radio noise meters. The tester shall assure that the overall 
measurement sensitivity is at least 6 dB below the applicable limit at the measurement distance in use, and that 
any means used to improve sensitivity, e.g. a preamplifier, does not cause distortion, spurious signals, or other 
overload problems. Since a log periodic dipole array has a much wider beamwidth than a horn antenna, reflections 
from the ground plane may cause significant error in measurements that are made with a log periodic dipole array. 

4.7 Special antenna arrangements 

4.7.1 Loop antenna system 

In the frequency range 9 kHz to 30 MHz the interference capability of the magnetic field 
component of the radiation of a single (EUT) can be determined by using a special loop 
antenna system (LAS). In the LAS, this capability is measured in terms of the currents induced 
by the magnetic field in the loop antennas of the LAS. The LAS allows indoor measurements. 

The LAS consists of three circular, mutually perpendicular large-loop antennas (LLAs), having 
a diameter of 2 m, supported by a non-metallic base. A full description of the LAS is given in 
annex C. 

The EUT is positioned in the centre of the LAS. The maximum dimensions of the EUT are 
limited so that the distance between the EUT and an LLA is at least 0,20 m. Guidelines for the 
routing of signal cables are given in clause C.3, note 2 and figure C.6. Cables should be routed 
together and leave the loop volume in the same octant of the cell and no closer than 0,4 m to 
any of the LAS loops. 

The three mutually perpendicular LLAs allow measurement of the interference capability of all 
polarizations of the radiated field with the prescribed accuracy, and without rotation of the EUT 
or changing the orientation of the LLAs.  

Each of the three LLAs shall comply with the validation requirements given in clause C.5. 

NOTE Circular LLAs having a diameter different from the standardized diameter of 2 m may be used, provided 
their diameter D ≤ 4 m and the distance between the EUT and a LA is at least 0,10(D) m. Correction factors for non-
standardized diameters are given in clause C.6. 
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5 Test sites for measurement of radio disturbance field strength 
for the frequency range of 30 MHz to 1 000 MHz 

An environment is required which assures valid, repeatable measurement results of disturb-
ance field strength from equipment. For equipment which can only be tested in its place of use, 
different provisions have to be utilized. 

5.1 Open area test site 

Disturbance field-strength measurements are normally performed at an open area test site. 
Open area test sites are areas characteristic of cleared level terrain. Such test sites shall be 
void of buildings, electric lines, fences, trees, etc. and free from underground cables, pipelines, 
etc., except as required to supply and operate the equipment under test (EUT). Refer to 
annex D for specific construction recommendations for open area test sites for electromagnetic 
field tests in the range of 30 MHz to 1 GHz. The site validation procedure for open area test 
sites is given in 5.6 with further details in annex E. Annex F contains the acceptability criterion. 

5.2 Weather protection enclosure 

Weather protection is desirable if the test site is used throughout the year. A weather 
protection structure could either protect the whole test site including EUT and field strength 
measuring antenna or the EUT only. The materials used shall be RF transparent in order to 
cause no undesirable reflections and attenuation of the emitted field from the EUT. 

The structure shall be shaped to allow easy removal of snow, ice or water. For further details, 
see annex D. 

5.3 Obstruction-free area 

For open area test sites, an obstruction-free area surrounding the EUT and field-strength 
measuring antenna is required. The obstruction-free area should be free from significant 
scatterers of electromagnetic fields, and should be large enough so that scatterers outside the 
obstruction-free area will have little effect on the fields measured by the field-strength 
measuring antenna. To determine the adequacy of this area, site validation tests should be 
performed. 

Since the magnitude of the field scattered from an object depends on many factors (size of the 
object, distance from the EUT, orientation with respect to the EUT, conductivity and permittivity 
of the object, frequency, etc.), it is impractical to specify a reasonable obstruction-free area 
which is necessary and sufficient for all applications. The size and shape of the obstruction-
free area are dependent upon the measurement distance and whether or not the EUT will be 
rotated. If the site is equipped with a turntable, the recommended obstruction-free area is an 
ellipse with the receiving antenna and EUT at the two foci and having a major axis equal to 
twice the measurement distance and a minor axis equal to the product of the measurement 
distance and the square root of 3 (see figure 2).  

For this ellipse, the path of the undesired ray reflected from any object on the perimeter is 
twice the length of the direct ray path between the foci. If a large EUT is installed on the 
turntable, the obstruction-free area must be expanded so that the obstruction clearance 
distances exist from the perimeter of the EUT. 
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If the site is not equipped with a turntable, that is, the EUT is stationary, the recommended 
obstruction-free area is a circular area such that the radial distance from the boundary of the 
EUT to the boundary of the area is equal to the measurement distance multiplied by 1,5 (see 
figure 3). In this case, the antenna is moved around the EUT at the separation distance. 

The terrain within the obstruction-free area should be flat. Small slopes needed for adequate 
drainage are acceptable. The flatness of the metallic ground plane, if used, is discussed in 
clause D.2. Measuring apparatus and test personnel should be situated outside the obstruction 
free area. 

5.4 Ambient radio frequency environment of a test site 

The ambient radio frequency levels at a test site shall be sufficiently low compared to the levels 
of measurements to be performed. The quality of the site in this respect may be assessed in 
four categories, listed below in their order of merit: 

a) the ambient emissions are 6 dB or more below the measurement levels, 
b) some ambient emissions are within 6 dB of the measurement levels, 
c) some ambient emissions are above the measurement levels, but are either aperiodic (i.e., 

sufficiently long in time between transmissions to allow a measurement to be made) or 
continuous, but only on limited identifiable frequencies, 

d) the ambient levels are above the measurement levels over a large portion of the 
measurement frequency range and occurring continuously. 

The selection of a test site should ensure that the accuracy of the measurement is maintained 
given the environment and the degree of engineering skill available. 

NOTE For perfect results, an ambient level 20 dB below the emission level measured is recommended. 

 

 

Figure 2 – Obstruction-free area of a test site with a turntable (see 5.3) 
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Figure 3 – Obstruction-free area with stationary EUT (see 5.3) 

 

5.5 Ground plane  

The ground plane may be composed of a wide range of material from earth to highly 
conductive, metallic material. The plane can be at earth level or elevated on a suitably sized 
platform or roof site. A metal ground plane is preferred, but for certain equipment and 
applications, it may not be recommended by certain product publications. Adequacy of the 
metal ground plane will be dependent on whether the test site meets the site validation 
requirements in 5.6. If no metallic material is used, caution is required to select a site that does 
not change its reflective characteristics with time, weather condition, or, due to buried metallic 
material such as pipes, conduits, and non-homogeneous soil. Such sites generally give 
different site attenuation characteristics compared to those with metallic surfaces. 

5.6 Open area site validation procedure 

The validation procedure and the requirements for the normalized site attenuation given here 
are used to qualify a test site when a metallic ground plane is specified. For other test sites, 
the validation procedure is of an informative nature, and will in general also identify possible 
site irregularities that should be investigated. The validation procedure is not applicable to 
absorber lined rooms. Such a procedure requires more detailed specifications and is under 
consideration. 

The validation of an open area test site is performed with two antennas oriented horizontally 
and vertically with respect to the ground, as shown in figures 4 and 5, respectively. The open 
area site attenuation is obtained from the ratio of the source voltage (Vi) connected to a 
transmitting antenna and the received voltage (Vr) as measured on the receiving antenna 
terminals. The voltage measurements are performed in a 50 Ω system. Suitable corrections for 
cable losses is required if Vr and Vi are not measured at the input and output of the transmit 
and receive antenna, respectively. This site attenuation ratio is then divided by the product of 
the antenna factors for the two antennas used. The resulting answer is the normalized site 
attenuation (NSA) and is expressed in dB. The site is considered suitable when the measured  
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