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WINDOWS AND ROOFLIGHTS
PART 1. CLEANING AND SAFETY

This part of the Code of Practice has been prepared by a
Committee convened by the Codes of Practice Committee
for Building on behalf of the Council for Codes of Practice.
Having been approved by the Codes of Practice Committee
for Building and endorsed by the Council for Codes of
Practice, it was published under the authority of the Executive
Board on 14th February, 1969.

SBN: 580 00460 0

This Code of Practice makes reference to the following
British Standards:

BS 1397. Industrial safety belts and harnesses.

CP97.  Metal scaffolding. Part 2. Suspended scaffolds*.
CP152. Glazing and fixing of glass for buildings.

British Standard Codes of Practice are revised, when necessary,
by the issue of amendment slips or of revised editions. It is
important that users ascertain that they are in possession of the
latest amendments or editions.

* In course of preparation,

The following BSI references relate to the work on this Code of Practice:
Committee references BLCP/2 and BLCP/2/4 )
Draft for comment 67/14622
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This Code of Practice represents a standard of good practice.
Compliance with it does not confer immunity from relevant
statutory and legal requirements.
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BRITISH STANDARD CODE OF PRACTICE CP 153

WINDOWS AND ROOFLIGHTS

Part 1. Cleaning and safety

FOREWORD

To avoid unnecessary delay, information collected for this Code is being issued
in a series of separate parts covering particular aspects of the work. The parts
will finally be assembled, with any necessary amendment and editing, to form
the complete Code.
NOTE. Metric conversions are given in International System (SI) units and are approxi-
mate. More accurate conversions should be based on BS 350, ‘ Conversion factors and
tables, Part 2, ¢ Detailed conversion tables’ and Supplement No. 1, PD 6203, *‘Additional
{ables for SI conversions’,

For further information, reference should be made to BS 3763, ‘ International System (SI)
units ' and PD 5686, ¢ The use of SI units’.

The Code will be revised in metric terms as part of BSI's programme of metrication,
when the various parts are assembled finally to form a complete Code.

1. GENERAL

1.1 Scope. This part of the Code deals with the cleaning of glass in windows and
rooflights and with related problems of safety. Recommendations are made
covering not only the safety requirements for those who clean windows, whether
professional or amateur, but also the precautions that need to be taken to
safeguard people against the ordinary risks associated with glazing and glazed
openings. Although the text refers only to glass, many of the recommendations,
and particularly those relating to access to roof glazing, apply equally to other
glazing materials such as plastics.

In this Code the word ‘ must * indicates a requirement that is to be adopted
in order to comply with the Code, whilst the word * should * indicates a recom-
mended practice.

1.2 Regulations and British Standards. Reference should also be made to the
following regulations and publications:

SI 1580: 1961. Construction (General provisions) Regulations, 1961.
SI 1581: 1961. Construction (Lifting operations) Regulations, 1961.
SI 94: 1966. The Construction (Working places) Regulations, 1966.
CP 97. Metal scaffolding. Part 2. Suspended scaffolds*.

* In course of preparation.
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