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FOREWORD

This Cooling Tower Institute (CTI) publication is published as an aid to purchasers and designers. It may be used by anyone
desiring to do so, and efforts have been made by CTi to assure the accuracy and reliability of the data contained herein. However,
CTI makes NO WARRANTY OF FITNESS FOR PARTICULAR PURPOSE OR MERCHANTABILITY nor any other warranty
expressed, implied or statutory. In no event shall CTI be liable or responsible for INCIDENTAL, CONSEQUENTIAL OR
COMMERCIAL losses or damage of any kind resulting from this publication's use; or violation of any federal, state, or municipal
regulation with which this standard may conflict; or for the infringement of any patent resulting from the use of this standard.

Nothing contained herein is to be construed as granting any right for the manufacture, sales or use in connection with any
method, apparatus, or product covered by letters patent, nor as insuring anyone against liability for infringement of letters patent.

All CT! codes and standards are copyrighted with all rights reserved to CTI. The reproduction of any part of this or any other

CTI code or standard is a violation of Federal Law. One must recognize and appreciate commitment by a number of volunteer
members who donate their time to develop and update CTl codes and standards. The monies spent for code development,
administrative staff support and publication are essential and constitute a substantial drain on CTI. The purchase price of these
documents helps to offset these costs. Reproduction and distribution by others, in addition to being unethical, undermines this
system and constitutes a further financial drain on CTI. When copies are needed, you are requested to call or write the Cooling .
Tower Institute, P.O. Box 73383, Houston, Texas 77273, (713) 583-4087. Please request that your associates buy the required
codes and standards rather than copy them. Your cooperation in this matter is greatly appreciated.
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RECOMMENDED PROCEDURES FOR PROTECTING
COOLING TOWERS HELD IN LONG TERM STORAGE

. The following procedures are recommended for the long term storage of Industrial scale cooling towers. In general, long term
storage is for an extended period of more than one year, but these recommendations can also be modified for seasonal storage.
The techniques are divided between Mechanical Equipment and Wood Structure. These two groups of components require
the most attention because they will deteriorate rapidly if preventive measures are not taken.

MECHANICAL EQUIPMENT STORAGE

The proper storage of the mechanical components can be done by either warehousing the rotating equipment, or leaving it
in place. Warehousing is the safer, but costlier method. Generally, warehousing of mechanical components should be
considered only if the storage is known to last many years.

The more convenient method of storage would be to leave mechanical components on the tower. Precautions to properly
lubricate and guard against corrosion caused by moislure build-up musl be taken. These lechniques are cutlined below.

A. 1 WAREHOUSING METHOD
a. Organizing Components As Sets
1. Be careful to keep all components marked and stored as sets.
2. Minor variations in wear patterns, size, hardware, etc. can present major re-assembly problems.
b. Gear Reducers
1. Change lubricating oil.
2. Overfill the gearbox to the maximum extent possible with the recommended operating lubricant.
3. Lubricate all grease points.
4. Hand rotate motor shaft several minutes once monthly.
5. To establish a positive moisture barrier, use VCI (Vapor Corrosion Inhibitor) wrap to enclose entire gear box.
c. Fans

1. If fan blades are removed from the hub, as would be the case to minimize required storage space, number-match
blades with their position on the hub.

2. Store blades and hubs together with the original fan hardware.
d. Driveshaft

1. Disconnect drive shaft from either end of motor and gearbox leaving hubs on gear shaft and motorshaft.
2. Store in community with gearbox, fan & motor.
e. Electric Fan Motors
1. Remove caked up grease from internal bearing cavity.
2. Re-lubricate motor bearings.
3. Check main bearings for wear/corrosion.
4. To establish a positive moisture barrier, enclose entire motor in VCI wrap.

A.2 Intact Assembly storage

If space permits, it is possible to remove entire fan, gear, electric motor, driveshaft and unitized support assembly in one piece,
eliminating the need for disconnecting anything but the electric wiring and the gear oil and vent lines. Follow corrosion
preventive procedures noted above,

B. 1 IN-SITUMETHOD FOR STORAGE OF MECHANICAL EQUIPMENT COMPONENTS

a. Gear Reducers
. 1. Prevent corrosion damage to gears, bearings, and other metallic components by changing the lubricating oil and over
filling the gear reducer with oil or use a vapor phase oil in lieu of overfilling.

2. Allow the gear reducer to rotate freely, being driven by the windmilling fan.
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