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FOREWORD
This Cooling Technology Institute (CTI) publication is published as an aid to cooling tower purchasers and designers.  It 
may be used by anyone desiring to do so, and efforts have been made by CTI to assure the accuracy and reliability of the 
data contained herein.  However, CTI makes NO WARRANTY OF FITNESS FOR PARTICULAR PURPOSE OR 
MERCHANTABILITY nor any other warranty expressed, implied or statutory.  In no event shall CTI be liable or 
responsible for INCIDENTAL, CONSEQUENTIAL OR COMMERCIAL losses or damage of any kind resulting from 
this publication’s use; or violation of any federal, state, or municipal regulation with which this publication may conflict or 
for the infringement of any patent resulting from the use of this publication. 

All CTI codes and standards are copyrighted with all rights reserved to CTI.  The reproduction of any part of this or any 
other CTI code or standard is a violation of Federal Law.  One must recognize and appreciate commitment by a number of 
volunteer members who donate their time to develop and update CTI codes and standards.  The monies spent for code 
development, administrative staff support and publication are essential and constitute a substantial drain on CTI.  The 
purchase price of these documents helps to offset these costs.  Reproduction and distribution by others, in addition to being 
unethical, undermines this system and constitutes a further financial drain on CTI.  When copies are needed, you are 
requested to call or write the Cooling Technology Institute, P.O. Box 681807, Houston, Texas 77268, (281) 583-4087.  
Please request that your associates buy the required codes and standards rather than copy them.  Your cooperation in this 
matter is greatly appreciated. 

Nothing contained herein is to be construed as granting any right for the manufacture, sale or use in connection with any 
method, apparatus, or product covered by letters patent, nor as insuring anyone against liability for infringement of letters 
patent. 

This guideline document summarizes the best current state of knowledge regarding the specific subject.  This document 
represents a consensus of those individual members who have reviewed this document, its scope and provisions.  It is 
intended to aid all users or potential users of cooling towers. 

Approved by the CTI Executive Board.

This document has been reviewed and approved 
as part of CTI's Five Year Review Cycle.  This 
document is again subject to review in 2025 

Approved by the CTI-Bulletin 
CTI Executive Board 

Copyright 2020
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Printed in U.S.A. ESG-151 (20) 
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1 

Variable Frequency Drive Application 
Guidelines for Cooling Towers 

1.0 System Responsibility 
1.1 It is recommended that the cooling tower 

manufacturer first be consulted as to whether the cooling 
tower is suitable for variable speed operation. The VFD 
(variable frequency drive) supplier must confirm that the VFD 
selected is compatible with the tower drive system and 
properly applied for cooling tower applications. 

1.2 Final set-up and adjustment of the VFD is to be 
performed by the VFD supplier or an authorized factory 
service technician. 

1.3 The VFD drive must be adjusted so that tower fan 
drive train does not experience cogging or torque ripple.  
These torque fluctuations can occur at various frequencies 
over the operating speed range (ref. MG-1 Part 30, sect. 
30.02.2.8) 

2.0   Fan Operating Characteristics 
2.0 Cooling tower fans are of the axial flow propeller 

type.  This means their performance follows the affinity laws 
for centrifugal fans, compressors and pumps where: 
 

 

 

Therefore, at 1/2 speed the fan will produce 1/2 the air flow at 
1/4 the pressure and consume 1/8 the horsepower.  

2.1 Cooling towers should be designed to match the 
required duty to avoid temperature control problems.  Towers 
with excess capacity (for future expansion, etc.) should be 
designed and set up to avoid excessive cycling i.e. the fans 
pitched to match the present duty.  Variable speed controls 
should include the capability to cycle the variable speed drive 
on/off at minimum speed when required to keep cold-water 
temperatures from excessively dropping below the set point. 

3.0 Motor Speed Control 
3.0 Single & Two Speed Motors 
Refer to CTI Manual, Chapters 10 and 11 for guidance 

and recommendations for single and two speed motor 
controls.  Proper time delays need to occur prior to any speed 
change.  This includes Off/On, High to Low, and Low to  

High. Refer to CTI technical paper TP97-10 for information 
on damage that occurs from fast switching. 

3.1 Variable Frequency Drives and Features 
The following minimum features and specifications 

should be included on any variable frequency drive that is 
applied to cooling tower fan drives.  These features minimize 
excessive vibration and accelerated gear, motor and drive 
shaft fatigue in general operating conditions: 

3.1.1 Cooling 
tower fans are variable torque applications.  It is 
recommended that the VFD be of the variable torque type.  
Constant Torque drives are not recommended.  

3.1.2 VFD’s shall use Pulse Width Modulation (PWM) 
technology. Volts to hertz control or flux vector control is 
acceptable so long as low speed cogging is minimized, and 
the output power signal does not chatter the mechanical drive 
train or gearbox. VFD shall be able to operate the fan motor at 
minimum speeds recommended by the cooling tower 
manufacture without cogging the fan motor. 

3.1.3 A VFD bypass feature is recommended) to operate 
the motor at 100% speed in the event of a drive failure or to 
properly test the tower performance.  A bypass feature is not 
required if total loss of the cooling tower is acceptable. 

3.1.4 An adjustable current/torque limiting feature 
should be included. 

3.1.5 The VFD should include separate adjustments for 
acceleration and deceleration ramps.  These ramps should be 
adjusted as required to prevent a trip caused by the torque 
characteristics of high inertia loads.  The programmed 
deceleration time should be greater than the time required for 
the fan to coast to a stop when the motor is de-energized. 

3.1.6 The VFD should include adjustments to eliminate 
objectionable drive induced motor noise. 

3.1.7 The VFD should include a critical frequency 
lockout function for at least three speeds.  The bandwidth 
should be adjustable. 

3.1.8 The VFD should have the capability to ride-
through a momentary power outage without tripping. 

3.1.9 The VFD should have a flying start function to 
permit the VFD to restart into a motor spinning forward or 
reverse, without tripping. 

3.1.10 The VFD should be programmable to remain 
tripped or automatically restart following a trip. 

3.1.11 The VFD should be capable of being 
disconnected from the motor under load without damage. 

3.1.12 The VFD should include U.L. approved 
overload protection for single motor applications. 

3.1.13 Although not 
generally recommended; in applications where one VFD 
supplies multiple motors, special operating procedures may be 

Where: 
n = RPM 
q = Capacity 
d = Diameter 

 t = Torque 
h = Head 
p = Horsepower 
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