(TI PFM-142 94 ER 2422600 D0O01L98 49T W

CooLING TOWER INSTITUTE

Guidelines for Treatment of Galvanized
Cooling Towers to Prevent White Rust

C)
June, 1994 PFM-142
| B - - Documents
Ceeol; Coelil Coke Gla  Coca- Document Sharing Hub

USA

Full document details: CTI PFM-142 1994


http://www.avadocuments.com/doc/cti-pfm-142-1994
http://www.avadocuments.com/doc/cti-pfm-142-1994

Gl

CTI PFM-142 94 EE 2422600 0001699 326 I

FOREWORD

This Cooling Tower Institute (CTI) publication is published as an aid to purchasers and designers. It may be used by
anyone desiring to do so, and efforts have been made by CTI to assure the accuracy and reliability of the data contained
herein. However, CTI makes NO WARRANTY OF FITNESS FOR PARTICULAR PURPOSE OR MERCHANT-
ABILITY nor any other warranty expressed, implied or statutory. In no event shall CTI be liable or responsible for
INCIDENTAL, CONSEQUENTIAL OR COMMERCIAL losses or damage of any kind resulting from this publication’s
use; or violation of any federal, state, or municipal regulation with which this publication may conflict or for the infringe-
ment of any patent resulting from the use of this publication.

All CTI codes and standards are copyrighted with all rights reserved to CTI. The reproduction of any part of this or any
other CTI code or standard is a violation of Federal Law. One must recognize and appreciate commitment by a number of
volunteer members who donate their time to develop and update CTI codes and standards. The monies spent for code
development, administrative staff support and publication are essential and constitute a substantial drain on CTL The
purchase price of these documents helps to offset these costs. Reproduction and distribution by others, in addition to being
unethical, undermines this system and constitutes a further financial drain on CTI. When copies are needed, you are
requested to call or write the Cooling Tower Institute, P.O. Box 73383, Houston, Texas 77273, (713) 583-4087. Please
request that your associates buy the required codes and standards rather than copy them. Your cooperation in this matter
is greatly appreciated.

Nothing contained herein is to be construed as granting any right for the manufacture, sales or use in connection with any
method, apparatus, or product covered by letters patent, nor as insuring anyone against liability for infringement of letters
patent.

This guideline document summarizes the best current state of knowledge regarding the specific subject. This document
represents a consensus of those individual members who have reviewed this document, its scope and provisions. It is
intended to aid all users or potential users of cooling towers.
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Galvanized Steel Cooling Towers

Galvanized steel has been used to manufacture cooling tow-
ers for many years. Galvanizing is simply the process of
coating steel with zinc for corrosion protection. The galva-
nizing process provides a tenacious coating that is mechani-
cally and chemically bonded to a steel substrate. The zinc
protects the underlying steel by providing a mechanical bar-
rier to the environment as well as electrochemical resistance
to corrosion. The major source of cooling tower corrosion
is the warm circulating cooling water which usually con-
tains dissolved and suspended solids. Galvanized steel also
provides excellent corrosion protection in the non-wet ar-
eas of the cooling tower.

Galvanizing has been performed consistently by steel mills
and independent contractors for the last 50 years. The earli-
est galvanized steel process used in cooling towers was “hot
dipped galvanizing” (HDG). The HDG process involves
submerging fabricated steel components directly into a mol-
ten zinc bath until the zinc is fused onto the steel surface.
Hot dipped galvanizing is very durable because of the
coating’s exceptional thickness. Average zinc coating is 1.5
oz./ft? (457.5 g/m?) for steel under 3/16" (4.7 mm) thick-
ness. Small cooling tower components of heavy gage or
welded together sections are often HDG coated for corro-
sion protection on modern cooling towers. The steel tubed
coil assemblies used in evaporative refrigeration condens-
ers are typically HDG coated.

Most of the galvanized steel coating provided in cooling
towers today is “heavy mill galvanized” (HMG). HMG steel
is produced at the steel mill by continuously coating steel
sheet with molten zinc. The composition of HMG zinc coat-
ing is similar to HDG zinc coating with the primary excep-
tion of coating thickness. HMG coated steel used in mod-
ern cooling towers conforms to the industry standard coat-
ing class G-210, which means the weight of zinc averages
2.1 0z./t2(640.5 g/m?) of steel sheet. The G-210 HMG clas-
sification is based on the total weight of zinc on both sides
of the sheet in contrast to the weight of zinc for HDG sur-
faces which is based on one surface only. HMG coated steel
components have been commonly used in cooling towers
since the early 1970’s. Major steel manufacturers have re-
ported only minor changes in the chemistry of steel, prepa-
ration, or zin¢ bath during the last 20 years.

Small steel components are commonly coated with elec-
trodeposited zinc in the “electrogalvanizing” process (EG).
Electrogalvanized components are suitable for general ser-
vice, such as hardware or automotive parts exposed to at-
mospheric environment. The relatively thin EG zinc layer
of up to 0.2 oz./ft* (60 g/m?); however, is not considered
suitable for long service life inside operating cooling tow-
ers.
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Most HMG coated steel produced today is post treated with
a chromate corrosion inhibitor rinse. This treatment is de-
signed to protect the galvanized steel sheet during storage
and is reasonably effective in preventing “water storage
staining” if the sheets or rolls are stored indoors. HMG steel
sheets stored outdoors, however, are susceptible to water
storage staining if stacked with the sheets in close physical
contact. This staining is usually only detrimental from the
visual aspect.

HMG zinc also includes small amounts of aluminum (typi-
cally less than 0.3% by weight). Aluminum is added to en-
hance the ductility of the coated steel allowing bending of
the sheet steel. Without the aluminum in the bath, the zinc
coating formed is brittle and will break free. The HMG prod-
uct has been manufactured since 1960 by major steel sup-
pliers.

White Rust-The Problem ldentified

During the last several years there have been increases in
the number of galvanized steel cooling towers reported to
be experiencing premature corrosion, generally identified
as “white rust”. The term “white rust” refers to a type of
corrosion product affecting galvanized surfaces character-
ized as “‘an accumulation of white, flufty, or waxy non-pro-
tective zinc corrosion product” which adheres to the zinc
surface of galvanized steel. With this non-protective
porous reaction product in place, the surface is not passive
to future zinc reaction and rapid corrosion may continue.
The apparent higher frequency of white rust problems may
be related to the demise of chromate treatment programs
and the increased popularity of high alkalinity, no-pH-con-
trol water treatment programs.

White rust can become very destructive if allowed to ad-
vance untreated. Typically, white rust appears suddenly and
progresses rapidly over the wetted galvanized areas of cool-
ing towers. The term “wetted” refers to areas of cooling
tower structures that are continually or occasionally wet-
ted. Untreated, white rust corrosion can seriously damage
the galvanized zinc coating and shorten the life of the cool-
ing tower. Once the zinc layer has been consumed, corro-
sion of the mild steel may progress rapidly.

It has been observed that under most normal cooling tower
operating conditions, HMG steel provides excellent corro-
sion resistance. The zinc coating performs as a sacrificial
anode which protects the steel galvanically. It also forms a
barrier to a continuous ongoing reaction. When galvanized
steel is exposed to a neutral pH moderately hard water en-
vironment (example range: a minimum 100 ppm calcium
as CaCO,, bicarbonate alkalinity of 100 - 300 ppm as CaCO,,
and pH 7.0 to 8.0) a surface barrier of non-porous zinc car-
bonate/zinc hydroxide believed to be 3Zn(OH), * ZnCO, *
H_0 forms to prevent further rapid galvanic corrosion of the
zinc coating. Because zinc is a very reactive metal, the pro-
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