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CTI CODE TOWER

Standard Specifications

In the interest of obtaining uniform standards in the cooling tower industry, the Cooling Tower Institute has
developed a series of individual Standards which taken together constitute a specification for a CTI CODE TOWER.
Adherence to these standards is strictly on a voluntary basis. Any manufacturer may use them in whole or in part but
their existence does not in any respect preclude any party who has approved of the standard from manufacturing or sell-
ing an industrial cooling tower not conforming to the standard. However, when reference to this CTI Code Tower
Standard Specification is made in proposals, contracts, labels, invoices or advertising literature, the provisions of the
standard are enforceable through usual legal channels as part of the sales contract.

Services of the Cooling Tower Institute may be arranged to assist any and all users and manufacturers of industrial
cooling towers in the application of these Standard Specifications.

Printed copies of all CTI CODE TOWER Standard Specifications are available at nominal cost.

FOREWORD

This standard is based on accumulated knowledge and experience of manufacturers and users of timber structure
cooling towers. The object of this publication is to provide a standard for design of timber cooling tower structures and
for specification of timber grades with corresponding allowable stress values to be used for cooling tower structures.

Design criteria or rules given herein are recommended as minimum standards. Included in this standard are certain
more restrictive criteria than those included in nationally recognized timber design standards, codes or specifications
referenced herein. These more restrictive criteria, such as recommended allowable stresses, are considered necessary
for the design of timber to be used in an environment with the temperature and moisture conditions found in wet cool-
ing towers.

This publication may be referenced in purchase specifications to set basic requirements for design and construction
and cooling tower manufacturers may use this standard as a basis for proposals.

This Cooling Tower Institute (CTI) publication is published as an aid to purchasers and designers. It may be used by anyone desiring to do so, and ef-
forts have been made by CTI to assure the accuracy and reliability of the data contained herein, However, CTI makes NO WARRANTY OF FITNESS
FOR PARTICULAR PURPOSE OR MERCHANTABILITY nor any other warranty expressed, implied or statutory. In no event shall CTI be liable
or responsible for INCIDENTAL, CONSEQUENTIAL OR COMMERCIAL losses or damage of any kind resulting from this publication’s use; or
violation of any federal, state, or municipal regulation with which this standard may conflict; or for the infringement of any patent resulting from the
use of this standard.

Nothing contained herein is to be construed as granting any right, for the manufacture, sales or use in connection with any method, apparatus, or
product covered by letters patent, nor as insuring anyone against liability for infringement of letters patent.
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FIBERGLASS-REINFORCED PLASTIC PANELS

1.0 SCOPE

1.1 This specification covers the classification, ma-
terials of construction, workmanship, physical prop-
erties, and methods of testing glass-fiber reinforced
plastic panels in various profiles intended for use as
casing, louvers, and similar applications on cooling
towers.

1.2 Supplementary information on glass-fiber rein-
forced plastic (FRP) panels may be obtained from the
manufacturers:

Note: FRP panels as covered by this specifica-
tion may also be suitable for other uses in cooling
towers. Consult manufacturers regarding the
suitability of FRP for other applications.

1.3 Laboratory flammability tests (E84/UL-723) ap-
plicable to this standard should be used to measure
and describe the properties of materials, products, or
assemblies in response to heat and flame under con-
trolled laboratory conditions and should not be used
to describe or appraise the fire risk of materials,
products, or assemblies under actual fire conditions.

2.0 APPLICABLE DOCUMENTS

2.1 ASTM D-3841 Standard Specification for Glass
Fiber-Reinforced Polyester Plastic Panels. (Current
Revision)

2.2 ASTM D-618 Conditioning Plastics and Electri-
cal Insulation Materials for Testing.

2.3 ASTM D-790 Test Method for Flexural Proper-
ties of Reinforced Plastics.

2.4 ASTM D-638 Test Method for Tensile Properties
of Plastics.

2.5 ASTM D-1494 Test Method for Diffuse Light
Transmission Factor of Reinforced Plastic Panels.

2.6 ASTM E-84 Standard Test Method for Surface
Burning Characteristics of Building Materials.

2.7 ASTM E-72 Conducting Strength Tests on Build-
ing Materials.

3.0 MATERIALS

The polyester resin used in the panels shall be a ther-
mosetting styrenated and/or acrylated light-stabilized
resin composed of polymeric esters in which the re-
curring ester groups are an integral part of the main
polymer chain. The resin shall be reinforced with
glass fibers. Glass fiber reinforcement may be either
chopped strand roving, continuous strand roving, wo-
ven roving or any combination thereof. Glass veils,
polyester veils or any combination thereof may be
used.

The polyester resin may contain additives for various
purposes such as additives to provide low smoke den-
sity, or high flame retardancy, catalyst residues, sta-
bilizers, pigments, dyes, opacifying fillers, and rein-
forcing fiber or filaments.

4.0 WORKMANSHIP

The panels will conform to the specific dimensions of
the profile being produced and shall be fully cured.
Panels shall not contain major visual cracks, pin-
holes, foreign inclusions, or surface wrinkles that
would impair the proper nesting of the panels, alter
the specific dimensions of the panels, or otherwise af-
fect their serviceability.

5.0 PHYSICAL REQUIREMENTS

5.1 SIZE (length and width)—tolerances on nomi-
nal length and width specified by the purchaser shall

be + !4 inch (6 mm) measured in accordance with
6.2.

5.2 SQUARENESS—Panels shall be within /s inch
(3.2 mm) of square when measured in accordance
with 6.3,

5.3 WEIGHT—Tolerance on the specified weight of
all panels shall be + 10% when determined in accor-
dance with 6.4.

5.4 PROFILE—The pitch and depth of the profile
shall have the following tolerances: pitch + 1/16 inch
per foot of panel width measured in accordance with

6.5 and depth + !16 inch measured in accordance
with 6.6.
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