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Abstract

This document contains both visual and measurable acceptance criteria for resistance spot welds in steels. The informa-
tion contained herein may be used as an aid by designers, resistance welding equipment manufacturers, welded product
producers, and others involved in the automotive industry and resistance spot welding of steels.
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Statement on the Use of American Welding Society Standards

All standards (codes, specifications, recommended practices, methods, classifications, and guides) of the American
Welding Society (AWS) are voluntary consensus standards that have been developed in accordance with the rules of the
American National Standards Institute (ANSI). When AWS American National Standards are either incorporated in, or
made part of, documents that are included in federal or state laws and regulations, or the regulations of other governmen-
tal bodies, their provisions carry the full legal authority of the statute. In such cases, any changes in those AWS standards
must be approved by the governmental body having statutory jurisdiction before they can become a part of those laws and
regulations. In all cases, these standards carry the full legal authority of the contract or other document that invokes the
AWS standards. Where this contractual relationship exists, changes in or deviations from requirements of an AWS stand-
ard must be by agreement between the contracting parties.

AWS American National Standards are developed through a consensus standards development process that brings
together volunteers representing varied viewpoints and interests to achieve consensus. While AWS administers the proc-
ess and establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in its standards.

AWS disclaims liability for any injury to persons or to property, or other damages of any nature whatsoever, whether
special, indirect, consequential, or compensatory, directly or indirectly resulting from the publication, use of, or reliance
on this standard. AWS also makes no guarantee or warranty as to the accuracy or completeness of any information pub-
lished herein.

In issuing and making this standard available, AWS is neither undertaking to render professional or other services for or
on behalf of any person or entity, nor is AWS undertaking to perform any duty owed by any person or entity to someone
else. Anyone using these documents should rely on his or her own independent judgment or, as appropriate, seek the
advice of a competent professional in determining the exercise of reasonable care in any given circumstances. It is
assumed that the use of this standard and its provisions is entrusted to appropriately qualified and competent personnel.

This standard may be revised, corrected through publication of amendments or errata, or supplemented by publication of
addenda. Information on the latest editions of AWS standards including amendments, errata, and addenda is posted on the
AWS web page (www.aws.org). Users should ensure that they have the appropriate edition, amendments, errata, and
addenda.

Publication of this standard does not authorize infringement of any patent or trade name. Users of this standard accept
any and all liabilities for infringement of any patent or trade name items. AWS disclaims liability for the infringement of
any patent or product trade name resulting from the use of this standard.

AWS does not monitor, police, or enforce compliance with this standard, nor does it have the power to do so.

Official interpretations of any of the technical requirements of this standard may only be obtained by sending a request,
in writing, to the appropriate technical committee. Such requests should be addressed to the American Welding Society,
Attention: Managing Director, Standards Development (see Annex B). With regard to technical inquiries made concern-
ing AWS standards, oral opinions on AWS standards may be rendered. These opinions are offered solely as a convenience
to users of this standard, and they do not constitute professional advice. Such opinions represent only the personal opin-
ions of the particular individuals giving them. These individuals do not speak on behalf of AWS, nor do these oral opin-
ions constitute official or unofficial opinions or interpretations of AWS. In addition, oral opinions are informal and should
not be used as a substitute for an official interpretation.

This standard is subject to revision at any time by the AWS D8 Committee on Automotive Welding. It must be reviewed
every five years, and if not revised, it must be either reaffirmed or withdrawn. Comments (recommendations, additions,
or deletions) and any pertinent data that may be of use in improving this standard are requested and should be addressed
to AWS Headquarters. Such comments will receive careful consideration by the AWS D8 Committee on Automotive
Welding and the author of the comments will be informed of the Committee’s response to the comments. Guests are
invited to attend all meetings of the AWS D8 Committee on Automotive Welding to express their comments verbally.
Procedures for appeal of an adverse decision concerning all such comments are provided in the Rules of Operation of the
Technical Activities Committee. A copy of these Rules can be obtained from the American Welding Society, 8669 NW 36
St, # 130, Miami, FL 33166.
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Foreword

This foreword is not part of this standard, but is included for informational purposes only.

This publication supersedes the second edition of the D8.1M:2013, Specification for Automotive Weld Quality-Resistance
Spot Welding of Steel. The content of the standard has changed in the areas with vertical lines adjacent to the text.

This document has been prepared to establish acceptance criteria for resistance spot welds in automotive structures fab-
ricated from steels including the Advanced High Strength Steels (AHSS). As a specification, the criteria and techniques
contained are obligatory when cited as a normative reference on a drawing or in a contract.

This specification was prepared by the D8D Subcommittee on Automotive Resistance Spot Welding of the AWS D8
Committee on Automotive Welding. This publication is issued under the auspices of the AWS D8 Committee on
Automotive Welding.
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Specification for Automotive Weld Quality—Resistance
Spot Welding of Steel

1. General Requirements

1.1 Scope This specification defines quality characteristics and metrics pertinent to resistance spot welds on steels used in
automotive applications. The evaluation methods and inspection criteria specified herein can be used to evaluate the
effectiveness of particular welding equipment and procedures used to weld a particular base material combination. The
criteria and metrics are the same for all welds regardless of the service load. The quality standards established by this
specification do not constitute a lower bound of suitability for service; welds that do not meet the weld quality criteria of this
specification may be satisfactory for certain applications. The acceptance criteria of this standard are not intended for
applications outside this scope (such as post-crash weld quality assessment): attempts to do so may lead to an erroneous result.

The specific type and number of tests that are required shall be at the discretion of the specifying party. While the test

methods were developed to compare the welding behavior of different steel grades, they can be judiciously applied to
evaluate other aspects of welding behavior. Not all of the above mentioned tests are required to establish the resistance
spot welding behavior of a given grade of steel.

1.2 Units of Measurement This standard makes sole use of the International System of Units (SI).

1.3 Safety Safety issues and concerns are addressed in this standard, although health issues and concerns are beyond the
scope of this standard. Safety and health information is available from the following sources:

American Welding Society:
(1) ANSI Z49.1, Safety in Welding, Cutting, and Allied Processes
(2) AWS Safety and Health Fact Sheets
(3) Other safety and health information on the AWS website
Material or Equipment Manufacturers:
(1) Safety Data Sheets (SDS) supplied by materials manufacturers
(2) Operating Manuals supplied by equipment manufacturers
Applicable Regulatory Agencies

Work performed in accordance with this standard may involve the use of materials that have been deemed hazardous, and
may involve operations or equipment that may cause injury or death. This standard does not purport to address all safety
and health risks that may be encountered. The user of this standard should establish an appropriate safety program to
address such risks as well as to meet applicable regulatory requirements. ANSI Z49.1 should be considered when devel-
oping the safety program.

2. Normative References

The documents listed below are referenced within this publication and are mandatory to the extent specified herein. For
undated references, the latest edition of the referenced standard shall apply. For dated references, subsequent amendments
to, or revisions of, any of these publications do not apply.

Documents

1 Document Sharing Hub

Full document details: D8.1M-2021


http://www.avadocuments.com/doc/d8-1m-2021
http://www.avadocuments.com/doc/d8-1m-2021

AWS D8.1M:2021

American Welding Society (AWS) standards:

AWS A3.0M/A3.0, Standard Welding Terms and Definitions Including Terms for Adhesive Bonding, Brazing,
Soldering, Thermal Cutting, and Thermal Spraying,

AWS D8.9M, Recommended Practices for Test Methods for Evaluating the Resistance Spot Welding Behavior of
Automotive Sheet Steel Materials.

3. Terms and Definitions

AWS A3.0M/A3.0, Standard Welding Terms and Definitions, provides the basis for terms and definitions used herein.
However, the following terms and definitions are included below to accommodate usage specific to this document.

aspect ratio. The ratio of the maximum dimension to the minimum dimension of the fused area.

button pull. A fracture mode of a spot weld where separation occurs through the heat-affected zone (HAZ) of the weld,
resulting in a button (see example in Figure 10).

button size. The average of the maximum and minimum dimensions of the button.

edge weld (resistance welding). A spot weld area, as defined by the impression left by the electrodes, which is not fully
contained within all original edges of the sheet metal.

fracture mode. The appearance of the weld after destructive testing as categorized in Figures 10 through 17.

fused area. The area of the nugget at the faying surface (interface between the metals being joined). The fused area may
result in button pull, partial thickness fracture, interfacial fracture, or combinations thereof.

fusion zone. The volume of fused base metal resulting from the welding process. The fusion zone is visible when a weld
is cross-sectioned and suitably etched.

governing metal thickness (GMT). The metal gauge in a stack-up on which the minimum acceptable weld size is based.
The GMT for a two-sheet stack-up is the metal thickness of the thinner of the two sheets. The GMT for a three-sheet
stack-up is the metal thickness of the thinner sheet at each interface.

indentation. Indentation is the ratio of the amount of weld depression to the pre-welded sheet thickness, expressed as a

ratio (see example in Figure 3).

interfacial fracture. A fracture mode of a spot weld where all of the weld nugget separates through the plane of the weld
at the faying surface. If less than approximately 20% of the mating sheet thickness is removed, the fracture is interfacial
(see example in Figure 16).

partial thickness fracture. A fracture mode of a spot weld where a part of the weld nugget shows removal of parent
metal by the weld from the mating sheet. The portion removed must be at least approximately 20% of the mating sheet
thickness (such that the partial thickness fracture can be measured with a caliper), otherwise the fracture is interfacial. A
cavity is left in the mating sheet (see example in Figure 12).

penetration. Penetration is the ratio of the nugget’s maximum depth of fusion to the pre-welded sheet thickness, expressed
as a percentage.

stack-up. The number of sheets and materials being joined by the spot weld.

weld size. The average of the maximum and minimum dimensions of the fused area in destructive inspection or the nug-
get width in metallographic inspection.

4. Weld Process Control

Production-welded parts being joined by the resistance spot welding process have inherent variability of weld quality

characteristics. The welding process must be controlled to meet or exceed the minimum weld quality level of the product
requirements. Information and guidance pertaining to supplier requirements for process and product control are contained
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