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1 - SCOPO
La presente Norma ha lo scopo di stabilire le cassette di de-
rivazione utilizzate per la realizzazione degli impianti elettri-
ci a bordo macchina. 

2 - ABBREVIAZIONI
Vengono utilizzate solo ed esclusivamente abbreviazioni
codificate dalla Normativa di riferimento e applicabili a livel-
lo internazionale.

3 - APPLICABILITA'
La presente Norma si applica ai Disegni  e distinte di mate-
riali emessi dalla DANIELI riguardanti gli impianti elettrici. E'
applicabile sia al montaggio in sede che a quello in cantiere
e può essere utilizzata anche per montaggi privi di disegno
e/o distinte facendo riferimento esclusivamente ai codici
DANIELI citati nella presente Norma.

4 - DEFINIZIONI
La terminologia utilizzata nella presente procedura é la ter-
minologia utilizzata nelle  Norme, documenti citati nel capi-
tolo 5 "RIFERIMENTI".

5 - RIFERIMENTI
Le Norme citate nel presente paragrafo si intendono sem-
pre applicabili all'ultimo stato di revisione corrente.

NORME DANIELI INTEGRATIVE

XXXXXXX - A...... -

NORMATIVA  DI RIFERIMENTO

ISO 228-1 : Pipe threads where pressure tight joints are not
made on the threads. Part 1: Dimensions, tolerances
and designation.

EN 10025 : Prodotti laminati a caldo di acciai non legati per
impianti strutturali. Condizioni tecniche di fornitura.

6 - RESPONSABILITA'

6.1 -E' responsabilità dell' Ufficio Tecnico utilizzare, per l'elabo-
razione dei disegni e distinte, il materiale codificato nella
presente Norma.

6.2 -E' responsabilità dei reparti Montaggio utilizzare  il materia-
le codificato nella presente Norma. In assenza di dise-
gni/distinte e/o prescrizioni diverse la presente Norma deve
servire come guida vincolante per la scelta dei materiali di
montaggio.

1 -  PURPOSE
This STD defines the junction boxes used for installing elec-
tric systems on board of machines.

2 - ABBREVIATIONS
These are used only when codified by reference Norms and
internationally applicable.

3 - APPLICATION 
This STD applies to drawings and lists issued by Danieli and
concerning electric system. The STD applies to both the in-
stallation in the workshop and at the building site. The STD
can also be used for erection works without drawing and/or
list; in this case if refers only to the Danieli codes mentioned
in this STD.

4 - DEFINITIONS
The definitions used in this STD are those applied in the
Norms  and documents mentioned in the Chapter 5 "REFE-
RENCES".

5 - REFERENCES
The STDs mentioned in this paragraph always apply to the
latest applicable revision.

DANIELI INTEGRATIVE STDs

XXXXXXX - A...... -

REFERENCES STDs

ISO 228-1 : Pipe threads where pressure tight joints are not
made on the threads. Part 1: Dimensions, tolerances
and designation.

EN 10025 : Hot rolled products in non-alloyed steels for
structural applications. Technical delivery conditions.

6 - RESPONSIBILITY

6.1 -The Technical Dept. is responsible for working out the dra-
wings and lists using the material codified in this STD.

6.2 -The Erection Dept. is responsible for using the material co-
dified in this STD. When different drawings, lists and/or pre-
scriptions other than this STD exist, then this STD shall be
used as binding guideline for selecting the installation ma-
terials.
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ALL. 01-P.01 di 01 - Cassette di derivazione, UN
 imbocco (forma B).

ANN. 01-P.01 of 01 - Junction boxes, ONE 
connection (form B).

  Imbocco        DIMENSIONI (mm) Peso CODICE
       Dimensions (mm) Weight  Code

  Mouth
A B C (Kg)

1/4" 86 35 35 0,2 0.112462.X

3/8" 86 35 35 0,2 0.112463.Z

1/2" 112 46 46 0,3 0.052627.C •
3/4" 112 46 46 0,3 0.052628.L •
1" 128 54 54 0,4 0.052629.M •

11/4" 144 70 70 0,5 0.112467.V

11/2" 144 70 70 0,5 0.052630.K •
2" 160 80 80 0,6 0.052631.F •

21/2" 240 95 110 0,8 0.112470.C

3" 295 105 130 1 0.112471.Z

-Dimensioni e pesi: Indicativi (secondo standard co-
struttore).

-Grado di protezione: IP 65.

-Filettatura imbocchi: ISO 228/1.

-Costruzione: Corpo in lega leggera, coperchio in lega
leggera o acciaio zincato muniti di bordi-
no paraspruzzo e guarnizione in gomma 
antinvecchiante.

-Vite interna di messa a terra.

-Viti di terra e fissaggio coperchio in acciaio zincato o
acciaio inox.

-Dimensions and weight: Approximate (according to 
manufacturer's standard).

-Protection degree: IP 65.

-Connection threads: ISO 228/1.

-Manufacture: Light-alloy body, light-alloy or galvani-
zed-steel cover, cover with fender bor-
der and long-life rubber seal.

-Internal grounding screw.

-Galvanized steel or stainless-steel grounding and co-
ver-fastening screws.

CLASSIF. 01841

 •  Gestione scorta Magazzino / Held in stock

Es. di design.: 
0.112462.X Cassetta di derivazione

D. 1/4"          ISO 228/1
a 1 imbocco - Forma B
Lega leggera.

Ex. of design.: 
0.112462.X One connection Junction 

box    D. 1/4"   ISO 228/1
Form B - Light-alloy
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