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1-SCOPO
La presente Norma ha lo scopo di stabilire i cavi isolati con
polivinilcloruro con tensione nominale £ 450/750 V "tipo
HO5VV-F" utilizzati per la realizzazione degli impianti elet-
trici a bordo macchina.

2 - ABBREVIAZIONI
Vengono utilizzate solo ed esclusivamente abbreviazioni
codificate dalla Normativa di riferimento e applicabili a livel-
lo internazionale.

APPLICABILITA'
La presente Norma si applica ai Disegni e distinte di mate-
rialiemessi dalla DANIELI riguardanti gliimpianti elettrici. E'
applicabile sia al montaggio in sede che a quello in cantiere
e puo essere utilizzata anche per montaggi privi di disegno
e/o distinte facendo riferimento esclusivamente ai codici
DANIELI citati nella presente Norma.

DEFINIZIONI
La terminologia utilizzata nella presente procedura € la tq
minologia utilizzata nelle Norme, documenti it c

tolo 5 "RIFERIMENTI".

RIFERIMENTI
Le Norme citate nel presente paragrafo si intendono
pre applicabili all'ultimo stato di revisione corrente.

NORME DANIELI INTEGRATIVE
XXXXXXX - A...... -
NORMATIVA DI RIFERIMENTO

IEC 227; CENELEC HD 21; CEI 20-20:
Cavi isolati con polivinilcloruro con tensione nominale
£ 450/750 V "Tipo HO5VV-F".

UNEL 35746 :
6 - RESPONSABILITA'

6.1 -E' responsabilita dell Ufficio Tecnico utilizzare, per I'elabo-
razione dei disegni e distinte, il materiale codificato nella
presente Norma.
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6.2 -E' responsabilita dei reparti Montaggio utilizzare il materia-
le codificato nella presente Norma. In assenza di dise-
gni/distinte e/o prescrizionidiverse la presente Normadeve
servire come guida vincolante per la scelta dei materiali di
montaggio.

Descrizione - Description

03/97 |Revisione generale - General revision

Date

02
Rev

1- PURPOSE
This STD defines the polyvinylchloride insulated cables of
rated voltages £ 450/750 V "type HO5VV-F" used for instal-
ling electric systems on board of machines.

2 - ABBREVIATIONS
These are used only when codified by reference Norms and
internationally applicable.
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APPLICATION

This STD applies to drawings and lists issued by Danieliand
concerning electric system. The STD applies to both the in-
stallation in the workshop and at the building site. The STD
can also be used for erection works without drawing and/or
list; in this case if refers only to the Danieli codes mentioned
in this STD.

- DEFINITIONS
The definitions used in this STD are those applied in the
s and documents mentioned in the Chapter 5 "REFE-

e STDs mentioned in this paragraph always apply to the
est applicable revision.

REFERENCES STDs

IEC 227; CENELEC HD 21; CEI 20-20:
Polyvinyl chloride insulated cables of rated voltages
£ 450/750 V "Type HO5VV-F".

UNEL 35746 :
6 - RESPONSIBILITY

6.1 -The Technical Dept. is responsible for working out the dra-
wings and lists using the material codified in this STD.

6.2 -The Erection Dept. is responsible for using the material co-
dified inthis STD. When different drawings, lists and/or pre-
scriptions other than this STD exist, then this STD shall be
used as binding guideline for selecting the installation ma-
terials.
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