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REV. DATA DESCRIZIONE MODIFICA REDATTO CONTROLLATO APPROVATO
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Sezione

Section
mm2

ø sul conduttore
di CU  mm

ø on CU
conduct. of mm

ø esterno max.

max. ext. ø
mm

Massa

Mass
Kg/Km

Resistenza Elettrica

Electrical res.
max. 20°C ohm/Km

Codice

Code

1x0,75 1,2 3,6 17 24,7 0.111360.L
1x1 1,4 3,8 20 18,5 0.111361.G

1x1,5 1,7 4,3 27 12,7 0.111362.A
1x2,5 2,2 5,0 39 7,60 0.111363.B
1x4 3,1 5,6 54 4,71 0.111364.C
1x6 3,8 6,2 75 3,14 0.111365.D
1x10 5,0 8,2 130 1,82 0.111366.E
1x16 6,3 9,6 200 1,16 0.111367.F

Es. di design.:
0.111360.L Cavo Bassa Tensione

H05SJ-K    1x0,75 mm2

Ex. of design.:
0.111360.L Low Voltage Cable

H05SJ-K    1x0,75 mm2

Costruiti secondo le norme: CENELEC HD 22 e normative
nazionali corrispondenti dei paesi CEE.

Muniti del marchio HAR.

Tensione Nominale Uo/U: 300/500V.

Temperatura Nominale Esercizio: 180°C

Temperatura Max. per brevi periodi: 250°C

Conduttore: Corda flessibile in Rame Rosso.

Isolante: Gomma Siliconica.

Guaina: Treccia in Fibra di Vetro verniciata.

Colore anima: Marrone.

Pezzatura: 100 m.

Complying with: CENELEC HD 22 specifications and 
corresponding national stds. of EEC countries.

Bearing HAR mark.

Voltage rating Uo/U: 300/500V.

Rated Working Temperature: 180°C

Max. Temperature for short periods: 250°C

Conductor: Flexible untinned copper.

Insulating material: Silicone rubber.

Sheath: Paint-finished plaited fiberglass insul sheath.

Core Colours: Brown.

Length of sections: 100 m.

CLASSIFICAZIONE: 01811315
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