
Pag.

Rev.

Pag.

Rev.

Pag.

Rev.

Pag.

Rev.

Nuova Edizione

01 06/95 New edition DTN GII QAD

Pag. 1 2

REV. DATA DESCRIZIONE MODIFICA REDATTO CONTROLLATO APPROVATO

DATE DESCRIPTION OF MODIFICATION COMPILED CHECKED APPROVED

FOGLIO DI EDIZ.

SHEET OF ISSUED

STANDARD N°

REVIS. 1
SOSTITUISCE

REPLACES

1 2 06/95

1.220.001

Pari numero ed. 03/89STANDARDIZATION

CAVO B.T. TIPO AO5SJ-K

L.V. CABLE AO5SJ-K TYPE

A
cc

or
di

ng
 to

 la
w

 D
an

ie
li&

C
. c

on
si

de
rs

 th
is

 d
oc

um
en

t t
o 

be
  a

 c
om

pa
ny

 s
ec

re
t a

nd
 th

er
ef

or
e

pr
oh

ib
its

 a
ny

 p
er

so
n 

to
 re

pr
od

uc
e 

it 
or

 m
ak

e 
it 

kn
ow

n 
in

 w
ho

le
 o

r i
n 

pa
rt

 to
 o

th
er

 p
ar

tie
s 

or
 to

co
m

pe
tit

or
s 

w
ith

ou
t s

pe
ci

fic
 w

rit
te

n 
au

th
or

iz
at

io
n 

of
 D

an
ie

li'
s 

M
an

ag
em

en
t

A
 te

rm
in

i d
i le

gg
e 

la
 D

A
N

IE
LI

  &
 C

. S
.p

.A
. c

on
si

de
ra

 q
ue

st
o 

do
cu

m
en

to
 c

om
e 

se
gr

et
o 

az
ie

nd
al

e 
co

n
di

vi
et

o 
 p

er
  c

hi
un

qu
e d

i r
ip

ro
du

rlo
 e

/o
 d

i r
en

de
rlo

 c
om

un
qu

e 
no

to
, i

n 
tu

tto
 o

 in
 p

ar
te

, a
 te

rz
i, 

ov
ve

ro
 a

di
tte

 c
on

co
rr

en
ti,

 s
en

za
 s

pe
ci

fic
a 

au
to

riz
za

zi
on

e 
sc

rit
ta

 d
el

la
 D

ir
ez

io
ne

 D
A

N
IE

LI
.

Full document details: DANIELI 1.220.001 0

http://www.avadocuments.com/doc/danieli-1-220-001-0
http://www.avadocuments.com/doc/danieli-1-220-001-0


CAVO B.T. UNIPOLARE TIPO AO5SJ-K

1 CORE L.V. CABLE AO5SJ-K TYPE

STANDARDIZATION

FOGLIO DI EDIZ.
SHEET OF ISSUED

STANDARD N°

REVIS. 1
SOSTITUISCE
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1.220.001

Pari numero ed. 03/89
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Sezione

Section
mm2

ø sul conduttore
di CU  mm

ø on CU
conduct. of mm

ø esterno max.

max. ext. ø
mm

Massa

Mass
Kg/Km

Resistenza Elettrica

Electrical res.
max. 20°C ohm/Km

Codice

Code

1x25 8,0 12,0 305 0,743 0.111368.P
1x35 9,2 13,0 420 0,527 0.111369.Q
1x50 11,0 16,0 595 0,368 0.111370.N
1x70 13,0 18,0 825 0,259 0.111371.B
1x95 15,2 21,0 1075 0,196 0.111372.C

Es. di design.:
0.111368.P Cavo Bassa Tensione

AO5SJ-K    1x25 mm2

Colore anima: Marrone

Ex. of design.:
0.111368.P Low Voltage Cable

AO5SJ-K    1x25 mm2

Core Colours: Brown

Costruiti secondo norme DIN 57282 - VDE 282 e VDE 250

Tensione Nominale Uo/U: 300/500V.

Temperatura Nominale Esercizio: 180°C

Temperatura Max. per brevi periodi: 250°C

Conduttore: Corda flessibile in Rame Rosso.

Isolante: Gomma Siliconica.

Guaina: Treccia in Fibra di Vetro.

Colore anima: Marrone.

Pezzatura: 100 m fino alla sez. 35 mm2, 50 m oltre.

Complying with DIN 57282 - VDE 282 and VDE 250 Stds.

Voltage rating Uo/U: 300/500V.

Rated Working Temperature: 180°C

Max. Temperature for short periods: 250°C

Conductor: Flexible untinned copper.

Insulating material: Silicone rubber.

Sheath: Paint-finished plaited fiberglass insul sheath.

Core Colours: Brown.

Length of sections: 100 m up to 35 mm2 sect. 50 m over.

CLASSIFICAZIONE: 01811315
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