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TUBI SENZA SALDATURA DI ACCIAIO AL C DIN 2448 BITUMATO
SEAMLESS C STEEL PIPES DIN 2448 - BITUMINED

Tubo:
Dimensioni: DIN 2448

Materiale: St 37.0 DIN 1629
Esecuzione: senza saldatura
Tolleranze: DIN 1629

Estremita tubo: smusso DIN 2559
Certificazione: EN 10204/2.2
Lunghezza tubi: 8+12 m

Temp. max impiego: 45°C
Finitura: grezzo

A= AREA DI PASSAGGIO
A= FLOW AREA
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Rivestimento
Esterno:

_|_

bituminoSo per un tratto min. di 150 mm

Not reccomended

—|— |:| Sconsigliato

Es. di design.: Ex. of design.:

0.164491.S Tubo bitum. PS 1380 0.164491.S Sml pipe bitum. PS 1380
DIN 2448 60,3x2,9x4 bit. DIN 2448 60,3x2,9x4 bit.
St 37.0 DIN 1629/2556 St 37.0 DIN 1629/2556
ISO 5256 EN 10204/2.2 ISO 5256 EN 10204/2.2

Tabella Dimensionale
Dimensional Table

PS 1380

Pipe:

Dimensions: DIN 2448
Material: St 37.0 DIN 1629
Manufacture: seamless
Tolerances: DIN 1629
Pipe ends: bevel DIN 2559
Test report: EN 10204/2.2
Pipe length: 8+12 m

Max operating temp.: 45°C
Finishing: rough

Coating
External:

Composite coating consisting of 2 pre-
bitumined reinforcing layers of glass fi-
bre embedded in the enamel (ISO
5256)

Pipe ends free of bituminous coating
for 150 mm length

%] A Mass Mass CODICE
DN inch d s Sq cm2 pipe coat CODE
Kg/m Kg/m

50 2 60,3 2,9 4 23,3 4,11 0,86 0.164491.S

65 2.1/2 76,1 2,9 4 38,8 5,24 11 0.164494.V

80 3 88,9 3,2 4,5 53,5 6,76 1,47 0.164495.W

g 100 4 114,3 3,6 4,5 90,1 9,83 1,89 0.164496.X

g 125 5 139,7 4 4,5 136,2 13,4 2,66 0.164498.G

e 150 6 168,3 4,5 5 199,3 18,2 3,2 0.164499.A

§ 200 8 219,1 6,3 5,5 334,9 33,1 4,65 0.164500.P

5 250 10 273 6,3 55 532,6 41,4 5,79 0.164501.C

9 8 300 12 323,9 7,1 5,5 753,3 55,5 6,87 0.164502.D

= 350 14 355,6 8 6 905,8 68,6 8,33 0.164503.E

3 g 400 16 406,4 8,8 6 1187,3 86,3 9,52 0.164505.G

o= 450 18 457 10 7 1499,9 110 11,7 0.164507.B

: : 5 500 20 508 11 7 1855,1 135 13 0.164508.K

;\g g < 600 24 610 12,5 8 2687,8 184 18,7 0.164509.L
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