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TUBI RIVESTITI SENZA SALDATURA 
A SALDARE DI TESTA STD

SEAMLESS BUTT WELDING
COATED PIPES STD
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TUBI SENZA SALD. DI ACC. NON LEGATO ANSI STD B36.10  - BITUMATO
SEAMLESS UNALLOYED STEEL PIPES ANSI STD B36.10  - BITUMINED

A= AREA DI PASSAGGIO
A= FLOW AREA

Tubo:
Dimensioni: ANSI B36.10
Materiale: ASTM A 106 Gr. B
Esecuzione: senza saldatura
Tolleranze: ASTM A 106
Estrem. tubo: ANSI B16.25
Serie: STD
Lunghezza tubi: 8÷12 m
Temp. max impiego: 45°C
Finitura: grezzo

Rivestimento 
Esterno: 
Composto bituminoso con 2 armature
di feltro di lana di vetro prebitumata an-
negato nello smalto bituminoso 
Sp. min. 4 mm (ISO 5256)

Estremità dei tubi prive di rivesti mento
bituminoso per un tratto min. di 150 mm

d

Coat
Min. th 4 mm

S

•

Pipe:
Dimensions: ANSI B36.10
Material: ASTM A 106 Gr. B
Manufacture: seamless
Tolerances: ASTM A 106
Pipe ends: ANSI B16.25
Rating: STD
Pipe length: 8÷12 m
Max operating temp.: 45°C
Finishing: rough

Coating 
External: 
Composite coating consisting of  2 pre-
bitumined reinforcing layers of glass fi-
bre embedded in the enamel 
Min. th. 4 mm (ISO 5256)

Pipe ends free of bituminous coating
for 150 mm length

Tabella Dimensionale
Dimensional Table

SS 1481

Es. di design.: 
0.309849.G Tubo S.S. bitumato - SS 1481
                    STD ANSI B 36.10 - 114,3x6,02
                    A 106 Gr. B - A 106/ANSI B16.25
                    ISO 5256 - Grezzo

Ex. of design.:
0.309849.G Seamless bitum.pipe - SS 1481
                    STD ANSI B 36.10 - 114,3x6,02
                    A 106 Gr. B - A 106/ANSI B16.25
                    ISO 5256 - Rough

NPS
d

mm

s

mm

A

cm2

Mass
pipe
Kg/m

Mass
coat
Kg/m

CODICE

CODE

2 60,3 3,91 21,6 5,44 1,18 0.309846.W
2.1/2 73 5,16 30,9 8,63 1,5 0.309847.X

3 88,9 5,49 47,7 11,29 1,94 0.309848.F
4 114,3 6,02 82,1 16,07 2,5 0.309849.G
5 141,3 6,55 129,1 21,77 3,32 0.309850.E
6 168,3 7,11 186,5 28,26 4 0.309851.T
8 219,1 8,18 322,8 42,55 4,65 0.309852.R
10 273,1 9,27 508,9 60,31 5,79 0.309853.V
12 323,9 9,53 729,9 73,9 6,87 0.309854.W
14 355,6 9,53 889,5 81,3 8,33 0.309855.X
16 406,4 9,53 1.178,4 93,3 9,52 0.309856.Z

Sconsigliato
Not recommended
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