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This publication is not to be regarded as ar British Standard.

It is being issued in the Draft for Development series of
publications and is of a provisional nature because further
experience of using the test in this form is needed. It should
be applied on this provisional basis, so that information and
experience of its practical application may be obtained.

. A review of this Draft for Development will be carried out
not later than 2 years after its publication. Notification of

the start of the review period, with a request for the
submission of comments from users of this Draft for
Development, will be made in an announcement in the
appropriate issue of BS/ News. Observations which it is
felt should receive attention before the official call for
comments will be welcomed.

According to the replies received, the responsible BS]
Committee will judge whether the Draft for Deveiopment
can be converted into a British Standard or what other
action should be taken. '
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Foreword ®

This Draft for Development has been prepared under the
direction of the Cement, Gypsum, Aggregates and Quarry
Products Standards Committee.

Concrete has to be prevented from drying out after placing
so that the cement can hydrate and form a dense structure
that will be strong and impermeable. Moisture loss from
concrete cast into moulds or formwork can be controlled
by delaying demoulding or stripping, but this practice
cannot be applied to large horizontal surfaces such as those
of roads. These surfaces have to be covered as soon as
possible and one method is to apply a curing membrane.

Curing compounds are materials sprayed in solution onto

the surface of freshly placed concrete from which the

solvent evaporates to leave a membrane which prevents loss

of water. This membrane has to form on a wet and rough .
surface and yet be continuous and impermeable. A test to

assess the effectiveness of curing compounds by simulating

their performance in use was introduced a few years ago.

The reproducibility of test results was found to be poor so

that specifying curing compounds on the basis of the test

became too difficult.

The original test has now been refined following considerable
development work by the Cement Admixtures Association,
which included investigating other test methods. The method
applies specifically to curing compounds dissolved in organic
solvents. Work is in progress on a method for testing those
applied as water based emulsions.

This Draft for Development contains two methods for
compacting the test mortar. The standard method which
will ultimately supersede this Draft for Development will
include only one method and test data that will help the
committee to decide between them are sought. Sufficient
results have yet to be obtained to assess the repeatability
and reproducibility of the method so it is being published
as a Draft for Development. During the time that it is
available, comments are invited to enable the test method
to be improved, particularly to reduce operator dependence,
and assist in determining an appropriate value for the curing
efficiency index that could be included in a specification for
curing compounds. The test method has been incorporated
in its draft form in the Department of Transport's
Specification for Road and Bridge Works {1986) to
encourage its wider use and increase the feedback of test
data.

The method enables comparative tests to be made under
standardized conditions to obtain good repeatability and
reproducibility. The curing compound is therefore applied
to a particular mortar having a finely brushed and level
surface. The performance of curing compounds applied to
a concrete may, in practice, be expected to be significantly
affected by the concrete’s constituents, composition,
properties in the fresh state, texture and slope. The time of
application of the curing compound and the prevailing
ambient conditions will also be significant. In addition to
faboratory tests, trials under site conditions are therefore
essential to determine the application rate and subsequent .
performance of curing compounds for each intended use.
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