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This publication is not to be regarded as a British Standard.
This method of test is being issued in the Draft for Develop-
ment series of publications as it is of a provisional nature
because more information is required regarding its precision
and the extent to which mechanical test results may be
correlated with clinical experience. It should be applied on
this provisional basis, so that information and experience

of its practical application may be obtained. Comments on
the ease and accuracy of the determination of the limit of
proportionality, the correlation of test results with the
performance of knee joint assemblies in service, and on the
usefulness to the maker of knee-ankle-foot orthoses of the
provision of data on the mechanical proparties of knee joint
assemblies, will be most welcome and should be submitted
for the attention of the Secretary to Technical Committee
HCC/9 at the BSI Head Office address as shown on the
back cover,

A review of this Draft for Devalopment will be carried out
not later than two years after Its publication. Notification
of the start of the review perlod, with a request for the
submission of comments from the users of this Draft for
Development, will be made in an tnnouncement In the
appropriate Issue of BS/ News.

According to the replies recelved, the responsible BS|
Committee will judge whether the Draft for Development

can be converted into a British Standard or what other
action should be taken.

Observations which it {s beliaved should recelve attention
befare the official call for comments will be welcomed.
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Foreword

This Draft for Development has been prepared under the
direction of the Health Care Standards Committee at the
request of the Department of Health and Social Security
to meaet a need for a method of test to determine certain
mechanical properties of metal knee joint and side member
assemblies Intended for use in the manufacture of lower
limb orthoses. Detalls of methods of incorporation of joint
assemblies Into knes-ankle-foot orthoses are given in

BS 2574 s Part 1*, and requirements for joint assemblies
are glven in BS 2674 : Part 2,

Concern has been expressed regarding the hazards to the
waarar of failure of a lower {imb orthosis arising either from
the Imposition of loads experienced during normal use or
from a sudden high load such as might be experienced from
a fall, Two factors assoclated with the joint assembly are
thought to be especially important, namely the strength to
resist bending of the assembly, which determines the
magnitude of the load necessary to induce failure, and the
mode in which failure ultimately occurs,

The range of loads experienced in service by a lower limb
orthosls has not yet been established, In addition, each
orthosis Is {ndividually shaped and fabricated to the patient's
needs, causing corresponding variations in induced stresses
from any given loading.

Knee-ankle-foot orthoses may be subject in use to bending,
torsion and axial loading but, because of the shaping of the
joint and side members to accommodate the bulk of the
patient's knee, the axlal foading induces bending principally
in the side members near the knee. Hence, bending is
belleved to be the major fallure machanism and so a test
method has bean evolved to determine the characteristics
of Joint assemblies In bending.

it is belleved that the consequences of a sudden fallure,

in which the energy stored during elastic deformation of
the joint assembly is rapldly released, are potentlafly more
harmful than those of a ductile fallure, In which plastic
deformation of the joint assembly occurs. In the case of
sudden fallure thera is a risk that the fractured parts may
injure the leg of the wearer whereas should the jolnt
assembly bend Instead of break penetration of the leg ls
untikely, Moreover, should the joint assembly fall during
normal ambulation, a sudden fallure Is likely to cause the
wearer to fall, whereas a ductile mode of failure may not
totally deprive the wearer of support and the bending of
the joint assembly may give warning of impending failure,
In addition, if a joint lock opens during ambulation the
wearer may fall, Hence, if a lock is fitted, an assessment of
the joint lock is included in the test procedure,

it is recognized that the mode of fallure In service [s
depandant upon the design and fabrication of the joint
and slde member assembly as a Whola, e.g. the brittfe fallure
of one component may sometimes be precluded by the

O preparetion:

prior ductile failure of another, A study was commissioned
by the Department of Health and Soclal Security to
develop a method of test to determine the mode of failure
and hence to differentiate between those joint assemblies
which could be expacted to fail in a brittle manner and
those that could fail in a ductile manner, This study has
resulted in the method of test given in this Draft for
Development, in which a pure bending moment is applied
across the joint assembly by means of a four-point loading
system,

In the conventional four-point bending test it is assumed
that the deflections are small, enabling algebraic solutions in
terms of the applied loads and test specimen geometry to be
derived easily. However, in the event of large deflections of
the magnitude expected during the testing of joint
assemblies, the results can be assessed only by resolving the
loads normal to, and along, the axis of the test specimen. e
To avoid this complexity, the conventional knife edge by

which the load is transmitted to the specimen has been

replaced by two pairs of rotating rollers. Simultaneous
contra-rotation of each pair of rollars thus ensures that the

applied loads are always normal to the test specimen,

This modified loading system allows the determination of
conventional mechanical properties, such as maximum
bending moment and the limit of proportionality, and also
permits the computation of a ratio that is believed to

reflact the propensity of a joint assembly to undergo

sudden failure. This ratio, which is designated the P/E ratio,
is the dividend of the amount of energy absorbed during
plastic deformation and the amount stored during elastic
deformation. Thus a low P/E ratio, typically below a value
of B, indicates failure in a brittle mode, whilst a high P/E
ratio, typically above a value of 10, indicates a ductile
failure mode, The ratio Is independent of the size and
strength of the joint assembly. For instance, a joint assembly
intended for use In a child’s orthosis may fail at a much
lower bending moment than one designed for adult use
but, provided the assamblies fail in a similar manner, i
the respective P/E ratios will be similar,

As the location and size of holes needed to secure the calf
bands to the joint assembly are dependent on the patient,
these are usually drilled when fabricating each orthosis.
Hence, In order to standardize the test procedure, it was
decided that the test should be carried out on intact
specimens {see note to clause 4). It is recognized that in
some circumstances the presence of the holes could affect
the P/E ratlo of an orthosis side member; this particular
aspect Is currently under Investigation,

It Is hoped that the use of the method described in this
Draft for Development will enable the relationship between
tha value of the P/E ratio-and the mode of failure to be
validated and witl thus allow subsequent specification of
criteria of acceptablility in BS 2674 : Part 2. ,
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Methods

1 Scope

This Draft for Development describes methods of test for
knee joint assemblies intended for use in the manufacture
of lower limb orthoses. Methods are described for deter-
mining the strength, for establishing the mode of failure
and for assessing the integrity of both the joint and lock
mechanisms of metal knee joint and side member assemblies
when loaded in bending. These test methods are only
suitable for joint assemblies (see 2.3) if the test rollers can
be placed on parallel sections of the side members.

These test methods will not provide comprehensive data for
the selection of knee joint and side member assemblies for
particular applications.

The methods given in this Draft for Development are not
intended for testing complete lower limb orthoses.

NOTE. The titles of the publications referred to in this Draft for
Development are listed on the inside back cover,

2 Definitions

For the purposes of this Draft for Development the follow-
ing definitions apply, together with the definitions, other
than those given below, in BS 2674 : Part 2,

2.1 knee joint*. A joint in the side member of a knee-
ankle-foot orthosis that allows movement in the principal
plane of flexion of the anatomical knee joint.

2.2 side member*. A medial or lateral component of either
one-plece or composite construction and including side
pleces, end pleces, joints or adjustment devices,

2.3 joint assembly*. A knee joInt with Integral side
members or with side members attached,

2.4 parallel side member, A side member whose individual
above-knee and below-knee components have cross-sections
of essentially constant dimensions,

2.6 stepped side member, A side member which, ata
distance of more than 76 mm from either side of the axis

of flexion, is stepped to a smaller cross section of constant
dimensions.

2.6 elastic deformation, Deformation that diminishes to
zero on removal of the load that caused it.

2.7 plastic deformation, Deformation that remains after
the removal of the load that caused it.

2.8 limit of proportionality. Point in a bending moment/
deflectlon relationship beyond which there is deviation
from the initial linear region (see figure 1),

i ———————t o et

*Based on the definitions given in BS 2674 : Part 2.
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2.9 maximum bending moment. The bending moment at
which a further increase in the deflection of the specimen
results in a decrease of the bending moment (see figure 1(a)).
NOTE. If, during the test, the bending moment is constant or
decreases as the deflection increases, but a secondary structure
subsequently carries the load so that the bending moment and
deflection resume increasing together, then the maximum bending
moment is the first maximum that is observed in the test and the
contribution of any secondary structure is ignored (see figure 1{bl).

2.10 energy stored during elastic deformation. The energy
stored by the test specimen during a test whilst the
relationship between bending moment and deflection is
linear (see figure 1, area A),

2.11 energy absorbed during plastic deformation,

The energy absorbed by the test specimen during a test
between the point where the bending moment/deflection
relationship becomes non-linear and the maximum bending
moment (see figure 1, area B).

3 Apparatus

3.1 Test rig, designed to produce a four-point loading
system as illustrated in figure 2.

A suitable test rig, shown in figure 3, comprises the
following.

(a) Two pairs of rollers, of cylindrical form and of equal
diameters, constrained so that their axes remain parallel
during the test. Each pair of rollers is mountad so that
they can be rotated about an axis mid-way between their
axes, and parallel to them.

(b) A mechanical testing machine, to apply an equal and
opposite torque to each pair of rollers. The machine
permits the pairs of rollers to rotate through not less
than 60 ° with respect to each other without the test
specimen fouling the apparatus, This rotation has to be
free to follow asymmetric bending of the specimen,

i.e. one pair of rollers may rotate more than the other

whilst still applying equal torque to each end of the
specimen,

(c) Means of measuring and recording the angular rota-
tion of one pair of rollers with respect to the other.

(d) Means of measuring and recording the applied torque.

NOTE. A visual display unit (VDU) or similar system for displaying
the relationship between the total angular rotation li.e. the
specimen deflection) and the applied torque {i.e. the bending
moment) is a useful ald to following the progress of the tests,

A computer program, by which the test rig shown in figure 3 may be
automatically controlled, is available, For details, apply to Enquiry
Section, BSI, Linford Wood, Milton Keynes MK14 6LE,
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{b) Example of a two-stage fallure

* NOTE, Area A represents energy stored during elastlc deformation, Area B represents energy absorbed during
plastic deformation. P/E ratio = Area B/Area A,

Figure 1. Examples of bending moment/deflection curves
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