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This publication is not to be regarded as a British Standard

It is being issued in the Draft for Development series of
publications and is of a provisional nature because further
evidence is required before the methods of test can be
incorporated into a British Standard. It is recommended
that it should be applied on this provisional basis, so that
information and experience of its practical application may
be obtained.

A review of this Draft for Development will be carried out
not later than 2 years after its publication. Notification of
the start of the review period, with a request for the
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submission of comments from users of this Draft for
Development, will be made in an announcement in the
appropriate issue of 8S/ News. Observations which it is
felt should receive attention before the official call for
comments will be welcomed. These should be sent to the
Secretary of BS| Technical Committee ECB/3 at the BSI
Head Office address as shown on the back cover.
According to the replies received, the responsible BSI
Committee will judge whether the Draft for Development

can be converted into a British Standard or what other
action should be taken.
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Foreword .

This Draft for Development has been prepared under the
direction of the Elements and Components (of Diverse
Materials) for Buildings Standards Policy Committee. This
Draft for Development gives the methods of test for setting
glazing compounds (putties) for use in softwood frames and
the methods of test for setting glazing compounds for steel
frames, painted on site after glazing.

It is intended to use these test methods as the basis for a
performance specification for glazing compounds, which
will supersede BS 544,
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Section one. General

1 Scope

This Draft for Development gives methods of test for
setting glazing compounds intended for use in

(a) primed softwood frames painted on site after
glazing;

(b) steel frames painted on site after glazing.

NOTE, The titles of the publications referred to in this Draft for
Development are listed on page 12.

2 Definitions

For the purposes of this Draft for Development, the
definitions given in BS 6100 apply.

3 Preparation of test specimens

Samples of glazing compounds for testing shall be obtained
as follows.

(a) Remove any skin and transfer all the contents of a
container or containers onto an impervious surface.

(b) Mix until homogeneous.
(c) Remove a sample of the appropriate size for the test
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from the mixture and place the remainder in a clean
container, pack it down, completely cover its top
surface with polyethylene film and press it down to
expel as much air as possible, then put a lid on the
container to maintain air tightness.

4 Test conditions

Unless otherwise stated, all tests shall be carried out at a
temperature of 23 £ 5 °C and 65 + 5 % r.h.

5 Test reports

In addition to the test results (see clauses 6 to 17), the test
report for each test shall include the following:

(a) the number and date of this Draft for Development,
i.e.DD 178 : 1989;

(b) details of the method of test;
(c) the name and type of glazing compound;

'(d) the manufacturer and batch of glazing compound
from which the sample was taken;

(e} the size of container. or containers from which the
test sample was taken.
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