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This publication is not to be regarded as a British Standard

It is being issued in the Draft for Development series of publications and is of a
provisional nature because, up to the present, individual laboratories have used
their own equipment and it is now desired to standardize apparatus and
procedure so that direct comparison can be made between laboratories. It
should be applied on this provisional basis, so that information and experience
of its practical application may be obtained.

A review of this Draft for Development will be carried out not later than two
years after its publication. Notification of the start of the review period, with a
request for the submission of comments from the users of this Draft for
Development, will be made in an announcement in the appropriate issue of
BSI News.

According to the replies received, the responsible BSI Committee will judge
whether the Draft for Development can be converted into a British Standard or
what other action should be taken.

Observations which it is felt should receive attention before the official call for
comments will be welcomed.

These should be sent to the Secretary of BSI Technical Committee RDB/36 at
the BSI Head Office address as shown on the back cover.
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Foreword

This Draft for Development has been prepared under the direction of the Road
Engineering Standards Policy Committee.

It has been assumed in the drafting of this Draft for Development that the
execution of its provisions will be entrusted to appropriately experienced
people.

Warning. The method described in this Draft for Development requires the use
of dichloromethane. This solvent is hazardous to health and is subject to
occupational exposure limits as detailed in the latest edition of Guidance Note
EH/40 published by the Health and Safety Executive.

Exposure levels are related to both handling procedures and ventilation
provision and it is emphasized that adequate training should be given to staff
employed in the use of this substance.
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