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Hydraulic couplings —

Part 1: Method of test for coupling port
threads and their seals intended for use
in fluid power systems
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Draft for Development
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Foreword

This Draft for Development, based upon proposals by the Institution of
Mechanical Engineers, has been prepared under the direction of the Machinery
and Components Standards Policy Committee.

A recurring problem with some fluid power systems, particularly those using oil
as the power transmission medium, is external leakage largely from pipe
couplings and their port connections. This was formally identified as an acute
problem in a Department of Industry funded project relating to contamination in
hydraulic fluid power systems.

It is intended that the type tests described herein should be adopted for all types
and combinations of coupling port thread and seal offered for use in hydraulic
fluid power systems. A related Draft for Development DD 195-2 describes
methods of type tests for coupling and tube assemblies offered for use in hydraulic
fluid power systems.

To help alleviate many of the problems associated with leakage from complete
hydraulic systems BS 7388 gives recommendations for the prevention of leaks
from hydraulic fluid power systems.

This publication is not to be regarded as a British Standard

It 1s being issued in the Draft for Development series of publications and is of a
provisional nature because certain requirements contained therein may need
modification in the light of practical experience in its use. It should be applied on
this provisional basis so that information and experience of its practical operation
may be obtained.

A review of this Draft for Development will be carried out not later than two years
after its publication. Notification of the start of the review period, with a request
for the submission of comments from users of this Draft for Development will be
made in an announcement in the appropriate issue of BSI News.

According to the replies received, the responsible BSI Committee will judge
whether the Draft for Development can be converted into a British Standard or
what other action should be taken.

Observations which it is felt should receive attention before the official call for
comments will be welcomed.

These should be sent to the Secretary of BSI Technical Committee MCE/18 at the
BSI Head Office address as shown on the back cover.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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