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This publication is not to be regarded as a British Standard

It is being issued in the Draft for Development series of publications and is of a
provisional nature because it is considered that practical experience needs to be
gained before issue as a British Standard specification. It should be applied on
this provisional basis, so that information and experience of its practical
application may be obtained.

A review of this Draft for Development will be carried out not later than 2
years after its publication. Notification of the start of the review period, with a
request for the submission of comments from users of this Draft for
Development, will be made in an announcement in the appropriate issue of BSI
News.

According to the replies received, the responsible BSI Committee will judge
whether the Draft for Development can be converted into a British Standard or
what other action should be taken.

Observations which it is felt should receive attention before the official call for
comments will be welcomed.

These should be sent to the Secretary of BSI Technical Committee ISM/73 at
3 York Street, Manchester M2 2AT.
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Foreword

This Draft for Development has been prepared under the direction of the Iron
and Steel Standards Policy Committee.

It complements the product standards on steels for pressure purposes listed
below.

BS 1501 Steels for pressure purposes
Part 1. Specification for carbon and carbon manganese steels
Part 2. Specification for alloy steels: plates

Part 3. Specification for corrosion- and heat-resisting steels: plates,
sheet and strip

BS 1502  Specification for steels for fired and unfired pressure vessels: sections
and bars

BS 1503  Specification for steel forgings for pressure purposes

BS 1506 Specification for carbon, low alloy and stainless steel bars and billets
Jor bolting material to be used in pressure retaining applications

BS 3059 Steel boiler and superheater tubes
Part 1. Specification for low tensile carbon steel tubes without
specified elevated temperature properties

Part 2. Specification for carbon, alloy and austenitic stainless steel
tubes with specified elevated temperature properties

BS 3601 Specification for carbon steel pipes and tubes with specified room
lemperature properties for pressure purposes

BS 3602 Steel pipes and tubes for pressure purposes : carbon and carbon
manganese steel with specified elevated temperature properties

Part 1. Specification for seamless and electric resistance welded
tncluding induction welded tubes

Part 2. Specification for longitudinally arc welded tubes

BS 3603 Specification for carbon and alloy steel pipes and tubes with
specified low temperature properties for pressure purposes

BS 3604 Steel pipes and tubes for pressure purposes : ferritic alloy steel with
specified elevated temperature properties

Part 1. Specification for seamless and electric resistance welded tubes
BS 3605 Austenitic stainless steel pipes and tubes for pressure purposes

Part 1. Specification for seamless tubes

Part 2. Specification for longitudinally welded tubes

This Draft for Development specifies the requirements for the validation of the
metal temperature specified in the relevant product standards in the heat
treatment of steels for pressure purposes. It is applicable to a wide range of
production furnaces employed in modern heat treatment.

It is considered that the procedures detailed will advance the heat treatment of
steels for pressure purposes, and the practical experience gained in the
application of the Draft for Development will enable the appropriate decision to
be reached regarding its future publication as a British Standard specification.

Assessed capability. Users of this Draft for Development are advised to
consider the desirability of quality system assessment and registration against
the appropriate Part of BS 5750 by a third party certification body.

It is outside the scope of this Draft for Development to specify formal
qualification for personnel engaged in its application but it is emphasized that
the operation of all equipment should be supervised by competent, trained
personnel.

This publication is a Draft for Development and is therefore not to be regarded as a;.'i- tish Standard. See page
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