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BSI publications referred to i'n this standard

This standard makes reference to the following British Standards and special publications:

Hot-dip galvanized coatings on iron and steel articles

Black paint (tar base)

Steel plate, sheet and strip

Part 4 Stainless and heat resisting plate, sheet and strip

Electroplated coatings of cadmium and zinc on iron and steel
Sprayed metal coatings

Part 1 Protection of iron and steel by aluminium and zinc against atmospheric corrosion
Hot-dip galvanized steel sheet and coil

Hot-dipped galvanized corrugated steel sheets for general purposes
Phosphate treatment of iron and steel for protection against corrosion
Electro-plated coatings on threaded components

Part 2 Zinc on steel coatings

Black bitumen coating solutions for cold applications

Calcium plumbate priming paints

Vitreous enamelled steel building components

Coal tar based applied coating materials for protecting iron and steel including suitable primers where required

Suzface finish of blast-cleaned steel for painting

Recommendations for the design of metal articles that are to be coated
Metallic zinc-rich priming paint (organic media)

Sherardized coatings on iron and steel articles (in course of preparation)
Protection of iron and steel structures from corrosion

Corrosion at bimetallic contacts and its alleviation (in course of preparation)
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AMD 1618

Amendment Slip No.1, published 29 November 1974
to DD 24 : 1973 '

Methods of protection against corrosion on light section steel
used in building

Revised text

Appendix A Constituent processes of recommended complete protective schemes
A.4.1.2 Site applied paints

(1) Primers for non-ferrous metal coated steel only

Add the following item to the list:
‘g. Metallic lead’.

Appendix E Group 300. Metallic coatings plus pre- -treatment plus paint.
Complete factory applied protective schemes

In the column headed ‘Constituent process’ delete the entry ‘Calcium plumbate primer
min. thickness 20 pm’ and substitute ‘Metallic lead or calcium plumbate primer min.
thickness 20 pm’.

Appendix F Group 350. Metallic coatings plus pre—treatment plus paint.
Site completed protective schemes

In the column headed ‘Constituent process’ delete the entry ‘Calcium plumbate primer
min. thickness 20 pm*’ and substitute ‘Metallic lead or calcium plumbate primer min.
thickness 20 pm*’.

Gr 0 | Documents
r‘\/‘“%


http://www.avadocuments.com/doc/dd-24-1973
http://www.avadocuments.com/doc/dd-24-1973

