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National foreword

This Draft for Development is the official English language version of
CEN/TS 13778:2004.

This publication is not to be regarded as a British Standard.

It is being issued in the Draft for Development series of publications and is of
a provisional nature because not all the safety requirements could be verified
at the time of drafting. It should be applied on this provisional basis, so that
information and experience of its practical application may be obtained.

Comments arising from the use of this Draft for Development are requested so
that UK experience can be reported to the European organization responsible
for its conversion to a European standard. A review of this publication will be
initiated 2 years after its publication by the European organization so that a
decision can be taken on its status at the end of its 3-year life. Notification of
the start of the review period will be made in an announcement in the
appropriate issue of Update Standards.

According to the replies received by the end of the review period, the
responsible BSI Committee will decide whether to support the conversion into
a European Standard, to extend the life of the Technical Specification or to
withdraw it. Comments should be sent in writing to the Secretary of BSI
Committee B/513, Construction equipment and plant, and site safety, at 389
Chiswick High Road, London W4 4AL, giving the document reference and
clause number and proposing, where possible, an appropriate revision of the
text.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the CEN/TS title
page, pages 2 to 40, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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Foreword

This document (CEN/TS 13778:2004) has been prepared by Technical Committee CEN/TC 151
“Construction equipment and building material machines — Safety”, the secretariat of which is held by
DIN.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to announce this CEN Technical Specification: Austria, Belgium, Cyprus,
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Introduction

This document is equivalent to a Type C-standard as stated in EN_1070.

The machinery concerned and the extent to which hazards are covered are indicated in the scope of
this document.

Those hazards that are relevant for all mechanical, electrical, hydraulic, pneumatic and other
equipment of machinery and that are dealt with in standards for common use are not covered by this
document. Reference to pertinent standards of this kind is made where such standards are applicable
and so far as is necessary.
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1 Scope

This document specifies the safety requirements for mobile demolition machinery that is designed for
demolishing by pushing or pulling, or fragmenting by crushing or shearing, buildings and/or other civil
engineering structures and their component parts and/or separating the resultant debris.

NOTE 1 Demolition machines can also be used for separating and sorting the resultant debris, but this is not
their primary purpose.

NOTE 2  Where demolition machines are used on public roads, the national traffic regulations apply.

Mobile demolition machinery can be an earth-moving machine (see , -3:1996, -4:1996,
—5:1996 and prEN 474-12:1998) equipped with special equipment and attachments for demolition
work, for example, ball, breaker, crusher, hydraulic or free-fall hammers, jaws. Mobile demolition
machinery may be controlled either by a ride-on operator or by a remote control system (see Figure 1).

Machines for specific applications, for example, road surface breaking machines and remotely
controlled demolition machines are also included in this document.

This document deals with all significant hazards pertinent to mobile demolition machinery (see Clause
4), when they are used as intended and under the conditions foreseen by the manufacturer. This
document specifies the appropriate technical measures to eliminate or reduce risks arising from the
significant hazards.

The base machine can have the same safety requirements as other types of mobile construction
machinery and these will therefore comply with the requirements of the European and International
standards written for other machines (see normative references).

This document includes those requirements which are necessary for mobile machinery only when
they are designed to be used in the demolition process.

This document applies primarily to the machines which are manufactured after the date of approval of
the standard by CEN.

NOTE 3  Directive 94/9/EC concerning equipment and protective systems intended for use in potentially
explosive atmospheres can be applicable to the type of machine or equipment covered by this document. The
present standard is not intended to provide means of complying with the essential health and safety requirements
of Directive 94/9/EC.
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Figure 1 — Demolition machine operated by remote control system

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

, Earth-moving machinery — Safety — Part 1: General requirements.

, Earth-moving machinery — Safety — Part 3: Requirements for loaders.
, Earth-moving machinery — Safety — Part 4: Requirements for backhoe loaders.
, Earth-moving machinery — Safety — Part 5: Requirements for hydraulic excavators.
prEN 474-12:1998, Earth-moving machinery — Safety — Part 12: Requirements for cable excavators.

N 500-1f, Mobile road construction machinery — Safety — Part 1: Common requirements.

EN 982, Safety of machinery — Safety requirements for fluid power systems and their components —
Hydraulics.

EN 983, Safety of machinery — Safety requirements for fluid power systems and their components —
Pneumatics.

N 1070:1998, Safety of machinery — Terminology.
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EN 13309:2001, Construction equipment — Electromagnetic compatibility of machines with internal
electrical power supply.

N_13627, Earth-moving machinery - Falling-object protective structures - Laboratory tests and
(*

performance requirements (SO 3449:1994 modified)

EN_60204-1:1999, Safety of machinery — Electrical equipment of machines — Part 1: General
requirements.

N 61310-1|, Safety of machinery — Indication, marking and actuation — Part 1: Requirements for
visual, auditory and tactile signals.

N 61310-4, Safety of machinery — Indication, marking and actuation — Part 2: Requirements for
marking.

EN ISO 3744:1995, Acoustics — Determination of sound power levels of noise sources using sound
_)

pressure — Engineering method in an essentially free field over a reflecting plane (SO 3744:1994).

EN ISO 6165:2009, Earth-moving machinery - Basic types - Vocabulary (ISO 6165:200

EN 1SO 9614-3, Acoustics - Determination of sound power levels of noise sources using sound
intensity - Part 2: Measurement by scanning (ISO 9614-2:1996)

N _ISO 11203, Acoustics — Noise emitted by machinery and equipment — Determination of
emission sound pressure levels at a work station and at other specified positions from the sound
power level (1ISO 11203:1995).

EN I1SO 12100-1, Safety of machinery - Basic concepts, general principles for design - Part 1: Basic
terminology, methodology (ISO 12100-1:2003)

EN 1SO 12100-2, Safety of machinery - Basic concepts, general principles for design - Part 2:
Technical principles (ISO _12100-2:2003)

ISO 4309:1990, Cranes — Wire ropes — Code of practice for examination and discard.

SO 6395:1988 Acoustics -- Measurement of exterior noise emitted by earth-moving machinery --
Dynamic test conditions

ISO 6396:1992, Acoustics -- Measurement at the operator's position of noise emitted by earth-moving
machinery -- Dynamic test conditions

SO 6750, Earth-moving machinery — Operation and maintenance — Format and content of manuals.

SO 9244:1994, Earth-moving machinery — General principles

ISO 10262, Earth-moving machinery — Hydraulic excavators — Laboratory tests and performance
requirements for operator protective guards.

ISO 12508, Earth-moving machinery — Operator station and maintenance areas — Bluntness of
edges.

3 Terms and definitions

For the purposes of this document the terms and definitions given in EN 1070:199§ and the following
apply.

Definitions used in EN and ISO standards referred to in this document are also valid for this document.
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mobile demolition machine

machine, including equipment and attachment (working tool) (see EN ISO 6165:1999), which is
purpose built to demolish, cut, loosen, separate, pick up, transport and distribute component parts of
buildings, civil engineering structures, road works or other areas such as quarries

3.2

base machine

machine without equipment or attachment, that includes the mountings necessary to secure
equipment, as required, e. g. operator protective structures for demolition

3.3

equipment

boom, arm and associated linkage which provides articulation and which is attached to the base
machine and provides at its outer end a mounting either for direct fixing of an attachment or for fixing
an attachment via an attachment bracket

3.4

attachment (working tool)

removable device mounted either directly to the equipment or on an attachment bracket to fulfil the
primary function of the machine or for a specific use

3.5
breaker
attachment with tooth, teeth and/or cutting edges, used for breaking concrete or cutting steel

3.6

hydraulic hammer

attachment with a hydraulically operated working tool (e. g. chisel) used to demolish structures. The
working tool is impacted by a piston to penetrate the material

3.7
road surface breaker
mobile demolition machine designed and built for the breaking of roads or similar surfaces

3.8

danger zone

zone within and/or around demolition machinery in which a person risks being injured by movement of
the base machine, its equipment or attachments, and flying and/or falling debris

3.9

working zone

space around a machine in which the machine, its equipment and attachment are moved in order to
carry out work

3.10

exposed person
person wholly or partially in the danger zone

4 List of significant hazards
This Clause contains all significant hazards and hazardous situations, as far as they are dealt with in

this document, identified by risk assessment significant for this type of machinery and which require
action to eliminate or reduce risk.
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Table 1 — List of significant hazards (continued)

Full document details: DD CEN/TS 13778:2005

EN ISO 12100 .
No. Hazards This
Part 1:2003 | Part 2:2003 document
Hazards, hazardous situations and hazardous events
1 Mechanical hazards due to:
- machine parts or workpieces, e.g.: 4.2 421, 422,
51
a) shape; 4.2 410,554
b) relative location;
¢) mass and stability (potential energy of elements which
may move under the effect of gravity); 5.19.2
d) mass and velocity (kinetic energy of elements in
controlled or uncontrolled motion); 5.6.1
5.6.2
e) inadequacy of mechanical strength; 5172
- accumulation of energy inside the 4.2 4.10,5.54
machinery e. g.:
f) elastic elements (springs)
g) liquids and gases under pressure; 5.3
h) the effect of vacuum
1.1 Crushing hazard 4.21
1.2 Shearing hazard 5.1
1.3 Cutting or severing hazard
1.4 Entanglement hazard
1.5 Drawing-in or trapping hazard 511
1.6 Impact hazard
1.7 Stabbing or puncture hazard
1.8 Friction or abrasion hazard
1.9 High pressure fluid injection or ejection hazard 4.21 4.10 5.3
2 Electrical hazards due to :
Contact of persons with live parts
21 i 4.3 49,554 5.12.1
(direct contact)
29 Contact of perso'n's with pgrts which have become live 43 4.9
under faulty conditions (indirect contact)
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Table 1 — (continued)

EN ISO 12100 This
No. Hazards
Part 1:2003 | Part 2:2003 document
2.3 Approach to live parts under high voltage 4.3 49,554
24 Electrostatic phenomena 4.3 4.9
Thermal radiation or other phenomena such as the
2.5 projection of molten particles and chemical effects from | 4.3 4.9
short circuits, overloads, etc.
3 Thermal hazards, resulting in:
Burns, scalds and other injuries by a possible contact of
31 persons with objects or materials with gn extreme high 44 539
or low temperature, by flames or explosions and also by
the radiation of heat sources
3.2 Damage to health by hot or cold working environment 4.4
4 Hazards generated by noise, resulting in: 4.5 422,51
41 Hearing loss (deafness), other physiological disorders 5.8
(e. g. loss of balance, loss of awareness) Annex B
42 Interference with speech communication, acoustic
signals, etc.
5 Hazards generated by vibration 4.6 422
5 1 Use of hand-held machines resulting in a variety of
neurological and vascular disorders
52 Whole body vibration, particularly when combined with
poor postures
6 Hazards generated by radiation
6.1 Low frequency, radio frequency radiation, micro waves 4.7
6.2 Infrared, visible and ultraviolet light
6.3 X and gamma rays
6.4 Alpha, beta rays, electron or ion beams, neutrons 4.7 2311
6.5 Lasers 4.7
Hazards generated by materials
7 and substances (and their
constituent elements) processed or
used by the machinery
7 1 g:szeasrfj;:‘;?sr?fﬁ(;:]etasc;rmtguc;rtslnhalatlon of harmful fluids, 48 4.3c, 4.4 222
7.2 Fire or explosion hazard 4.8 4.4
7.3 Biological or microbiological (viral or bacterial) hazards
Hazards generated by neglecting ergonomic
8 principles in machinery design as, e. g.
hazards from:
Unhealthy postures or excessive 482, 47,
8.1 4.9 5.5.5, 556, | 52
effort 4.11.12
Inadequate consideration of hand-
8.2 4.9 4.8.3 5.2
arm or foot-leg anatomy
8.3 Neglected use of personal protection equipment 4.8.7 5.8
8.4 Inadequate local lighting 4.8.6
8.5 Mental overload and underload, stress 4.9 485
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