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National foreword

This Draft for Development is the UK implementation of CEN/TS
15916-1:2011.

This publication is not to be regarded as a British Standard.

It is being issued in the Draft for Development series of publications
and is of a provisional nature. It should be applied on this
provisional basis, so that information and experience of its practical
application can be obtained.

Comments arising from the use of this Draft for Development

are requested so that UK experience can be reported to the
international organization responsible for its conversion to

an international standard. A review of this publication will

be initiated not later than 3 years after its publication by the
international organization so that a decision can be taken on its
status. Notification of the start of the review period will be made in
an announcement in the appropriate issue of Update Standards.

According to the replies received by the end of the review period,
the responsible BSI Committee will decide whether to support the
conversion into an international Standard, to extend the life of the
Technical Specification or to withdraw it. Comments should be sent
to the Secretary of the responsible BSI Technical Committee at British
Standards House, 389 Chiswick High Road, London W4 4AL.

The UK participation in its preparation was entrusted to Technical
Committee NFE/34, Copper and copper alloys.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 71095 7
1CS 77.120.30

Compliance with a British Standard cannot confer immunity from
legal obligations.

This Draft for Development was published under the authority of
the Standards Policy and Strategy Committee on 28 February 2011.

Amendments issued since publication
Date Text affected
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TECHNICAL SPECIFICATION CEN/TS 15916-1
SPECIFICATION TECHNIQUE

TECHNISCHE SPEZIFIKATION cebruary 201

ICS 77.120.30

English Version

Copper and copper alloys - Determination of tellurium content -
Part 1: Low tellurium content - Flame atomic absorption
spectrometric method (FAAS)

Cuivre et alliages de cuivre - Détermination du tellure - Kupfer und Kupferlegierungen - Bestimmung des
Partie 1: Tellure en faible teneur - Méthode par Tellurgehaltes - Teil 1: Niedriger Tellurgehalt -
spectrométrie d'absorption atomique dans la flamme Flammenatomabsorptionsspektrometrisches Verfahren
(SAAF) (FAAS)

This Technical Specification (CEN/TS) was approved by CEN on 11 October 2010 for provisional application.

The period of validity of this CEN/TS is limited initially to three years. After two years the members of CEN will be requested to submit their
comments, particularly on the question whether the CEN/TS can be converted into a European Standard.

CEN members are required to announce the existence of this CEN/TS in the same way as for an EN and to make the CEN/TS available
promptly at national level in an appropriate form. It is permissible to keep conflicting national standards in force (in parallel to the CEN/TS)
until the final decision about the possible conversion of the CEN/TS into an EN is reached.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2011 CEN  All rights of exploitation in any form and by any means reserved Ref. No. CEN/TS 15916-1:2011: E
worldwide for CEN national Members.
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Foreword

This document (CEN/TS 15916-1:2011) has been prepared by Technical Committee CEN/TC 133 “Copper
and copper alloys”, the secretariat of which is held by DIN.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

Within its programme of work, Technical Committee CEN/TC 133 requested CEN/TC 133/WG 10 "Methods of
analysis" to prepare the following Technical Specification:

[CEN/TS 15916-1|, Copper and copper alloys — Determination of tellurium content — Part 1: Low tellurium
content — Flame atomic absorption spectrometric method (FAAS)

This is one of two parts of the Technical Specification/European Standard for the determination of tellurium
content in copper and copper alloys. The other part is:

N 15916-4, Copper and copper alloys — Determination of tellurium content — Part 2: Medium tellurium
content — Flame atomic absorption spectrometric method (FAAS)

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to announce this Technical Specification: Austria, Belgium, Bulgaria, Croatia, Cyprus,
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly,
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia,
Spain, Sweden, Switzerland and the United Kingdom.
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