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National foreword

This Draft for Development is the UK implementation of CLC/TS 50398:2009.
It supersedes DD CLC/TS 50398:2002 which is withdrawn.

This publication is not to be regarded as a British Standard.

It is being issued in the Draft for Development series of publications and is of
a provisional nature. It should be applied on this provisional basis, so that
information and experience of its practical application can be obtained.

Comments arising from the use of this Draft for Development are requested
so that UK experience can be reported to the European organization respon-
sible for its conversion to a European standard. A review of this publication
will be initiated not later than three years after its publication by the
European organization so that a decision can be taken on its status.
Notification of the start of the review period will be made in an announce-
ment in the appropriate issue of Update Standards.

According to the replies received by the end of the review period, the respon-
sible BSI Committee will decide whether to support the conversion into a
European Standard, to extend the life of the Technical Specification or to
withdraw it. Comments should be sent to the Secretary of the responsible BSI
Technical Committee at British Standards House, 389 Chiswick High Road,
London W4 4AL.

The UK participation in its preparation was entrusted to Technical Committee
GW/1, Electronic security systems.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.
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Foreword

This Technical Specification was prepared by the Technical Committee CENELEC TC 79, Alarm
systems.

The text of the draft was circulated for voting in accordance with the CEN/CENELEC Internal
Regulations, Part 2, Subclause 11.3.3.3 and was approved by CENELEC as CLC/TS 50398 on
2008-11-14.

This Technical Specification supersedes CLC/TS 50398:2002.

The following date was fixed:

– latest date by which the existence of the CLC/TS
has to be announced at national level (doa) 2009-05-14

__________
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Introduction

This Technical Specification describes the general requirements and configuration types for combined
and integrated alarm systems which shall apply when one or more of the applications being integrated
is an alarm application. In this document, the wording 'combined and integrated alarm system' is
synonymous with 'integrated alarm system', which will mostly be used in the document.

The prime considerations of this Technical Specification are to ensure that the individual alarm
standards, requirements or guidelines are applied when they form a part of an integrated system
solution with each other or with other (specified or unspecified) applications. 

This document provides additional information relating to initial system design, planning, installation,
commissioning, operation and maintenance for such combined and integrated alarm systems.
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1 Scope 

This Technical Specification specifies the requirements for alarm systems combined and integrated
with other systems which may or may not be alarm systems.

This Technical Specification defines requirements, related to integration, in order to complement the 
individual alarm application standards and to provide clarification where there is conflict.

Alarm transmission systems are excluded from the scope of this Technical Specification.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 54 series, Fire detection and fire alarm systems

EN 50130 series, Alarm systems
EN 50131 series, Alarm systems ± Intrusion and hold-up systems

EN 50132 series, Alarm systems ± CCTV surveillance systems for use in security applications
EN 50133 series, Alarm systems ± Access control systems for use in security applications

EN 50134 series, Alarm systems ± Social alarm systems
EN 50136 series, Alarm systems ± Alarm transmission systems and equipment

EN 60073:2002, Basic and safety principles for man-machine interface, marking and identification ± 
Coding principles for indicators and actuators (IEC 60073:2002)

3 Definitions

For the purposes of this document, the following terms and definitions apply.

3.1
additional facility
facility which is not standard-required by any of the applications of the integrated alarm system

3.2
alarm
warning of the presence of a hazard to life, property or the environment

3.3
alarm application
application intended for the protection of life, property or the environment, such as
– intrusion and hold-up alarm system,
– social alarm system, 
– lift alarm system
– environmental alarm system,
– closed circuit television used for security and surveillance, 
– access control system,
– fire detection, fire alarm and fire protection systems 

NOTE 1  This list may be extended, to follow the scope of CLC/TC 79 and CEN/TC 72.

NOTE 2 Examples of an environmental alarm may include a warning of toxic effluent leaking or a storage tank about to
overflow.
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3.4
alarm receiving centre
continuously manned centre to which information concerning the status of one or more alarm systems 
is reported

3.5
alarm company 
organization which provides services for alarm systems

3.6
alarm condition 
condition of an alarm system, or part thereof, which results from the response of the system to the 
presence of a hazard

3.7
alarm system
electrical installation which responds to the manual or automatic detection of the presence of a hazard

3.8
alarm transmission equipment
equipment which is used primarily for the transmission of alarms from the alarm system interface at 
the supervised premises to the annunciation equipment interface at the alarm receiving centre. It may
also transmit information or commands from the alarm receiving centre to one or more alarm systems 

NOTE This does not include equipment provided by a PTT (Public and Private Telephone Transmission) or other general
telecommunications equipment (for example modems) where these are used primarily for alarm transmission.

3.9
alarm transmission system
equipment and network used to transfer information concerned with the state of one or more alarm
systems to one or more alarm receiving centres

3.10
application
all related facilities used for a specific purpose

NOTE Such as the detection and warning in the event of fire, lighting control, etc.

3.11
application standard
standard relevant to a specific application

3.12
central control facility ± CCF 
equipment used for control and/or indicating purposes in type 1 configuration, which is connected to
one or more dedicated systems and which is normally manned by operating personnel

NOTE For example a computer at a supervised location. The CCF is an additional facility (and not the standard-required
control and indicating equipment) for at least one of the applications.

3.13
command signal
instruction or command that affects one or more systems 

3.14
common device
device which is shared by two or more applications

3.15
common facility 
facility which is shared by two or more applications

NOTE A common facility may be additional for two or more applications, it may be standard-required for two or more 
applications or it may be additional for one or more applications and standard-required for other applications.
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