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Foreword 

The text of the Technical Specification IEC/TS 60034-31:2010, prepared by IEC TC 2, Rotating 
machinery, was submitted to the formal vote and was approved by CENELEC as CLC/TS 60034-31 on 
2011-02-21. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent 
rights. 

The following date was fixed: 

– latest date by which the existence of the CLC/TS 
 has to be announced at national level 

 
(doa) 2011-08-21 

Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 

The text of the Technical Specification IEC/TS 60034-31:2010 was approved by CENELEC as a 
Technical Specification without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standards indicated: 

IEC 60034-2-1:2007 NOTE   Harmonized as EN 60034-2-1:2007 (not modified). 

IEC 60034-12 NOTE   Harmonized as EN 60034-12. 

IEC/TS 60034-17 NOTE   Harmonized as CLC/TS 60034-17. 

IEC/TS 60034-25 NOTE   Harmonized as CLC/TS 60034-25. 

IEC 60034-26 NOTE   Harmonized as EN 60034-26. 

IEC 60079-0 NOTE   Harmonized as EN 60079-0. 

IEC 60300-3-3 NOTE   Harmonized as EN 60300-3-3. 

IEC 61241-1 NOTE   Harmonized as EN 61241-1. 

IEC 61800-2 NOTE   Harmonized as EN 61800-2. 
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Annex ZA  
(normative) 

  

Normative references to international publications 
with their corresponding European publications 

  

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.  

  
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  

  

Publication Year Title EN/HD Year 
  

IEC 60034-1 (mod) - Rotating electrical machines -  
Part 1: Rating and performance 

EN 60034-1  - 
 

  

IEC 60034-30 - Rotating electrical machines -  
Part 30: Efficiency classes of single-speed, 
three-phase, cage-induction motors (IE code)

EN 60034-30 - 
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INTRODUCTION 

The present technical specification gives technical guidelines for the application of energy-
efficient motors in constant-speed and variable speed applications. It does not cover aspects 
of a purely commercial nature. 

Standards developed by IEC technical committee 2 do not deal with methods of how to obtain 
a high efficiency but with tests to verify the guaranteed value. IEC 60034-2-1 is the most 
important standard for this purpose. 

For approximately 15 years regional agreements were negotiated in many areas of the world 
regarding efficiency classes of three-phase, cage-induction motors with outputs up to about 
200 kW maximum, as motors of this size are installed in high quantities and are for the most 
part produced in series production. The design of these motors is often driven by the market 
demand for low investment cost, hence energy efficiency was not a top priority. 

In IEC 60034-30, IE efficiency classes for single-speed cage-induction motors have been 
defined and test procedures specified: 

IE1 Standard efficiency 
IE2 High efficiency 
IE3 Premium efficiency 
IE4 Super-premium efficiency 

Determination of efficiency for motors powered by a frequency converter will be included in 
IEC standard 60034-2-3. 

However, for motors rated 1 MW and above, which are usually custom made, a high efficiency 
has always been one of the most important design goals. The full-load efficiency of these 
machines typically ranges between 95 % and 98 %. Efficiency is usually part of the purchase 
contract and is penalized if the guaranteed values are not met. Therefore, these higher 
ratings are of secondary importance when assigning efficiency classes. 

With permission from the National Electrical Manufacturers Association (NEMA), some parts 
of this TS are based on NEMA MG 10, Energy Management Guide For Selection and Use of 
Fixed Frequency Medium AC Squirrel-Cage Polyphase Induction Motors. 
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ROTATING ELECTRICAL MACHINES –  
 

Part 31: Selection of energy-efficient motors including  
variable speed applications – Application guide 

 
 
 

1 Scope 

This part of IEC 60034 provides a guideline of technical aspects for the application of energy-
efficient, three-phase, electric motors. It not only applies to motor manufacturers, OEMs 
(original equipment manufacturers), end users, regulators and legislators but to all other 
interested parties.  

This technical specification is applicable to all electrical machines covered by IEC 60034-30. 
Most of the information however is also relevant for cage-induction machines with output 
powers exceeding 375 kW. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60034-1, Rotating electrical machines – Part 1: Rating and performance 

IEC 60034-30, Rotating electrical machines – Part 30: Efficiency classes of single-speed 
three-phase, cage induction motors (IE-code) 

3 Terms, definitions and symbols 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60034-1 and in 
IEC 60034-30 apply. 

3.2 Symbols 

ηn is the nominal efficiency, % 

ηN is the rated efficiency, % 

fN is the rated frequency, Hz 

nN is the rated speed, min–1 

PN is the rated output power, kW 

TN is the rated output torque, Nm 

UN is the rated voltage, V 
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Figure 1 – Overview of different areas for savings of electrical energy  
with drive systems 

Energy can be saved in different areas of electrical drive systems depending on the duty type 
(continuous or intermittent).  

In continuous duty applications, improved efficiency of the electrical motor is beneficial. An 
improved power factor (frequency converter, synchronous motor) can help reduce I²R losses 
in cables. Mechanical optimizations (gearbox, belts, pumps, fans, etc.) may lead to much 
greater savings than improvements of the electrical motor.  

The application should also be regarded as well because, in many cases, the main part of the 
energy saving can be obtained by managing the application load from the system point of 
view. For that purpose, a demand-oriented speed control is often helpful. 

Proper maintenance is usually beneficial. Many industrial plants have a high energy 
consumption within the low voltage control circuits (typically 24 V power supply). Therefore, 
high-efficiency low-voltage power supplies should be used. If possible, the factory should also 
be shut down during long standstill periods (weekends, holidays). 

DD CLC/TS 60034-31:2011

Full document details: DD CLC/TS 60034-31:2011

http://www.avadocuments.com/doc/dd-clc-ts-60034-31-2011
http://www.avadocuments.com/doc/dd-clc-ts-60034-31-2011


– 10 – TS 60034-31 © IEC:2010 

100 

1 000 

10 000 

1,1 11 110 
Rated output power (kW)

IE2-Motor 
IE3-Motor 
IE2-Motor+converter 
IE3-Motor+converter 
IE2-Motor+converter+brake coil

Lo
ss

es
 (W

) 

IEC   701/10 

Figure 2 – Typical losses of energy-efficient motors, converters  
and electro-mechanical brakes  

Figure 2 gives an overview of typical losses of energy-efficient motors and typical losses for 
the power drive system including motors with voltage-source frequency converters with and 
without brake coils of electro-mechanical motor brakes. 

In intermittent duty applications, energy efficient motors are not very effective and may even 
use more energy due to their increased inertia and start-up currents. For these applications, 
the energy consumption during the starting phase can be reduced by ramping with a 
frequency converter. Intermediate energy storage may be beneficial when the operating cycle 
includes frequent regenerative braking phases (for example hoist drives, lifts, cranes etc.).  

5 Efficiency 

5.1 General 

Motor efficiency is a measure of the effectiveness with which electrical energy is converted to 
mechanical energy, and is expressed as the ratio of power output to power input: 

lossesrOutputPowe
rOutputPowe 

InputPower
rOutputPowe Efficiency

+
==

Motor efficiencies are usually given for rated load, although approximations for 3/4 load and 
1/2 load may also be provided. 

The efficiency of a motor is primarily a function of load, rated power, and speed, as indicated 
below. 
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a) A change in efficiency as a function of load is an inherent characteristic of motors. 
Operation of the motor at loads substantially different from rated load may result in a 
change in motor efficiency (see Figure 3). 

b) Generally, the full-load efficiency of motors increases with physical size and rated output 
of motors. 

c) For the same power rating, motors with higher speeds generally, but not always, have a 
higher efficiency at rated load than motors with lower rated speeds. This does not imply, 
however, that all apparatus should be driven by high-speed motors. Where speed- 
changing mechanisms, such as pulleys or gears, are required to obtain the necessary 
lower speed, the additional power losses could reduce the efficiency of the system to a 
value lower than that provided by a direct drive lower speed motor. 

A definite relationship exists between the rated speed (min–1) and the efficiency of a cage-
induction motor. That is, the lower the rated speed, the lower is the efficiency, for slip is a 
measure of the losses in the rotor winding (slip of an induction motor is the difference 
between synchronous speed and operating speed). Slip, expressed in %, is the difference in 
speeds divided by the synchronous speed and multiplied by 100. Therefore, Design N cage-
induction motors having a slip at full-load of less than 5 % are more efficient than motors 
having a higher slip and should be used when permitted by the application.  

For loads such as pumps, fans and air compressors, it may be possible to make a significant 
saving in energy by utilizing a multispeed motor or by using a variable speed drive (VSD). 
However, it should be noted that the efficiency of a multispeed motor at each operating speed 
is somewhat lower than that of a single-speed motor having a comparable rating. Single-
winding (for example Dahlander winding), multispeed motors are generally more efficient than 
two-winding, multispeed motors. 

Motors which operate continuously or for long periods of time provide a significant opportunity 
for reducing energy consumption. Examples of such applications are processing machinery, 
air moving equipment, pumps, and many types of industrial equipment. 

While many motors are operated continuously, some motors are used for very short periods of 
time and for a very low total number of hours per year. Examples of such applications are 
valve motors, dam gate operators, industrial door openers, fire pumps and sewage pumps. In 
these instances, a change in motor efficiency would not substantially change the total energy 
cost since very little total energy is involved and may decrease the required performance. 

A modest increase of a few percentage points in motor efficiency can represent a rather 
significant decrease in percentage of motor losses. For example, for the same output, an 
increase in efficiency from 75 % to 78,9 %, from 85 % to 87,6 %, or from 90 % to 91,8 % 
represents a 20 % decrease in losses in each case. 

As efficiency typically increases with the size of the motor, high-voltage machines with output 
powers exceeding 1 MW usually have an efficiency above 95 %. 

NOTE While an electric motor’s output power increases with the square of its diameter the permissible heat 
dissipation increases almost linearly. Therefore, a higher efficiency is an inevitable precondition for the design of 
larger motors. 

5.2 Motor losses 

An electric motor converts electrical energy into mechanical energy and in so doing incurs 
losses which are generally described as follows: 

a) Electrical (stator and rotor) losses (vary with load) – Current flowing through stator and 
rotor windings produces losses which are proportional to the current squared times the 
winding resistance (I2R). Rotor loss increases with slip. 

b) Iron (core) loss (essentially independent of load) – This loss is produced mainly in the 
laminated core of the stator and, to a lesser degree, in the rotor. The magnetic field, 
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essential to the production of torque in the motor, causes hysteresis and eddy current 
losses. 

c) Mechanical (friction and windage) losses (essentially independent of load) – Mechanical 
losses occur in the bearings, fans, and seals of the motor. These losses are generally 
small in IP2X, IP4X and IP5X slow-speed motors, but may be appreciable in large, high-
speed or totally-enclosed IP6X motors. 

d) Additional load losses (stray load losses) – The additional fundamental and high 
frequency losses in the iron; conductor and circulating current losses in the stator winding; 
and harmonic losses in the rotor conductors under load. These losses are assumed to be 
proportional to the torque squared. 

Listed below (Table 1) are the motor loss components, with the typical % of the total motor 
losses they represent, and the design and construction factors which influence their 
magnitude. 

Table 1 – Loss distribution in three-phase, 4-pole, cage-induction electric motors 

 Typical % of losses 

4-pole motors 

Factors affecting these losses 

Stator loss 30 to 50 Stator conductor size and material. 

Rotor loss 20 to 25 Rotor conductor size and material. 

Core loss 20 to 25 Type and quantity of magnetic material. 

Additional-load loss 5 to 15 Primarily manufacturing and design methods. 

Friction and windage 5 to 10 Selection/design of fan and bearings. 

 
In general, by increasing the active material in the motor, i.e., the type and volume of 
conductors and magnetic materials, losses can be reduced. 

5.3 Additional motor-losses when operated on a frequency converter 

Harmonics of voltage and current in a cage-induction motor supplied from a frequency-
converter cause additional iron and I²R winding losses in the stator and the rotor. The total 
value of these additional losses is essentially independent of  load. These additional losses 
decrease with increasing switching frequency in the converter.  

In adverse circumstances the additional losses in the motor caused by the frequency 
converter can increase the total motor losses up to 15 % to 20 % more than when operating 
on a sinusoidal power supply. 

For details see IEC 60034-17 and IEC 60034-25. 

5.4 Motors for higher efficiency classes 

It is expected that advanced technologies will enable manufacturers to design motors for 
higher efficiencies than IE3 with mechanical dimensions (flanges, shaft heights etc.) 
compatible to existing motors of lower efficiency classes (for example EN 50347, NEMA MG1 
and other local standards). These motors usually require power electronics (frequency 
converters) to operate.  

Losses in the rotor are almost eliminated when using synchronous motors without a field 
winding.  

In Annex A, this technical specification proposes a super-premium efficiency-class IE4 which 
is specifically targeted at such motors (although the efficiency class IE4 as such is not limited 
to specific motors). 
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