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DD ENV 1090-4:2001

National foreword

This Draft for Development has been prepared by Technical Committee B/521 and
comprises the English language version of ENV 1090-4:1997 Execution of steel
structures — Part 4: Supplementary rules for hollow section lattice structures, as
published by the European Committee for Standardization (CEN).

This publication is not to be regarded as a British Standard.

An ENV is made available for provisional application, but does not have the status
of a European Standard. The aim is to use the experience gained to modify the ENV
so that it can be adopted as a European Standard in the future.

During the ENV period of validity, reference should be made to the supporting
documents listed in the National Application Document (NAD).

The purpose of the NAD is to provide essential information, particularly in relation
to safety, to enable the ENV to be used for buildings erected in the UK. The NAD
takes precedence over corresponding provisions in the ENV.

ENV 1090-4:1997 has been thoroughly examined and is considered to be a suitable
alternative execution standard to BS 5950-2, when used in conjunction with ENV
1090-1 and its NAD. No seperate NAD for ENV 10904 has therefore been prepared.

Compliance with ENV 1090-4:1997 does not of itself confer immunity from legal
obligations.

Users of this document are invited to comment on its technical content, ease of use
and any ambiguities and anomalies. These comments will be taken into account
when preparing the UK national response to CEN on the question of whether the
ENV can be converted to an EN.

Comments should be sent in writing to BSI, 389 Chiswick High Road, London
W4 4AL, quoting the document reference, the relevant item and, where possible, a
proposed revision, within 2 years of the issue of this document.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for thier correct application.

NOTE: The CIDECT publications listed in annex J of ENV 1090-4 are availible from The Steel
Construction Institute, Silwood Park, Ascot, Berkshire SL5 7TQN.

Summary of pages

This document comprises a front cover, an inside front cover, the ENV title page,
pages 2 to 23 and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.

Amendments issued since publication

This British Standard, having
been prepared under the Amd. No. Date Comments
direction of the Sector

Committee for Building and Civil
Engineering, was published under 13124 April 2001 Correction of mathematical symbols.
the authority of the Standards Corrigendum
Committee and comes into effect No.1

on 15 March 2001
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EUROPEAN PRESTANDARD ENV 1090-4
PRENORME EUROPEENNE

EUROPAISCHE VORNORM November 1997

UDC 624. 94. 014.2; 624.07; 693.81

Descriptors: buildings, steel construction, structural steels, materials, manufacturing, welding, fastening, tolerance, protection, inspection

English version

Execution of steel structures
Part 4: Supplementary rules for hollow section structures

Execution des structures en acier Ausfiuhrung von Tragwerken aus Stahl
Partie 4. Reégles supplémentaires pour Teil 4: Erganzende Regeln fir Tragwerke
les structures en profils creux aus Hohlquerschnitten

This European Prestandard (ENV) was approved by CEN on 17 July 1997 as a prospective standard for provisional application.

The period of validity of this ENV is limited initially to three years. After two years the members of CEN will be requested to submit their
comments, particularly on the question whether the ENV can be converted into an European Standard.

CEN members are required to announce the existence of this ENV in the same way as for an EN and to make the ENV available promptly
at national level in an appropriate form. Itis permissible to keep conflicting national standards in force (in parallel to the ENV) until the final
decision about the possible conversion of an ENV into an EN is reached.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland,
Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

CEN
European Committee for Standardization

Comité Européen de Normalisation
Europaisches Komitee fir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels
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FOREWORD

This European Prestandard has been drawn up by Technical Committee CEN/TC 135 "Execution of steel
structures”, the secretariat of which is held by NSF.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to announce this European Prestandard: Austria, Belgium, Czech Republic, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and United Kingdom.

INTRODUCTION
Addition:

(104) This European Prestandard ENV 1090-4 is a supplement to the ENV 1090-1: Execution of Steel structures
- General rules and rules for buildings.

(105) This European Prestandard presupposes that the work is performed in accordance

with the requirements of ENV 1090-1, as amended by this supplement.

(106) In this European Prestandard, the following terms are used thus:

Addition: means that the text applies in addition to the corresponding clause/subclause of ENV 1090-1 without
any amendment to the text of ENV 1090-1;

Modification: means that the text shall modify the corresponding text of ENV 1090-1 as appropriate.

(107) An addition is identified by the subsequent number to the last subclause respective paragraph number of
ENV 1090-1 added to 100.

(108) Where a subclause of ENV 1090-1 is not mentioned in this ENV 1090-3, it applies as far as deemed
appropriate in each case.

1 SCOPE
This clause of ENV 1090-1 is applicable except as follows:
Addition:

(106) This part of ENV 1090 gives supplementary provisions extending the application of ENV 1090-1 to cover
requirements for execution of steel structures or components for steel structures that are:

- latticed and assembled into either uni-planar or multi-planar configurations;
and
- composed partly or wholly of circular, square or rectangular hollow sections.

Note 1: The terms hollow section or hollow section component are intended to include all types of hollow
components, not only those produced as a standard range of rolled steel shapes but also custom-made
fabricated shapes.

Note 2: The requirements of this part of ENV 1090 are only applicable to structures not susceptible to
fatigue.

(107) With respect to execution of joints and connections in hollow section lattice girders, this part of ENV 1090
is intended to be consistent with the requirements for design given in
Annex K of ENV 1993-1-1.

Note: The scope of this part of ENV 1090 includes welded and bolted lattice structures, although this part

of ENV 1090 and Annex K of ENV 1993-1-1 concentrate on requirements for welded lattice structures.
Annex J lists some informative references.
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2 NORMATIVE REFERENCES

This clause of ENV 1090-1 is applicable.

3 DEFINITIONS

This clause of ENV 1090-1 is applicable except as follows:

Addition:

3.118: component: A separate part produced during fabrication, which may itself be an assembly of
several smaller components, see also note 1.

3.119: connection: Location at which two components are interconnected. See also note 2 and note 3.

3.120: gap: The distance, measured along the length of the connecting face of the chord,
between the toes of the adjacent brace components. See also note 2.

3.121: joint: A nodal zone within which two or more components are connected. See also
note 3.

3.122: member: A designation used for structural design purpose, usually stating the function of a
component.

3.123: multi-planar joint: A joint of components in more than a single plane. See also note 1.

3.124: overlap: The intersecting distance, measured along the length of the connecting face of
the chord, between the toes of the adjacent brace components. See also note 2.

3.125: structure: Organized combination of connected components designed to provide some
measure of rigidity; hence a self-stable framework on site. The term refers to load
carrying components. See also note 2.

3.126: uni-planar joint: A joint of components in a single plane. See also note 2.

Note 1: In Annex K of ENV 1993-1-1, the term member is used for individual components or assemblies
of components that are designed to serve a particular purpose. The constructor may not know the design
purpose of components.

Note 2: The terms 3.119, 3.120, 3.123, 3.124, 3.125, 3.126 are generally in accordance with the definitions
given in ENV 1993-1-1 and its Annex K, with component used instead of member.

Note 3: The terms connection and joint are sometimes used synonymously but a distinction is made in this
European Prestandard. Annex K of ENV 1993-1-1 uses connection in its title, but refers to joints in the text
and seems to imply that a joint is a number of connections at or around the same node, where each
connection is between just two members. Annex J of ENV 1993-1-1 defines the terms and uses them
more precisely. Examples of in-line, branch, and mitre joints are given in figures 1, 5 and 6 respectively.
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Figure 1: lllustration of defined terms

The symbols used on figure 1 means:
A = Structure
B = Component assembled from several smaller components
C = Chord component
D = Bracing component
E = Site bolted connection
F = Site welded connection
G = Joint

4 DOCUMENTATION

This clause of ENV 1090-1 is applicable.

5 MATERIALS

This clause of ENV 1090-1 is applicable.
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