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National foreword

This Draft for Development has been prepared by Technical Committee RP1/13
and is the English language version of ENV 12289:1996 Advanced technical
ceramics — Mechanical properties of ceramic composites at ambient
temperature — Determination of in-plane shear properties, published by the
European Committee for Standardization (CEN).

It 1s being issued in the Draft for Development series of publications and is of a
provisional nature because it is considered that further experience is required in
its application before it is converted into a British Standard. It should be applied
on this provisional basis, so that information and experience of its practical
application may be obtained for reporting to the CEN committee responsible for
converting the prestandard into a European Standard.

ENV 12289:1996 was produced as a result of international discussions in which
the UK took an active part.

A review of the prestandard will be carried out 2 years after its publication.
Submission of comments from users of this publication is requested.

According to the replies received, the responsible BSI committee will judge
whether to support the conversion into a European Standard or what other action
should be taken.

Comments should be sent in writing to the Secretary of RPI/13 BSI, 389 Chiswick
High Road, London W4 4AL quoting the document reference (DD ENV 12289),
the relevant clause and proposing, where possible, an appropriate revision of the
text.

NOTE International and European Standards as well as overseas standards, are available from
Customer Services, BSI, 389 Chiswick High Road, London, W4 4AL.

Cross-references

Publication referred to  Corresponding British Standard

EN 10002-2:1992 BS EN 10002 Tensile testing of metallic materials
Part 2:1992 Verification of the force measuring system of
the tensile testing machine

This publication is not to be regarded as a British Standard.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and 11,
the ENV title page, pages 2 to 12, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover. Documents
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EUROPEAN PRESTANDARD ENV 12289
PRENORME EUROPEENNE
EUROPAISCHE VORNORM August 1996

ICS 81.060.20

Descriptors: Composite materials, reinforcing materials, technical ceramics, mechanical properties, tests, environmental tests,
determination, shear

English version

Advanced technical ceramics — Mechanical properties of
ceramic composites at ambient temperature —
Determination of in-plane shear properties

Céramiques techniques avancées — Propriétés  Hochleistungskeramik — Mechanische

mécaniques des céramiques composites a Eigenschaften von keramischen

température ambiante — Détermination des Verbundwerkstoffen bei Raumtemperatur —

caractéristiques en cisaillement plan Bestimmung der Schereigenschaften in der
Ebene

This European Prestandard (ENV) was approved by CEN on 1996-04-30 as a
prospective standard for provisional application. The period of validity of this
ENV is limited initially to three years. After two years the members of CEN
will be requested to submit their comments, particularly on the question
whether the ENV can be converted into an European Standard (EN).

CEN members are required to announce the existance of this ENV in the same
way as for an EN and to make the ENV available promptly at national level in
an appropriate form. It is permissible to keep conflicting national standards in
force (in parallel to the ENV) until the final decision about the possible
conversion of the ENV into an EN is reached

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européiisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1996 Copyright reserved to CEN members
Ref. ND@ouments £
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Foreword 9.2 Use of the stress strain curves 5
) 9.3 Proportionality ratio or pseudo-elastic
This European P.restandard has been prepared by shear modulus, elastic shear modulus 6
Technical Committee CEN/TC 184 “Advanced 10 Test report 6
technical ceramics”, the secretariat of which is held P . ]
by BSL Annex A (normative) Figures 7
According to the CEN/CENELEC Internal Annex B (informative) Examples of figures 10
Regulations, the national standards organisations = Annex C (informative) Bibliography 11
of 'the following countries are boun'd to announce Figure A.1 — Test specimen
this European Prestandard: Austria, Belgium, Fi A9 Tost . a4 . 3
Denmark, Finland, France, Germany, Greece, ¥gure S es. .specnnen 1Mensions
Iceland, Ireland, Italy, Luxembourg, Netherlands,  Figure A.3 — Position of wedges 8
Norway, Portugal, Spain, Sweden, Switzerland and  Figure A.4 — Non valid ruptures and of valid
the United Kingdom. ruptures 9
Figure B.1 — Principle of toolin 10
Contents 5 P s :
Figure B.2 — Example of test specimen equiped
Page with strain gauges: superposed strain gauges,
bounded in the centre and at 45° angle from
Foreword 2 :
the axis 10
1 Scope 3 Table 1 4
2 Normative references 3
3 Principle 3
4 Definitions and symbols 3
4.1 1initial cross section area, Ao 3
4.2 measurement zone
(see Figure A.1in annex A) 3
4.3 in-plane shear strain, 3
4.4 1in-plane shear stress, 3
4.5 in-plane shear strength, 3
4.6 proportionality ratio or pseudo-elastic
shear modulus, Gp12 elastic shear
modulus G12 3
5 Apparatus 4
5.1 Test machine 4
5.2 Testjig 4
5.3 Strain gauges 4
5.4 Data recording system 4
5.5 Micrometers 4
6 Test specimens 4
7 Test specimen preparation 4
7.1 Machining 4
7.2 Bonding of the gauges 4
7.3 Number of test specimens 4
8 Test procedure 5
8.1 Measurement of test specimens
dimensions 5
8.2 Testing technique 5
8.3 Test validity 5
9 Calculation of results 5
9.1 Test specimen origin 5
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