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Committees responsible for this
Draft for Development

The United Kingdom participation in the preparation of this Draft for
Development was entrusted to Technical Committee B/515, Wood
preservation, upon which the following bodies were represented:

British Wood Preserving and Damp-proofing Association

Chemical Industries’ Association

Creosote Council

Department of the Environment (Building Research Establishment)
Electricity Industry in United Kingdom

Institute of Wood Science

National House-building Council

Timber Research and Development Association

Timber Trade Federation

The following bodies were also represented in the drafting of the prestandard,
through subcommittees and panels:

Association of Consulting Scientists
Imperial College of Science and Technology

This Draft for Development,

having been prepared under the

direction of the Sector Board for

Building and Civil Engineering,

was published under the

authority of the Standards

Board and comes into effect on

15 May 1995 Amendments issued since publication
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National foreword

This Part of DD ENV 1250 has been prepared by Technical Committee B/515 and
is the English language version of ENV 1250-1:1994 Wood preservatives —
Methods for measuring losses of active ingredients and other preservative
ingredients from treated timber — Part 1: Laboratory method for obtaining
samples for analysis to measure losses by evaporation to air, published by the
European Committee for Standardization (CEN). ENV 1250-1 was produced as a
result of international discussion in which the United Kingdom participated.

DD ENYV 1250 consists of the following Parts:

— Part 1: Laboratory method for obtaining samples for analysis to measure
losses by evaporation to air;

— Part 2: Laboratory method for obtaining samples for analysis to measure
losses by leaching into water or synthetic sea water.

The procedures described in this Draft for Development are intended to be carried
out by appropriately qualified and experienced persons or other suitably trained
and/or supervised personnel. Normal safety precautions should be used
throughout the use of the methods.

Cross-references

Publication referred to  Corresponding British Standard

EN 46:1988 BS 5434:1989 Wood preservatives — Determination of the
preventive action against recently hatched larvae of
Hylotrupes bajulus (Linnaeus) (laboratory method)

ISO 835-1:1981 BS 700 Graduated pipettes

Part 1:1982 Specification for general requirements

This publication is not to be regarded as a British Standard

It 1s being issued in the Draft for Development series of publications and is of a
provisional nature because there is at present insufficient experience in the use
of the test method. It should be applied on this provisional basis, so that
information and experience of its practical application may be obtained and
reported to the responsible CEN Technical Committee. Users of this Draft for
Development are invited to comment on its technical content, ease of use and any
ambiguities or anomalies. These comments will be taken into account when
preparing the UK national response to CEN on the question of whether the
ENYV can be converted to an EN. Comments should be sent in writing to the
Secretary of BSI Technical Committee B/515 at BSI, 389 Chiswick High Road,
London, W4 4AL, quoting this Draft for Development, the relevant clause number
and a proposed revision, within 2 years of the issue of this Draft for Development.

Summary of pages
This document comprises a front cover, an inside front cover, pages 1 and ii,
the ENV title page, pages 1 to 10, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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EUROPEAN PRESTANDARD ENV 1250-1
PRENORME EUROPEENNE
EUROPAISCHE VORNORM December 1994

ICS 71.100.50

Descriptors: Wood, wood preservatives, prevention, measurements, losses, chemical compounds, evaporation, laboratory tests,
samples, procedure

English version

Wood preservatives — Methods for measuring losses of
active ingredients and other preservative ingredients
from treated timber — Part 1: Laboratory method for

obtaining samples for analysis to measure losses by
evaporation to air

Produits de préservation du bois — Mesurage Holzschutzmittel — Verfahren zur

des pertes de matieres actives et d’autres Bestimmung der Abgabe von Wirkstoffen und
composants du produit de préservation a anderer Schutzmittelbestandteile aus

partir de bois traité — Partie 1: Méthode de behandeltem Holz — Teil 1:

laboratoire pour obtenir des échantillons pour  Laboratoriumsverfahren, um Analysenproben
analyse pour mesurer les pertes par zur Bestimmung der Abgabe durch
évaporation a l'air Verdunstung in Luft zu erhalten

This European Prestandard (ENV) was approved by CEN on 1994-09-28 as a
prospective standard for provisional application. The period of validity of this
ENV is limited initially to 3 years. After 2 years the members of CEN will be
requested to submit their comments, particularly on the question whether the
ENV can be converted into an European Standard (EN).

CEN members are required to announce the existence of this ENV in the same
way as for an EN and to make the ENV available promptly at national level in
an appropriate form. It is permissible to keep conflicting national standards in
force (in paralle to the ENV) until the final decision about the possible
conversion of the ENV into an EN is reached.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europaisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1994 Copyright reserved to CEN members
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