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National foreword

This Draft for Development is the official English version of ENV 1999-2:1998.
This publication is not to be regarded as a British Standard.

It is being issued in the Draft for Development series of publications and is of a
provisional nature. It should be applied on this provisional basis, so that information
and experience of its practical application may be obtained.

Comments arising from the use of this Draft for Development are requested so that
UK experience can be reported to the European organization responsible for its
conversion into a European Standard. A review of this publication will be initiated 2
years after its publication by the European organization so that a decision can be
taken on its status at the end of its three-year life. The commencement of the review
period will be notified by an announcement in Update Standards.

According to the replies received by the end of the review period, the responsible
BSI Commiittee will decide whether to support the conversion into a European
standard, to extend the life of the prestandard or to withdraw it. Comments should
be sent in writing to the Secretary of BSI Subcommittee B/525/9, Structural use of
aluminium, at 389 Chiswick High Road, London W4 4AL, giving the document
reference and clause number and proposing, where possible, an appropriate
revision of the text.

A list of organizations represented on this committee can be obtained on request to
its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled “International Standards Correspondence Index”, or by using the
“Find” facility of the BSI Standards Electronic Catalogue.

Summary of pages

This document comprises a front cover, an inside front cover, the National
Application Document (10 pages), the ENV title page, pages 2 to 90, an inside back
cover and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.

This Draft for Development, Amendments issued since publication
having been prepared under the
direction of the Sector Amd. No. Date Comments

Committee for Building and Civil
Engineering, was published under
the authority of the Standards
Committee and comes into effect
on 15 December 2000
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National Application Document

Introduction

This National Application Document (NAD) has been prepared under the direction of
Technical Committee B525, Building & Civil Engineering structures, (by sub-
committee B525/9). It has been developed from:

a)  atextural examination of ENV 1999-2:1998;
b)  a parametric calibration against BS 8118, supporting standards and test data;

c) trial calculations
1 Scope

This NAD provides information to enable ENV 1999-2:1998 (Eurocode 9 Part 2) to be
used for the design of buildings and civil and structural engineering works in the UK or
parts thereof which are susceptible to fatigue.

2 References
2.1 Normative References

This NAD incorporates, by reference, provisions from specific editions of other
publications. These normative references are cited at the appropriate points in the text.
Subsequent amendments to, or revision of, any of these publications apply to this NAD
only when incorporated in it by updating or revision.

2.2 Informative References

This NAD refers to other publications that provide information or guidance. Editions

of these publications current at the time of issue of this standard are listed, but reference
should be made to the latest editions.

3 Partial safety factors, combination factors and other values

a)  The values for partial load factors (y) should be those given in DD ENV 1999- 2:
1998 Clause 3.4

b)  The values for partial safety factors (ym) should be those given in ENV 1999-2:
1998 Clause 5.2.1(3). [see also 6.1.1 d) below re. y,, for adhesively bonded joints].
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4 Loading Codes

Guidance on loading specifically for fatigue may be obtained from:

BS2573 Part 1: 1983

Rules for the design of cranes

Part 1: “Specification for classification, stress calculations and design criteria for
structures”

BS2573 Part 2: 1980
Rules for the design of cranes
Part 2: “Specification for classification, stress calculations and design of mechanisms”

BS5400 Part 10: 1980
Steel, concrete and composite bridges.
Part 10: “Code of practice for fatigue”

BS8100 Part 1: 1986

Lattice towers and masts
Part 1: “Code of practice for loading”

BS8100 Part 2: 1986
Lattice towers and masts
Part 2: “Guide to the background and use of part 1 “Code of practice for loading”.

S  Reference Standards
The supporting standards to be used are listed in Tables 2 to 11.

6 Additional Recommendations
6.1 Guidance on Eurocode 9 : Part 1.1

Note. 6.1.1 to 6.1.5 should be followed when designing in accordance with Eurocode 9:
Part 2
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6.1.1 Chapter 1 General

a) Clause 1.1.1(2) Damage tolerance
The use of damage tolerant designs [ref Eurocode 9: Part 2 clauses 2.1.6(2) and
2.3.1] should be limited to any structural applications that would normally be
subjected to regular inspections for fatigue damage.

b) Clause 1.1.3 products
Designers wishing to employ castings under fatigue conditions should consult
the manufacturers and consider prototype fatigue testing of components.

c) Clause 1.1.5
Range of materials. Use of aluminium alloy products listed in the British
Standards given in Table 1 is also permitted.

NOTE: This provision is to enable the use of materials held in stock which were produced prior to the
adoption of the EN material standards.

d) Clause 1.1.6 Joining Methods
Whilst adhesive bonding is listed in this clause, they should not be used under
fatigue conditions without consultation with the manufacturers and
representative testing of a sufficient number of samples.

6.1.2 Section 2 Basis of Design
a) Clause 2.1.6(2) Damage tolerant design — see notes above re Clause 1.1.1.

b) Clause 3 — Damage tolerant design — see
notes above re Clause 1.1.1.

6.1.3 Section 3 — Loading

a) Clause 3.1(2) Delete reference to ENV 1991 and use loading codes relevant to
particular application (see also section 4 above) or actual data as available.

6.1.4 Section 4 — Loading

a) Clause 4.2.2(1)e) Delete "(see Part 1 of this Prestandard)" and replace with "In a
web in shear the modified nominal stress should be calculated using an effective
thickness of 1.7p,ty (but not more than t,,). The value of p, should be taken
from clause 5.12.4 and 5.12.5 of DD ENV 1999-1-1."
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6.1.5 Section 5 Fatigue Strength Data

a) Clause 5.2.3 (3)
Adhesive bonding should not be used in fatigue conditions without
representative test data. (See ref'to Clause 1.1.6 above). Delete the sentence
“otherwise a high value of v, should be used”.

b) Table 5.1.5 and Fig 5.2.5

The fatigue curve and detail category should only be used for non-critical
applications or for preliminary design prior to representative testing.
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TABLE 1: Permitted British Standards for Alloys

BS 1470:1987 Wrought aluminium and aluminium alloys for general engineering
purposes: plate, sheet and strip.

BS 1471:1972 Specification for wrought aluminium and aluminium alloys- Drawn tube.
BS 1472:1972 Specification for wrought aluminium and aluminium alloys- Forging
stock and forgings

BS 1474:1987 Specification for wrought aluminium and aluminium alloys for general
engineering purposes: bars, extruded round tubes and sections

BS 1475:1972 Specification for wrought aluminium and aluminium alloys- Wire

BS 1490:1988 Specification for aluminium and aluminium alloy ingots and castings for
general engineering purposes

BS 4300-1:1967 Specification (supplementary series) for wrought aluminium and
aluminium alloys Part 1: Aluminium alloy longitudinally welded tube

BS 4300-4:1973 Specification (supplementary series) for wrought aluminium and
aluminium alloys for general engineering purposes- Part 4:6463 Solid extruded bars and
sections suitable for bright trim/reflector applications

BS 4300-5:1973 Specification (supplementary series) for wrought aluminium and
aluminium alloys for general engineering purposes- Part 5:2011 Free cutting bar and
wire

BS 4300-12:1969 Specification (supplementary series) for wrought aluminium and
aluminium alloys- Part 12:5454 Bar, extruded round tube and sections

BS 4300-15:1973 Specification (supplementary series) for wrought aluminium and
aluminium alloys Part 15:7020 Bar, extruded round tube and sections

Table 2: Reference standards common to different product forms

BS EN 515:1993 Aluminium and aluminium alloys- Wrought products- Temper
designations.

BS EN 573-3:1995  Aluminium and aluminium alloys- Chemical composition and
form of wrought products- Part 3: Chemical composition.

BS EN 573-4:1995  Aluminium and aluminium alloys- Chemical composition and
form of wrought products- Part 4: Forms of product.
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Table 3: Reference Standards for Aluminium and Aluminium alloy Plate, Sheet
and Strip (Replaces BS 1470:1987)

BS EN 485-1:1995  Aluminium and aluminium alloys- Sheet, strip and plate- Part 1:
Technical conditions for inspection and delivery.

BS EN 485-2:1995  Aluminium and aluminium alloys- Sheet, strip and plate- Part 2:
Mechanical properties.

BS EN 485-3:1994  Aluminium and aluminium alloys- Sheet, strip and plate- Part 3:
Tolerances on shape and dimensions for hot rolled products.

BS EN 485-4:1994  Aluminium and aluminium alloys- Sheet, strip and plate- Part 4:
Tolerances on shape and dimensions for cold rolled products.

Table 4: Reference Standards for Aluminium and Aluminium Alloy Drawn Tube.
(Replaces BS 1471: 1972)

BS EN 754-1:1997 Aluminium and aluminium alloys- Cold drawn rod/bar and tube-
Part 1: Technical conditions for inspection and delivery.

BS EN 754-2:1997  Aluminium and aluminium alloys- Cold drawn rod/bar and tube-
Part 2: Mechanical properties.

BS EN 754-7:1998 Aluminium and aluminium alloys- Cold drawn rod/bar and tube-
Part 7: Seamless tubes, tolerances on dimensions and form.

BS EN 754-8:1998 Aluminium and aluminium alloys- Cold drawn rod/bar and tube-
Part 8: Porthole tubes, tolerances on dimensions and form.

Table 5: Reference Standards for Aluminium an Aluminium Alloy Forging Stock and
Forgings (Replaces BS 1472: 1972

BS EN 586-1: 1998 Aluminium and aluminium alloys- Forgings- Part 1: Technical
conditions for inspection and delivery.

BS EN 586-2: 1994 Aluminium and aluminium alloys- Forgings- Part 2: Mechanical
properties and additional property requirements.

BS EN 603-1: 1997 Aluminium and aluminium alloys- Wrought forging stock- Part 1:
Technical conditions for inspection and delivery.

BSEN 603-2: 1997 Aluminium and aluminium alloys- Wrought forging stock- Part 2:
Mechanical properties.

BS EN 604-1: 1997 Aluminium and aluminium alloys- Cast forging stock- Part 1:
Technical conditions for inspection and delivery.

BS EN 604-2: 1997 Aluminium and aluminium alloys- Cast forging stock- Part 2:
Tolerances on dimensions and form
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Table 6: Reference Standards for Aluminium and Aluminium Alloy Bars, Extruded
Round Tubes and Sections. (Replaces BS 1474: 1987, BS4300-12; and BS
4300-15:1973)

BS EN 755-1: 1997 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 1: Technical conditions for inspection and delivery

BS EN 755-2: 1997 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 2: Mechanical properties.

BS EN 755-3: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 3: Round bars, tolerances on dimensions and form.

BS EN 755-4: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 4: Square bars, tolerances on dimensions and form.

BS EN 755-5: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 5: Rectangular bars, tolerances on dimensions and form.

BS EN 755-6: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 6: Hexagonal bars, tolerances on dimensions and form.

BS EN 755-7: 1998 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 7: Seamless tubes, tolerances on dimensions and form.

BS EN 755-8: 1999 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 8: Porthole tubes, tolerances on dimensions and form.

EN 755-9: Aluminium and aluminium alloys- Extruded rod/bar, tubes and
profiles- Part 9: Profiles, tolerances on dimensions and form.
EN 12020-1 Aluminium and aluminium alloys- Extruded precision profiles in

alloys EN AW 6060/EN AW 6063- Part 1: Technical conditions for
inspection and delivery.

EN 12020-2 Aluminium and aluminium alloys- Extruded precision profiles in
alloys EN AW 6060/EN AW 6063- Part 2: Tolerances on dimensions
and form.

Table 7: Reference Standards for Aluminium and Aluminium Alloy Wire (Replaces
BS 1475: 1972)

BS EN 1301-1: 1997 Aluminium and aluminium alloys- Drawn wire- Part 1: Technical
conditions for inspection and delivery.

BS EN 1301-2: 1997 Aluminium and aluminium alloys- Drawn wire- Part 2: Mechanical
properties.

BS EN 1301-3: 1997 Aluminium and aluminium alloys- Drawn wire-Part 3: Tolerances
on dimensions.
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Table 8: Reference Standards for Aluminium and Aluminium Alloy Ingots and
Castings for General Engineering Purposes. (Replaces BS 1490: 1988)

BS EN 1559-1: 1997 Founding- Technical conditions of delivery- Part 1: General.

EN 1559-4: Founding- Technical conditions of delivery- Part 4: Additional
requirements for aluminium castings (under preparation).

BS EN 1676: 1997  Aluminium and aluminium alloys- Alloyed ingots for remelting-
Specifications.

BS EN 1706: 1998  Aluminium and aluminium alloys- Castings- Chemical composition
and mechanical properties.

Table 9: Reference Standards for Aluminium and Aluminium Alloy Longitudinally
Welded Tube. (Replaces BS 4300-1: 1967)

BS EN 1592-1: 1998 Aluminium and aluminium alloys- HF seamwelded tubes- Part 1:
Technical conditions for inspection and delivery.

BS EN 1592-2: 1998 Aluminium and aluminium alloys- HF seamwelded tubes- Part 2:
Mechanical properties.

BS EN 1592-3: 1998 Aluminium and aluminium alloys- HF seamwelded tubes- Part 3:
Tolerances on dimensions and form of circular tubes.

BS EN 1592-4: 1998 Aluminium and aluminium alloys- HF seam welded tubes- Part 4:
Tolerances on dimensions and form for square, rectangular and
shaped tubes.

Table 10: Reference Standards for Aluminium and Aluminium Alloy Solid Extruded
Bars and Sections suitable for bright trim/reflector applications. (Replaces
BS 4300-4: 1973)
BS EN 755-1: 1997 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 1: Technical conditions for inspection and delivery.
BS EN 755-2: 1997 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 2: Mechanical properties.
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Table 10: Reference Standards for Aluminium and Aluminium Alloy Solid Extruded
Bars and Sections suitable for bright trim/reflector applications. (Replaces
BS 4300-4: 1973) (Cont'd)

BSEN 755-3: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 3: Round bars, tolerances on dimensions and form.

BS EN 755-4: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 4: Square bars, tolerances on dimensions and form.

BS EN 755-5: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 5: Rectangular bars, tolerances on dimensions and
form.

BS EN 755-6: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 6: Hexagonal bars, tolerances on dimensions and form.

EN 755-9 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 9: Profile, tolerances on dimensions and form.

Table 11: Reference Standards for Aluminium and Aluminium Alloy Free Cutting
Bar and Wire. (Replaces BS 4300-5: 1973).

BS EN 754-1: 1997 Aluminium and aluminium alloys- Cold drawn rod/bar and tube-
Part 1: Technical conditions for inspection and delivery.

BS EN 754-2: 1997 Aluminium and aluminium alloys- Cold drawn rod/bar and tube-
Part 2: Mechanical properties.

BS EN 754-3: 1996 Aluminium and aluminium alloys- Cold drawn rod/bar and tube-
Part 3: Round bars, tolerances on dimensions and form.

BS EN 754-6: 1996 Aluminium and aluminium alloys- Cold drawn rod/bar and tube-
Part 6: Hexagonal bars, tolerances on dimensions and form.

BS EN 755-1: 1997 Aluminium and aluminium alloys- Extruded rod/bar, tubes and
profiles- Part 1: Technical conditions for inspection and delivery.

BS EN 755-2: 1997 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 2: Mechanical properties.

BS EN 755-3: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 3: Round bars, tolerances on dimensions and form.

BS EN 755-6: 1996 Aluminium and aluminium alloys- Extruded rod/bar, tube and
profiles- Part 6: Hexagonal bars, tolerances on dimensions and form.
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Foreword
Objectives of the Eurocodes

The Structural Eurocodes comprise a group of standards for the structural and geotechnical design of
buildings and civil engineering works.

They are intended to serve as reference documents for the following purposes:

a) As a means to prove compliance of building and civil engineering works with the essential
requirements of the Construction Products Directive (CPD).

b) As a framework for drawing up harmonised technical specifications for construction products.

They cover execution and control only to the extent that is necessary to indicate the quality of the
construction products, and the standard of the workmanship, needed to comply with the assumptions of
the design rules.

Until the necessary set of harmonised technical specifications for products and for methods of testing
their performance is available, some of the Structural Eurocodes cover some of these aspects in
informative annexes.

Background to the Eurocode Programme

The Commission of the European Communities (CEC) initiated the work of establishing a set of
harmonized technical rules for the design of building and civil engineering works which would initially
serve as an alternative to the different rules in force in the various Member States and would ultimately
replace them. These technical rules became known as the "Structural Eurocodes".

In 1990, after consulting their respective Member States, the CEC transferred the work of further
development, issue and updates of the Structural Eurocodes to CEN, and the EFTA Secretariat agreed
to support the CEN work.

CEN Technical Committee CEN/TC 250 is responsible for all Structural Eurocodes.

Eurocode programme
Work is in hand on the following Structural Eurocodes, each generally consisting of a number of parts:

EN 1991 Eurocode 1 Basis of design and actions on structures

EN 1992 Eurocode 2 Design of concrete structures

EN 1993 Eurocode 3 Design of steel structures

EN 1994 Eurocode 4 Design of composite steel and concrete structures
EN 1995 Eurocode 5 Design of timber structures

EN 1996 Eurocode 6 Design of masonry structures

EN 1997 Eurocode 7 Geotechnical design

EN 1998 Eurocode 8 Design of structures for earthquake resistance
EN 1999 Eurocode 9 Design of aluminium structures

Separate sub-committees have been formed by CEN/TC 250 for the various Eurocodes listed above.
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This part of the Structural Eurocode for Design of Aluminium Alloy Structures, which had been
finalised and approved for publication under the direction of CEC, is being issued by CEN as a
European Prestandard (ENV) with an initial life of three years.

This Prestandard is intended for experimental practical application in the design of the building and
civil engineering works covered by the scope as given in 1.1 and for the submission of comments.

After approximately two years CEN members will be invited to submit formal comments to be taken
into account in determining future action.

Meanwhile feedback and comments on this Prestandard should be sent to Secretariat of sub-committee
CEN/TC 250/SC 9 at the following address:

Secretariat of CEN/TC 250/SC 9

c/o Norwegian Council for Building Standardization
Postboks 129 Blindern

N -0314 OSLO

or to your national standards organisation.
National Applications Documents

In view of the responsibilities of authorities in member countries for the safety, health and other
matters covered by the essential requirements of the CPD, certain safety elements in this ENV have
been assigned indicative values which are identified by 0. The authorities in each member country are
expected to assign definitive values to these safety elements.

Some of the harmonised supporting prestandards, including the Eurocodes giving values of actions to
be taken into account and measures required for fire protection, may not be available by the time this
Prestandard is issued. It is therefore anticipated that a National Application Document (NAD) giving
definitive values for safety elements, referencing compatible supporting standards and providing
national guidance on the application of this Prestandard, will be issued by each member country or its
Standards Organisation.

It is intended that this Prestandard is used in conjunction with the NAD valid in the country where the
building or civil engineering works are located.

Matters specific to this Prestandard

General

The scope of Eurocode 9 is defined in Part 1.1 and the scope of this Part of Eurocode 9 is defined in
1.1.

In using this Prestandard in practice, particular regard should be paid to the underlying assumptions
and conditions given in 1.4.

In developing this Prestandard, background documents have been prepared, which give commentaries
on, and justifications for, some of the provisions in the Prestandard.
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Use of annexes

The six chapters of this Prestandard are complemented by five Annexes, some normative and some
informative.

The normative annexes have the same status as the chapters to which they relate. Most have been
introduced by moving some of the more detailed Application Rules, which are needed only in
particular cases, out of the main part of the text to aid its clarity.

Concept of reference standards

In order to use this Prestandard reference needs to be made to various CEN and ISO standards. These
are used to define the product characteristics and processes which have been assumed to apply in
formulating the design rules.

This Prestandard mentions certain "Reference Standards". Each Reference Standard makes reference to
the whole or, part of, a number of CEN and/or ISO standards. Where any referenced CEN or ISO
standard is not yet available, the National Application Document should be consulted for the standard

to be used instead. It is assumed that only those grades and qualities given in normative Annex B of
Part 1.1 will be used for buildings and civil engineering works designed to this Prestandard.

Partial safety factors

This Prestandard gives general rules for the design of aluminium structures which relate to the limit
states of members and connections which involve structural failure due to fatigue.

Most of the rules have been calibrated against test results in order to obtain consistent values of the
partial safety factors for resistance ywmr.

Guidance is given on appropriate partial factors yg for loading where the loading cannot be obtained
from existing loading codes.

Fabrication and erection

Chapter 6 of this Prestandard is intended to indicate some minimum standards of workmanship and
normal tolerances that have been assumed in deriving the design rules given in this Prestandard.

It also indicates the information relating to particular fatigue critical parts of a structure that the
designer needs to supply in order to define the execution and maintenance requirements.

Design assisted by testing

Section 2.4 is not generally required in the course of routine design, but is provided, together with
Annex C, for use in the special circumstances in which it may become appropriate.
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1 General
1.1  Scope of Eurocode 9 Part 2

1.1.1 Application

(1) This Part 2 gives the basis for the design of aluminium alloy structures with respect to the limit state of
fatigue induced fracture. Design for other limit states is covered in Part 1.

(2) This Part 2 gives rules for design by the following methods:

- Safe life
- Damage tolerance
- Design by testing

(3) This Part 2 contains the manufacturing quality requirements necessary to ensure that the design assumptions
are met in practice.

1.1.2 Structural forms
(1) This Part 2 covers:
- Beams and braced and unbraced framed structures
- Latticed structures
- Stiffened plate structures of flat or shell construction
- Solid bodies
(2) This Part 2 does not cover pressurised containment vessels, or pipework.
1.1.3 Basic products
(1) This Part 2 covers:
- Rolled sections
- Extrusions
- Drawn Tubes
- Formed Profiles
- Forgings
- Castings
1.1.4 Member forms

(2) This Part 2 covers open and hollow sections, including members built up from combinations of these
products.

1.1.5 Materials

(1) This Part 2 covers the wrought alloys listed with a tick in Table 1.1.1 and the cast alloys listed in Table
1.1.2.
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Table 1.1.1: Wrought aluminium alloys for structures

Alloy Process and form of product
designation
Rolled Extruded Drawn HF seam- | Forged
welded
(EN 485) (EN 755) (EN 754) | (EN 1592) | (EN 586)
Sheet"| Strip | Plate?| Rod | Tube | Profile | Tube Tube Shapes
bar
EN AW-3103 v v v v
EN AW-5083 v v v v |V v v v
EN AW-5052 v v v
EN AW-5454 v v v
EN AW-5754 v v v v
EN AW-6060 v v v v
EN AW-6061 v v v v v v
EN AW-6063 v v v
EN AW-6005A v
EN AW-6082 v v v v |V v v
EN AW-7020 v v v v | v v
Note 1: thicknesses <6émm
Note 2: thicknesses >6mm
Note 3: simple profiles only
Table 1.1.2: Cast aluminium alloys for structures
Alloy designation Casting type
(EN 1706)
Sand Permanent mould (chill)

EN AC-42100 v v

EN AC-42200 v v

EN AC-43200 v v

EN AC-44100 v v

EN AC-51300 v v

Note 1: simple shapes only

Documents

Full document details: DD ENV 1999-2:2000

Document Sharing Hub


http://www.avadocuments.com/doc/dd-env-1999-2-2000
http://www.avadocuments.com/doc/dd-env-1999-2-2000

Page 9
ENV 1999-2:1998

1.1.6 Joining methods
(1) This Part covers the following joining methods:

- Arc welding (metal inert gas and tungsten inert gas)
- Fastening with threaded components

- Riveting

- Adhesive bonding

11.7 Environmental conditions

(1)P This Part covers structural applications exposed to normal atmospheric conditions and temperatures not
exceeding +100°C (for fatigue purposes), including marine environments, except for adhesively bonded joints
where the temperature limits apply to the range -20°C to 60°C. For aluminium alloy 5083 the data apply to
maximum temperatures not exceeding 65°C. Fatigue strength data are not applicable to parts of the structure
exposed to environments which are aggressively corrosive to the materials concerned.

(2) If these limits are exceeded resort may need to be made to test data and certification of fabrication
technology.

1.2 Normative References

(1) This European PreStandard incorporates by dated or undated reference, provisions from other standards.
These normative references are cited at the appropriate places in the text.

EN287-2  Approval testing of welders - Fusion welding - Part 2: Aluminium and its alloys
EN 288-4  Specification and approval of welding procedures for metallic materials - Part 4
Welding procedure tests for the arc welding of aluminium and its alloys.

EN 485 Aluminium and aluminium alloys - Sheet, strip and plate
EN 586 Aluminium and aluminium alloys - Forgings
EN 719 Welding coordination - Tasks and responsibilities

EN 729-2  Quality requirements for welding - Fusion welding of metallic parts - Part 2:
Comprehensive quality requirements

EN 754 Aluminium and aluminium alloys - Cold drawn rod/bar and tube

EN 755 Aluminium and aluminium alloys - Extruded rod/bar, tube and profiles

EN 1011-4 Recommendation for arc welding - Part 4: Specific requirements for aluminium
and its alloys

EN 1706 Aluminium and aluminium alloys - Castings

EN 30042  Arc welded joints in aluminium and its weldable alloys - Guidance on quality
levels for imperfections

ENV 1991-3 Traffic loads on bridges

ENV 1991-5 Actions induced by cranes and machinery

13 Distinction Between Principles and Application Rules

(1) Depending on the character of the individual clauses, distinction is made in this Eurocode between
Principles and Application Rules.

(2) The Principles comprise:

- general statements and definitions for which there is no alternative, as well as
- requirements and analytical models for which no alternative is permitted unless specifically stated.

(3) The Principles are identified by the letter P following the paragraph number.
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(4) The Application Rules are generally recognised rules which follow the Principles and satisfy their
requirements.

(5) It is permissible to use alternative design rules different from the Application Rules given in the Eurocode,
provided that it is shown that the alternative rule accords with the relevant Principles and is at least equivalent
with regard to the resistance, serviceability and durability achieved by the structure.

(6) In this part the Application rules are identified by a number in brackets, as in this paragraph.

14 Assumptions
(1)P The following assumptions shall apply:

- Structures are designed by appropriately qualified and experienced personnel.

- Adequate supervision and quality control is provided in factories, in plants and on site.

- Construction is carried out by personnel having the appropriate skill and experience.

- The construction materials and products are used as specified in this Eurocode or in the relevant material
or product specifications.

- The structure will be adequately maintained.

- The structure will be used in accordance with the design brief.

(2)P The design procedures are valid only when the quality requirements for execution and workmanship given
in Annex D are complied with, except where specific measures are taken to enable alternative quality standards
to be validated by fracture mechanics or test.

(3) Numerical values identified by O are given as indications. Other values may be specified by Member
States.

1.5 Definitions

1.51 Terms common to all Eurocodes

(1)P Unless otherwise stated in Part 1 of Eurocode 9 the terminology used in International Standard ISO 8930
applies.

1.5.2 Special terms used in this Part 2 of Eurocode 9
(1)P The following terms are used in Part 2 of Eurocode 9 with the following meanings:

- Fatigue: Weakening of a structural part, through gradual crack propagation caused by repeated stress
fluctuations.

- Fatigue loading: A set of typical load events described by the positions or movements of loads, their
variation in intensity and their frequency and sequence of occurrence.

- Loading event: A defined loading sequence applied to the structure, which, for design purposes, is
assumed to repeat at a given frequency.

- Nominal stress: A stress in the parent material adjacent to a potential crack location, calculated in
accordance with simple elastic strength of materials theory, i.e. assuming that plane sections remain plane
and that all stress concentration effects are ignored.

- Modified nominal stress: A nominal stress increased by an appropriate geometrical stress concentration
factor K, to allow only for geometric changes of cross section which have not been taken into account in
the classification of a particular constructional detail.

- Structural stress (also known as 'geometric stress'): The elastic stress at a point, taking into account all
geometrical discontinuities, but ignoring any local singularities where the transition radius tends to zero,
such as notches due to small discontinuities, e.g. weld toes, cracks, cracklike features,
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normal machining marks etc. The structural stress is in principle the same stress parameter as the modified

nominal stress, but generally evaluated by a different method.

- Geometrical stress concentration factor K;: The ratio between the structural stress evaluated with the
assumption of linear elastic behaviour of the material and the nominal stress.

- Hot spot stress: The structural stress at a specified initiation site in a particular type of geometry, such as
a weld toe in an angle hollow section joint, for which the fatigue strength, expressed in terms of the hot
spot stress range, is usually known.

- Local stress concentration factor of a classified detail K.4: The ratio between the peak stress evaluated
with a particular finite element method (FEM) analysis at the hot spot of a classified detail and the

nominal stress.
- Stress history: A continuous chronological record, either measured or calculated, of the stress variation

at a particular point in a structure, (usually for the duration of a loading event) (see Fig.1.5.1).
- Stress turning point: The value of stress in a stress history where the rate of change of stress changes

sign (see Fig.1.5.1).
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Fig.1.5.1 Terminology relating to stress histories and cycles
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- Stress peak: A turning point where the rate of change of stress changes from positive to negative (see
Fig.1.5.1).

- Stress valley: A turning point where the rate of change of stress changes from negative to positive (see
Fig.1.5.1). (Also known as a 'stress trough').

- Constant amplitude: Relating to a stress history where the stress alternates between stress peaks and
stress valleys of constant values (see Fig.1.5.1).

- Variable amplitude: Relating to any stress history containing more than one value of peak or valley
stress (see Fig.1.5.1.)

- Stress cycle: Part of a constant amplitude stress history where the stress starts and finishes at the same
value but, in doing so passes through one stress peak and one stress valley (in any sequence). Also, a
specific part of a variable amplitude stress history as determined by a cycle counting method (see
Fig.1.5.1).

- Cycle counting: The process of transforming a variable amplitude stress history into a spectrum of stress
cycles, each with a particular stress range, e.g. the ‘Reservoir’ method and the 'Rain flow' method (see
Fig.4.4.1).

- Stress range: The algebraic difference between the stress peak and the stress valley in a stress cycle.

- Stress-range spectrum: Histogram of the frequency of occurrence for all stress ranges of different
magnitudes recorded or calculated for a particular loading event (also known as 'stress spectrum'.

- Design spectrum: The total of all stress-range spectra relevant to the fatigue assessment.

- Detail category: The designation given to a particular fatigue initiation site for a given direction of stress
fluctuation in order to indicate which fatigue strength curve is applicable for the fatigue assessment.

- Endurance: The life to failure expressed in cycles, under the action of a constant amplitude stress history.
- Fatigue strength curve: The quantitative relationship relating stress range and endurance, used for the
fatigue assessment of a category of constructional detail, plotted with logarithmic axes in this standard

(see Fig.1.5.2).
- Reference fatigue strength: The constant amplitude stress range Aa, for a particular detail category for
an endurance N =2 x 10° cycles (see Fig.1.5.2).

- Constant amplitude fatigue limit: The stress range below which value all stress ranges in the design
spectrum must lie for fatigue damage to be ignored (see Fig.1.5.2).

- Cut-off limit: Limit below which stress ranges of the design spectrum may be omitted from the
cumulative damage calculation (see Fig.1.5.2).

- Design life: The reference period of time for which a structure is required to perform safely with an
acceptable probability that structural failure by fatigue cracking will not occur.

- Safe life: The period of time for which a structure is estimated to perform safely with an acceptable
probability that failure by fatigue cracking will not occur, when using the safe life design method.

- Fatigue damage: The ratio of the number of cycles of a given stress range which is required to be
sustained during a specified period of service to the endurance of the detail under the same stress range.

- Miner's summation: The summation of the damage due to all cycles in a stress-range spectrum (or a
design spectrum), based on the Palmgren-Miner rule.

- Equivalent fatigue loading: A simplified loading, usually a single load applied a prescribed number of
times in such a way that it may be used in place of a more realistic set of loads, within a given range of
conditions, to give an equivalent amount of fatigue damage, to an acceptable level of approximation.

- Equivalent stress range: The stress range at a detail caused by the application of an equivalent fatigue
load.
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Fig. 1.5.2. Fatigue Strength Curve

Fatigue damage calculated for a given period of service.
Fatigue damage calculated for the full design life.
Effective length of adhesively bonded lap joints.
Number (or total number) of stress range cycles.

Endurance under stress range Ao;.
Number of cycles (2 million) at which the reference fatigue strength is defined.

Number of cycles (5 million) at which the constant amplitude fatigue limit is defined.

Number of cycles (100 million) at which the cut-off limit is defined.

Minimum stress divided by the maximum stress in a constant amplitude stress history or a cycle
derived from a variable amplitude stress history. Also applies in the context of stress intensity.
Time for a crack to grow from a detectable size to a fracture critical size.

Inspection interval.

Design life
Safe life

Characteristic shear strength of adhesive
Fatigue strength factor for adhesive joints

Number of standard deviations above mean predicted number of cycles of loading.
Number of standard deviations above mean predicted intensity of loading.
Minimum detectable length of crack.
Fracture critical length of crack

Inverse slope constant of a log Ac - log N fatigue strength curve.
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m Value of m for N < 5 x 10° cycles.
m,  Value of m for 5 x 10° <N < 10® cycles.
n; Number of cycles of stress range Ac;.

Yre Partial safety factor for fatigue load intensity.

yve  Partial safety factor for fatigue strength.

Oimaxs OmaMaximum and minimum values of the fluctuating stresses in a stress cycle.
Ac  Nominal stress range (normal stress).

Ac.a Effective shear stress in adhesive.

Acc  Reference fatigue strength at 2 million cycles (normal stress).

Acp  Constant amplitude fatigue limit.

Aoy Cut-off limit.

Aoy  Fatigue strength (normal stress).

log  Logarithm to base 10.

1.7 Design Documents

1.71 Drawings

(1)P The drawings shall contain full details of all connections which are susceptible to fatigue, including
component dimensions and fit-up tolerances, sizes and types of fastener, and weld throat, leg and penetration
dimensions.

(2)P The required fatigue class shall be indicated for the relevant welded joints in accordance with 6.2.
1.7.2 Manufacturing specification

(1)P The manufacturing specification shall include all special requirements for material preparation, assembly,
joining, post treatment and inspection as defined in the relevant Detail Category Tables 5.1.1 to 5.1.5 to ensure
that the required fatigue strengths are achieved. See also Annex D.

1.73 Operation manual
(1P The operation manual shall include:

- Details of the fatigue loadings and the design life assumed in the design.

- Any necessary requirements to monitor loading intensity and frequency during service.

- Limitations on future modification of the structure, in particular the making of holes or welding of
attachments.

- Instructions for dismantling and reassembly of parts, eg. tightening of fasteners.

- Acceptable repair methods in the event of accidental damage in-service (e.g. dents, penetrations, tears,
etc).

1.74 Maintenance manual

(1)P The maintenance manual shall include a schedule of any necessary in-service inspection of fatigue critical
parts. Where damage tolerant design has been used this shall include:

- The methods of inspection

- The locations for inspection

- The frequency of inspections

- The maximum permissible crack size before correction is necessary

- Details of acceptable methods of repair or replacement of fatigue cracked parts
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2 Basis of design
2.1 General
211 Design objective

(1)P The aim of designing a structure against the limit state of fatigue shall be to ensure, with an acceptable
level of probability, that its performance is satisfactory during its entire design life, such that the structure will
not fail by fatigue during the design life nor will it be likely to require premature repair of damage caused by
fatigue.

21.2 Influence of fatigue on design

(1)P Structures subjected to frequently fluctuating service loads may be susceptible to failure by fatigue and
shall be checked for that limit state.

(2)P The degree of compliance with the ultimate or serviceability limit state criteria given in Part 1-1 of
Eurocode 9 shall not be used as a measure of the risk of fatigue failure (see 2.1.3).

(3)P The extent to which fatigue is likely to control the design shall be established as early as possible. The
following factors shall be taken into account:

a) An accurate prediction of the complete service loading sequence throughout the design life shall be
made.

b) The elastic response of the structure under these loads shall be accurately assessed.

c)Detail design, methods of manufacture and degree of quality control can have a major influence on
fatigue strength, and may need to be controlled more precisely than for structures designed for other limit
states (see S and Annex D). This can have a significant influence on design and construction cost.

21.3 Mechanism of failure

(1)P It shall be assumed that fatigue failure usually initiates at a highly stressed point (due to abrupt geometry
change, tensile residual stress or sharp crack-like discontinuities). Fatigue cracks will extend incrementally
under the action of cyclic stress change. They normally remain stable under constant load. Ultimate failure
occurs when the remaining cross section is insufficient to carry the peak applied load.

(2)P It shall be assumed that fatigue cracks propagate approximately at right angles to the direction of
maximum principal stress range. The rate of propagation increases exponentially. For this reason crack
growth is often slow in the early stages, and fatigue cracks tend to be inconspicuous for the major part of their
life. This may give rise to problems of detection in service (see Annex B).

214 Potential sites for fatigue cracking
(1P The following initiation sites for fatigue cracks associated with specified details shall be considered:

a) toes and roots of fusion welds;

b) machined corners;

¢) punched or drilled holes;

d) sheared or sawn edges;

e) surfaces under high contact pressure (fretting);
f) roots of fastener threads.

(2)P Fatigue cracks may also initiate at unspecified features, which may nevertheless occur in practice. The
following shall be considered where relevant:

a) Material discontinuities or weld flaws; Documents
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b) Notches or scoring from mechanical damage;
¢) Corrosion pits.

215 Conditions for fatigue susceptibility
(1) In assessing the likelihood of susceptibility to fatigue, the following should be taken into account:

a) High ratio of dynamic to static load: Moving or lifting structures, such as land or sea transport vehicles,
cranes, etc. are more likely to be prone to fatigue problems than fixed structures, unless the latter are
predominantly carrying moving loads, as in the case of bridges.

b) Frequent applications of load: This results in a high number of cycles in the design life. Slender
structures or members with low natural frequencies are particularly prone to resonance and hence
magnification of dynamic stress, even when the static design stresses are low. Structures subjected
predominantly to fluid loading, such as wind, and structures supporting machinery should be carefully
checked for resonant effects.

¢) Use of welding: Some commonly used welded details have low fatigue strength. This applies not only to
joints between members, but also to any attachment to a loaded member, whether or not the resulting
connection is considered to be 'structural'.

d) Complexity of joint detail: Complex joints frequently result in high stress concentrations due to local
variations in stiffness of the load path. Whilst these may often have little effect on the ultimate static
capacity of the joint they can have a severe effect on fatigue resistance. If fatigue is dominant the member
cross-sectional shape should be selected to ensure smoothness and simplicity of joint design, so that stresses
can be calculated and adequate standards of fabrication and inspection can be assured.

e) Environment: In some thermal and chemical environments fatigue strength may be reduced if the surface
of the metal is unprotected.

21.6 Methods of fatigue design

(1)P Safe life design: This method is based on the calculation of damage during the structure's design life
using standard lower bound endurance data and an upper bound estimate of fatigue loading. This will provide a
conservative estimate of fatigue life and in-service inspection shall not normally be considered essential for
safety. The method is given in 2.2.

(2)P Damage tolerant design: This method is based on limiting the growth of fatigue cracking by means of a
mandatory inspection programme. Once a fatigue crack has reached a pre-determined size the part shall be
repaired or replaced. The method is given in 2.3.

NOTE: The method may be suitable to apply in certain applications where a safe life assessment shows that
fatigue has a significant effect on design economy and a higher risk of fatigue cracking during the design
life may be justified than is permitted using safe life design principles. Whilst the method is intended to
result in a risk of ultimate structural failure comparable to that assumed for safe life design, it may result in
a higher risk of temporary loss of serviceability.

(3)P Design by testing: This method shall be resorted to where the necessary loading data, response data,
fatigue strength data or crack growth data are not available from standards or other sources for a particular
application. Test data shall only be used in lieu of standard data on condition that they are obtained and applied
under controlled conditions. Guidance is given in 2.4 and Annex C.
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2.2 Safe Life Design
221 Prerequisites for safe life design

(1)P The predicted service history of the structure shall be available in terms of a loading sequence and
frequency. Alternatively the stress response at all potential initiation sites shall be available in terms of stress
histories. :

(2) P The fatigue strength characteristics at all potential initiation sites shall be available in terms of fatigue
strength curves.

(3)P The quality standards used in the manufacture of the components containing potential initiation sites shall
be defined.

2.2.2 Calculation procedure for safe life design

(1) P Potential fatigue crack initiation sites in regions of the structure containing the highest stress fluctuations
and/or the severest stress concentrations shall be checked first.

(2)P The basic procedure shall be as follows (see Figure 2.2.1):

a) An upper bound estimate of the service loading sequence for the structure's design life shall be obtained
(see 3).

b) The resulting stress history at the potential initiation site being checked shall be estimated (see 4.1 and
4.2 or 4.3).

c) Where nominal stresses are being used, modify the stress history in any region of geometrical stress
concentration which is not already included in the detail category, by applying an appropriate stress
concentration factor (see 4.2).

d) The stress history shall be reduced to an equivalent number of cycles (n;) of different stress ranges Ac;
using a cycle counting technique (see 4.4).

e) The cycles shall be ranked in descending order of amplitude Ac; to form a stress-range spectrum, where i
=1, 2, 3 etc for the first, second, third band in the spectrum (see 4.5).

f) Categorise the detail in accordance with Tables 5.1.1 to 5.1.5. For the appropriate detail category and
design stress range (Ac;), find the permissible endurance (N;, etc.), from 5.2.1.

g) Calculate the total damage D for all cycles using Miner's summation where

DL =J n,-/N,- (2' 1)
h) Calculate the safe life T,, where
Ts = T[/DL (22)

and where the design life of T, has the same units as Ts
i) If T; is less than T, one or more of the following actions shall be taken:

- redesign the structure or member to reduce the stress levels

- change the detail to one with a higher category (see 5.1)

- use a damage tolerant design approach, where appropriate (see 2.3)
23 Damage Tolerant Design

231 Prerequisites for damage tolerant design

(1)P Damage tolerant design shall only be used where the conditions in (2) to (6) below apply.
Documents

Document Sharing Hub

Full document details: DD ENV 1999-2:2000


http://www.avadocuments.com/doc/dd-env-1999-2-2000
http://www.avadocuments.com/doc/dd-env-1999-2-2000

Page 18
ENV 1999-2:1998

(2)P Damage tolerant design shall be applied to all initiation sites where the damage Dy for the full design life,
calculated in accordance with 2.2, exceeds unity.

Ps

Py — N\ Detail X-X
/7777

a) Loading sequence

b) Stress history at x-x

_____________

c) Cycle counting  __

d) Stress-range spectrum

e) Cycles to failure

f) Damage summation
(Palmgren-Miner rule)
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Figure 2.2.1. Fatigue assessment procedure
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(3)P The fatigue crack initiation sites determined in (2) shall be on or close to a surface which shall be readily
accessible in service. The only exception shall be where safe alternative load paths are provided

and details are designed to ensure that the cracks will be arrested without propagation beyond the first load
path.

(4)P The procedure in 2.3.2 shall be applied to determine the inspection frequency and maximum permissible
crack size before correction becomes necessary.

(5) Practical inspection methods shall be available which shall be capable of detecting the cracks and
measuring their extent well before they have reached their fracture critical size.

(6) The maintenance manual shall specify the information listed in 1.8.4(1) for each crack location determined
in (2).

23.2 Determination of inspection strategy for damage tolerant design

(1)P At each potential initiation site where the safe life T is less than the design life Ty, shall be calculated in
accordance with 2.2.

(2)P The maintenance manual shall specify that the first inspection of each potential initiation site shall take
place before the safe life has elapsed.

(3)P The maintenance manual shall specify that subsequent inspections shall take place at regular intervals T;,
where

Ti<0.5Te

where T is the calculated time for a crack, having initiated at the site being assessed, to grow from a detectable
surface length 14 to a fracture critical length I¢ (see Fig. 2.3.1).

) fracture critical length
| T .

assumed fastest
growth curve

assumed minimum
detectable length

Crack length

actual growth

|
|
|
1
|
|
'
(
t
!
|

RN Time

Figure 2.3.1. inspection strategy for damage tolerant design

(4)P The assumed minimum exposed length of surface crack shall take into consideration the accessibility,
location, likely surface condition and method of inspection. Unless specific testing is undertaken to
demonstrate that shorter lengths can be detected with a probability exceeding 90%, the assumed value of l4
shall not be less than the value in Table 2.3.1 where the full crack length is accessible for inspection.
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Table 2.3.1 Minimum safe values of detectable surface crack length in mm.

Method of Inspection Crack location
Plain smooth Rough surface, Sharp corner,
surface Weld cap Weld toe
visual, with magnifying aid | 20 30 50
Liquid penetrant testing 5 10 15
NOTE: The above values assume close access, good lighting and removal of surface
coatings.

(5)P Where any other permanent structural or non-structural part prevents full access to the crack, the obscured
length of crack shall be added to the appropriate value in Table 2.3.1 to derive the value of 14 for calculation

purposes.

(6) Where heavy constructional thicknesses are used and where the initiation site is on an inaccessible surface,
(e.g. the root of a single sided butt weld in a tubular member), it may be appropriate to plan an inspection
strategy based on the use of ultrasonic testing to detect and measure cracks before they reach the accessible
surface. Such a strategy should not be undertaken without prior testing and evaluation.

(7)P The value of I; shall be such that the net section, taking into account the likely shape of the crack profile
through the thickness, shall be able to sustain the maximum static tensile forces under the factored loading,
calculated in accordance with Part 1.1 of this Prestandard, without unstable crack propagation.

(8)P T¢ shall be estimated by means of calculation and/or by test, assuming factored loading (see 3.4), as
follows:

a) The calculation method shall be based on fracture mechanics principles (see Annex B). An upper bound
crack growth relationship shall be used. Alternatively specific crack growth data may be obtained from
standard test specimens using the same material as in the crack propagation path. In which case the crack
growth rate shall be factored in accordance with the fatigue test factor F (see Table C.1).

b) Where crack growth is obtained from structural or component tests simulating the correct materials,
geometry and method of manufacture the relevant applied force pattern shall be applied to the test specimen
(see Annex C). The crack growth rates recorded between the crack lengths 14 and I shall be factored by the
fatigue test factor F (see Table C.1).

(9)P The maintenance manual shall specify the actions to be taken in the event of discovery of a fatigue crack
during a regular maintenance inspection, as follows:

a) If the measured crack length is less than 14 no remedial action need be taken.

b) If the measured crack length is equal to or exceeds l4 the component shall be assessed on a fitness-for-
purpose basis with a view to determining how long the structure may safely be allowed to operate without
rectification or replacement (see Annex B). In the event of continuation of operation consideration shall be
given to increasing the frequency of inspection at the location in question.

c) If the measured crack length exceeds I; the structure shall be immediately taken out of service.

24 Design Assisted by Testing

(1)P Verification of the fatigue resistance of a design by appropriate testing shall be accepted as an alternative
method to those given in 2.2 and 2.3.
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