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National foreword

This Draft for Development is identical with the European Prestandard

ENV 4116:1993 Information technology — Functional standard for profiles
T/C32 and TID32 — Analogue telephone circuit — Dial-up (PSTN)

(COTS + CONS) prepared by CEN/CENELEC whose members have committed
themselves to making it available in an appropriate form. In the UK the Draft for
Development is the form now chosen for ENVs in the information technology
area.

This Draft for Development is published under the direction of the Information
Systems Technology Standards Policy Committee whose Technical Committee
IST/6 has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any queries on
interpretation, or proposals for change, and to keep UK interests informed,;

— monitor related international and European developments and promulgate
them in the UK.

NOTE International and European Standards, as well as overseas standards, are available from
Customer Services, Publications, BSI, Linford Wood, Milton Keynes, MK14 6LE.

After two years this ENV will be reviewed by CEN/CENELEC members with a
view to its:

— conversion into a European Standard (which would be implemented in the
UK as a British Standard);

— extension once for a further two years;

— replacement by a revised ENV (which would be published in the UK as a
revised Draft for Development);

— withdrawal.

The future of this Draft for Development is therefore bound to that of the ENV
and the Draft for Development will not be reviewed or developed separately.

This publication is not to be regarded as a British Standard.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and 11,
the ENV title page, pages 2 to 24 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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EUROPEAN PRESTANDARD ENV 41116
PRENORME EUROPEENNE
EUROPAISCHE VORNORM May 1993

UDC 621.395.342/.344

Descriptors: Data processing, information interchange, data transfer, open systems interconnexion, communication procedures,
connection oriented transmission, services, network layer, transport layer

English version

Information technology — Functional standard
for profiles T/C32 and T/D32 — Analogue telephone
circuit — Dial-up (PSTN) (COTS + CONS)

Technologies de I'information — Norme Informationstechnik — Funktionelle Norm fiir
fonctionnelle pour les profils T/C32 et Profile T/C32 und T/D32 — Analoge
T/D32 — Circuit téléphonique analogique — Telefonschaltung — Anwahl (PSTN)

Composition d’appel (PSTN) (COTS + CONS)  (COTS + CONS)

This European Prestandard (ENV) was approved by CEN/CENELEC

on 1993-06-10 as a prospective standard for provisional application. The period
of validity of this ENV is limited initially to three years. After two years the
members of CEN/CENELEC will be requested to submit their comments,
particularly on the question whether the ENV can be converted into an
European Standard (EN).

CEN/CENELEC members are required to announce the existence of this ENV
in the same way as for an EN and to make the ENV available promptly at
national level in an appropriate form. It is permissible to keep conflicting
national standards in force (in parallel to the ENV) until the final decision
about the possible conversion of the ENV into an EN is reached.
CEN/CENELEC members are the national standard bodies and national
electrotechnical committees, respectively, of Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN/CENELEC

The Joint European Standards Institution
Organisation Commune Européenne de Normalisation
Die Gemeinsame Europaische Normungsorganisation

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1993 Copyright reserved to CEN/CENELEC members
Ref. ND@oUmMents e
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0 Introduction

This is one of a set of Functional Standards that specify requirements across a number of layers of the OSI
Reference Model (ISO 7498) for systems wishing to implement a particular function. The standard specifies
these requirements by reference to the base standards for various layers, thereby providing a common
reference for procurement purposes.

This standard makes specific choices concerning the implementation of options in the base standards to
achieve interworking by the minimization of incompatible systems with the respect to communication. This
makes it possible to tailor the requirements in the base standards to the particular function for which this
standard is designed and relieves purchasers from the need to select options across the range of base
standards.

Functional Standards in no way eliminate the need for base standards as both, taken together, provide a
common infrastructure for a wide variety of potential uses.

This Functional Standard specifies telecommunication function T/C32 and T/D32 as defined in the
CEN/CENELEC/CEPT Memorandum M-IT-02.

1 Scope and field of application

This Functional Standard specifies a set of protocols to provide the function defined below. The
requirements placed on an end system in this Functional Standard are solely those necessary for operation
of the protocol set specified. It does not specify total end system capability.
This Functional Standard defines:
1) The provision of the OSI Connection-mode Transport Service [ISO 8072] between an end system (the
“reference end system”) attached to a Telephonic Circuit and another end system (the “compatible end
system”) which is either attached to the same Telephonic Circuit, or is indirectly accessible through the
provided network service.

2) The provision of the OSI Connection-mode Network Service [ISO 8348] between the reference end
system and the compatible end system.

The scope of this document is the provision and support of the Connection Mode Network Service in
systems using switched telephonic circuits using synchronous data transfer techniques.

2 Document references

2.1 Directly Referenced Standards

The following standards are directly referenced in this Functional Standard and are essential for the
operation of this Functional Standard

[ISO 7498] Information Processing Systems — Open Systems Interconnection — Basic reference
model.

[ISO 7776] Information Processing Systems — Data Communications — HDLC — Description of the
X.25 LAPB compatible DTE single link procedure. (IS:1986).

[ISO 8072] Information Processing Systems — Open Systems Interconnection — Transport Service

Definition. (IS:1986).

[ISO 8073/AD1] Information Processing Systems — Open Systems Interconnection —
Connection-oriented Transport Protocol Specification — Addendum 1: Network
Connection Management Subprotocol. (IS:1988).

[ISO 8073] Information Processing Systems — Open Systems Interconnection — Transport Protocol
Specification. (IS:1986).

[ISO 8208] Information Processing Systems — Data Communications — X.25 packet level protocol
for DTE. (IS:1989).

[ISO 8348] Information Processing Systems — Data Communications — Network Service definition.
(IS:1987).

[ISO 8878] Information processing Systems — Data Communications — Use of X.25 to provide the

OSI Connection-oriented Network Service. (IS:1987)
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[V.22 bis]

[V.25]

[V.25 bis]
[X.2]

[X.25]

[X.32]

[X.214]
[X.224]
[X.300]

M-IT-02

2400 bits/s duplex modem using the frequency division technique standardised for
use on the general switched telephone network and on point-to-point 2-wire leased
telephone-type circuits (CCITT 1984).

Automatic answering equipment and/or parallel automatic calling equipment on the
general switched telephone network including procedures for disabling of echo control
devices for both manually and automatically established calls.

Automatic calling and/or answering equipment on the general switched telephone
network (GSTN) using the 100-series interchange circuits.

International data transmission services and optional user facilities in Public Data
Networks (PDNs). (1984)

Interface between Data Terminal Equipment (DTE) and Data Circuit-terminating
Equipment (DCE) for Terminals operating in the Packet Mode and connected to Public
Data Networks by Dedicated Circuit. (1984)

Interface between Data Terminal Equipment (DTE) and Data Circuit-Terminating
Equipment (DCE) for Terminals operating in the Packet Mode and accessing a Packet
Switched Public Data Network through a Public Switched Telephone Network or a
Circuit Switched Public Data Network (CCITT 1984)

Transport Service Definition for Open Systems Interconnection for

CCITT Applications. (1984)

Transport Protocol Specification for Open Systems Interconnection for CCITT
Applications. (1984)

General principles and arrangements for interworking between public data networks,
and between public data networks and other public networks. (1984)

CEN/CENELEC/CEPT Memorandum on the Directory of Functional Standards
(June 1988).

2.2 Other References

[ISO 8348/AD2] Information Processing Systems — Data Communications — Network Service

[X.121]
[X.213]

M-IT-01

Definition — Addendum 2: Network Layer Addressing. (IS:1988).
International Numbering Plan for Public Data Networks. (1984)

Network Service Definition for Open Systems Interconnection for
CCITT Applications. (1984)

CEN/CENELEC/CEPT Memorandum on the Concepts and Structure of Functional
Standards for Information Technology (March 1986).

[CEN/ENV 41 107/18/3511/88]

The Joint European Standards Institution: Information Systems Interconnection;
Digital Data Circuit (Circuit Switched Data Networks) Provision of the OSI
Connection-Mode Network Service.

3 Definitions

3.1

switched circuit service
see CCITT Fascicle 1.3 (1988)
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4 Abbreviations

AEF

CC TPDU
CONS
CR TPDU
CSPDN
DCE
DISC
DM

DTE

ER TPDU
FCS
FRMR
HDLC
HTC
LAPB
LLC
LTC
NCMS
NS
NSAP
OSI
PDN
PICS
PLP
PVC
QoS

R-F
SABM
SABME
TC
TPDU
TSAP-ID
VC

Address Extension Facility

Connect Confirm TPDU

Connection-Mode Network Service

Connect Request TPDU

Circuit Switched Public Data Network
Data Circuit-terminating Equipment
Disconnect

Disconnected Mode

Data Terminal Equipment

Error TPDU

Frame Check Sequence

Frame Reject

High-level Data Link Control procedures
Highest Two-way Channel

Link Access Procedures — Balanced

Low Layer Compatibility

Lowest Two-way Channel

Network Connection Management Subprotocol
Network Service

Network Service Access Point

Open Systems Interconnection

Public Data Network

Protocol Implementation Conformance Statement
Packet Level Protocol

Permanent Virtual Circuit

Quality of Service

Registration Facility

Set Asynchronous Balanced Mode

Set Asynchronous Balanced Mode Extended
Transport Connection

Transport Protocol Data Unit

Transport Service Access Point Identification
Virtual Call

5 Scenario description and model description

5.1 Scenario Description

The scenario is shown in Figure 1

Reference ‘ Switched ‘ Compatible
End Telephone See Note | End
System | Circuit System
T/C nnn
Tic32 T/D nnn
T/D 32
Figure 1 — Scenario Description - .
vocurmnenits
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