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DD ENV 50234:1997

National foreword

This publication is not to be regarded as a British Standard.

It 1s being issued in the Draft for Development series of publications and is of
a provisional nature because it is an interim draft. A revised version of this
document is being produced by IEC/TC 97. It should be applied on this
provisional basis, so that information and experience of its practical
application may be obtained.

Comments arising from the use of this Draft for Development are requested so
that UK experience can be reported to the European organization responsible
for its conversion into a European Standard. A review of this publication will
be initiated 2 years after its publication by the European organization so that
a decision can be taken on its status at the end of its three-year life. The
commencement of the review period will be notified by an announcement

in Update Standards.

According to the replies received by the end of the review period, the
responsible BSI Committee will decide whether to support the conversion into
a European Standard, to extend the life of the prestandard or to withdraw it.
Comments should be sent in writing to the Secretary of BSI Technical
Committee EPL/97, Lighting and beaconing of aerodromes, at 389 Chiswick
High Road, London W4 4AL, giving the document reference and clause number
and proposing, where possible, an appropriate revision of the text.

Cross-references

Attention is drawn to the fact that CEN and CENELEC Standards normally
include an annex which lists normative references to international
publications with their corresponding European publications. The British
Standards which implement international or European publications referred
to in this document may be found in the BSI Standards Catalogue under the
section entitled “International Standards Correspondence Index”, or by using
the “Find” facility of the BSI Standards Electronic Catalogue.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
the ENV title page, pages 2 to 12 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on
the inside front cover.

This Draft for Development, Amendments issued since publication
having been prepared under
the direction of the Amd. No. | Date Comments

Electrotechnical Sector Board,
was published under the
authority of the Standards
Board and comes

into effect on

15 September 1997
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EUROPEAN PRESTANDARD ENV 50234
PRENORME EUROPEENNE
EUROPAISCHE VORNORM February 1997

I1CS 93.120

Descriptors: Electrical installation, lighting, aerodrome, flashing light, characteristics, classification, test, compatibility,
maintainability

English version

Aeronautical ground lighting electrical installation
Flashing lights: Equipment specifications and tests

This European Prestandard (ENV) was approved by CENELEC on 1996-07-02
as a prospective standard for provisional application. The period of validity of
this ENV is limited initially to three years. After two years the members of
CENELEC will be requested to submit their comments, particularly on the
question whether the ENV can be converted into a European Standard (EN).

CENELEC members are required to announce the existence of this ENV in the
same way as for an EN and to make the ENV available promptly at national
level in an appropriate form. It is permissible to keep conflicting national
standards in force (in parallel to the ENV) until the final decision about the
possible conversion of the ENV into an EN is reached.

CENELEC members are the national electrotechnical committees of Austria,
Belgium, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Européaisches Komitee fur Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B-1050 Brussels

© 1997 CENELEC — All rights of exploitation in any form and by any means reserved worldwide for

CENELEC members. Ocuments
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Foreword Contents
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This European Prestandard was prepared by the

CENELEC BTTF 72-3, Lighting fittings for Foreword
aerodromes.
) 1 Scope

The text of the draft was submitted to the 9 N . ¢

CENELEC questionnaire and vote and was or'm.a.lve reterences

approved as [ENV 50234 on 1996-07-02. 3 Definitions

The following date was fixed: 3.1 Flashing light system

— latest date by which the 3.2 Flashing light

existence of the ENV has to 4 Assessment of general characteristics
be announced at national 4.1 General test requirements
level (doa) 1996-12-01

4.2 Components of the system

4.3 Fundamental principles

4.4 Purpose, supplies and structure

4.5 Classification of external influences
4.6 Compatibility

4.7 Maintainability

4.8 Safety services

4.9 Environmental protection

5 Protection for safety

5.1 Protection against electric shock
5.2 Protection against thermal effects
5.3 Protection against overcurrent

5.4 Protection against over and under voltage
5.5 Isolation and switching

5.6 Electro-magnetic compatibility

6 Selection and erection of equipment
6.1 Common rules

6.2 Wiring system
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6.3 Switchgear and control gear
6.4 Earthing arrangements and

protective conductor 9
6.5 Safety devices 9
7 Inspection and testing 9
7.1 Operation and reliability tests 9
7.2 Equipment tests 10
Annex A (informative) Proposal of flashing
light measurement 11
Table 1 9
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