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National foreword

This Draft for Development is the UK implementation of 
IEC/PAS 61076-2-108:2009.

This publication is not to be regarded as a British Standard.

It is being issued in the Draft for Development series of publications and is of
a provisional nature. It should be applied on this provisional basis, so that
information and experience of its practical application can be obtained.

A PAS is a Technical Specification not fulfilling the requirements for a stan-
dard, but made available to the public and established in an organization
operating under a given procedure.

A review of this Draft for Development will be carried out not later than three
years after its publication.

Notification of the start of the review period, with a request for the submis-
sion of comments from users of this Draft for Development, will be made in
an announcement in the appropriate issue of Update Standards. According
to the replies received, the responsible BSI Committee will judge whether the
validity of the PAS should be extended for a further three years or what other
action should be taken and pass their comments on to the relevant interna-
tional committee.

Observations which it is felt should receive attention before the official call
for comments will be welcomed. These should be sent to the Secretary of the
responsible BSI Technical Committee at British Standards House, 389 Chiswick
High Road, London W4 4AL.

The UK participation in its preparation was entrusted to Technical Committee
EPL/48, Electromechanical components and mechanical structures for elec-
tronic equipment.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.
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ISBN 978 0 580 67828 8

ICS 31.220.10

Compliance with a British Standard cannot confer immunity from
legal obligations.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

CONNECTORS FOR ELECTRONIC EQUIPMENT – 
PRODUCT REQUIREMENTS – 

Part 2-108: Circular connectors – Detail specification for 
glass to metal seal style M12 connectors with screw-locking

intended to mate with connectors conforming to IEC 61076-2-101 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees. 

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

A PAS is a technical specification not fulfilling the requirements for a standard, but made 
available to the public.

IEC-PAS 61076-2-108 has been prepared by subcommittee 48B: Connectors, of technical
committee 48: Electromechanical components and mechanical structures for electronic
equipment. 

The text of this PAS is based on the
following document:

This PAS was approved for
publication by the P-members of the 
committee concerned as indicated in 

the following document

Draft PAS Report on voting 

48B/1975/PAS 48B/2037/RVD

Following publication of this PAS, which is a pre-standard publication, the technical committee
or subcommittee concerned may transform it into an International Standard.
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This PAS shall remain valid for an initial maximum period of 3 years starting from the
publication date. The validity may be extended for a single 3-year period, following which it 
shall be revised to become another type of normative document, or shall be withdrawn.

This PAS complements IEC 61076-2-101 Ed.2 by adding glass to metal seal styles and the 
required testing. The following notable additions have been made:

– the introduction of glass to metal seal fixed connector styles WM, XM, YM and ZM;
– the glass to metal styles are intermateable with free connector styles in

IEC 61076-2-101 Ed.2;
– pressure differential test has been added to the test groups;
– additional contact termination types added:

• eyelet – the termination end is flattened and pierced with a hole to provide both
mechanical retention of the wire as well as solder attachment, 

• rounded – terminal post with rounded (domed) end,

• PCB – termination spills suitable for insertion into printed circuits.
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CONNECTORS FOR ELECTRONIC EQUIPMENT – 
PRODUCT REQUIREMENTS – 

Part 2-108: Circular connectors – Detail specification for 
glass to metal seal style M12 connectors with screw-locking

intended to mate with connectors conforming to IEC 61076-2-101 

IEC SC 48B – Connectors 

Specification available from:
IEC General secretariat or from the addresses shown on the
inside cover.

IEC/PAS 61076-2-108 Ed.1

ELECTRONIC COMPONENTS

DETAIL SPECIFICATION in accordance with IEC 61076-1

Page 5 of 17

Circular connectors
M12 2 to 12 way
Male contacts
Female connectors
Rewireable

Fixed connectors with glass to metal 
seals 

Flange mounting
Single hole mounting

Pin contacts only

Fixed connector with glass to metal seal

Free connector shown is representative only and shall conform
to IEC 61076-2-101
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