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National foreword
This Draft for Development reproduces verbatim IEC/PAS 61300-3-35:2002. 

This publication is not to be regarded as a British Standard. 

It is being issued in the Draft for Development series of publications and is of 
a provisional nature because it is considered that further experience is 
required in its application before it is converted into a British Standard. It 
should be applied on this provisional basis, so that information and experience 
of its practical application may be obtained. 

A PAS is a Technical Specification not fulfilling the requirements for a 
standard, but made available to the public and established in an organization 
operating under a given procedure. 

Comments arising from the use if this Draft for Development are requested so 
that UK experience can be reported to the international organization 
responsible for the Technical Specification. A review of this publication will be 
initiated not later than 3 years after its publication by the international 
organization so that a decision can be taken on its status at the end of its 3-year 
life. Notification of the start of the review period will be made in an 
announcement in the appropriate issue of Update Standards.

According to the replies received by the end of the review period, the 
responsible BSI Committee will decide whether to support the conversion into 
a international standard, to extend the life of the Technical Specification for 
another 3 years or to withdraw it. Comments should be sent in writing to the 
Secretary of BSI Subcommittee GEL/86/2, Interconnecting devices and passive 
components, at 389 Chiswick High Road, London W4 4AL, giving the 
document reference and clause number and proposing, where possible, an 
appropriate revision of the text.

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary. 

Cross-references

The British Standards which implement international publications referred to 
in this document may be found in the BSI Catalogue under the section entitled 
“International Standards Correspondence Index”, or by using the “Search” 
facility of the BSI Electronic Catalogue or of British Standards.

Summary of pages
This document comprises a front cover, an inside front cover, the IEC/PAS title
page, pages 2 to 11, and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
___________ 

 
FIBRE OPTIC INTERCONNECTING DEVICES 

AND PASSIVE COMPONENTS – 
BASIC TEST AND MEASUREMENT PROCEDURES – 

 
Part 3-35: Examinations and measurements – Fibre optic cylindrical  

connector endface visual inspection 
 

FOREWORD 

A PAS is a technical specification not fulfilling the requirements for a standard, but made available to the 
public. 

IEC-PAS 61300-3-35 has been processed by subcommittee 86B: Fibre optic interconnecting devices and 
passive components, of IEC technical committee 86:  Fibre optics. 

The text of this PAS is based on the 
following document: 

This PAS was approved for 
publication by the P-members of the 
committee concerned as indicated in 

the following document: 

Draft PAS Report on voting 

86B/1677/PAS 86B/1701/RVD 

 

Following publication of this PAS, the technical committee or subcommittee concerned will investigate the 
possibility of transforming the PAS into an International Standard. 

1) The IEC (International Electrotechnical Commission) is a worldwide organization for standardization comprising all 
national electrotechnical committees (IEC National Committees). The object of the IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and in 
addition to other activities, the IEC publishes International Standards. Their preparation is entrusted to technical 
committees; any IEC National Committee interested in the subject dealt with may participate in this preparatory 
work. International, governmental and non-governmental organizations liaising with the IEC also participate in this 
preparation. The IEC collaborates closely with the International Organization for Standardization (ISO) in 
accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of the IEC on technical matters express, as nearly as possible, an 
international consensus of opinion on the relevant subjects since each technical committee has representation 
from all interested National Committees. 

3) The documents produced have the form of recommendations for international use and are published in the form of 
standards, technical specifications, technical reports or guides and they are accepted by the National Committees 
in that sense. 

4) In order to promote international unification, IEC National Committees undertake to apply IEC International 
Standards transparently to the maximum extent possible in their national and regional standards. Any divergence 
between the IEC Standard and the corresponding national or regional standard shall be clearly indicated in the 
latter. 

5) The IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with one of its standards. 

6)  Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of 
patent rights. The IEC shall not be held responsible for identifying any or all such patent rights. 

 

DD IEC/PAS 61300−3−35:2002

2

Full document details: DD IEC/PAS 61300-3-35:2002

http://www.avadocuments.com/doc/dd-iec-pas-61300-3-35-2002
http://www.avadocuments.com/doc/dd-iec-pas-61300-3-35-2002


CEI ,2002 © thgirypoC – 3 – 

 

 

  

FIBRE OPTIC INTERCONNECTING DEVICES 
AND PASSIVE COMPONENTS – 

BASIC TEST AND MEASUREMENT PROCEDURES – 
 

Part 3-35: Examinations and measurements – Fibre optic cylindrical 
connector endface visual inspection 

 
 

1 Scope 

The purpose of this part of IEC 61300 is to quantitatively assess the endface quality of a 
polished fiber optic connector. The information is intended for use with other standards which 
set requirements for allowable surface defects such as scratches, pits and debris which may 
affect optical performance. In general, the methods described in this document apply to fibers 
contained within a ferrule, however portions are applicable to non-ferruled connectors. Those 
portions are identified where appropriate.  

2 Normative references 

The following normative document contains provisions which, through reference in this text, 
constitutes provisions of this part of IEC 61300. 

IEC 61300-1 Ed. 1.0b: 1995, Fibre optic interconnecting devices and passive components - 
Basic test and measurement procedures - Part 1: General and guidance 86B  

3 General description 

Two methods are described: (A) Optical microscope and (B) CCD array camera with monitor.  
In method A, the required equipment is an optical microscope capable of direct illumination with 
a calibrated eyepiece reticle to measure the size of features in the image. In method B, an 
optical microscope is used in conjunction with a CCD array camera to project an image onto a 
video monitor at a known magnification. In both methods A and B, features are identified and 
measured by an operator.  

3.1   Morphological Definitions of Defect Features 

For purposes of this document the following defects shall apply for all measurement methods.  

Scratches: permanent linear surface features derived from polishing or handling 

Pits: permanent non-linear features caused by surface damage during polishing or handling. 

Cracks: permanent fracture lines that may extend to the surface of the fiber 

Surface debris: non-permanent features that can be removed by cleaning. 

3.2  Measurement conditions 

No restrictions are placed on the range of atmospheric conditions under which the test can be 
conducted. It may performed in controlled or uncontrolled environments 
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