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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR –  

CONTROLLER-DEVICE INTERFACES (CDIs) – 
 

Part 7: CompoNet 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

A PAS is a technical specification not fulfilling the requirements for a standard, but made 
available to the public. 

IEC/PAS 62026-7 has been processed by subcommittee 17B: Low-voltage switchgear and 
controlgear, of IEC technical committee 17: Switchgear and controlgear. 

The text of this PAS is based on the 
following document: 

This PAS was approved for 
publication by the P-members of the 
committee concerned as indicated in 

the following document 

Draft PAS Report on voting 

17B/1650/PAS 17B/1658/RVD 

Following publication of this PAS, which is a pre-standard publication, the technical committee 
or subcommittee concerned may transform it into an International Standard. 
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This PAS shall remain valid for an initial maximum period of 3 years starting from the 
publication date. The validity may be extended for a single 3-year period, following which it 
shall be revised to become another type of normative document, or shall be withdrawn. 

The list of all parts of the IEC 62026 series, under the general title: Low-voltage switchgear 
and controlgear – Controller-device interfaces (CDIs), can be found on the IEC website. 

 

IMPORTANT – The “colour inside” logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct understanding 
of its contents. Users should therefore print this publication using a colour printer. 
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INTRODUCTION 

CompoNetTM is intended for use in, but is not limited to, industrial automation applications. 
These applications may include devices such as limit switches, proximity sensors, electro-
pneumatic valves, relays, motor starters, operator interface panels, analogue inputs, analogue 
outputs and controllers. 

Attention is drawn to the possibility that some of the elements of this document may be the 
subject of patent rights. IEC shall not be held responsible for identifying any or all such patent 
rights. 

The International Electrotechnical Commission (IEC) draws attention to the fact that it is 
claimed that compliance with this document may involve the use of patents for implementation 
of IEC/PAS 62026-7: CompoNet which are held by their respective inventors under license to 
ODVA, Inc.: 

JP Patent Number 4023342 DUPLICATE MAC. ADDRESS DETECTING METHOD, 
SLAVE AND MASTER IN FIELD BUS SYSTEM, AND 
FIELD BUS 

JP Patent Number 4107110 FIELD BUS SYSTEM, CONNECTION CONFIRMING 
METHOD AND MASTER 

JP Patent Number 3293089 REMOTE I/O SYSTEM FOR PLC AND EXECUTION 
METHOD THEREOF 

JP Patent Number 3925660 
and its counterpart patents 
in other countries 

STARTING CONTROL METHOD OF COMMUNICATION 
MASTER 

JP Patent Number 4006605 
and its counterpart patents 
in other countries 

COMMUNICATION SYSTEM REDUCED IN INFLUENCE 
OF REPEATER DELAY 

JP Application Number 
2004-059864 

COMMUNICATION DEVICE AND NETWORK SYSTEM 

JP Application Number 
2004-022243 

CONNECTOR FOR CONNECTION CABLE 

JP Application Number 
2007-167281 

COMMUNICATION SYSTEM REDUCED IN INFLUENCE 
OF REPEATER DELAY 

JP Application Number 
2005-252414 

NETWORK REPEATING WITH FILTERING FUNCTION 

JP Application Number 
2005-252758 

A EVENT COMMUNICATION METHOD FOR 
PROGRAMABLE CONTROLLER SYSTEMS 

JP Application Number 
2005-203496 

GETTING NETWORK CONFIGURATION INFORMATION 
IN PLC SYSTEMS 

JP Application Number 
2002-334265 

A I/O MAPPING METHOD FOR NETWORK SYSTEMS 
AND CONTROLLERS 

JP Application Number 
2005-252682 

A SCHEDULING METHOD FOR EVENT 
COMMUNICATIONS 

JP Application Number 
2005-105543 and its 
counterpart patents in 
other countries 

RECEIVED DATA COMPENSATION DEVICE 
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IEC takes no position concerning the evidence, validity and scope of these patent rights. 

ODVA and the holders of these patents rights have assured the IEC that ODVA is willing to 
negotiate licenses under reasonable and non-discriminatory terms and conditions with 
applicants throughout the world. In this respect, the statement of the holder of this patent right 
is registered with IEC. Information regarding these patents and licenses for them may be 
obtained from: 

ODVA, Inc.  
2370 East Stadium Boulevard #1000  
Ann Arbor, Michigan 48104  
USA  
Attention: Office of the Executive Director  
Telephone:  +1(734)975-8840 Email:  odva@odva.org 

Attention is drawn to the possibility that some of the elements of this document may be the 
subject of patent rights other than those identified above. IEC shall not be held responsible for 
identifying any or all such patent rights. 
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LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR –  
CONTROLLER-DEVICE INTERFACES (CDIs) – 

 
Part 7: CompoNet 

 
 

1 Scope 

This PAS specifies an interface system providing bit-level and word-level communication 
between a controller and control circuit devices such as sensors, actuators, and switching 
elements. The interface system uses cabling with round or flat profiles containing a two 
conductor signalling pair and optionally a two conductor power supply pair. This PAS 
establishes requirements for the interchangeability of components with such interfaces.  

It specifies the following particular requirements for CompoNetTM 1):  

• requirements for interfaces between a controller and control circuit devices;  

• normal service conditions for devices;  

• constructional and performance requirements;  

• tests to verify conformance to requirements.  

These particular requirements apply in addition to the general requirements of IEC 62026-1. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60512-1:2001, Connectors for electronic equipment – Tests and measurements – Part 1: 
General 

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code) 
Amendment 1 (1999) 

IEC 61000-4-2, Electromagnetic compatibility (EMC) – Part 4-2: Testing and measurement 
techniques – Electrostatic discharge immunity test 

IEC 61000-4-3, Electromagnetic compatibility (EMC) – Part 4-3: Testing and measurement 
techniques – Radiated, radio-frequency, electromagnetic field immunity test 

IEC 61000-4-4, Electromagnetic compatibility (EMC) – Part 4-4: Testing and measurement 
techniques – Electrical fast transient/burst immunity test  

IEC 61000-4-5, Electromagnetic compatibility (EMC) – Part 4-5: Testing and measurement 
techniques – Surge immunity test 

IEC 61000-4-6, Electromagnetic compatibility (EMC) – Part 4-6: Testing and measurement 
techniques – Immunity to conducted disturbances, induced by radio-frequency fields  

————————— 
1)  CompoNet™ is a trade name of Open DeviceNet Vendor Association, Inc. This information is given for the 

convenience of users of this document and does not constitute an endorsement by IEC of the product named. 
Compliance to this PAS does not require use of the trade name CompoNet™. Use of the trade name 
CompoNet™ requires permission of Open DeviceNet Vendor Association, Inc. 
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IEC 61000-4-11, Electromagnetic compatibility (EMC) – Part 4-11: Testing and measurement 
techniques – Voltage dips, short interruptions and voltage variations immunity tests 

IEC 61076-2-101, Connectors for electronic equipment – Product requirements – Part 2-101: 
Circular connectors – Detail specification for M12 connectors with screw-locking 

IEC 61131-2, Programmable controllers – Part 2: Equipment requirements and tests 

IEC 61158-5-2, Industrial communication networks – Fieldbus specifications – Part 5-2: 
Application layer service definition – Type 2 elements  

IEC 61158-6-2, Industrial communication networks – Fieldbus specifications – Part 6-2: 
Application layer protocol specification – Type 2 elements 

IEC 62026-1:2007, Low-voltage switchgear and controlgear – Controller-device interfaces 
(CDIs) – Part 1: General rules 

ISO/IEC 7498-1, Information technology – Open Systems Interconnection – Basic Reference 
Model: The Basic Model 

CISPR 11:2003, Industrial, scientific and medical (ISM) radio-frequency equipment – 
Electromagnetic disturbance characteristics – Limits and methods of measurement 
Amendment 1 (2004) 
Amendment 2 (2006) 

3 Terms, definitions, symbols, abbreviated terms and conventions 

3.1 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1.1  
BEACON 
frame generated by the master to notify slaves and repeaters of the present transmission 
speed and network connection information 

3.1.2  
bit slave 
I/O device working with data lengths not more than 4 bits 

3.1.3  
branch 
piece of cable making a T connection to a trunk or sub-trunk  

3.1.4  
CDI status indicator  
visual indication reporting the status of the communication link at a CompoNet device 

3.1.5  
circuit speed (baud rate) 
communication rate in signalling symbols or marks/s on the transmission medium 

NOTE Each CompoNet bit is Manchester encoded using two marks so a circuit speed of 6 Mmarks/s gives a 
transmission speed or data rate of 3 Mbits/s. 
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3.1.6  
explicit message  
command requesting the performance of a particular task and return of the results of the task 
performance to the requesting entity 
  
[IEC 62026-3, Definition 3.1.22, modified] 

3.1.7  
IN slave 
addressable I/O device with only an input function, able to produce data for input to the 
master without consuming data 

3.1.8  
mark 
signal symbol used in Manchester encoding technology and transmitted on the bus 

NOTE  Each data bit is encoded using 2 marks such that data 1 encodes to “01”, and data 0 encodes to “10”. 

3.1.9  
master 
device that controls communication 

NOTE There is only one master in a CompoNet network.  

3.1.10  
master port 
port on a master or a repeater with built-in terminators 

NOTE There is only one master port in a trunk or sub-trunk. 

3.1.11  
MIX slave 
addressable I/O device with both an input and an output function, able to consume output 
data from the master and produce data for input to the master 

NOTE The produced and consumed data sizes may be different. 

3.1.12  
MS LED and Module status indicator 
visual indication reporting the power and operational state of a CompoNet device  

3.1.13  
node 
device with a unique MAC ID  

3.1.14  
OUT slave 
addressable I/O device with only an output function, able to consume output data from the 
master without producing data for input to the master 

3.1.15  
repeater 
addressable device used for network expansion and communication signal modification 

NOTE Repeaters can communicate with a master and execute functions such as message filtering to improve 
network communication efficiency, they are not passive devices. 
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3.1.16  
segment 
a collection of nodes and connecting physical media on a trunk or sub-trunk bounded by a 
master port and a terminator  

3.1.17  
slave 
addressable device with actual I/O data  

NOTE The maximum number of slaves in a CompoNet network is 384. 

3.1.18  
slave port 
ports on a slave device or a repeater with no built-in terminators 

3.1.19  
sub-branch 
branch off another branch 

3.1.20  
sub-trunk 
shortest communication line from the master port of a repeater to a terminating resistor 
without going through another master port 

NOTE 1 Sub-trunk refers to cabling connected to the master port of a repeater, it is a trunk line that is 
downstream of a repeater. 

NOTE 2 A trunk or sub-trunk may be extended by daisy-chaining of connectors at a device. 

3.1.21  
T-branch 
portion of cable connected to a trunk or sub-trunk by a T-connector 

NOTE A  T-branch may be extended by daisy-chaining of connectors at a device.  

3.1.22  
transmission speed (data rate) 
communication rate in data bits/s on the transmission medium 

NOTE Each CompoNet data bit is Manchester encoded using two marks, so the transmission speed in bits/s is 
half the circuit speed in marks/s. 

3.1.23  
trunk 
shortest communication line from a master to a terminator on the same segment 

NOTE A trunk or sub-trunk may be extended by daisy-chaining of connectors at a device.  

3.1.24  
word slave 
I/O device working with data in 16 bit word(s) 
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3.2 Symbols and abbreviated terms 
A_EVENT application event communication  

B_EVENT base memory event communication  

BEACON notification frame generated by the master  

CDI controller device interface  

CRC cyclic redundancy check  

CN connection status  

EPR expected package rate  

EUT equipment under test  

IN input data  

LED light emitting diode  

LSB least significant bit  

MAC media access controller  

OUT output data  

PHY physical layer  

PWB printed wiring board  

RMS root mean square  

SID security identifier  

SEM  state event matrix  

STR status read of B_Event frame  

STW status write of B_Event frame  

TRG trigger  

UCMM unconnected message manager  

4 Classification 

4.1 General 

CompoNet is a low-level network that provides high-speed communication between higher-
level devices such as controllers and simple industrial devices such as sensors and actuators. 

CompoNet connects controllers with sensors and actuators. The controller acts as the master 
while the sensors and actuators act as the slaves. Two types of slaves are provided. One is a 
Bit slave with up to 4-point data, and the other is a Word slave with 16-point data. Repeaters 
extend the communication length. 

CompoNet usually consists of several segments each separated by a repeater. Each segment 
is connected on the network, but is classified from the viewpoint of the physical layer. As 
shown in Figure 1, the segment that has the master is called the first segment layer. Second 
and third segment layers can be added using repeaters, but no more than 2 such extra 
segments can be added. Thus master to slave separation is never more than 2-repeaters or 
3-segments. A total of 64 repeaters can be used in one network. All segments shall operate at 
the same transmission speed.  
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Figure 1 – Segment layer 

The master or repeaters shall be connected at the end of segments.  

A total of 384 slaves are connectable, i.e. 256 Bit slaves and 128 Word slaves. Within the 
restrictions set by the physical layer, however, a segment can have up to 32 slave or repeater 
nodes in total.  

Four types of network cables are supported:  

• Round cable I, a 2-conductor unshielded round cable,  

• Round cable II, a 4-conductor unshielded round cable,  

• Flat cable I, a 4 conductor flat cable,  

• Flat cable II, a 4 conductor flat cable with additional covering.   

While 2-conductor cables transmit only communication signals, 4-conductor cables transmit 
both communication signals and power. 

Transmission speed is selectable among 4 Mbit/s; 3 Mbit/s; 1,5 Mbit/s and 93,75 kbit/s. The 
speed decides the maximum length of a trunk line. It is 30 m at 4 Mbit/s and 3 Mbit/s, 100 m 
at 1,5 Mbit/s, and 500 m at 93,75 kbit/s. Branching is supported in all speeds except for 
4 Mbit/s. 

CompoNet uses Manchester encoding technology to achieve higher reliability. For insulation, 
the physical layer circuits use pulse transformers and differential communication transceivers. 
The physical layer has master ports and slave ports. A master port has a built-in terminating 
resistor, and is used by a master and a repeater. Slave ports have no terminating resistors, 
and are used by slaves and repeaters. 

CompoNet supports I/O data communication as well as explicit message communication. The 
master controls all communication in accordance with configuration settings. The master 
divides the communication cycle into multiple time domains, and allocates some to I/O 
communication and others to explicit message communication. Thus efficient communication 
is realized. For I/O communication, a time domain is allocated in every cycle interval, so that 
punctuality and time synchronisation is ensured. For Explicit message communication, the 
time domain allocation varies with network load. Therefore, punctuality is not ensured. 

DD IEC/PAS 62026-7:2009

Full document details: DD IEC/PAS 62026-7:2009

http://www.avadocuments.com/doc/dd-iec-pas-62026-7-2009
http://www.avadocuments.com/doc/dd-iec-pas-62026-7-2009


 – 22 – PAS 62026-7 © IEC:2009(E) 

4.2 Network specifications 

Network specifications are shown in Table 1. 

Table 1 – Network specifications 

Item Specification  

Topology Multi-drop and T-branch methods using passive cable components 

Transmission speed 4 Mbit/s, 3 Mbit/s, 1,5 Mbit/s, 93,75Kbit/s 

Transmission distance Shall be described separately 

Communication cycle Shall be described separately 

Communication media CompoNet round cables 

CompoNet flat cables 

Connectable master  CompoNet Master. Only one master is allowed in a CompoNet network. 

Connectable repeater CompoNet Repeater 

Connectable slave  CompoNet Word slaves 

CompoNet Bit slaves 

Maximum number of repeaters 
in a network  

64 

Maximum number of nodes in a 
segment  

A maximum of 32 nodes connected to the segment master port 

Maximum number of I/O nodes 
in networks with repeaters 

Maximum of 64 IN and 64 OUT word slaves, total 128 

Maximum of 128 IN and 128 OUT bit slaves, total 256   

Additional rules apply to networks using MIX slaves.  

Maximum number of I/O nodes 
in networks without repeaters 

32 

Available node address  

Word IN 0 to 63 

Word OUT 0 to 63 

Bit IN 0 to 127 

Bit OUT 0 to 127 

Repeater  0 to 63 

Number of occupied points per 
I/O node address 

16 points per word-slave address 

2 points per bit-slave address 

Repeater availability Maximum 64 repeaters in a network 

Maximum segment layers  3 

Automatic data rate function Supported by the MAC 
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4.3 Components 

CompoNet network consists of the following components used to form a network as shown in 
Figure 2.  

• CompoNet master: a device that controls communication. There is only one master in a 
CompoNet network. 

• CompoNet slave:  a device that produces and consumes actual I/O data. There are two 
types of slaves, Word slaves and Bit slaves. Word slaves deal with 8 bit data words. Bit 
slaves deal with 2 or 4 bit data units to improve communication efficiency of simple 
devices. 

• CompoNet repeater:  a device that provides network expansion and communication signal 
modification. Each repeater has a node address. It can communicate with a master and 
execute some intelligence functions to improve network communication efficiency. They 
are not passive devices. 

• CompoNet power supply: a device providing 24 V d.c.. On 4-conductor segments, power 
shall be supplied at the master port. On 2-conductor segments, an individual power supply 
shall be used at each slave. 

• CompoNet terminator: a passive device to improve communication performance. A 
terminator shall be mounted on the farthest end of the trunk line from the master port of a 
master or a repeater. All terminators include a resistance connected between the signal 
lines and a 4-cable terminator also includes a capacitor connected between the power 
lines. 

 

 

master 

slave 

slave

repeater slave

slave repeater slave 

power supply 

power supply 

terminator 

slave 

power supply

 

Figure 2 – CompoNet components 
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4.4 CompoNet communication model 

The abstract object-oriented communication model of a node includes the following: 

• unconnected message manager (UCMM): processes unconnected explicit messages; 

• identity object: identifies and provides general information about the device; 

• connection class: allocates and manages internal resources associated with both I/O and 
explicit messaging connections; 

• connection object: manages the communication specific aspects associated with a 
particular application-to-application relationship; 

• CompoNet link object: provides the configuration and status of a physical CompoNet CDI; 

• message router: forwards explicit request messages to the appropriate object; 

• application objects: implement the intended purpose of the product. 

4.5 CompoNet and CIP 

CompoNet upper layers use a subset of the Common Industrial Protocol (CIP™) and services 
specified in IEC 61158-5-2 and IEC 61158-6-2.  

The relationships between CompoNet, CIP and the OSI reference model (ISO/IEC 7498-1) are 
shown in Table 2. 

Table 2 – OSI reference model and CompoNet 

ISO OSI CompoNet 

7 CIP 

6 null 

5 null 

4 null 

3 null 

2 CompoNet time domain 

1 CompoNet physical layer 

0 Cable and connector 

5 Characteristics 

5.1 Communication cycle 

5.1.1 General 

In a CompoNet network, the master controls bus communications according to its 
configuration. A master divides a communication cycle into several time domains or time slots. 

5.1.2 Time domains 

CompoNet conducts arbitration under strict time supervision managed by the master. The 
communication cycle is partitioned into time domains as shown in Figure 3. Each node 
obtains the right to send data to the network within a specified time period after the 
completion of the OUT time domain.  
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Communication cycle 

OUT 
Time Domain 

IN 
Time Domain 

EXTEND 
Time Domain 

CN 
Time Domain 

OUT 
Time Domain 

 

Figure 3 – Time domains 

The first domain of each communication cycle is the OUT time domain. Subsequent domains 
are CN time domain, IN time domain, and EXTEND time domain: 

• OUT Time Domain: The master sends an OUT frame or a TRG frame in this period.  

• CN Time Domain: CN frames are sent in this period. The number of CN frames is set by 
the master. 

• IN Time Domain: IN frames are sent in this period consecutively by all input type devices.  

• EXTEND Time Domain: The master executes message communications in this period. 
Event frames, i.e. A_EVENT frames and B_EVENT frames, can be sent in this period. 
BEACON frames shall be sent periodically. The master can send a BEACON before every 
OUT time domain starts, or in an idle EXTEND time domain. 

5.1.3 A typical communication cycle 

The master sends an OUT frame first. Completion of the OUT frame triggers slaves and 
repeaters to start their timers. The slaves or repeaters addressed by the "CN Request MAC ID 
Mask" field in the OUT frame transmit their CN frames consecutively. This is followed by the 
IN frames from any IN devices in the Participated state, except for EventOnly substate, at a 
pre-defined time sequence (see Figure 4). Then, an event command frame and a possible 
immediate acknowledge frame may be transmitted on the bus, depending on the master 
scheduling. The master, slaves and repeaters can send an event command frame, and the 
node designated in the event command frame Destination MAC ID field sends an event 
acknowledge frame, if it is required. 

 Master 

Slave/Repeater 

OUT frame 

…CN frame 

event command  
frame 

event ack. frame

The number of CN frames is set by the master. 

IN frame …

Either the master or a slave/repeater may send 
A_EVENT command frame. 

IN frameCN frame

 

Figure 4 – A typical  communication cycle 

5.2 Messaging protocol 

5.2.1 Message frame format 

5.2.1.1 General 

A typical message frame is composed of Preamble, Command Code, Command-Code-
dependent block(s), and CRC, as shown in Figure 5. 
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Preamble Command Code Command-Code-dependent block(s) CRC 

 
Checked by CRC 

 

Figure 5 – A general  frame 

There are seven types of frames:  

OUT stands for output data. 
TRG stands for trigger. 
CN stands for connection status. 
IN stands for input data. 
A_EVENT stands for application event communication. 
B_EVENT stands for base memory event communication. 
BEACON notification frame generated by the master. 

Command Code definitions are presented in Table 3. 

Table 3 – Command codes  

Command Code Meaning 

B0 B1 B2  B3 B4 B5 B6  

0 0 0 1 x x x OUT 

0 0 1 1 x x x TRG 

0 1 x x  CN 

1 0  IN 

1 1 1 x x x  A_EVENT 

1 1 0 x x x  B_EVENT 

0 0 0 0 1  BEACON 

All frames use the same Preamble.  

Two types of CRC generator polynomials, CRC8 (8-bit) and CRC16 (16-bit), are used.   

5.2.1.2 Preamble 

The preamble part of a  frame consists of 10 marks: 0011 1001 10. See Figure 6. 

 

 

 

 

 

 

Figure 6 – Preamble of  frames 

TXD 

TXE 

0 0 0

0 

1 1 1

1 

1 mark 

0 1 1 0 

Transmission direction 
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5.2.1.3 CRC generator polynomials 

2 types of CRC generator polynomials are used. See Figure 7 and Figure 8. 

CRC8 employs the generator polynomial of X8 + X7 + X4 + X3 + X + 1 

 

 

Figure 7 – Transmission direction 

CRC16 uses CRC-CCITT, the generator polynomial is  X16 + X12 + X5 + 1. 

 

CRC15 

Transmission direction 

CRC14 CRC13 CRC12 CRC11 CRC10 CRC9 CRC8 CRC7 CRC6 CRC5 CRC4 CRC3 CRC2 CRC1 CRC0 
 

Figure 8 – Transmission direction  

5.2.1.4 Transmission directions of command code and command-dependent 
block 

The transmission directions are LSB first as described below. 

• The transmission direction for the Command Code is LSB first, i.e. starts from B0. 

• The transmission direction for MAC ID is LSB first. 

• The transmission direction for the Length is LSB first. 

• The transmission direction for the output data is LSB first. In other words, it starts from 
Word0_bit0 to Word0_bit15 and then the same for the following words. 

• The transmission direction for A_EVENT data is LSB first. In other words, it starts from 
Word0_bit0 to Word0_bit15 and then the same for the following words. 

• The transmission direction for B_EVENT data is LSB first. In other words, it starts from 
Word0_bit0 to Word0_bit15 and then the same for the following words. 

5.2.1.5 Command restrictions for slave MAC 

The following Table 4 provides a summary of network events and states in which the events 
are processed.  

 Transmission direction 

CRC7 CRC6 CRC5 CRC4 CRC3 CRC2 CRC1 CRC0
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Table 4 – Command restrictions for slave MAC 

State MAC 

Function 
Event 

INIT Offline or Locked Online CommFault EventOnly 

OUT/TRG No Yes Yes Yes Yes 

CN No No No No No 

A_EVENT No No Yes No Yes 

B_EVENT No Yes Yes No Yes 

Poll (B_EVENT) No No Yes No Yes 

IN No No No No No 

BEACON Yes Yes Yes Yes Yes 

Receive 

CRC_OK_frame Yes Yes Yes No Yes 

CN_frame No Yes Yes Yes Yes 

IN_frame No No Yes No No 

Send 

A_EVENT No No Yes No Yes 

 
The CRC_OK_frame event indicates that a frame with correct CRC has been received. The 
event is defined for use during Data Rate detection. 

5.2.2 Message frame types 

5.2.2.1 OUT frame 

5.2.2.1.1 General 

An OUT frame is a multicast message generated only by the master and sent to all slaves and 
repeaters on the network.  OUT frames are used for the following purposes.  

• OUT data is delivered from the master to all OUT slaves in one broadcast message. 

• The addresses of nodes requested to send CN frames in the subsequent CN time domain 
are designated by this frame. 

• After detecting the completion of an OUT frame, IN slaves latch their input data.  

• Slaves and repeaters start their internal timers when the completion of an OUT frame is 
detected. These internal timers are used to correctly participate in subsequent time 
domains in the communication cycle.  

• Upon detection of an OUT frame, each OUT slave consumes its output data from a preset 
position within the frame.   

Figure 9 and Table 5 present the format and block description of OUT frame. 

Preamble Command 
code 

CN Request 
MAC ID Mask Length OUT data CRC16 

5 bits 7 bits 9 bits 7 bits 0 bits to 1280 bits 16 bits 

Figure 9 – OUT frame format 

DD IEC/PAS 62026-7:2009

Full document details: DD IEC/PAS 62026-7:2009

http://www.avadocuments.com/doc/dd-iec-pas-62026-7-2009
http://www.avadocuments.com/doc/dd-iec-pas-62026-7-2009


PAS 62026-7 © IEC:2009(E) – 29 – 

Table 5 – Block name description 

Block name Bit count 

(bits) 

Feature description  

Command Code 7 Identifies this frame as an OUT frame. 

CN Request MAC ID 
Mask 

9 Used by slaves or repeaters to determine the MAC ID of the 
nodes requested to respond with a CN frame during the CN time 
domain. 

Length 7 OUT data length (in words), Indicates 0 words to 80 words. 

OUT data 

(OUT block #0 to 
#79) 

0 to 1280 Indicates OUT data from the master to slaves.  

Indicates 0 points to 1 280 points (in 16 points).  

 

5.2.2.1.2 Command code 

Figure 10 presents the command code definition. 

B0 B1 B2 B3 B4 B5 B6 

0 0 0 1 I/O Refresh CN Target 

Figure 10 – OUT command code  

CN Target: The master uses these parameters as shown in Table 6 to select which nodes are 
to reply with a CN frame. 

Table 6 – CN target  

CN Target 

B5 B6 Description 

1 0 Nodes in the participated state 

0 1 Nodes in the non-participated state 

1 1 Nodes in the Communication Fault state 

0 0 prohibits from sending CN_frame 

 

I/O Refresh: If the I/O refresh bit (see Table 7) is clear (0), no IN frames are sent to the 
master from slaves. The output data in the OUT frame are not to be consumed by slaves. 

Table 7 – I/O refresh  

I/O Refresh 

B4 Description 

0 Disable I/O refreshing 

1 Enable I/O refreshing 

5.2.2.1.3 CN request MAC ID mask 

Nodes with the same upper bits of the CN Request MAC ID Mask send CN frames in 
ascending order of their lower bits. 

For example, if the CnFrameAddressMask value in the STW is 4 (16 CN frames per CN time 
domain) and this value is 48, nodes whose MAC ID range 48 to 63 respond with CN frames. 
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5.2.2.1.4 Length 

This is the output data length ranged from 0 to 80 in words. 

5.2.2.1.5 Output data 

Output data is sent for consuming slaves.  It is always sent in multiples of words. 

For word slaves, the “OutBlockPointer[6:0]” set by STW from the master decides where the 
output data is located in the frame. For example, value 3 of “OutBlockPointer[6:0]” means the 
slave output data is from word position 3 of “Output Data” in OUT frames. The number of 
words of output data that the slave consumes is reported in the “OutIoModeStatus” parameter 
of the STR.  

For bit slaves, a combination of the “OutBlockPointer[6:0]” set by STW from the master and its 
address determines the location of device’s data  in the output data. One word of output data 
corresponds to a group of eight, bit-slave node addresses (2 bits for each address). The lower 
3 bits of the node address correspond to the output data position in the word. For example, if 
the address of three LSB is “001”, bit 2, in the word, pointed by “OutBlockPointer[6:0]” is the 
starting address of the device’s data.  

The application can only apply output data received from OUT frames after the slave has 
been allocated by the master. 

5.2.2.2 TRG frame 

5.2.2.2.1 General 

A TRG frame functions in a similar manner as an OUT frame except that it does not deliver 
any output data. It can be generated only by the master. It has following purpose and 
meaning: 

• It designates the addresses of the nodes that are to send CN frames. 

• After the completion of a TRG frame is detected, IN slaves latch their input data. 

• After the completion of a TRG frame is detected, the indicated slaves and repeaters start 
their internal timers. The expected CN frames and IN frames are sent successively. 

Figure 11 and Table 8 present the format and block description of TRG frame. 

 
Preamble Command 

code 
CN request 

MAC ID mask CRC8 

5 bits 7 bits 9 bits 8 bits 

Figure 11 – TRG frame format 

Table 8 – Block name description 

Block name 
Bit count 

(bits) 
Feature  

Command 7 Identifies this frame as a TRG frame. 

CN Request MAC 
ID Mask 

9 Used by slaves or repeaters to determine the MAC ID of the 
nodes requested to respond with a CN frame during the CN time 
domain. 
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5.2.2.2.2 Command Code 

Figure 12 presents the command code definition. 

B0 B1 B2 B3 B4 B5 B6 

0 0 1 1 I/O Refresh CN Target 

Figure 12 – TRG command code  

CN Target: See  5.2.2.1.2. 

I/O Refresh: See  5.2.2.1.2. 

5.2.2.2.3 CN request MAC ID mask 

See  5.2.2.1.3. 

5.2.2.3 CN frame 

5.2.2.3.1 General 

A CN Frame is used by slaves and repeaters to notify the master of their status. The “CN 
Request MAC ID Mask” in an OUT frame or TRG frame designates a group of nodes that are 
to report their status. The number of CN frames sent is specified by the master during 
configuration. 

Additionally, slaves can use a CN Frame to notify the master of a request to send an event. 
CN frames can be transmitted only by slaves and repeaters. 

Figure 13 and Table 9 present the format and block description of CN frame. 

 
Preamble Command 

Code 

Source 

MAC ID 
Status CRC8 

5 bits 4 bits 9 bits 4 bits 8 bits 

Figure 13 – CN frame format 

Table 9 – Block name description 

Block name 
Bit 

Count 

(bits) 
Feature  

Command Code 4 Identifies this frame as a CN frame 

Source MAC ID 9 Indicates CN frame source MAC ID 

Status 4 Indicates application status 

5.2.2.3.2 Command code 

Figure 14 presents the command code definition. 

B0 B1 B2 B3 

0 1 Duplicate check function status A_EVENT sending request  

Figure 14 – CN command code  
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Duplicate check function status:  

A slave or repeater reports its duplicate MAC ID check function by this bit.  

If the bit is reset for a non-participated node, the duplicate MAC ID check is active. In 
this state, the CN counter in the node increases after each CN frame sent by the node 
without having received an STW.  If the counter reaches 16 without transitioning to the 
Participated state, the node goes to the Communication Fault state. 

This bit is ignored when sent from nodes in the Participated state. 

The CN counter can be stopped by a “STW_Standby Locked” operation (see  5.4.3). A 
locked node reports this bit with “1”. See Table 10. 

Table 10 – Duplication checking function status 

B2 Description 

0 Duplicate MAC ID check active 

1 Duplicate MAC ID check inactive 

A_EVENT sending request: 

A slave or repeater uses this bit to inform the master if it needs to send an A_EVENT 
frame. See Table 11. 

Table 11 – A_EVENT sending request 

B3 Description 

1 Need to send an A_EVENT 

0 No request for sending A_EVENT 

5.2.2.3.3 Source MAC ID 

This is the 9-bit MAC ID of the node. 

5.2.2.3.4 Status 

A slave or repeater uses these bits to report warning and alarm status of applications to the 
master. As shown in Table 12, reserved 2 bits shall be reset to “0” 

Table 12 – Status of CN frames  

B0 B1 B2 B3 

Warning Alarm Reserved 

 
Warning: This bit is set to “1” when some error such as maintenance need occurs. This kind of 
situation can possibly lead to a problem. See Table 13. 

Table 13 – Warning bit of CN frames 

B0 Description 

1 True  

0 False 

 

DD IEC/PAS 62026-7:2009

Full document details: DD IEC/PAS 62026-7:2009

http://www.avadocuments.com/doc/dd-iec-pas-62026-7-2009
http://www.avadocuments.com/doc/dd-iec-pas-62026-7-2009


PAS 62026-7 © IEC:2009(E) – 33 – 

Alarm: This bit is set to “1” when some critical error such as Non-volatile memory malfunction 
is detected. See Table 14. 

Table 14 – Alarm bit of CN frames 

B1 Description 

1 True 

0 False 

 

5.2.2.4 IN frame 

5.2.2.4.1 General 

An IN frame is generated only by slaves which send input to the master. See Figure 15 and 
Table 15. 

Preamble Command 
code 

Source 
MAC ID Length IN 

data CRC8 

5 bits 2 bits 9 bits 5 bits 2 bits to 256 bits 8 bits 

Figure 15 – IN frame format 

Table 15 – Block name description 

Block name Bit count 
(bits) Feature description 

Command 2 Identifies this frame as an IN frame. 

Source MAC ID 9 Indicates IN data source MAC ID. 

Length 5 Coded length in 5 bits indicates 2, 4, 8, 16, 32, 48, …, 256 bits of 
input data. 

IN data 2 to 256 IN frame for Word slave: 8 points to 256 points of IN data. 
IN frame for Bit slave: IN data is fixed as 2 bits or 4 bits. 

 

5.2.2.4.2 Command code 

Figure 16 presents the command code definition. 

B0 B1 

1 0 

Figure 16 – IN command code  

5.2.2.4.3 Source MAC ID 

This is the MAC ID of a slave which produces input data. 

5.2.2.4.4 Length 

Table 16 presents the encoded length definition. 
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Table 16 – Encoded length  

B0 B1 B2 B3 B4 Description 

0 0 0 0 0 2 bits 

1 0 0 0 0 4 bits 

0 1 0 0 0 8 bits 

1 1 0 0 0 16 bits 

0 0 1 0 0 32 bits 

     …  (Increment of 16 bits) 

0 1 0 0 1 256 bits 

1 1 0 0 1 Reserved 

     … 

1 1 1 1 1 Reserved 

5.2.2.4.5 Input data 

The length of input data shall be the same as indicated by “length” of the frame. 

 

5.2.2.5 A_EVENT frame 

5.2.2.5.1 General 

The A_EVENT frame is used to execute explicit message communication for the application 
layer. A_EVENT frames can be transmitted by all devices. They are used for the following 
purposes: 

• Event communications between the master and a slave or a repeater.  

• Event communications between slaves and repeaters. This is realized by the master 
acting as an intermediary or proxy for the requesting client.  The request message is 
forwarded by the master to the server and the server response is forwarded back to the 
initiating client.  

Figure 17 and Table 17 present the format and block description of A_EVENT frame. 

Preamble Command 

code 

Destination 

MAC ID 

Source 

MAC ID 
Length 

Event 

data 
CRC16 

5 bits 6 bits 9 bits 9 bits 5 bits 0 bits to 352 bits 16 bits 

Figure 17 – A_EVENT frame format 

Table 17 – Block name description 

Block name 
Bit 

Count 

(bits) 
Feature description 

Command 6 Identifies this frame as an A_EVENT frame 

Destination MAC ID 9 Indicates event data destination MAC ID 

Source MAC ID 9 Indicates event data source MAC ID 

Length 5 Indicates 0 words to 22 words of event data length (in word). Use of 
23 to 31 is illegal. 

Event data 0 to 352 Event data of 0 words to 22 words. 
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Event communication is executed during the EXTEND time domain. 

5.2.2.5.2 Command code 

Figure 18, Table 19 and Table 20 present the command code definition. 

B0 B1 B2 B3 B4 B5 

1 1 1 Acknowledgement Command type 

Figure 18 – A_EVENT command code  

Acknowledgement: If the bit is set, a receiver shall acknowledge back to an A_EVENT request. 
In acknowledgement frames to A_EVENT requests, the bit shall be clear. In A_EVENT 
request frames, the bit shall be set. 

Table 18 – Acknowledgement bit of A_EVENT 

B3 Description 

0 No acknowledgement is required 

1 An Acknowledgement is required 

 

Command Type: This part of the code is used to indicate whether the command is a request 
or an acknowledgement.  A positive acknowledgement means a full command has been 
received and for processing by the receiver. It does not mean that the receiver accepted the 
command. A negative acknowledgement means the receiver cannot receive the command at 
the moment. The originator may schedule a retry later. 

Table 19 – Command type of A_EVENT 

B4 B5 Description 

0 0 This command is a request 

1 0 Positive Acknowledgement 

1 1 Negative Acknowledgement, the receiver is in busy state 

0 1 Reserved 

5.2.2.5.3 Destination MAC ID and source MAC ID 

Either the destination MAC ID or the source MAC ID shall be the master MAC ID for any one 
of A_EVENT frames. 

For an A_EVENT frame sent by a slave or a repeater, the destination MAC ID is the master 
MAC ID. 

For an A_EVENT frame sent by the master, the source MAC ID is the master MAC ID. 

5.2.2.5.4 Length 

This part indicates the event data length in 0 words to 22 words. Values 23 through 31 are 
illegal. 

For an acknowledgement, this shall be 0.  
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5.2.2.5.5 A_EVENT data 

A_EVENT data has a maximum of 22 words per frame. The data is used for explicit messages. 
The formats are defined in  5.2.3.2. 

When the addresses of explicit message source and destination in the A_EVENT data are not 
identical with the source and destination MAC ID, the A_EVENT is processed by a master 
proxy. 

For an acknowledgement, there shall be no data. 

5.2.2.6 B_EVENT frame 

5.2.2.6.1 General 

The B_EVENT frame is an event communication frame only for the Data Link Layer. Each 
node has its own data link settings and parameters. The B_EVENT is used by the master to 
get or to set these data-link related settings and parameters. Also, the master uses B_EVENT 
frame to allow a slave or repeater to send A_EVENT. Figure 19 and Table 20 present the 
format and block description of B_EVENT frame.  

Preamble Command 

code 

Destination 

MAC ID 

Source 

MAC ID 
Length 

Event 

data 
CRC16 

5 bits 6 bits 9 bits 9 bits 5 bits 16 bits to 352 bits 16 bits 

Figure 19 – B_EVENT frame format 

Table 20 – Block name description 

Block name 
Bit 

Count 

(bits) 
Feature description 

Command 6 Identifies this frame as a B_EVENT frame 

Destination MAC ID 9 Indicates destination MAC ID 

Source MAC ID 9 Indicates event data source MAC ID 

Length 5 Indicates 1 words to 22 words of event data length   

Event data 16 to 352 Event data of 1 words to 22 words 
 
 

B_EVENT frame is also used in the detection of a duplicate MAC ID and other node 
operations. 

5.2.2.6.2 Command code 

Figure 20, Table 21 and Table 22 present the command code definition. 

B0 B1 B2 B3 B4 B5 

1 1 0 Acknowledgement Command type 

Figure 20 – B_EVENT command code meanings 

Acknowledgement: If the bit is set, a receiver shall acknowledge back to a B_EVENT request. 
In acknowledgement frames to B_EVENT requests, or “A_EVENT Poll Request” frames, the 
bit shall be clear. In B_EVENT request frames, the bit shall be set. 
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Table 21 – Acknowledgement bit of B_EVENT 

B3 Description 

0 No acknowledgement is required 

1 An Acknowledgement is required 

 

Command type:  

Table 22 – Command type of B_EVENT 

B4 B5 Description 

0 0 This command is a request for a participated node 

1 0 Positive Acknowledgement 

1 1 Negative Acknowledgement, the receiver is in busy state 

0 1 This command is a request for a non-participated node 

5.2.2.6.3 Destination MAC ID and source MAC ID 

Either the destination MAC ID or the source MAC ID shall be the master MAC ID for all 
B_EVENT frames. 

For a B_EVENT frame sent by a slave or a repeater, the destination MAC ID is the master 
MAC ID. 

For a B_EVENT frame sent by the master, the source MAC ID is the master MAC ID. 

5.2.2.6.4 Length 

This part indicates the event data length ranging from 1 word to 22 words. The value 0 as well 
as values 23 through 31 is illegal. 

This length is “1” for STR request, STW response and A_EVENT Poll Request. 

5.2.2.6.5 B_EVENT data 

Figure 21, Figure 22 and Table 23 present the format and block description of B_EVENT 
frame. 

 

Preamble

  

Command

 Code  

Destination 

MAC ID  

Source   

MAC ID 

Length   Event 

Data 

CRC 

Reserved 

5 bit (00000) 

E_CMD  Item 

 

Data                         Group 

  

 

Figure 21 – B_EVENT message format 
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E_CMD: 

 

E_CMD0 E_CMD1 

Transmission direction to the line 

E_CMD2 
 

Figure 22 – E_CMD block 

Table 23 – E_CMD block meanings 

E_CMD0 E_CMD1 E_CMD2 Meaning 

0 0 0 Read Request / Response 

0 0 1 Write Request / Response 

0 1 0 

0 1 1 

RESERVED 

1 0 0 A_EVENT Poll Request 

1 0 1 

1 1 0 

1 1 1 

RESERVED 

NOTE  The content of service is decided in E_CMD block in B_EVENT. 

 

Group: This part shall be set to “1” for STR, “2” for STW, and “0” for A_EVENT Poll Request 
as shown in Figure 23 and Table 24:  

• Group 1: Network status 

• Group 2: Configuration 

• Group 3: Obsolete 

• Group 4 to Group 7: Reserved, and 

• Group 0: A_EVENT Poll Request  
 

 

E_GP0

Transmission direction to the line 

E_GP1 E_GP2
 

Figure 23 – Group block 
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Table 24 – Group block meanings 

E_GP0 E_GP1 E_GP2 Meaning 

0 0 0 A_EVENT Poll Request 

1 0 0 Network status 

0 1 0 Configuration 

1 1 0 Obsolete 

0 0 1 

1 0 1 
0 1 1 
1 1 1 

RESERVED 

 

Item: This shall be set to “31” for STR and STW, and “0” for A_EVENT Poll Request as shown 
in Figure 24 and Table 25:  

• Item 31: STR or STW operation 

• Item 1 to Item 21: Obsolete  

• Item 0: A_EVENT Poll Request 

• Others: Reserved 
 

 

E_IT0 

Transmission direction to the line 

E_IT3 E_IT4 E_IT1 E_IT2 
 

Figure 24 – Item block 

  

Table 25 – Item block meanings 

E_IT0 E_IT1 E_IT2 E_IT3 E_IT4 Meaning 

0 0 0 0 0 A_EVENT Poll Request 
1 0 0 0 0 
0 1 0 0 0 
1 1 0 0 0 
0 0 1 0 0 
1 0 1 0 0 
0 1 1 0 0 
1 1 1 0 0 
0 0 0 1 0 
1 0 0 1 0 
0 1 0 1 0 
1 1 0 1 0 
0 0 1 1 0 
1 0 1 1 0 
0 1 1 1 0 
1 1 1 1 0 
0 0 0 0 1 

Obsolete  
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E_IT0 E_IT1 E_IT2 E_IT3 E_IT4 Meaning 

1 0 0 0 1 
0 1 0 0 1 
1 1 0 0 1 
0 0 1 0 1 
1 0 1 0 1 

 

0 1 1 0 1 
1 1 1 0 1 
0 0 0 1 1 
1 0 0 1 1 
0 1 0 1 1 
1 1 0 1 1 
0 0 1 1 1 
1 0 1 1 1 
0 1 1 1 1 

Reserved 

1 1 1 1 1 STR or STW operation 

 

Data: Group 1, Group 2 and Group 0 data structures are specified. 

Network status group (Group1): Commands (E_CMD) other than READ are prohibited in this 
area.  Access to this group is called “Status Reading”, abbreviated STR. Figure 25 presents 
the STR definition.  

15 14 13 12 11 10 9 8 
+0 

E_IT - 11111 E_GP - 001 

7 6 5 4 3 2 1 0 
  

E_CMD - 000 Reserved a 

15 14 13 12 11 10 9 8 
+1 

VendorID[15:8] 

7 6 5 4 3 2 1 0 
  

VendorID[7:0] 

15 14 13 12 11 10 9 8 
+2 

SerialNumber[31:24] 

7 6 5 4 3 2 1 0 
  

SerialNumber[23:16] 

15 14 13 12 11 10 9 8 
+3 

SerialNumber[15:8] 

7 6 5 4 3 2 1 0 
  

SerialNumber[7:0] 

+4 
15 14 13 12 11 10 9 8 
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 DeviceType[15:8] 

7 6 5 4 3 2 1 0 
  

DeviceType[7:0] 

15 14 13 12 11 10 9 8 

+5 RepeaterMo
de 

Reserv
ed a OutIoModeStatus[5:0] 

7 6 5 4 3 2 1 0 
  

Reserved a InIoModeStatus[5:0] 

15 14 13 12 11 10 9 8 
+6 

GateCount[1:0] LastRepeaterNodeAddress [5:0] 

7 6 5 4 3 2 1 0 

  
Reserved a ControlCode Reserve

d a SpeedCode[2:0] 

15 14 13 12 11 10 9 8 
+7 

ProductCode[15:8] 

7 6 5 4 3 2 1 0 
  

ProductCode[7:0] 

15 14 13 12 11 10 9 8 
+8 

MajorRevision[7:0] 

7 6 5 4 3 2 1 0 
  

 Reserved a [7:4] Obsolete b [3:0] 

 
a Reserved part shall be "0" 

b Obsolete part shall be "0" 

   Figure 25 – Status Read (STR Response) event data 

STR field data: 

a) VendorID: Vendor ID attribute of the Identity Object as assigned by ODVA 
b) SerialNumber: Serial Number attribute of Identity Object 
c) DeviceType: Device Type attribute in the Identity Object as defined by ODVA 
d) RepeaterMode: True/False 
e) InIoModeStatus: Coded-length of input data and status 

1) InIoModeStatus[5]: 

• 1: InIoModeStatus[4:0] indicates size of input data 

• 0: no input data 
2) InIoModeStatus[4:0]:  

• 00000: 2 points; 00001: 4 points; 00010:8 points; 00011: 16 point 
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• 00100: 32 points; 00101: 48 points; 00110: 64 points; 00111: 80 points; 

• 01000: 96 points; 01001: 112 points; 01010: 128 points; 01011: 144 points; 

• 01100: 160 points; 01101: 176 points; 01110: 192 points; 01111: 208 points; 

• 10000: 224 points; 10001: 240 points; 10010: 256 points; others: reserved. 
f) OutIoModeStatus: Coded-length of output data and status 

1) OutIoModeStatus[5]: 

• 1: OutIoModeStatus[4:0] indicates size of output data 

• 0: no output data 
2) OutIoModeStatus[4:0]:  

• 00000: 2 points; 00001: 4 points; 00010: 8 points; 00011: 16 point 

• 00100: 32 points; 00101: 48 points; 00110: 64 points; 00111: 80 points; 

• 01000: 96 points; 01001: 112 points; 01010: 128 points; 01011: 144 points; 

• 01100: 160 points; 01101: 176 points; 01110: 192 points; 01111: 208 points; 

• 10000: 224 points; 10001: 240 points; 10010: 256 points; others: reserved. 
g) GateCount: 0, 1, 2; the number of repeaters between the master and the node; 2 is not 

valid for a repeater. 
h) Control Code: Control Code value from the most recent BEACON frame 
i) LastRepeaterNode Address: Repeater address, a copy from BEACON frame 
j) SpeedCode: 0: 93,75 kbit/s; 1: reserved; 2: 1,5 Mbit/s; 3: 3 Mbit/s; 4: 4 Mbit/s. 
k) ProductCode: Product Code attribute in the Identity Object. 
l) MajorRevision: Major Revision attribute in the Identity Object 

 

Configuration group (Group 2): 

Access to this group is called “Status Writing”, abbreviated as STW. Read command to this 
area is not allowed. Figure 26 presents STW definition. 

15 14 13 12 11 10 9 8 
+0 

E_IT - 11111 E_GP - 010 

7 6 5 4 3 2 1 0 
  

E_CMD - 100 Reserved a 

15 14 13 12 11 10 9 8 
+1 

VendorID[15:8] 

7 6 5 4 3 2 1 0 
  

VendorID[7:0] 

15 14 13 12 11 10 9 8 
+2 

SerialNumber[31:24] 

7 6 5 4 3 2 1 0 
  

SerialNumber[23:16] 

+3 15 14 13 12 11 10 9 8 
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 SerialNumber[15:8] 

7 6 5 4 3 2 1 0 
  

SerialNumber[7:0] 

15 14 13 12 11 10 9 8 
+4 

CnTimeDomain[15:8] 

7 6 5 4 3 2 1 0 
  

CnTimeDomain[7:0] 

15 14 13 12 11 10 9 8 
+5 

InTimeDomain[15:8] 

7 6 5 4 3 2 1 0 
  

InTimeDomain[7:0] 

15 14 13 12 11 10 9 8 
+6 

 Reserved a CnFrameAddressMask[2:0] 

7 6 5 4 3 2 1 0 
  Reserve

d a OutBlockPointer[6:0] 

15 14 13 12 11 10 9 8 
+7 

 Reserved 

7 6 5 4 3 2 1 0 
  

Reserved a ResetReqe
st Reserved a UnRegistra

nt Running 

15 14 13 12 11 10 9 8 
+8 

ProductCode[15:8] 

7 6 5 4 3 2 1 0 
  

ProductCode[7:0] 

15 14 13 12 11 10 9 8 
+9 

Reserved a [15:8]  (0) 

7 6 5 4 3 2 1 0 
  

 Reserved a [7:5]  (0) EventOnly Reserved a [3:0]  (0) 

 a  Reserved part shall be "0" 

Figure 26 – Configuration event data (STW Request) 
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STW field data: 

a) VendorID: Vendor ID attribute of the Identity Object as assigned by ODVA. Normally, a 
copy from STR result is used. 

b) SerialNumber: Serial Number attribute of Identity Object, Normally, a copy from STR result 
is used.  

c) CnTimeDomain: Mark count. This data is set by the master. When a node becomes 
“Participated”, it shall reply a CN frame according to this setting.  

d) InTimeDomain: Mark count. This data is valid for IN and MIX slaves. When a  node 
becomes “Participated” (excluding EventOnly state), it shall transmit an IN frame 
according to this setting. 

e) CnFrameAddressMask: This data is valid for “Participated” nodes. It indicates the CN 
frame number after an OUT or TRG frame, which requests “Participated” node CN frames.  

• 0: means 1 CN_Frame after an OUT or TRG frame. The Node with MAC ID identified by 
the “CN Request MAC ID” sends a CN. 

• 1: means 2 CN_Frames after an OUT or TRG frame. The Node with the upper 8 bits of its 
MAC ID corresponding to the upper 8 bits of  the “CN Request MAC ID” in an OUT or TRG 
sends a CN. 

• 2: 4 CN_Frame, upper 7 bits of the MAC ID are compared. 

• 3: 8 CN_Frame, upper 6-bits of the MAC ID are compared. 

• 4: 16 CN_Frame, upper 5-bits of the MAC ID are compared. 

• 5: 32 CN_Frame, upper 4-bits of the MAC ID are compared. 

• 6,7: behave same as value 0 
f) OutBlockPointer: 0 to 79. It indicates output slaves where they pick out output data from 

OUT frame. See  5.2.2.1.5. 
g) ResetRequest: Reset the node similar to power cycle. 
h) UnRegistrant: Enable/Disable duplicate address check function. 0: Enable; 1: Disable. 

When it is disabled, the node stops the CN counter, so it does not go to duplicate error 
state when the counter value reaches 15. 

i) Running: 0: to Non-participated; 1: to Participated  
j) ProductCode: Product Code attribute in the Identity Object. Normally, a copy from STR 

result is used. This data is ignored by the receiver. 
k) EventOnly: If this is set to “1”, the node does not send an IN frame after it receives an 

OUT or TRG frame.   

A_EVENT Poll Request Group (Group 0) : 

The A_EVENT Poll Request format is shown in Figure 27. 

Word Offset 15 14 13 12 11 10 9 8 
+0 Group=0 Item=0 
 7 6 5 4 3 2 1 0 
 E_CMD=1 0 

   Figure 27 – Poll data 

5.2.2.6.6 B_EVENT frame decoding process 

When a B_EVENT frame is received, it is first decoded as shown in Figure 28. This is to see 
whether the received frame is a STR, STW or A_EVENT Poll request.  

If it is an STR request, it is processed according to the rules in Table 26. 
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If it is an A_EVENT Poll request, it is processed according to the rules in  
Table 27. 
If it is an STW request, it is processed according to the rules in Table 28.  If the STW request 
passes these checks, the B_EVENT Data in the STW request shall overwrite the configuration 
parameters listed in Figure 26.  Processing then follows the flow chart shown in Figure 29. The 
STW commands used in the flow chart are defined in Table 29. 

B_EVENT frame
received

Length<=22 words

NOP

No

Yes

No

Yes

Destination MACID
=My MACID

CRC OK?

A correct Frame is
received(CRC_OK)

NOP

This is an Request frame?

Command Type "B4B5"="10"or"11"
- Negative Acknowledgement
- Positive Acknowledgement

 Either “participated” or
“non-participated” state?

Speed Detection
CommunicationFault

Non-participated
Participated

No

Yes
CRC OK?

NOP

Valid E_CMD?

A A_EVENT Poll
request is received

A STW request is
received

A STR request is
received

E_CMD:
- 000 (STR)
- 001 (STW)
- 100 (A_EVENT Poll)

Command Type "B4B5"="00"or"01"
- Request for a participated node
- Request for a non-participated node

No

Yes

Yes

No

 

Figure 28 – B_EVENT general decoding phase 
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Table 26 – Processing rules for a STR request  

Condition Action 

Command code 

B3 B4 B5 My state Receive buffer Response 

1 0 - - Busy Negative acknowledgement 

0 0 - - Busy No acknowledgement 

1 0 1 Non_participated Free 
Positive acknowledgement 
with Event Data 

0 0 1 Non_participated Free No acknowledgement 

- 0 1 Participated Free No acknowledgement 

- 0 0 Non_participated Free No acknowledgement 

1 0 0 Participated Free 
Positive acknowledgement 
with Event Data 

0 0 0 Participated Free No acknowledgement 

The hyphen ”-“ means ”Don't care”. 

 
Table 27 – Processing rules for an A_EVENT poll request  

Condition Action 

Command 
code 

B3 B4 B5 My state Send buffer Acknowledgement 

1 - - - - No acknowledgement 

- - - Non_participated - No acknowledgement 

0 0 1 Participated - No acknowledgement 

0 0 0 Participated No A_EVENT No acknowledgement 

0 0 0 Participated A_ EVENT is ready  A_EVENT is sent out 

The hyphen ”-“ means ”Don't care”. 
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Table 28 – Processing rules for a STW request 

Condition Action 

Command 
code 

B3 B4 B5 

Vendor ID/ 
serial 

number My state 
Receive 
buffer Acknowledgement 

B_EVENT 
data State transition 

1 0 - - a - a Busy 
Negative 
acknowledgement Discard No transition 

0 0 - - a - a Busy No acknowledgement Discard No transition 

1 0 1 Matched Non-participated Free 
Positive 
acknowledgement Overwrite See Figure 29 

0 0 1 Matched Non-participated Free No acknowledgement Overwrite See Figure 29 

- 0 1 Mismatched Non-participated Free No acknowledgement Discard 

Transition to 
Communication 
Fault 

- 0 1 - a Participated Free No acknowledgement Discard No transition 

- 0 0 - a Non-participated Free No acknowledgement Discard No transition 

1 0 0 Matched Participated Free 
Positive 
acknowledgement Overwrite See Figure 29 

0 0 0 Matched Participated Free No acknowledgement Overwrite See Figure 29 

- 0 0 Mismatched Participated Free No acknowledgement Discard 

Transition to 
Communication 
Fault 

a The hyphen ”-“ means ”Don't care”. 
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   Figure 29 – Flow chart for processing a matched STW request 

Table 29 – STW request commands 

STW request commands Running a UnRegistrant a 
Reset 

request a EventOnly a Reserved a 

STW_Standby Offline b  0 0 0 0 0 

STW_Reset b 0 0 1 0 0 

STW_Standby  Locked b 0 1 0 0 0 

STW_Run Online b 1 0 0 0 0 

STW_Run EventOnly  b 1 0 0 1 0 

a  See   5.2.2.6.5. 

b  See  5.4.2 and Figure 29. 
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