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National foreword

This Draft for Development is the UK implementation of IEC/TS 60815-
2:2008.

This publication is not to be regarded as a British Standard.

It is being issued in the Draft for Development series of publications and is of
a provisional nature. It should be applied on this provisional basis, so that
information and experience of its practical application can be obtained.

Comments arising from the use of this Draft for Development are requested
so that UK experience can be reported to the international organization
responsible for its conversion to an international standard. A review of this
publication will be initiated not later than three years after its publication by
the international organization so that a decision can be taken on its status.
Notification of the start of the review period will be made in an announce-
ment in the appropriate issue of Update Standards.

According to the replies received by the end of the review period, the
responsible BSI Committee will decide whether to support the conversion into
an international Standard, to extend the life of the Technical Specification or
to withdraw it. Comments should be sent to the Secretary of the responsible
BSI Technical Committee at British Standards House, 389 Chiswick High Road,
London W4 4AL.

The UK participation in its preparation was entrusted to Technical Committee
PEL/36, Insulators for power systems.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

©BSI 2009
ISBN 978 0 580 53558 1
ICS 29.080.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This Draft for Development was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2009
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SELECTION AND DIMENSIONING OF HIGH-VOLTAGE INSULATORS
INTENDED FOR USE IN POLLUTED CONDITIONS -

Part 2: Ceramic and glass insulators for a.c. systems

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. In
exceptional circumstances, a technical committee may propose the publication of a technical
specification when

» the required support cannot be obtained for the publication of an International Standard,
despite repeated efforts, or

» the subject is still under technical development or where, for any other reason, there is the
future but no immediate possibility of an agreement on an International Standard.

Technical specifications are subject to review within three years of publication to decide
whether they can be transformed into International Standards.

IEC/TS 60815-4, which is a technical specification, has been prepared by technical
committee 36: Insulators.

This first edition of JEC/TS 60815-4, together with JEC/TS 60815-1, cancels and replaces
IEC/TR 60815, which was issued as a technical report in 1986. It constitutes P)@chdirAents

Document Sharing Hub

Full document details: DD IEC/TS 60815-2:2008


http://dx.doi.org/10.3403/30077633U
http://dx.doi.org/10.3403/30077633U
http://dx.doi.org/10.3403/30081461U
http://www.avadocuments.com/doc/dd-iec-ts-60815-2-2008
http://www.avadocuments.com/doc/dd-iec-ts-60815-2-2008

DD IEC/TS 60815-2:2008
TS 60815-2 © IEC:2008(E) -5-

revision and now has the status of a technical specification. The text of this technical

specification is based on the following documents:

Enquiry draft

Report on voting

36/265/DTS

36/271A/RVC

Full information on the voting for the approval of this technical specification can be found in

the report on voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2

A list of all the parts in the future IEC 60815 series, under the general title Selection and
dimensioning of high-voltage insulators intended for use in polluted conditions, can be found

on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in

the data related to the specific publication. At this date, the publication will be

« transformed into an International standard,
* reconfirmed,

* withdrawn,

» replaced by a revised edition, or

*+ amended.

A bilingual version of this publication may be issued at a later date.
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SELECTION AND DIMENSIONING OF HIGH-VOLTAGE INSULATORS
INTENDED FOR USE IN POLLUTED CONDITIONS -

Part 2: Ceramic and glass insulators for a.c. systems

1 Scope and object

IEC/TS 60815-1, which is a technical specification, is applicable to the selection of ceramic
and glass insulators for a.c. systems, and the determination of their relevant dimensions, to
be used in high-voltage systems with respect to pollution.

This part of IEC 60815 gives specific guidelines and principles to arrive at an informed
judgement on the probable behaviour of a given insulator in certain pollution environments.

The basis for the structure and approach of this part of IEC 60815 is fully explained in JEC/TS
60815-1.

The object of this technical specification is to give the user means to:

e determine the reference unified specific creepage distance (RUSCD) from site pollution
severity (SPS) class;
e evaluate the suitability of different insulator profiles;

e determine the necessary USCD by applying corrections for insulator shape, size, position,
etc. to the RUSCD;

e if required, determine the appropriate test methods and parameters to verify the
performance of the selected insulators.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60050-471, International Electrotechnical Vocabulary — Part 471: Insulators

EC 60507, Artificial pollution tests on high-voltage insulators to be used on a.c. systems

IEC/TS 60815-1, Selection and dimensioning of high-voltage insulators for polluted conditions
— Part 1: Definitions information and general principles

3 Terms, definitions and abbreviations

For the purposes of this document, the following terms, definitions and abbreviations apply.
The definitions given below are those which either do not appear in IEC 60050-471 or differ
from those given in IEC 60050-471.
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