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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ADJUSTABLE SPEED ELECTRICAL POWER DRIVE SYSTEMS -

Part 8: Specification of voltage on the power interface

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. In
exceptional circumstances, a technical committee may propose the publication of a technical
specification when:

» the required support cannot be obtained for the publication of an International Standard,
despite repeated efforts, or when

» the subject is still under technical development or where, for any other reason, there is the
future but no immediate possibility of an agreement on an International Standard.

Technical specifications are subject to review within three years of publication to decide
whether they can be transformed into International Standards.

IEC 61800-8, is a technical specification, which has been prepared by subcommittee SC 22G:
Adjustable speed electric drive systems incorporating semiconductor power converters, of IEC
technical committee TC 22: Power electronic systems and equipment.
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The text of this technical specification is based on the following documents:

Enquiry draft Report on voting
22G/207/DTS 22G/215/RVC

Full information on the voting for the approval of this technical specification can be found in
the report on voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of IEC 61800 series, under the general title Adjustable speed electrical
power drive systems can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

« transformed into an International standard,
* reconfirmed,

* withdrawn,

* replaced by a revised edition, or

*+ amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The “colour inside” logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this publication using a colour printer.
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ADJUSTABLE SPEED ELECTRICAL POWER DRIVE SYSTEMS -

Part 8: Specification of voltage on the power interface

1 Scope

This part of IEC 61800 gives the guidelines for the determination of voltage on the power
interface of power drive systems (PDS’s).

NOTE The power interface, as defined in the IEC 61800 series, is the electrical connection used for the
transmission of the electrical power between the converter and the motor(s) of the PDS.

The guidelines are established for the determination of the phase to phase voltages and the
phase to ground voltages at the converter and at the motor terminals.

These guidelines are limited in the first issue of this document to the following topologies with
three phase output

e indirect converter of the voltage source type, with single phase diode rectifier as line side
converter;

e indirect converter of the voltage source type, with three phase diode rectifier as line side
converter;

e indirect converter of the voltage source type, with three phase active line side converter.
All specified inverters in this issue are of the pulse width modulation type, where the

individual output voltage pulses are varied according to the actual demand of voltage versus
time integral.

Other topologies are excluded of the scope of this International Specification.

Safety aspects are excluded from this Specification and are stated in IEC 61800-5 series.
EMC aspects are excluded from this Specification and are stated in IEC 61800-3.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 61000-2-4, Electromagnetic compatibility (EMC) — Part 2-4: Environment — Compatibility
levels in industrial plants for low-frequency conducted disturbances

3 Overview and terms and definitions

3.1 Overview of the system

A power drive system (PDS) consists of a motor and a complete drive module (CDM). It does
not include the equipment driven by the motor. The CDM consists of a basic drive module
(BDM) and its possible extensions such as the feeding section or some auxiliaries (e.g.
ventilation). The BDM contains converter, control and self-protection functions. Figure 1
shows the boundary between the PDS and the rest of the installation and/or manufacturing
process. If the PDS has its own dedicated transformer, this transformer is included as a part

of the CDM. Documents
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For this document the following agreement for all symbols is set, that:

— the index "head" means the peak value and

— the index "star" means bipolar value.

For a given drive topology, the voltage waveform patterns between the later defined sections
are in principal constant as shape (including peak values), while their amplitudes depend on
the suited operating voltages, assumed as reference values in each section.

Depending on the considered section interface and on the nature of the examined voltages
(differential or common mode quantities), the reference voltages between sections are
average DC or RMS fundamental AC quantities.

The actual voltage values shown between sections in the differential mode model and in the
common mode model are evaluated as peak values: they are obtained starting from the
corresponding reference values, multiplied by suited factors including the effect of the
overvoltage phenomena.

Installation or part of installation

Power Drive System (PDS)

CDM (Complete Drive Module)

System control and sequencing

BDM (Basic Drive Module)
Control
converter
and protection

Feeding section

Field supply
dynamic braking

Auxiliaries, others ...

Motor and sensors

Driven equipment

IEC 1281/10

Figure 1 — Definition of the installation and its content

3.2 Terms and definitions

For the purposes of this part of the document, the following terms and definitions apply.

3.21
power interface
connections needed for the distribution of electrical power within the PDS

[IEC 61800-3:2004, 3.3.11]

3.2.2
two-port network
two-port network (or four-terminal network, or quadripole) is an electrical circuit or device with

two pairs of terminals
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3.2.3

converter reference point

NP

NP is the reference point of the converter (Vp, + Vp.) / 2. The converter reference point can
be dedicated for the different topologies. The voltage from NP to ground is generally a
common mode voltage

3.24

DC link

power DC circuit linking the input converter and the output converter of an indirect converter,
consisting of capacitors and/or reactors to reduce DC voltage and/or DC current ripple

3.25

DC link voltages

Vg, Vas, Vg.

DC link voltage of the converter section. V4, means the positive potential; V4. means the
negative potential

3.2.6
fo
filter resonance frequency

3.2.7
fy
fundamental frequency of the inverter output voltage

3.2.8

fp
pulse frequency of the phase

3.2.9
fs
fundamental frequency of the supply voltage system

3.2.10

fsw
switching frequency of each semiconductor active device

3.2.11
ideal ground
ideal ground is the earth reference point of the installation

3.2.12

ke
H
amplifying factors of the related section in the common mode model (peak values)

3.2.13

va
amplifying factors of the related sections in the differential mode model (peak values)

3.2.14

number of levels N

number of levels N is equal to the number of possible voltages of the output phase to NP-
Potential

3.2.15

Ngemuit
number of DC links per phase of the multi DC link inverter topology Documents
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3.2.16

system star point

SP

SP is the reference point of the inverter output. The system star point can be dedicated at
different system points. It is used to define the common mode voltage of a three phase
system against ideal ground

3.2.17

rise time

tl'

rise time of the voltage is defined between 10 % to 90 % of the voltage transient peak equal
to tgg-t4( (see Figure 2)

3.2.18
overshoot voltage
Ve

amount of voltage that exceeds the steady state value of a voltage step "V .," (see Figure 2)

step

3.2.19

grounding potential

Vi

reference potential to ground at the individual section i sometimes the phrase "earth potential"
or "earthing" may be used in the same content.

3.2.20

Vep
phase to phase voltage

3.2.21

Venp _
phase to NP voltage at the inverter output

3.2.22

Vpsp . .
phase to star point voltage at the inverter output

3.2.23

VPG, motor .
phase to ground voltage at the motor terminals.

3.2.24

VPP, motor .
phase to phase voltage at the motor terminals

3.2.25

Vpp
peak value of the phase to phase voltage:

Vv pp = Vstep * Vp (example for the two level case)

3.2.26
Vpp”
peak value between two bipolar peak voltages

3.2.27
Vep "

peak value of the phase to phase voltage including two times the over voltage spike
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3.2.28

Vs

phase to phase supply voltage (feeding voltage) of the converter. This voltage is used in this
document to normalize the peak voltages and the DC link voltage as “per unit values” and
includes all tolerances according to IEC 61000-2-4

3.2.29

Vsn
nominal phase to phase supply voltage (feeding voltage) of the converter, the secondary

voltage of the input transformer without tolerances

3.2.30

Vstep
difference between steady state voltage values before and after a switching transition (see

Figure 2)

IEC 1282/10

Figure 2 — Voltage impulse wave shape parameters in case of the two level inverter
where rise time tl’i = tgo - t10

-------------------------------------------------

step I I N N 1 ........ A
o LN UL .
VPP-f,;
* te RERRER —:
Vep ’ |
R 0O O O O R, A8, A%
< 1 [f1 ’t IEC 1283/10

Figure 3 — Example of typical voltage curves and parameters of a two level inverter
versus time at the motor terminals (phase to phase voltage)
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| <
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—

3 <

1 If1 IEC 1284/10

Figure 4 — Example of typical voltage curves and parameters of a three level inverter
versus time at the motor terminals (phase to phase voltage)

3.2.31

Vstep_PP
Vstep Of the phase to phase voltage Vpp

3.2.32

Vstep_PNP
Vstep Of the phase to NP voltage Vpyp

3.2.33

Vstep_PSP
Vstep Of the phase to SP voltage Vpgp

3.2.34

Vstep_Gi
Vstep Of the common mode voltage V;
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4 System approach

4.1 General

CDM Complete Drive Module
Line

fmmm e Ve Inverter

Section with %2l
transformer '

1‘_
. . TTTTTTTA H | R
J," Pis Y i i | Rectifier | ! | Filter Cable
W T : ' NE
kel L ! ! H :
I
|
|
T

e
|

Filter

| 15 13 1T
M eactor _1 i i
i L~ — [ 1
T N 1 Vg 1 ¢ 1
‘ E : : :
! _l p . .
I 3 ¢ 1 Vv 1
V, I - © G4
cof | \ 1 v ' i'
15 Vai| 1 v S 0
L L a2l i J L L
1
v L / o "__I_ '_L_ v_l_
1 Ideal Grounding impedances/
-l-
= ground IEC 1285/10

Figure 5 — Voltage source inverter (VSI) drive system with motor

The voltage source type drive system (see Figure 5) essentially consists of the following
elements: line section, line side filter (if needed), line-side rectifier, DC reactor (if needed),
DC capacitor bank in the DC link, self commutated motor-side converter output filter (if
needed), cable system between converter and motor and finally a motor.

4.2 High frequency grounding performance and topology

The PE connection using cables belongs to the so called low frequency based grounding. To
specify the dynamic voltage behaviour in the system approach, the high frequency grounding
performance and topology is of interest.

The grounding potentials Vg, to Vg4 of the different sections in a real installation are shown
in Figure 5. They may be different as far as the grounding impedances are different and they
are expected to be high frequency based potentials (if earthing wiring is of poor performance),
although they might be of the same value in respect to low frequency based grounding.

— Single point grounding topology provides poor high frequency grounding performance.
The high frequency based grounding potentials Vgy to Vg4 may contain additional
parasitic voltage fractions.

— Multi point or mesh type grounding topology provides excellent high frequency grounding
performance. The high frequency based grounding potentials Vg, to Vg, will not contain
additional parasitic voltage fractions.

4.3 Two-port approach

For the description of the resulting voltage waveforms at the motor terminals the two-port
approach is of advantage.

There are basically two kinds of two-port elements which allow separating the syst i
superposing parts: ﬂb"&‘”fﬁents
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— The amplifying elements in the differential mode model
— The adding elements in the common mode model

4.3.1 Amplifying element

Vin k Vout

o— o

IEC 1286/10

Figure 6 — Amplifying two-port element

In Figure 6, an amplifying element is shown. In this case, the output voltage of the two port
can be calculated as follows:

%

O

w = kXVi, (1)

4.3.2 Adding element

o a
N

47
Vadd

O O

IEC 1287/10

Vout

Figure 7 — Adding two-port element

In case of adding elements according to Figure 7, the output voltage of the two-port can be
calculated as:

V., =V, -V, (2)

The relations per element between output voltages V,, and input voltages V;, in main
parameters of chapter 4 like peak voltages, rise times, will lead to an approach for the
behaviour of the whole network of line section, converter input, converter output, output filter,
cabling, motor input. Grounding conditions may affect or distort the voltage relations and will
be covered as a horizontal item of the different grounding potentials.

4.4 Differential mode and common mode systems
4.4.1 General

In signal theory, it is a widely used procedure to separate an existing system into a common
mode and a differential mode system. In the differential mode system, all signals that occur
between the conductors are included. In the common mode system, all signals that occur in
all conductors identically and refer to ground are included.

In a PDS, this separation can be shown at the example of an inverter output section (see
Figure 8):

Documents

Document Sharing Hub

Full document details: DD IEC/TS 61800-8:2010


http://www.avadocuments.com/doc/dd-iec-ts-61800-8-2010
http://www.avadocuments.com/doc/dd-iec-ts-61800-8-2010

DD IEC/TS 61800-8:2010
TS 61800-8 © IEC:2010(E) 17 -

K3 K2 KB

Vd+

o

NP Ve o M
V ' e
= v Vi
K3 KA 2[] 2] 2] v
v Vup
d-
Ve, SP
Ideal \ \ \
ground —L—

IEC 1288/10

Figure 8 — Differential mode and common mode voltage system

The output voltage of the inverter (Vy, Vy, V\) can be divided into the differential mode (also
known as symmetrical) voltage system (Vp, Vyp, Vyyp) and the common mode (also known
as asymmetrical) voltage system (Vg5).

The differential mode voltage expresses voltages between the three output phases. For each
phase, it can be calculated as the difference of the inverter output voltage and the common
mode voltage. This is e.g. for phase U:

Vio =Vy - Vo (3)

A PDS usually is a symmetrical system, which means that the amplitudes of all AC differential
mode voltages (e.g. mains voltage, inverter output voltage) are identical in all phases and the
voltage vectors have a phase shift of 120° towards each other (see Figure 9).

Vd+
Vdc Vdc+D
NP
Vdc-D
V.
a) dc link b) rotating inverter
voltage output voltage

IEC 1289/10

Figure 9 — Voltages in the differential mode system

The DC differential mode voltage is referred to the neutral point of the DC link and the
voltages (Vyc+p » Vgc.p) Show an angle of 180°. Therefore, the amplitude of the DC differential
mode voltage is always 50 % of the total DC link voltage from positive to negative rail.
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The common mode voltage expresses the voltage from an ideal star point of the three output
phases to the ideal ground potential. It can be calculated as follows:

(4)

For both differential mode and common mode system, an equivalent circuit diagram can be
generated, using the explained two-port elements.

4.4.2 Differential mode system

The differential mode block diagram is shown in Figure 10:

Line section Rectifier section Inverter section Filter section Cabling section

| i % | 31 WML e

Vs Kpq Vs Kpq~kpy | Vs Kp1 Kpa Kog | | VS'kD1'kD2'kD3'kD4|

IEC 1290/10

Figure 10 — Block diagram of two-port elements to achieve
the motor terminal voltage in the differential mode model

The maximum phase to phase voltage at the motor input can then be calculated as:

R 4

Ve sotor = Vs 'Hkui ()

i=1

In the following Figure 11, an example for a practical installation is given:

-
Line Section i
|
|
|
|
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Input Converter !1 Inverter Section
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snom)
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A l A l
Filter Vpp3 Cables Vppy
Section Section
(kp3) (kp4)

z
—
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i i J J\M\%
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S o1 AR |

IEC 1291/10

Figure 11 — Equivalent circuit diagram for calculation of the differential mode voltage

In a step by step calculation, the voltages can be calculated as: Documents
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Line Section: Vi (6)
Input Converter Section: V,=k, Vs (7)
Inverter Section: I}m =kp, 'V, (8)
Filter Section: I}Pm =k, ~I}PP2 (9)
Cabling Section: I}PP4 =k, -I}Pm = VPP,M”W (10)

4.4.3 Common mode system

For the common mode system, the block diagram is shown in Figure 12:

Line section Rectifier section Inverter section Filter section Cabling section
(common
Vs Keo Vs keq Vs kps- Ke, mode filter)

i N L @
l _/ l \_/ l kes l Kes l

| Vs* (keo *+ Key) | | Vs * (Kco* Ket + Kpy * Kea) || Vs - Kes® (ko t+ ket +Kpy - Kea) |

Ideal ground Vs - Kegr Koyt (Keot Keq * Kpg Keyp)

IEC 1292/10

Figure 12 — Block diagram of two-port elements to achieve
the motor terminal voltage in the common mode model

In the following Figure 13 an example for a practical installation is shown:
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