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National foreword

This Draft for Development was published by BSI. It is the UK implementation 
of ISO/PAS 27145-4:2006.
This publication is not to be regarded as a British Standard.
It is being issued in the Draft for Development series of publications and is of 
a provisional nature. It should be applied on this provisional basis, so that 
information and experience of its practical application can be obtained.
A PAS is a Technical Specification not fulfilling the requirements for a 
standard, but made available to the public and established in an organization 
operating under a given procedure.
A review of this Draft for Development will be carried out not later than 3 years 
after its publication.
Notification of the start of the review period, with a request for the submission 
of comments from users of this Draft for Development, will be made in an 
announcement in the appropriate issue of Update Standards. According to the 
replies received, the responsible BSI Committee will judge whether the validity 
of the PAS should be extended for a further three years or what other action 
should be taken and pass their comments on to the relevant international 
committee.
Observations which it is felt should receive attention before the official call for 
comments will be welcomed. These should be sent to the Secretary of the 
responsible BSI Technical Committee at British Standards House, 389 
Chiswick High Road, London W4 4AL.
The UK participation in its preparation was entrusted to Technical Committee 
AUE/16, Electrical and electronic equipment.
A list of organizations represented on AUE/16 can be obtained on request to its 
secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Amendments issued since publication
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

In other circumstances, particularly when there is an urgent market requirement for such documents, a 
technical committee may decide to publish other types of normative document: 

⎯ an ISO Publicly Available Specification (ISO/PAS) represents an agreement between technical experts in 
an ISO working group and is accepted for publication if it is approved by more than 50 % of the members 
of the parent committee casting a vote; 

⎯ an ISO Technical Specification (ISO/TS) represents an agreement between the members of a technical 
committee and is accepted for publication if it is approved by 2/3 of the members of the committee casting 
a vote. 

An ISO/PAS or ISO/TS is reviewed after three years in order to decide whether it will be confirmed for a 
further three years, revised to become an International Standard, or withdrawn. If the ISO/PAS or ISO/TS is 
confirmed, it is reviewed again after a further three years, at which time it must either be transformed into an 
International Standard or be withdrawn. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO/PAS 27145-4 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 3, 
Electrical and electronic equipment. 

ISO/PAS 27145 consists of the following parts, under the general title Road vehicles — Implementation of 
WWH-OBD communication requirements : 

⎯ Part 1: General information and use case definition 

⎯ Part 2: Common emissions-related data dictionary 

⎯ Part 3: Common message dictionary 

⎯ Part 4: Connection between vehicle and test equipment 

NOTE ISO/PAS 27145-4 will be extended as necessary upon introduction of additional communication media as 
noted in the scope of this document. 
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Introduction 

This document set defines the communication between a vehicle's OBD system and test equipment 
implemented within the scope of the WWH-OBD GTR (World Wide Harmonized On-Board Diagnostics Global 
Technical Regulations). 

It has been established in order to apply the unified diagnostic services (specified in ISO 14229-1) to WWH 
OBD systems. 

To achieve this, it is based on the Open Systems Interconnection (OSI) Basic Reference Model in accordance 
with ISO/IEC 7498-1 and ISO/IEC 10731, which structures communication systems into seven layers. When 
mapped on this model, the services specified by ISO/PAS 27145 are broken into: 

⎯ Diagnostic application (layer 7), specified in ISO/PAS 27145-3; 

⎯ Presentation layer (layer 6), specified in ISO/PAS 27145-2; 

⎯ Session layer services (layer 5), specified in ISO/PAS 27145-4; 

⎯ Transport layer services (layer 4), specified in ISO ISO/PAS 27145-4; 

⎯ Network layer services (layer 3), specified in ISO ISO/PAS 27145-4; 

⎯ Data link layer (layer 2), specified in ISO/PAS 27145-4; and 

⎯ Physical layer (layer 1), specified in ISO/PAS 27145-4; 

in accordance with Table 1. 

Table 1 — Enhanced and WWH-OBD diagnostic specifications applicable to the OSI layers 

Applicability OSI 7 layers Implementation of WWH-OBD communication 
requirements, e.g. emissions-related UDS 

Application (layer 7) ISO/PAS 27145-3 / ISO 14229-1 

Presentation (layer 6) ISO/PAS 27145-2 

Session (layer 5) 

Transport (layer 4) 

Network (layer 3) 

Data link (layer 2) 

Seven layers 
according to 

ISO/IEC 7498-1 and 
ISO/IEC 10731 

Physical (layer 1) 

ISO/PAS 27145-4 
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1

Road vehicles — Implementation of WWH-OBD communication 
requirements — 

Part 4: 
Connection between vehicle and test equipment 

1 Scope 

ISO/PAS 27145 is intended to become the single communication standard for access to OBD-related 
information. To allow for a smooth migration from the existing communication standards to this future 
worldwide standardized communication standard, the initial communication concept will be based on CAN. In 
a second step, ISO/PAS 27145 will be extended to define the world-wide harmonized OBD communication 
standard based on existing industry communications standards (e.g. Internet Protocol) over Ethernet. Due to 
the usage of standard network layer protocols, future extensions to optional physical layers (e.g. wireless) are 
possible. 

This part of ISO/PAS 27145 defines the requirements to successfully establish, maintain and terminate 
communication with a vehicle that implements the requirements of the WWH-OBD global technical regulation. 
This requires plug-and-play communication capabilities of the vehicle as well as any test equipment that 
intends to establish communication with a vehicle. This document details all the OSI layer requirements to 
achieve this goal. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 7498-1, Information technology — Open Systems Interconnection — Basic Reference Model —Part 1: 
The Basic Model 

ISO/IEC 10731, Information technology — Open Systems Interconnection — Basic Reference Model — 
Conventions for the definition of OSI services 

ISO 11898-1, Road vehicles — Controller area network (CAN) — Part 1: Data link layer and physical 
signalling 

ISO 11898-2, Road vehicles — Controller area network (CAN) — Part 2: High-speed medium access unit 

ISO 14229-1, Road vehicles — Unified diagnostic services (UDS) — Part 1: Specification and requirements 

ISO 15031-3, Road vehicles — Communication between vehicle and external equipment for emissions-related 
diagnostics — Part 3: Diagnostic connector and related electrical circuits, specification and use 

ISO 15031-5, Road vehicles — Communication between vehicle and external equipment for emissions-related 
diagnostics — Part 5: Emissions-related diagnostic services 
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ISO 15765-2, Road vehicles — Diagnostics on Controller Area Networks (CAN) — Part 2: Network layer 
services 

ISO 15765-3, Road vehicles — Diagnostics on Controller Area Networks (CAN) — Part 3: Implementation of 
unified diagnostic services (UDS on CAN) 

ISO 15765-4, Road vehicles — Diagnostics on Controller Area Networks (CAN) — Part 4: Requirements for 
emissions-related systems 

ISO/PAS 27145-1, Road vehicles — Implementation of WWH-OBD communication requirements — Part 1: 
General information and use case definition 

ISO/PAS 27145-2, Road vehicles — Implementation of WWH-OBD communication requirements — Part 2: 
Common emissions-related data dictionary 

ISO/PAS 27145-3, Road vehicles — Implementation of WWH-OBD communication requirements — Part 3: 
Common message dictionary 

IEEE 802.3, IEEE Standard for Information technology — Telecommunications and information exchange 
between systems — Local and metropolitan area networks — Specific requirements — Part 3: Carrier sense 
multiple access with collision detection (CSMA/CD) access method and physical layer specifications 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in given in ISO/PAS 27145-1 apply. 

4 Symbols and abbreviated terms 

CAC1, CAC2 capacitance of a.c. termination 

CDC capacitance of d.c. termination 

CCAN_H capacitance between CAN_H and ground potential 

CCAN_L capacitance between CAN_L and ground potential 

CDIFF capacitance between CAN_H and CAN_L 

LCABLE max. cable length between OBD connector and external test equipment 

RAC1, RAC2 resistance of a.c. termination 

RDC1, RDC2 resistance of d.c. termination 

tSEG1 timing segment 1 

tSEG2 timing segment 2 

tSYNCSEG synchronization segment 

tBIT bit time 

tBIT_RX receive bit time 

tBIT_TX transmit bit time 

tTOOL external test equipment CAN interface propagation delay (without external test equipment 
cable delay) 
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tCABLE external-test-equipment cable propagation delay (without external test equipment CAN 
interface delay) 

tQ time quantum 

∆f oscillator tolerance 

ECU electronic control unit 

OBD on-board diagnostics 

Prop_Seg propagation segment 

Phase_Seg1 phase segment 1 

Phase_Seg2 phase segment 2 

SA source address 

SJW synchronization jump width 

SP nominal sample point 

Sync_Seg synchronization segment 

TA target address 

WWH-OBD World wide harmonized OBD 

5 Conventions 

ISO/PAS 27145 is based on the conventions specified in the O.S.I. Service Conventions (ISO/IEC 10731) as 
they apply for diagnostic services. Therefore the requirements for the individual OSI layers are defined in the 
sub-clauses listed in Table 2 — Requirements and applicable sub-clauses for the O.S.I. layers. 

Table 2 — Requirements and applicable sub-clauses for the O.S.I. layers 

Applicability OSI 7 layers Applicable sub-clause for CAN 

Application (layer 7) 7.2 

Presentation (layer 6) 7.3 

Session (layer 5) 7.4 

Transport (layer 4) 

Network (layer 3) 
7.5 

Data link (layer 2) 7.6 

Seven layer 
according to 

ISO/IEC 10731 

Physical (layer 1) 7.7 

DD ISO/PAS 27145-4:2006

Full document details: DD ISO/PAS 27145-4:2006

http://www.avadocuments.com/doc/dd-iso-pas-27145-4-2006
http://www.avadocuments.com/doc/dd-iso-pas-27145-4-2006


4 
 

6 Vehicle and external test equipment connection requirements 

6.1 Overview 

To provide a future oriented, long-term stable communication standard which is based on existing industry 
communication standards, while allowing for backward-compatibility to existing automotive networks, 
ISO/PAS 27145 is designed to support different types of connections between external test equipment and a 
vehicle. Regardless of the underlying physical layer, data link and network layer the remaining parts of 
ISO/PAS 27145 remain unaltered. 

a) Controller Area Network based wired connection (section 7) 

This is the type of connection which describes the usage of the WWH-OBD communication services on 
existing ISO15765-4 compliant vehicle interface. It has been defined to allow for a smooth migration from 
a CAN-based vehicle interface to an Ethernet-based connection to a vehicle. 

b) TCP/IP over Ethernet wired connection 

This is the long-term type of connection which utilizes the Internet Protocol as network layer on a Fast 
Ethernet (IEEE 802.3) connection. 

This type of connection is not defined yet in ISO/PAS 27145-4 but will be contained in future versions of 
this standard. 

7 CAN based wired connection 

7.1 Initialization sequence 

The external test equipment shall support the initialization sequence as specified in this part of 
ISO/PAS 27145. Figure 1 — Initialization sequence overview provides an overview of the CAN initialization 
sequence. The following descriptions of the external test equipment initialization sequence make use of the 
off-page-connectors A to G as shown in Figure 1 — Initialization sequence overview to reference certain entry 
and exit points. 
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Initialization sequence

Functional 11 bit CAN identifier
request message

baudrateRecord

A

C

11 bit CAN identifier
response handling

Tx done

D

No response

Functional 29 bit CAN identifier
request message

E

Tx done

29 bit CAN identifier
response handling

ISO/PAS 27145-4
compliant

Not ISO/PAS 27145-4
compliant

Start

Perform ISO15765-4 / SAE
J1939-73 init sequence at

current baudrate

Transmit
error

Transmit
error

11 bit CAN
IDs verified

F G

No response

29 bit CAN
IDs verified

 

Figure 1 — Initialization sequence overview 
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