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Slip-on Flanges

Nominal Pressure 10

Upturned Welding Flanges DIN

Plain Collars 26—4—2

Iven 1n respec
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of this translat

In all cases the latest German-language verslon of this

ntee can be g

standard shall be token os authoritotive

F Slip-on flange
(Shown with flanged pipe)

No guara

Lose Flansche, VorschweiBbdrdel, glatte Bunde; Nenndruck 10

Dimensions in mm

G_Upturned welding flange
(Shown with slip-on flange F)
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B Plain collar

(Shown with slip-on flange F)

Detail

d

(Shown without pipe)
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dq = 219.1 mm of USt 37-1:

Designation of a plain collar
| of RSt 37-2

Nachdrudk, auch auszugsweise, nur mit Genehmigung des DIN Deutsches Insfitut fir Normung e. V., Berlin 30, gestattet.

must be agreed.
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Uber
Henry G. Fre e m a n, Dusseldorf

Translotion
o b 4

Designation of a slip-on flange (F) of nominal width 200 for pipe outside diameter

Flange F 200 X 219,.,1 DIN 2642 -~ USt 37-1

Collar B 200 x 219.4 DIN 2642 - RSt 37-2

Designation of an upturned welding flange (F) of nominal width 200 for pipe outslde diameter
d1 = 219.1 mm in steel, with material number 1.4571 or the code number X 10 CrNiMoTi 48 10:

Flange G 200 x 219.1 DIN 2642 - 1.4571 ]
If the collar is to be supplied with a different form of sealing according to DIN 2526, this

(B) of nominal width 200 for pipe outside dismeter d, = 219.1 mn

Oontinued on page 2
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Page 2 DIN 2642

. . . . Weight
Pipe mating d;menslonJ Flange Screws Collar and flangel) (7,853;;dn13)
Nomi- Num- kg
nal dy D ydg | b ko |e|yep |Thread dp| ds |h3| dg [he| 81 |s2]|T ~
width lsonjes 1/Series2 I . max. |min.{min./min| |Flange | Collar
- 14 16 14,6 )
10 17,2 — 90 To 14| 6013 4 1M12 |14 17.7 10| 40] 9(1,8|3 3| 0,599| 0,087
15 - 20 96 22 141 65 |3 4 (IM12 (14 21 10| 45| 912 {3 |38| 0,689 0,105
21,3 - . 24 22 ! '
— 25 28 26
20 26,9 — 105 30 14| 7543 4 1 M12 (14 97,6 12| 581212 (3 |3| 0,806] 0,203
25 - 30 115 33 16 {. 85 (4 4 [ M12 |14 31 12) 68152 (3 |4 1,11 0,276
33,7 = 36 ' 34,4 ' !
— 38 42 ' 39 :
32 42,4 — 140 16 16 | 100 |4 ‘4 |M16 |18 3.1 12| 78{15|26(35(4| 1,64 0,343
40 18,3 45'5 150 22 16 (110 {4 4 {M16 |18 ::’6 12| 88i17|2,6({3,6{4| 1,86 0,426
50 — 57 165 62 16 | 125 |6 4 |M16 |18 58,1 1410223 (2,6{8,5{5| 2,20 |-.0,618
60,3 — 65 ) 61,1 ’ ! ! ’
65 76,1 - 185| 8116|145 |5 4 !M16 |18 77,1[14|122(23(|2,6(3,6(5| 2,62 0,786
80 88,9 — 200 9418|160 |5 8 |M16 |18 90,73 16 | 18823 (3,214 |5| 38,32 1,10
- 108 113 109,6
100 1143 _ 220 119 18 {180 (5 8 ([M16 (18 115,’9 16 {168 |28 |3,2|4 |B| 38,67 1,31
125 — 183 250 138~ 18 | 210 |6 8 {M16 |18 1348 18| 188(30(3,2|{4 [6]| 4,54 1,96
139,7 — 145 1416 ! ! !
150 = 159 286 164 18 | 240 |5 8 | M20 (22 167,1 18 212130(3,2|4 |5 5,60 2,18
168,3 — 173 170,5 ! ! !
200 | 219,1 - 34022520295 |5 8 |M20|22|221,8|20|268|30/3,2{4 |5]| 7,46 3,10
250 — 267 395 273 22350 |5} 12 | M20 |22 270,2 221320(30(4 [5 |5 10,3 4,22
273 — 279 276,2 ’ !
300 | 323,9 — 4451329 |26 | 400 |5| 12 [ M20 |221327,6{22|370|35(4 |6 |5]| 14,0 4,85
350 3556 | — 505 362 108 | 460 |6 | 16 | M 20 |22 8597 og|as0| — | — |~ |6] 185 | 671
— 368 374 372,2 o -
400 406,4 — 5656 413 32515 |6 16 | M24 |26 411 24 482 — | — | — 16| 25,0 8,28
— 419 426 ] 423,17 ' '
500 | 508 — 670[517 38 |620|6] 20 | M 24 |26 |5136{26 585 — | —|— [6] 87,0 11,5
600 | 610 — 780(618 {44 | 725 |7 | 20 | M 27 130 616,6 {26 685 —|—|—|7]| 56,3 15,6
700 | 711 — 895|721 |50 | 840 (7| 24 | M27 |30|718,6 |28 | 800 —|—=1—17]80,4 23,2
800 | 813 - 1015|824 |56 | 950 |7 | 24 (M 30 (33 821,530 |906| — | — | — 711138,2 |29,2
1) Flanges from nominal width 350 not standardized.
g::mzil;f mating dimensions of Series 1 are international, whilst those of Series 2 are still used in

Material: .

Upburned welding flange: Steels according to DIN 17100, DIN 17155, DIN 47440
- Copper according to DIN 4787

Wrought copper alloys according to DIN 17671

. Aluminium according to DIN 1746

Collar: RSt 37-2 according to DIN 17100

Manufacturing method, delivery condition and marking: according to DIN 2519

Other relevant standards

For flanges; general information, survey, see DIN 2500
Tor steel flanges; technical conditions of delivery, see DIN 2519
For tubes see DIN 1754, DIN 1755, DIN 1795, DIN 2391 Part 1, DIN 2393 Part 1, DIN 24
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