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Wing screws

DIN
316
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has been used throughout as a decimal marker.

BOimensions in mm

1 Dimensions, designation
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and a length { = 20 mm, of product class C (previously type gi:

As it is current practice in standards published by the international Organization for Standardization ( 150), the comma

Flat point or oval point
in accordance with DIN 78
{at manufacturer’s discretion}

Designation of a malleable cast iron {GT) wing screw with a screw thread d, = M6

Wing screw DIN 316 - M6 X 20 — GT —

Supersades November 1970 edition
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Continued on pages 2 to 4
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Page 2 DIN 316

Screw thread d, M4 M5 M6 [ M10 [ M12 | M1 | M20 Mzﬂ
P 0.7 0.8 1 1,25 15 1,75 2 2.5 3
a mox 2,1 24 3 4 45 5,3 6 75 [
max 8 1 13 16 20 23 29 35 44
% min 5 8 10 13 17 20 26 32 o
¢ max 7 9 i1 125 16,5 19,5 23 29 375
min 55 7.5 9 105 14,5 17,5 21 27 35
max 20 26 33 39 51 65 73 90 110
¢ min 18 24 30 36 48 62 70 86 106
mex 1.9 2,3 2,3 2,8 44 a9 6,4 6.9 9.4
£ min 11 15 15 2 36 4 5.6 6.1 86
mex 2.3 2,8 3,3 44 5.4 6.4 7.5 8 105
&2 min 17 2.3 2.7 36 46 56 6.5 7 95
N max 10,5 13 17 20 25 33,5 37,5 46,5 56,5
min, 8,5 1 15 18 23 N 35 a4 53,5
max 4.8 6,5 8 10 12 14 17 21 25
" min 32 4 5 65 | 8 10 13 16 20
r = 3 4 5 6 8 10 11 14 18
ry = radiused 1 1 1.2 1.6 2.5
3 = 0.5 1 1 1 1,2 1.2 1.6 2 25
re = 2 2,5 3 3 5 6 7 8 8
!
Nominal
length min, max.
[ 5,4 6.6
8 7.3 8.7
10 83 | 10,7
12 110 | 128
(14) | 131 | 149 Range
16 151 | 169
18) | 121 | 189
20 19 21 of commercially available
25 24 26
30 29 3
35 338 | 362 lengths
EBETINS
| 50 | 488 | 512
50 | 5os | e1s Document
') P = Thread pitch {regutar thread) ;o;;nent Sharing Hu
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