DEUTSCHE NORM Mérz 2001
Luft- und Raumfahrt
Scheiben DIN
gesenkt 6 5209
ICS 49.030.50 Ersatz fir DIN 65209:1988-12
(Replacement for DIN 65209:1988-12)
Aerospace series — Washers, countersunk
Série aérospatiale — Rondelles fraisées
Vorwort Foreword

Diese Norm wurde von interessierten Experten des
Fachbereiches "Mechanik" der Normenstelle Luftfahrt
(NL) erarbeitet.

Anderungen

Gegeniiber DIN 65209:1988-12 wurden folgende Ande-
rungen vorgenommen:

a) Ein plattierter Werkstoff wurde aufgenommen.

b) Die Werkstoffangaben fir Aluminium wurden aktua-
lisiert.

¢) Die Kennzeichnung wurde spezifiziert.

Frithere Ausgaben

This standard has been prepared by interested experts
of the mechanic section of Normenstelle Luftfahrt (NL).

Revision

The following amendments have been made to the
DIN 65209:1988-12:

a) A clad material has been included.

b) The material indications for aluminium have been
updated.

¢) The marking has been specified.

Previous editions

DIN 65209: 1985-06, 1988-12

1 Anwendungsbereich

Diese Scheiben sind insbesondere als Unterlegschei-
ben fir den Schraubenkopf zu verwenden.

2 Normative Verweisungen

Diese Norm enthalt durch datierte oder undatierte Ver-
weisungen Festlegungen aus anderen Publikationen.
Diese normativen Verweisungen sind an den jeweiligen
Stellen im Text zitiert, und die Publikationen sind nach-
stehend aufgefiihrt. Bei datierten Verweisungen ge-
héren spétere Anderungen oder Uberarbeitungen
dieser Publikationen nur zu dieser Norm, falls sie durch
Anderung oder Uberarbeitung eingearbeitet sind. Bei
undatierten Verweisungen gilt die letzte Ausgabe der in
Bezug genommenen Publikation.

DIN 522, Scheiben— Technische Lieferbedingungen.

DIN 29895, Luft- und Raumfahrt — Altemnativ-Werk-
stoffe fiir Verbindungsteile.

1 Scope

These washers are designed primarily for use under
boit head.

2 Normative references

This standard incorporates, by dated or undated
reference, provisions from other publications. These
normative references are cited at the appropriate
places in the text and the publications are listed
hereafter. For dated references, subsequent amend-
ments to or revisions of any of these publications apply
to this standard only when incorporated in it by amend-
ment or revision. For undated references, the latest
edition of the publication referred to applies.

DIN 522, Washers — Technical delivery conditions.

DIN 29895, Aerospace — Alternative materials for
fasteners.
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DIN EN 2092, Luft- und Raumfahrt — Aluminiumle-
gierung AL-P7075-T6 oder T62 — Bleche und Bénder,
plattiert, 0,4 mm < a < 6 mm; Deutsche Fassung
EN 2092:1993.

DIN EN 2424, Luft- und Raumfahrt — Kennzeichnung
von Luft- und Raumfahn-Erzeugnissen; Deutsche Fas-
sung EN 2424:1995.

DIN EN 2696, Luft- und Raumfahrt — Aluminiumle-
gierung AL-P7075-T6 oder T62 — Bleche und Bénder,
0,4 mm < a < 6 mm, Deutsche Fassung
EN 2696:1993,

DIN ISO 2768-1, Allgemeintoleranzen — Toleranzen
fiir Ldngen- und WinkelmaBe, ohne einzelne Toleranz-
eintragung; Identisch mit ISO 2768-1:1988.

E DIN ISO 13715, Technische Zeichnungen — Werk-
stlickkanten mit unbestimmter Form — Begriffe und
Zeichnungsangaben (ISO/DIS 13715).

LN 9368-1, Luft- und Raumfahrt — Bezeichnung der
Oberflachenbehandiungen — Aufbau der Kenn-Num-
mern, Angaben in Bauunterlagen, Ubersicht.

LN 9368-3, Luft- und Raumfahrt — Bezeichnung der
Oberfldchenbehandiungen — Kenn-Nummern flir che-
mische Behandlungsverfahren.

LN 9368-4, Luft- und Raumfahrt — Bezeichnung der
Oberflichenbehandiungen — Kenn-Nummern fir ano-
dische Behandlungsverfahren.

Werkstoff-Handbuch der Deutschen Luftfahrt, Teil I:

WL 1.4544 Teil 1, Nichtrostender austenitischer
Chrom-Nickel-Stahl mit etwa 0,05C — 18 Cr —
10 Ni — 0,4 Ti — Bleche, Platten und Bénder.

WL 1.4546 Teil 1, Nichtrostender austenitischer
Chrom-Nickel-Stahl mit etiwa 0,05C — 18 Cr —
10 Ni — 0,6 Nb — Stangen und Schmiedestlicke.

WL 1.4943 Teil 1, Hochwarmfester ausscheidungs-
hértender Nickel-Chrom-Titan-Stahl mit etwa 0,03 C —
25 Ni — 15 Cr — 1,8 Ti — Bleche, Platten und Bén-
der.

WL 1.4944 Teil 1, Hochwarmfester aushértender Nik-
kel-Chrom-Titan-Stahl mit etwa 0,06 C - 25 Ni - 15 Cr -
2,1 Ti- 1,2 Mo — Bleche, Bénder and Platten.

WL 1.7214 Teil 1, SchweiBbarer Chrom-Molybdén-
Vergitungsstahl mit etwa 0,25 C— 1 Cr— 0,2 Mo —
Bleche, Platten und Bénder.

WL 1.7220, Chrom-Molybdén-Verglitungsstahl mit
etwa 0,35 C— 1 Cr- 0,2 Mo — Stangen und Draht fir
kalt und warm zu formende Schrauben und Muttern.

DIN EN 2092, Aerospace series — Aluminium alloy
AL-P7075-T6 or T62 — Clad sheet and strip,
0,4 mm < a < 6 mm; German version EN 2092:1993.

DIN EN 2424, Aerospace series — Marking of aero-
space products; German version EN 2424:1995.

DIN EN 2696, Aersopace series — Aluminium alloy
AL-P7075-T6 or T62 — Sheet and strip, 0,4 mm < a <
6 mm; German version EN 2696:1993.

DIN ISO 2768-1, General tolerances — Tolerances for
linear and angular dimensions without individual tole-
rance indication; ldentical with ISO 2768-1:1989.

E DIN ISO 13715, Technical drawings — Edges of
undefined shape — Vocabulary and indication on
drawings (ISO/DIS 13715).

LN 9368-1, Aersopace — Designation of surface treat-
ments — Composition of code numbers, indications in
design documents, survey.

LN 9368-3, Aersopace — Designation of surface treat-
ments — Code numbers for chemical treatments.

LN 9368-4, Aersopace — Designation of surface
treatments — Code numbers for anodic treatments.

German Aviation Materials Manual, Part I:

WL 1.4544 Part 1, Austenitic stainless chromium-
nickel steel with approx. 0,05 C — 18 Cr — 10 Nj —
0,4 Ti — Sheet, plate and strip.

WL 1.4546 Part 1, Austenitic stainless chromium-
nickel steel with approx. 0,05 C — 18 Cr — 10 Ni —
0,6 Nb — Bars and forgings.

WL 1.4943 Part 1, Heat-resisting, precipitation-harde-
ning nickel-chromium-titanium steel with approx. 0,03 C
25 Ni — 15 Cr — 1,8 Ti — Sheel, plate and strip.

WL 1.4944 Part 1, Heat-resisting, precipitation-harde-
ning nickel-chromium-titanium stee! with approx. 0,06 C
25 Ni— 15 Cr— 2,1 Ti — 1,2 Mo — Sheet, plate and
strip.

WL 1.7214 Part 1, Weldable quenched and tempered
chromium-molybdenum steel with approx. 0,25 C —
1 Cr — 0,2 Mo — Sheet, plate and strip.

WL 1.7220, Quenched and tempered chromium-
molybdenum steel with approx. 0,35 C — 1 Cr —
0,2 Mo — Bars and wire for cold and hot formed bolts
and nuts.
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