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DEUTSCHE NORM

aus korrosionsbestandigem Stahl

Luft- und Raumfahrt

Kronenmuttern mit MJ-Gewinde DIN
selbstsichernd

65 270

Klasse: 1100 MPa/120 °C

Aerospace;

Aéronautique et espace;
freinage interne,
1100 MPa/120 °C

Diese Norm wurde unter Beriicksichtigung giiltiger
Beschlisse (Building Block Documents) und Normen
des ISO/TC 20/SC 4 (Aircraft and Space Vehicles,
Aerospace Fastener Systems) erstelit.

Diese Norm ist anerkannt durch das Bundesamt fir
Wehrtechnik und Beschaffung und das Luftfahrt-
Bundesamt.

MaBe in mm

1 Anwendungsbereich
Kronenmuttern nach dieser Norm sind fir Verbin-
dungen mit Schrauben mit einer Nennzugfestigkeit

€ 1100 MPa und Splinten nach DIN EN 2367 anzu-
wenden.

2 MaBe, Bezeichnung

Nicht angegebene Einzelheiten sind zweckent-
sprechend zu wghlen.
Die Auflageflache darf eben bis konkav, aber

keinenfalls konvex sein.

nuts, hexagon, slotted/castellated, with MJ thread, self-
locking, corrosion-resisting steel; classification: 1100 MPa/120 °C

écrous hexagonaux & créneaux,
en acier résistant & la corrosion; classification:

Ersatz fir Ausgabe 01.86
(Supersedes edition 01.86)

filetage MJ,

In case of dispute the German wording shall be
valid.

This Standard has been prepared taking into account
relevant resolutions (Building Block Documents) and
standards of ISO/TC 20/SC 4 (Aircraft and Space
Vehicles, Aerospace Fastener Systems),

This Standard 1is approved by the Bundesamt fiir
Wehrtechnik und Beschaffung and the Luftfahre-
Bundesamt.

Dimensions in mm

1 Field of application

Hexagon slotted/castellated nuts to this Standard
shall be used for connections with screws and bolts
having a nominal tensile strength < 1100 MPa as
well as split pins to DIN EN 2367.

2 Dimensions, designation

Details not specified shall
priate.

The bearing surface may be flat to concave but
shall not be convex.

be chosen as appro-
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a) Feld fiir Kennzeichnung a) Space for identification mark

b) Flankendurchmesser b) Pitch diameter

¢) Form der Fase nach Wahl des c) Form of chamfer within limiting

Herstellers, sofern die MaBe
eingehalten werden

d) Ausfilhrung nach Wahl des Her- d
stellers

option

-

option

dimensions at manufacturer's

Configuration at manufacturer's
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Seite 2 DIN 65 270

Mutter DIN 65 270 - 08 D

(Nut DIN 65 270 - 08 D)
Benennung {Description)

Norm-Nummer (Standard number)
Gewinde~Kennzahl (Thread code)
Oberfldchenbehandlung (Surface treatment)

Gewinde
(Thread) b c dy d3 e h m
Kennzahl d
(Code) 1 hi4 max. min. Tol. min. min. hia min,
05 MJ 5 x 0,8 -4H6H 3,2 0,5 0,2 5 + g,e 7,4 8,7 6,17 2,2
06 MJ 6 x 1 -4H5H 3,8 0,5 0,2 6 * g,s 9,3 10,9 7.5 2,6
08 MJ B8 x 1 -4HSH 5,2 0,5 0,2 8 * 8'8 12,2 14,3 9,0 4,1
10 MJ 10 x 1,25-4H5H 6,5 0,6 0,3 10 * 8'8 16,0 18,9 10,5 5,2
12 MJ 12 x 1,25~4H5H 8,0 0,6 0,3 12 * g,B 18,0 21,1 12,0 5,8
14 MJ 14 x 1,5 -4HEH 9,86 0,6 0,3 14 * g'B 21,0 24,5 14,0 7.0
16 MJ 16 x 1,5 -4HSH 10,8 0,6 0,3 16 * g,a 23,0 26,8 16,0 8,0
18 MJ 18 x 1,5 -4H5H 12,5 0,6 0,3 18 + g’a 26,0 30,2 18,0 8,5
+ 0,8
20 MJ 20 x 1,5 -4HBH 13,5 0,6 0,3 20 0 29,0 33,6 20,0 11,0
Masse 1) zugehoriger
Gewinde Kg/1000 Stiick Splint-
(Thread) n s W X z (Mass ') Durchmesser
kg/1000 pieces) | (Associated
Kennzahl d split pin
(Code) 1 max. | min. Tol. max. diameter)
05 MJ 5 x 0,8 -4HEH 1,95 | 1,7 8 h12 0,2 0,1 0,3 1,41 1,4
06 MJ 6 x 1 -4H5H 1,96 11,7 |10 |h13 }0,2 |0,17 }0,3 2,62 1,4
08 MJ 8 x 1 -4H5H 2,36 | 2,1 13 h13 0,2 G,1 0,36 5,23 1,8
10 MJ 10 x 1,25-4H5H 2,85 2,6 17 h13 0,25|0,1 0,36 10,47 2,3
12 MJ 12 x 1,25-4H5H 2,85| 2,6 19 h13 0,25 |0,13}0,43 15,10 2,3
14 MJ 14 x 1,5 -4HSH 3,5 3,2 22 h13 0,25 |0,13)0,43 23,158 2,9
18 MJ 16 x 1,5 -4HSH 3,5 3,2 24 h13 0,3 0,15] 0,43 26,67 2,9
18 MJ 18 x 1,5 -4H5H 4,3 4,0 21 h13 0,3 0,18)0,43 35,22 3,7
20 MJ 20 x 1,5 -4H5H 4,3 4,0 30 h13 0,3 0,18 { 0,52 51,32 3,7
1) Errechnet mit einer Dichte von 7,9 kg/dm3 1) Calculated on the basis of a density of
7,9 kg/dm3,
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