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mit kurzem Gewinde
Nennzugfestigkeit 900 MPa

. Luft- und Raumfahrt | .
Senkschrauben mit geripptem Fliigelkreuzschlitz

und MJ-Gewinde

fur Temperaturen bis 235 °C

DIN
65 286

aus Stahl

Diese Norm wurde unter Bericksichtigung gliltiger
Beschiusse (Building Block Documents) und Normen
des ISO/TC 20/SC 4 (Aircraft and Space Vehicles,
Aerospace Fastener Systems) erstellt.

Diese Norm ist anerkannt durch das Bundesamt fir
Wehrtechnik und Beschaffung und das Luftfahrt-
Bundesamt.

Diese Norm berihrt Schutzrechte; Auskunft erteilt
die Normenstelle Luftfahrt (NL) im DIN Deutsches
Institut fur Normung e, V., KamekestraBe 8,
500C Koln 1.

Maf3e in mm

1 MaBe, Bezeichnung

Aerospace; countersunk head screws, with ribbed TORQ-SET (ACR) recess and MJ thread, short thread length,
steel, nominal tensile strength 900 MPa, for temperatures up to 235 °C

Aéronautique et espace; vis 3 té@te fraisée & empreinte TORQ-SET (ACR) & nervures, filetage MJ de longueur
courte, en acier, résistance nominale en traction de 900 MPa, pour températures jusqu'a 235 °C

In case of dispute the German wording shall be

valid.

This Standard has been prepared taking into account
relevant resolutions (Building Block Documents) and
standards of ISO/TC 20/SC 4 (Aircraft and Space
Vehicles, Aerospace Fastener Systems).

This Standard is approved by Bundesamt fir Wehr-
technik und Beschaffung and Luftfahrt-Bundesamt.

This Standard is subject to proprietary rights. In-
formation may be obtained from Normenstelle
Luftfahrt (NL), DIN Deutsches Institut fir Normung
e. V., Kamekestr. 8, 5000 Koln 1.

Dimensions in mm

1 Dimensions, designation

-01

Jede Art der Vervielfiltigung, auch auszugsweise, nur mit Genehmigung des DIN Deutsches Institut fiir Normung e.V., Berlin, gestattet.
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Tabelle. Table.
Gewinde-Kennzahl
(Thread code) 03 04 05 06 08 10 12
dq MJ3x0,5 MJax0,7 MJ5x0,8 MJ6x1 MJ8x1 MJ10x1,25 MJ12x1,25
C1 min. 0,06 0,08 0,1 0,1 0,1 0,1 0,1
c max. 0,63 0,93 0,96 1,26 1,60 1,93 2,53
2 min. 0,65 0,85 0,88 1,18 1,52 1,85 2,45
do h12 3 4 5 6 8 10 12
ds min. 5,4 7,2 9,0 10,8 14,8 18,8 22,8
dg theor. 6,0 8,0 10,0 12,0 16,0 20,0 24,0
dg 4,50 5,78 7,M 9,00 12,21 15,43 18,00
K theor. 1,26 1,68 2,11 2,53 3,38 4,23 5,07
12 + 0,3 19 + 6 191 + 7,5 19 + 9 17 + 10 19 + 11,5 11 + 14,5 19 + 16
R max. 0,4 0,4 0,5 0,7 0,7 .8 _ 0,9
min. 0,2 0,2 0,3 0,5 0,5 0,6 0,6
E:;Z;ol;:ganzen u 0,12 0,12 0,12 0,12 0,15 0,15 0.18
(Tolerances
on form and v 0,002 0,002 0,002 0,002 0,002 0,0015 0,0015
position)
Flugelkreuzschlitz-
GroRe ')
(Size of TORQ-SET 03 04 05 06 08 10 12
recess 1})
Langen- 1
Kennzah1 1 Masse (7,85 kg/dm3) kg/1000 Stiick =
(Length [Mass (7,85 kg/dm3) kg/1000 pieces =]
code) + 0,2
003 3 0,423 - - - - - -
004 4 0,477 1,036 2,09 - - - -
005 5 0,532 1,132 2,244 3,55 = - -
006 6 0,587 1,229 2,397 3,17 - - -
007 7 0,641 1,325 2,550 3,99 9,24 - =
008 8 0,696 1,421 2,703 4,21 9,62 17,80 -
009 9 0,751 1,518 2,856 4,44 10,02 18,42 -
010 10 0,805 1,614 3,009 4,66 10,41 19,03 32,69
011 11 0,860 1,711 3,162 4,87 10,81 19,65 33,67 |
012 12 0,915 1,807 3,315 5,09 11,19 20,27 34,46
013 13 0,969 1,903 3,468 5,31 11,69 20,88 35,34
014 14 1,025 2,000 3,621 5,53 11,98 21,50 36,23 _ ]
015 15 1,079 2,096 3,774 5,76 12,38 22,11 37,12
016 16 1,133 2,193 3,927 5,98 12,76 | 22,72 38,00
017 17 1,188 2,289 4,081 6,20 13,16 23,34 38,89
018 18 1,243 2,385 4,234 6,41 13,55 23,95 39,78
019 19 1,297 2,482 4,387 6,63 13,95 24,57 40,617
020 20 1,352 2,578 4,540 6,85 14,33 25,18 41,85
021 21 1,407 2,674 4,693 7,07 14,173 25,80 42,43
022 22 1,461 2,711 4,846 7,29 15,12 26,42 43,32
023 23 1,516 2,867 4,999 7,51 15,52 27,03 44,21
024 24 1,570 2,964 5,152 7,73 15,91 27,65 45,10
025 25 1,625 3,060 5,305 7,94 16,30 28,26 45,98
026 26 1,680 3,156 5,458 8,17 16,69 28,88 46,87
027 27 1,734 3,253 5,611 8,39 17,09 29,49 47,75
028 28 1,789 3,349 5,764 8,58 17,417 30,10 48,65
029 29 1,844 3,446 5,917 8,83 17,87 30,72 49,53
030 30 1,898 3,542 6,070 9,05 18,26 31,34 50,41
032 32 - 3,735 6,376 9,48 19,04 32,517 52,18
034 34 - 3,927 6,682 9,92 19,83 33,80 53,96
036 36 - 4,120 6,988 10,36 20,61 35,03 55,73
038 38 - 4,313 7,294 10,81 21,40 | 36,25 57,51
040 40 - 4,506 7,600 11,24 22,18 37,49 59,28
042 42 - - 7,906 11,68 22,97 38,72 61,06
044 44 - - 8,212 12,12 23,15 39,95 62,82
046 46 - - 8,518 12,56 24,54 41,18 64,59
048 48 . - ~ 8,824 13,00 25,32 42,40 66,37
050 50 - - 9,130 13,44 26,11 43,64 68,14
') Flugelkreuzschlitze und Lehren nach DIN 65 521 ') TORQ-SET recesses and gauges according to
Teil 1 und Teil 2 DIN 65 521 Part 1 and Part 2
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