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Doppelgabelkdpfe

far einstellbare Bedienstangen
Nicht far Neukonstruktionen

65 365

Institut fiir Normung e.V., Berlin, gestattet.

Aerospace; double fork ends for adjustable control rods

Ersatz fiir Ausgabe 12.89
(Supersedes edition 12.89)

Aéronautique et espace; embouts 3 chape double pour bielles de commande

réglables

Diese Norm ist anerkannt durch das Bundesamt fiir.
Wehrtechnik und Beschaffung und das Luftfahrt-
Bundesamt.

MaBe in mm

1 Anwendungsbereich
Doppelgabelkopfe nach dieser Norm konnen aufgrund
der Kadmierung bis maximal 235 °C verwendet werden.

Sie dienen vorzugsweise fiir einstellbare Bedien-
stangen fiir Flugsteuerungen von Luftfahrzeugen.

2 MaBe, Bezeichnung

Allgemeintoleranzen: DIN 7168 - m

In case of dispute the German wording shall be
valid.

This Standard is approved by the Bundesamt fiir
Wehrtechnik und Beschaffung and the Luftfahrt-

Bundesamt.
Dimensions in mm

1 Field of application

Double fork ends to this Standard may be used at
temperatures up to a maximum of 235 °C owing to
cadmium plating. They are intended primarily for
adjustable control rods in aircraft flight control
systems.

2 Dimensions, designation

Generai tolerances: DIN 7168 - m
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') d7 & d3 as given in DIN 1SO 5855 Part 2
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Seite 2 DIN 65 365

Doppelgabelkopf DIN 65 365 -~ 08 R
{Double fork end DIN 65 365 - 08 R}
Benennung (Description) ’
Norm-Nummer (Standard number)
Kennzah1 (Code number)
Kennbuchstabe fiir Gewinde (Code letter for thread)
Kennzahl
(Code number) 06 08 10
dq t ot 24 27,8 35,6
dy t 0,25 13 15 "
d3 0,25 19,5 21,5 27
dy J7 6 8 10
o
s - 0,25 4
dg MJ 10 x 1,25 MJ 12 x 1,25 MJ 14 x 1,5
14 30 36 a1
+ 1
1, 0 39 44 50
13 min, ‘) 23 21 31
0
14 - 0,1 8 10,2 12,2
15 * ot 2,4 2, 3,2
+ 0,2
g 0 20,2 22,2 28,2
17 0,1 0,5 0,8 0,8
s 8’1 14 15 20
1g t 0,25 26 30 34
0
110 -1 40
11 max. 33 38 44
112 34 40 46
+ 1
rq 0 2 2 2
r2 0,8 0,8 1
Statische Bruchbelastung
{Ultimate static load) kN 40 58 83
Masse g/Stuck -
(Mass g/piece) = 81 126 207
') Mindesteinschraublénge; sie umfaBt die ') Minimum length of thread engagement; -it
Dicke der Sicherungsscheibe und die Hohe der includes the thickness of the lock washer
Sicherungsmutter. and the height of the locking nut.

3 Werkstoff

1.7734.5 nach Werkstoff~Handbuch der deutschen

Luftfahrt, Teil I

4 Oberfliéchenbehandlung

3000.2 LN 9368 Teil 1 und Teil §

5 Gewinde

Nach DIN ISO 5855 Teil 1 und Teil 2; Toleranzklasse
4h6h, gewalzt

R = Rechtsgewinde, L = Linksgewinde

6 Kennzeichnung

Nach DIN EN 2424 (z. Z. Entwurf)

Kennzeichnungsklasse A

Full document details: DIN 65365:1991-11

3 Material

1.7734.5 according to German Aviation Materials

Manual, Part |

4 Surface treatment

3000.2 LN 9368 Part 1 and Part §

5 Thread
According to DIN ISO 5855 Part 1 and Part 2;
tolerance class 4h6h, rolled
R = right-hand thread, L = left-hand thread
6 Identification marking
In accordance with DIN EN 2424 (at present at the —_—
stage of draft)
Style A
Documents
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