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Luft- und Raumfahrt ﬁ- -N
Kauschen aus Stahlblech =
MaBe  Massen 65 457

Aerospace; thimbles, formed from steel; dimensions, masses

Aéronautique et espace; cosses en téles d'acier; dimensions, masses

Diese Norm ist anerkannt durch das Bundesamt fiir
Wehrtechnik und Beschaffung und das Luftfahrt-
Bundesamt.

Mage in mm
1 Anwendungsbereich

Kauschen aus Stahlblech nach dieser Norm sind in
Verbindung mit Drahtseiien anzuwenden.

2 MaBe, Bezeichnung
Allgemeintoleranzen: DIN 7168 - sehr grob

Nicht angegebene Einzelheiten sind 2zweckentspre-
chend zu wihlen.
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In case of dispute the German wording shall be
valid.

This Standard is approved by Bundesamt fir Wehr-
technik und Beschaffung and Luftfahrt-Bundesamt.

Dimensions in mm
1 Field of application

Thimbles formed from steel according to this
Standard are intended for use with wire ropes.

2 Dimensions, designation
General tolerances: DIN 7168 - very coarse

Details not specified shall be selected as appro-
priate.
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Kausche DIN 65 457 - 60 Z

(Thimble DIN 65 457 - 50 2

Benennung (Description)

Norm-Nummer (Standard number)

Kennzahl fiir Seildurchmesser (Code number for rope diameter)

Werkstoff-Kennbuchstabe (Code letter for material)

Fortsetzung Seite 2 und 3
(Continued on pages 2 and 3)
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Seite 2 DIN 65 457

GroBtméglicher
Seildurchmesser a b c 1 r s t Masse
(Maximum acceptable kg/1000 Stiick
diameter of rope) Nenn- Grenz- (Mass
maB abmaBe kg/1000 pieces)
Kennzahl NenngroBe (Nom- (Limit
{Code (Nominal inal) devi-
number) size) ations) =
16 1,8 2 3 6 16 1 2 0,60
18 + 0,2 8 17,5 0,5 0,90
25 2,5 3 0 4 10 21,5 1,8 2,5 1,54
35 3,5 4 5,5 12 26,5 2 0.75 3 3,52
40 4 5 + 0,3 6,5 13 28,5 2,5 ! 3,5 4,32
50 5 6 0 8 14 30 3 4 6,86
60 6 1 9 15 33 3,5 1 4,5 7,98
70 7 8 10 16 35 4 5 10,1
80 8 9 + 0,4 11,5 18 39 4,5 1,25 5,5 16,0
90 9 10 0 12,5 20 43 5 6 19,8
100 10 11 14 22 47,5 5,5 1,5 1 29,5
3 Werkstoff 3 Material

1.4571 nach DIN 17 441: Kennbuchstabe Y

1.0116 nach DIN 17 100: Kennbuchstabe Z

4 Oberfléchenbehandlung
1.4571 : 1200 LN 9368 Teil 3

1.0116 : 4000.2 LN 9368 Teil 1 und Teil 6

5 Ausfiihrung

Die Kauschen werden an der StoBstelle nicht
geschweiBt. Die StoBstelle darf auch nach der
Oberfilachenbehandlung einen kleinen Spalt auf-
weisen.

6 Kennzeichnung

Falls eine Kennzeichnung gewiinscht wird, ist dies
bei der Bestellung besonders zu vereinbaren.

1.4571 as per DIN 17 441: code letter Y

1.0116 as per DIN 17 100: code letter Z

4 Surface treatment
1.4571 : 1200 LN 9368 Part 3

1.0116 : 4000.2 LN 9368 Part 1 and Part 6

5 Workmanship

The joint formed at the point of the thimble shall
not be welded. A small gap at the joint may be
allowed, even after surface treatment.

6 Identification marking

Any identification marking, if required, shall be
subject to special agreement at the time of
ordering.
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