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Diese Norm ist anerkannt durch das Bundesamt fir
Wehrtechnik und Beschaffung und das Luftfahrt-
Bundesamt.

MaBe in mm
1 Anwendungsbereich

Diese Norm legt die HiillmaBe, die EinbaumaBe und
die Eigenschaften von DrehverschluBgehdusen fir
strukturelle Anwendung fiir den Temperaturbereich
von - 55 °C bis 150 °C fest. Einzelheiten, wie
z. B. das Verriegelungsprinzip und die Sicherung,
konnen je nach Hersteller unterschiedlich sein und
sind deshalb in der Norm nicht definiert.

Der Kennbuchstabe fiir das DrehverschluBsystem be-
schreibt - unabhdngig vom Hersteller - die wichtig-
sten Merkmale des Drehverschlusses.

Teile nach DIN 65 487 und DIN 65 492 durfen nur
miteinander montiert werden, wenn sie mit dem glei-

chen Kennbuchstaben fiir das DrehverschluBsystem und
gleichem Herstellerkennzeichen versehen sind.

2 MaBe, Bezeichnung

Nichtangegebene Einzelheiten sind zweckentsprechend
zu wahlen.

Allgemeintoleranzen: ISO 2768 - m

In case of dispute the German wording shall be
valid.

This Standard +is approved by the Bundesamt fiir
Wehrtechnik und Beschaffung and the Luftfahrt-
Bundesamt.

Dimensions in mm
1 Field of application

This Standard specifies the envelope dimensions,
assembly dimensions and characteristics of rotary
fastener receptacles for structural application
over a temperature range of - 55 °C to 150 °C.
Details such as the 1locking principle and the
retention may vary from one manufacturer to another
and are therefore not defined in the present Stan-
dard.

The fastener system code letter identifies the main
features of the fastener, irrespective of the manu-
facturer.

Component parts covered by DIN 65 487 and
DIN 65 492 shall only be mated when they are

bearing the same fastener system code letter and
the same manufacturer's identification.

2 Diwmensions, designation

Details not specified shall be chosen as appro-
priate.

General tolerances: IS0 2768 - m
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a) Feld fiir Kennzeichnung (wahlweise)
b) DrehverschluBgehduseflansch

c) DrehverschluBzapfenaufnahme

d) OrehverschluBgehduse

Bild 1.

(Figure 1.)

Benennung (Description)
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a) Space for identification mark (optional)

b) Receptacle flange
c) Receptacle barrel

d) Receptacle housing

DrehverschluBgehduse
{(Rotary fastener receptacle DIN 65 492 A 06 C

DIN 65 492 A 06 C

Norm-Nummer (Standard number)

Kennbuchstabe fiir DrehverschluBsystem ') (Code letter for rotary fastener system 1))

Kennzahl fiir DrehverschiuBzapfendurchmesser 2) (Code number for stud diameter 2))

Kennbuchstabe fiir DrehverschiuBsystem/Werkstoff nach DIN 65 485

(Code letter for rotary fastener system/material per DIN 65 485)

Tabelle 1. Table 1.
Kennzahl
filir
DrehverschluBzapfen-
durchmesser 1) 05 06 08 10
(Stud diameter
code number 1))
dq min. 6,5 7,5 9,5 11,5
do v oz 2,5 3 3,5
T max. 8,5 10,2 12,7 13,9
15 max. 6,0 8,0
13 max. 13 15 17 20
14 max. 13,5 16,0 18,5
15 + 0,1 19 22 26
16 max. 25,2 29,2 35,2
r max. 3 3,5 4,5
radiale Beweglichkeit
(Radial float) 0.5 0,6 0.7 0,75
Masse g/Stick
(Mass a/piece) max. 3,0 5,0 8,5 12,2

1) Nach DIN 65 487

') In accordance with DIN 65 487

1) Nach DIN 65 485
#) Nach DIN 65 487
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1} In accordance with DIN 65 485
2) In accordance with DIN 65 487
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