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Nationales Vorwort

Dieses Dokument (CEN/TS 17466:2020) wurde vom Technischen Komitee CEN/TC 278 ,lIntelligente
Verkehrssysteme"” ausgearbeitet, dessen Sekretariat von NEN (Niederlande) gehalten wird.

Das zustdndige deutsche Normungsgremium ist der Gemeinschaftsarbeitsausschuss NA 052-02-71 GA
»Gemeinschaftsarbeitsausschuss NAAutomobil /DKE: Intelligente Verkehrssysteme“ des DIN-
Normenausschusses Automobiltechnik.

Technische Spezifikationen sind nicht Bestandteil des Deutschen Normenwerks.

Eine Technische Spezifikation ist das Ergebnis einer Normungsarbeit, das wegen bestimmter Vorbehalte
zum Inhalt oder wegen des gegeniiber einer Norm abweichenden Aufstellungsverfahrens von DIN noch nicht
als Norm herausgegeben wird.

Zur vorliegenden Technischen Spezifikation wurde kein Entwurf verdoffentlicht.

Aktuelle Informationen zu diesem Dokument kénnen liber die Internetseiten von DIN (www.din.de) durch
eine Suche nach der Dokumentennummer aufgerufen werden.

Das Prasidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der
europdischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europaische Normen in
den drei offiziellen Sprachen Deutsch, Englisch und Franzdsisch veroffentlicht werden, in begriindeten
Ausnahmefillen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann.

Dieses Dokument enthalt unter Berticksichtigung des DIN-Prasidialbeschlusses 1/2004 nur die Englische
Fassung von CEN/TS 17466:2020.

Die Bereitstellung von ITS-Diensten erfordert typischerweise Kommunikation zwischen ITS-
Stationseinheiten (ITS-SU) nach ISO 21217. Abweichende Anforderungen fiir Kommunikations- und
Kapazitatsbeschrankungen flihren zum Konzept der hybriden Kommunikation, fiir die vielfiltige
Kommunikationsprotokoll-Stacks mit unterschiedlichen Zugriffstechnologien und Kommunikations-
protokollen unterstiitzt werden

Eine wesentliche Eigenschaft von C-ITS ist der gemeinschaftliche Datenaustausch zwischen ITS-
Anwendungen in derselben ITS-SU. Wesentliche Schwerpunkte von C-ITS sind die Domains
Strafensicherheit und effiziente Straflennutzung mit dem Fokus auf der drahtlosen Kommunikation
zwischen in Fahrzeugen verbauten ITS-SUs.

Auch wenn es zwischen kooperativer ITS (C-ITS) und stadtischer ITS (U-ITS) Unterschiede bezogen auf den
Zieldienst gibt, konnen Daten und Prozeduren, die fiir C-ITS entwickelt wurden, auch effizient in U-ITS
angewandt werden.

Diese technische Spezifikation definiert Kommunikationsschnittstellen und -profile fiir U-ITS mit dem
Schwerpunkt auf Kommunikationen zwischen Zentralstationen (C-ITS-SUs). Diese C-ITS-SUs koénnen Teil
von z. B. zentralen Verkehrssteuerungszentralen, Behordenzentralen oder Zentralen von Dienstanbietern
sein. Die Festlegungen von Kommunikationsprofilen in diesem Dokument basieren auf der Methodologie in
[SO/TS 21185.

Erfahrungen mit dieser Technischen Spezifikation sind erbeten:

— vorzugsweise als Datei per E-Mail an ericwern@vda.de in Form einer Tabelle. Die Vorlage dieser
Tabelle kann im Internet unter http://www.din.de/stellungnahme abgerufen werden;

— oder in Papierform an den Normenausschuss Automobiltechnik, Behrenstr. 35, 10117 Berlin.
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Nationaler Anhang NA
(informativ)

Begriffe

Fiir die Anwendung dieses Dokuments gelten die folgenden Begriffe.

ISO und IEC stellen terminologische Datenbanken fiir die Verwendung in der Normung unter den folgenden
Adressen bereit:

— IEC Electropedia: verfiigbar unter http://www.electropedia.org/
— ISO Online Browsing Platform: verfligbar unter http://www.iso.org/obp

3.1

Schnittstelle

(en: interface)

Abgrenzungspunkt zwischen zwei Entitdten, tiber den Informationen von einer Entitdt zur anderen Entitat
nach einer gegebenen, technisch detaillierten Spezifikation fliesen

3.2

logische Schnittstelle

(en: logical interface)

Schnittstelle, fiir die die semantischen, syntaktischen und symbolischen Attribute fiir Informationsfliisse
definiert sind

3.3

physikalische Schnittstelle

(en: physical interface)

Schnittstelle, fiir die die physikalischen Eigenschaften von Signalen, die zur Darstellung von Informationen
verwendet werden, sowie die physikalischen Eigenschaften der Kandle, die zur Signaliibertragung
verwendet werden, definiert sind

34

Dienstschnittstelle

Schnittstelle, fiir die die Summe an Interaktionen, die von einer Entitit zur Teilnahme mit einer anderen
Entitdt fiir einige Absichten bereitgestellt werden, zusammen mit Beschriankungen beziiglich deren
Auftretens definiert ist

3.5

Steuerungsdienst-Schnittstelle

(en: management service interface)

Dienstschnittstelle, welche Steuerungsfunktionen einer Dienstfunktion darstellt, die in einer Komponente
zur Nutzung eines Nutzers des Dienstes enthalten sind

[QUELLE: ISO 18202:2015, 1.4.7 - modifiziert]
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3.6

Nutzerschnittstelle

(en: user interface)

Schnittstelle zwischen einem Nutzer und einem interaktiven System, welche Informationen und Regelungen
fiir den Nutzer bereitstellt, um spezifische Aufgaben mit dem interaktiven System zu leisten

[QUELLE: ISO/IEC 25063:2014, 3.18 - modifiziert]

3.7

ITS-Dienst

(en: ITS service)

Funktionalitdt, welche Nutzern von intelligenten Verkehrssystemen bereitgestellt wird, die entwickelt
wurden, um z. B. die Sicherheit, Zuverlassigkeit, Effizienz oder den Komfort zu verbessern

[QUELLE: ISO 21217:2014, Definition 3.11]

3.8

ITS-Anwendung

(en: ITS application)

Umschreibung fiir einen ITS-Dienst, welcher einen Verbund von zwei oder mehreren sich erganzenden ITS-
S-Anwendungsprozessen einbezieht

[QUELLE: ISO 21217:2014, Definition 3.9]

3.9

ITS-S-Anwendungsprozess

(en: ITS-S application process)

Element innerhalb einer ITS-Station, welches die Verarbeitung von Informationen fiir eine bestimmte
Anwendung durchfiihrt und ITS-S-Dienste zur Ubertragung und zum Empfang von Informationen nutzt

[QUELLE: ISO 21217:2014, Definition 3.19]

3.10

ITS-S-Dienst

(en: ITS-S service)

Kommunikationsfunktionalitdt einer ITS-S, welche die Fahigkeit zur Verbindung mit anderen Knoten
bereitstellt

[QUELLE: ISO 21217:2014, Definition 3.37]

3.11

ITS-Station

(en: ITS-station)

funktionelle Entitat, welche die ITS-S-Einrichtungsschicht, ITS-S-Netzwerk- und Transportschicht, ITS-S-
Zugriffsschicht, ITS-S-Steuerungseinheit, ITS-S-Sicherheitseinheit und ITS-S-Anwendungseinheit, die ITS-
Dienste bereitstellt, umfasst

Anmerkung 1 zum Begriff:  Abstrakt betrachtet, bezieht sich der Begriff ,ITS-Station“ auf eine Menge von
Funktionalitaten. Der Begriff wird oftmals als Umschreibung dieser Funktionalitdten in einer physikalischen Einheit
verwendet. Oftmals ist die geeignete Interpretation aus dem Zusammenhang heraus deutlich. Der richtige Name der
physikalischen Umschreibung einer ITS-S ist ITS-Stationseinheit (ITS-SU).

[QUELLE: ISO 21217:2014, Definition 3.12]
3.12
ITS-S-gesichert

(en: ITS-S secured)
gesichert in Ubereinstimmung mit ISO 21217:2014
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TECHNICAL SPECIFICATION CEN/TS 17466
SPECIFICATION TECHNIQUE
TECHNISCHE SPEZIFIKATION May 2020

ICS 03.220.20; 35.240.60

English Version

Intelligent transport systems - Urban ITS - Communication
interfaces and profiles for traffic management

Systemes de transport intelligents - Systemes de Intelligente Verkehrssysteme - Verkehrsmanagement-
gestion du trafic - Interfaces et informations sur la MT Systeme - TM-Schnittstellen und Informationen

This Technical Specification (CEN/TS) was approved by CEN on 28 March 2020 for provisional application.

The period of validity of this CEN/TS is limited initially to three years. After two years the members of CEN will be requested to
submit their comments, particularly on the question whether the CEN/TS can be converted into a European Standard.

CEN members are required to announce the existence of this CEN/TS in the same way as for an EN and to make the CEN/TS
available promptly at national level in an appropriate form. It is permissible to keep conflicting national standards in force (in
parallel to the CEN/TS) until the final decision about the possible conversion of the CEN/TS into an EN is reached.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels
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European foreword

This document (CEN/TS 17466:2020) has been prepared by Technical Committee CEN/TC 278
“Intelligent transport systems”, the secretariat of which is held by NEN.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to announce this Technical Specification: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United
Kingdom.
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Introduction

General deployment of Intelligent Transport Systems (ITS) in the field of road transport and for interfaces
with other modes of transport is demanded by the Directive 2010/40/EU [3] of the European Parliament.
ITS means “applying information technology and communications technology (ICT) for improving traffic,
especially road traffic”.

Urban Intelligent Transport Systems (U-ITS) is a term indicating the provisioning of ITS services applying
ITS technologies in an urban context. Development of standards dedicated to U-ITS is supported by the
European Commission's mandate M/546 [2] with technical details identified in the final report [1] of
project team PT1701. U-ITS standards will complement those for cooperative ITS (C-ITS) developed
under the European Commission's mandate M/453, see [4].

NOTE Basic ITS technologies applied for U-ITS can be the same as those applied for C-ITS.

Provisioning of ITS services typically may require communications between ITS station units (ITS-SU)
specified in ISO 21217:2014. Diverging requirements for communications and limitations of capabilities
of available communication channels led to the concept of Hybrid Communications providing multiple
communication protocol stacks with different access technologies and communications protocols for
localized communications and networked communications together with the capability of handover,
specified in a series of standards, e.g. ISO 21217:2014, [SO 21218 [30], EN ISO 17423 [20], SO 24102-6
[31],1S0 21215 [29],1SO 17515-3 [22], SO 21210 [28], ISO 29281-1 [32], and others.

A major characteristic of C-ITS is the sharing of data between ITS applications in the same ITS-SU and in
different ITS-SUs. A major service domain of C-ITS is the domain of road safety and traffic efficiency, with
a certain focus on wireless communications between ITS-SUs installed in vehicles, also referred to as
Vehicle ITS-SU (V-ITS-SU), and wireless communications between V-ITS-SUs and ITS-SUs installed at the
roadside, also referred to as Roadside ITS-SU (R-ITS-SU).

Although there are differences between U-ITS and C-ITS with respect of target service domains (data and
procedures necessary for the provisioning of dedicated urban ITS services), data and procedures
developed for C-ITS might also be beneficially applied in U-ITS.

Whilst C-ITS currently largely focuses on the road safety domain, U-ITS deals with the ITS service
domains

— Multimodal Information Systems;
— Traffic Management;
— Urban Logistics;

see [1].

A major goal to be achieved with U-ITS standards is to assist urban administration to implement U-ITS,
and removing barriers for implementing U-ITS, see CEN/TR 17143 [1].

A precise definition of the borderline between U-ITS and ITS for other target domains, e.g. ITS on
highways, is impossible. However, this document aims on identifying and specifying ITS issues that are
relevant for urban administrations. It is important to understand that ITS issues developed for urban
areas also may be applicable outside of urban areas.

Development of standards for U-ITS has to consider automated and autonomous vehicles [1], and the
work on data and message specifications performed under the name of DATEX for data exchange between
central stations and between a central station and a service provider.

The present document was developed by project team PT1710 funded by the European Commission
under grant agreement SA/CEN/GROW/EFTA/546/2016-10 'Urban ITS Traffic Management data
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models' (M/546 [2]). The scope of the present document results from the High Level Recommendation
“1701-HLRd Traffic Management Data Models and interfaces” identified in CEN/TR 17143 [1].

The present document is about communications interfaces and profiles applicable for U-ITS with a focus
on communications between central stations, i.e. Central ITS-SUs (C-ITS-SUs). Such C-ITS-SUs can be part
of e.g. central traffic management centres, centres from authorities, centres from service providers. The
communication profile definitions presented in this document are based on the methodology being
specified in ISO/TS 21185.

Data definitions are outside the scope of this document and are developed within other PTs funded under
M/546 [2].
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1 Scope

This document identifies traffic management interfaces between central stations and specifies related
ITS communication profiles enabling standardized data exchange over these communication interfaces,
applicable for a variety of platforms including ITS station units (ITS-SUs) compliant with SO 21217:2014.
This document further specifies requirements on encoding of data.

These traffic management interfaces enable

— the provision of appropriate and relevant traffic information, e.g. congestion and travel times, to
users across a variety of platforms;

— exchange of data such as:
— network performance data, e.g. traffic conditions, travel times, and
— planned and unplanned events and incidents, e.g.
— roadworks,
— closures of roads, bridges, and tunnels,
— bad weather,
— road surface conditions.
This document recognizes specifications from DATEX II in order to avoid duplicate specifications. In

doing so, this document aligns with existing products of CEN/TC 278 /WG 8 and the additional work being
undertaken within the DATEX community.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO/TS 21177, Intelligent transport systems — ITS station security services for secure session establishment
and authentication between trusted devices

ISO/TS 21185, Intelligent transport systems — Communication profiles for secure connections between
trusted devices

ISO 21217:2014, Intelligent transport systems — Communications access for land mobiles (CALM) —
Architecture

EN 16157-1:2018, Intelligent transport systems — DATEX Il data exchange specifications for traffic
management and information — Part 1: Context and framework

Documents
Document Sharing7Hub

Full document details: DIN CEN/TS 17466:2021-07


http://www.avadocuments.com/doc/din-cen-ts-17466-2021-07
http://www.avadocuments.com/doc/din-cen-ts-17466-2021-07

DIN CEN/TS 17466:2021-07
CEN/TS 17466:2020 (E)

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp/ui
— IEC Electropedia: available at http://www.electropedia.org/

3.1

interface

point of demarcation between two entities through which information flows from one entity to the other
entity based on a given specification of technical details

3.2
logical interface
interface where the semantic, syntactic, and symbolic attributes of information flows is defined

3.3

physical interface

interface where the physical characteristics of signals used to represent information and the physical
characteristics of channels used to carry the signals are defined

34

service interface

interface where the set of interactions provided by an entity for participation with another entity for
some purpose along with constraints on how they can occur are defined

3.5

management service interface

service interface that exposes management functions of a service function contained in a component for
use by service consumers

[SOURCE: ISO 18202:2015, 1.4.7 - modified]

3.6

user interface

interface between a user and an interactive system that provides information and controls for the user
to accomplish specific tasks with the interactive system

[SOURCE: ISO/IEC 25063:2014, 3.18 - modified]

3.7

ITS service

functionality provided to users of intelligent transport systems designed e.g. to increase safety,
sustainability, efficiency, or comfort

[SOURCE: ISO 21217:2014, definition 3.11]
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3.8

ITS application

instantiation of an ITS service that involves an association of two or more complementary ITS-S
application processes

[SOURCE: ISO 21217:2014, definition 3.9]

3.9

ITS-S application process

element in an ITS station that performs information processing for a particular application and uses ITS-
S services to transmit and receive information

[SOURCE: ISO 21217:2014, definition 3.19]

3.10
ITS-S service
communication functionality of an ITS-S that provides the capability to connect to other nodes

[SOURCE: ISO 21217:2014, definition 3.37]

3.11

ITS station

functional entity comprised of an ITS-S facilities layer, ITS-S networking and transport layer, ITS-S access
layer, ITS-S management entity, ITS-S security entity, and ITS-S applications entity providing ITS services

Note 1 to entry:  From an abstract point of view, the term “ITS station” refers to a set of functionalities. The term
is often used to refer to an instantiation of these functionalities in a physical unit. Often, the appropriate
interpretation is obvious from the context. The proper name of the physical instantiation of an ITS-S is ITS station
unit (ITS-SU).

[SOURCE: ISO 21217:2014, definition 3.12]
3.12

ITS-S-secured
secured in compliance with ISO 21217:2014

4 Symbols and abbreviations

AMQP advanced message queuing protocol
ANPR automatic number plate recognition
API application programming interface
ASN abstract syntax notation

CAM cooperative awareness message
CCTV closed circuit television

C-ITS cooperative ITS

C-ITS-SU  central ITS-SU
DATEX data exchange
DENM decentralized environmental notification message

DIASER  dialogue standard pour les équipements de régulation
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DSRC

DTS

EN

EU
HARTS
HTTP
ICT

IP

[Pv6

IR

ITS
ITS-S
ITS-SCP
ITS-SCPS
ITS-SU
JSON
LAN
LoS
MQTT
NTCIP
OCIT
OCIT-C
OCIT-0
OID
PER
PT
REST
RESTful
RFC
SIRI
SNMP
SOAP
SPaT
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dedicated short range communications

NOTE 1 DSRC as specified in EN 12253 (5,8 GHz backscatter technology)

NOTE 2 In the United States of America, the term DSRC is used for IEEE 802.11 OCB
communications at 5,9 GHz. In order to distinguish both technologies, the US

understanding is referred to as US-DSRC.
draft TS

European norm

European Union

harmonized architecture reference for technical standards
hypertext transfer protocol

information and communication technology
Internet protocol

[P version 6

infrared

intelligent transport systems

ITS station

ITS-S communication profile

ITS-S communication protocol stack

ITS station unit

Java script object notation

local area network

Level of Service

message queuing telemetry transport
national transportation communications for ITS protocol
open communication interface for road traffic control systems
OCIT centre to centre

OCIT outstations

object identifier

packed encoding rules

project team

representational state transfer

REST implemented by using HTTP

request for comments

service interface for real-time information
simple network management protocol
simple object access protocol

signal phase and timing
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TCP transmission control protocol
™ traffic management
TMC TM centre

TMDD TM data dictionary

TC technical committee

TLS transport layer security

TR technical report

TS technical specification

UML unified modelling language

UPER unaligned PER

URL uniform resource locator

UTC urban traffic control

UTMC urban traffic management and control

U-ITS urban ITS

VMS variable message sign

WG working group

WWw world wide web

XSD XML schema definition

XDR external data representation
XML extensible markup language

5 Traffic management interfaces
5.1 Basics on traffic management

“Traffic management” (TM), in the context of this document, is a term pointing to a class of ITS services
that aim on managing road traffic, including urban areas, including not just vehicles, motor-cycles, and
bicycles but also e.g. pedestrians and rail vehicles such as trams. TM interfaces exist between these actors
in TM. TM interfaces are needed for the purpose to manage the operation of TM services.

5.2 Basics on interfaces

The term “interface” has the generic meaning of a “point of demarcation between two entities”, although
originally it comes from natural science with a different meaning.

In the context of information and communications technologies (ICT), many complementary definitions

» o«

exist, distinguished by a qualifier added to the term, e.g. “physical interface”, “communications protocol
interface”, “application interface”. The communications protocol interface and the application interface
are examples of logical interfaces. The physical interface together with the communications protocol

interface define an ITS-S Communication Protocol Stack (ITS-SCPS).

NOTE 1  Typically, an ITS-SCPS includes, as a minimum, protocols from the ISO/0SI layers one through four (ITS-
Saccess layer and ITS-S networking and transport layer specified in [SO 21217:2014), optionally also the layers five
through seven (ITS-S facilities layer specified in ISO 21217:2014); see also the definition of ITS-SCPS in ISO 17423
[20].
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